
SHA No. AL486ZM1.
                        F.A.P No. APL-3(406)N

Invitation for Bids

SHA No. AL486ZM1
F.A.P No. APL-3(406)N

Frostburg Business Park Access Road

Allegany County, Maryland

NOTICE TO BIDDERS

A “Pre-Bidding Session” for the purpose of answering or obtaining answers to questions of parties
interested in constructing the work relative to Right-of-Way, Utilities, Design, and Construction Details
will be conducted at 1:00 P.m. on June 14, 2016 at the Allegany Office Building, 701 Kelly Road,
Cumberland, Maryland in Room 100.  While attendance at the Pre-Bid conference is not mandatory,
this is the offeror’s opportunity to raise questions and/or issues of concern regarding the project.

Minority Business Enterprises are encouraged to respond to this Solicitation Notice.

Allegany County will only be responsible for the completeness of documents obtained directly from
the Allegany County Department of Public Works. Failure to attach any addenda may cause the bid to

be irregular.

ISSUED FOR BIDDING: MAY 18, 2016



ADVERTISEMENT FOR BIDS

The Allegany County Commissioners
Allegany County, Maryland

Frostburg Business Park Access Road
ARC Project No. MD-17754

SHA No. AL486ZM1
FAP No. APL-3(406)N

Separate sealed bids for the construction of Contract No. SHA No. AL486ZM1 consisting of
constructing approximately 0.2 mile of access road with appurtenances in the Frostburg Business
Park, Frostburg, Maryland will be received by the Allegany County Commissioners at their
office in the County Office Complex, 701 Kelly Road, Suite 407, Cumberland, Maryland until
3:00 pm, local time, Tuesday, July 12, 2016. Said bids will then be opened and publicly read
aloud at 3:30 pm in the Allegany County Commissioners’ Meeting Room.

The CONTRACT DOCUMENTS may be examined at the Allegany County Department of
Public Works, 701 Kelly Road, Cumberland, Maryland  21502.

Copies  of  the  CONTRACT  DOCUMENTS  may  be  obtained  at  the  above  office  between  the
hours of 8:00 A.M. and 4:00 P.M., daily except Saturdays, Sundays and holidays upon payment
of $150.00 for each set.  Information is also available at http://gov.allconet.org/bids/bid.htm.
Bidders must purchase the Contract Documents directly from Allegany County to submit a
bid for consideration.

Each bidder must furnish with his bid an acceptable bid bond or certified check as bid guarantee,
in an amount not less than five (5) percent of the bid, payable to the Allegany County
Commissioners.

No bidder may withdraw a bid within 120 days after the actual date of the opening thereof.
Should there be reasons why the contract cannot be awarded within the specified period, the time
may be extended by mutual agreement between the Owner and the Bidder.

It  is  the  stated  policy  of  the  Allegany  County  Board  of  Commissioners  to  encourage  Minority
Business Enterprise (MBE) participation on the bid. This project requires the Contractor to
follow Published Wage Rates as explained in the Contract Documents.

All bids must be submitted in a sealed envelope and addressed to Allegany County
Commissioners, 701 Kelly Road, Suite 407, Cumberland, Maryland 21502 and marked
“CONTRACT NO. SHA No. AL486ZM1 – FROSTBURG BUSINESS PARK ACCESS
ROAD” on the outside of the envelope.
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A Pre-Bid meeting for the purpose of answering or obtaining answers to questions of parties
interested in contracting for the work will be conducted at the Allegany County Office Complex,
Suite 300, 701 Kelly Road, Cumberland, Maryland at 1:00 PM , local time, on Tuesday, June 14,
2016.  Bidder attendance is encouraged but not mandatory.  Please direct any project questions to
Adam Patterson, County Engineer, at 301.876.9561 or adam.patterson@alleganygov.org.

The County Commissioners of Allegany County, Maryland reserve the right to reject any or all
bids or to select the bidder best suited for performing and completing the work.

COUNTY COMMISSIONERS OF
ALLEGANY COUNTY, MARYLAND

David A. Eberly, County Administrator

TIMES-NEWS: May 29, 2016
eMaryland Marketplace
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INFORMATION FOR BIDDERS      SHA No. AL486ZM1
ARC Project No. MD-17754

F.A.P No. APL-3(406)N

2015-09-28

INFORMATION FOR BIDDERS

1.  VISIT THE SITE.

Prior to submitting Proposal, each bidder shall examine the site and conditions thereon,
correlating same with bidding documents.  All proposals shall be presumed to include all
site conditions that may affect work under this Contract.

2.  FILLING OUT PROPOSAL FORMS.

Make proposal directly on forms furnished herein.  Give bid amounts in figures, bid all
alternates if any, and furnish all data and information required in proposal.  Failure to
submit a complete proposal as outlined may be cause for rejection of same.  Proposal
shall contain no interlineations, erasure, alteration, addition, or write-over that might
cause misunderstanding.  Burden of satisfactory proof of clarity of same is upon bidder.
Unit prices will govern in the event of a mathematical or clerical error.

Address envelope containing entire bid book with addendums attached as follows:

Identify proposal as follows:

Sealed Proposal for
Frostburg Business Park Access Road

Contractor: ________________________

Proposal shall be delivered to location given in the Invitation for Bid not later than time
set for receiving proposals. The entire bid book shall be turned in along with copies of all
addendums attached to the bid book. All addendum are to be acknowledged on the
Proposal Form.

3.  RESERVED RIGHTS.

The Board of Commissioners of Allegany County reserves the right to reject any and all
bids or to accept any bid which Allegany County believes is in the County’s best interest,
and also to waive informalities in bidding.

4.  DISCREPANCIES.

Should a bidder find discrepancies in the plans and/or specifications or should he be in
doubt as to the meaning or intent of any part thereof, he must, not later than five (5) days
(Saturdays, Sundays and Holidays excluded) prior to the date bids are due, request
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INFORMATION FOR BIDDERS      SHA No. AL486ZM1
ARC Project No. MD-17754

F.A.P No. APL-3(406)N

2015-09-28

clarification from the Engineer, who will issue an addendum or otherwise clarify the
matter.  Failure to request such clarification is a waiver to any claim by the bidder for
expense made necessary by reason of late interpretation of the Contract Documents by
the Engineer.

5.  TIME OF BIDS.

Proposals will be received until March 8, 2016, but not after 2:00 P.M., local time March
8, 2016, at Allegany County Office Complex. If proposal is mailed, no consideration will
be given to the bid if received after the time set forth.

6.  QUOTATION

The City is requesting a Unit Price bid for all the work as described.  Quotation is to be
valid for notice to proceed within 120 days of date bids are due.  Unit Prices quoted will
be used for additions or deletions, as required.  The Maryland State Highway cost group
is ‘D’.

7.  CONTRACT(S)

After receiving the bids,  the County will  evaluate all  prices and itemize the items to be
included in a contract to be signed between the County and Contractor based on
stipulated prices as bid.  The Allegany County Commissioners reserve the right the right
to waive any technicalities, the right to reject any or all bids, and the right to accept any
or all proposals which in their judgment is to the best interest of the County.

8. RETAINAGE

The County will withhold 10% retainage as requested by the funding partners. Retainage
will be released after substantial completion and acceptance of the work.

9. BID SELECTION

The selection of the contractor will be based on the lowest responsive responsible Base
Bid received.  Unit prices in the deduct alternates, if so included, shall match those in the
base bid.

10. CONTRACT TIME

The total contract time of 210 calendar days. The contractor may work during the winter
months without penalty provided the requirements of the specifications are meant for
temperature, etc.
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SHA No. AL486ZM1
ARC Project No. MD-17754

F.A.P No. APL-3(406)N

01-03-13

NOTICE TO CONTRACTORS

Most SHA projects advertised for construction after July 1, 2012 were designed to follow the “2011
Maryland Standards and Specifications for Soil Erosion and Sediment Control”.  This project will be built
using the 2011 version of these Standards and Specifications.  These Standards and Specifications contain
significant revisions to materials and methods compared to earlier versions.  Perspective bidders are
encouraged to consider the impacts of these changes when preparing their bids.  These Standards and
Specifications can be found on the internet at:

http://www.mde.state.md.us/programs/Water/StormwaterManagementProgram/SoilErosionandSediment
Control/Documents/2011%20MD%20Standard%20and%20Specifications%20for%20Soil%20Erosion%2
0and%20Sediment%20Control.pdf

The Specifications utilized with this bid book are those issued by the Maryland State Highway
Administration dated July 2008.

Copies may be purchased at:

Maryland State Highway Administration
Cashier’s Office

211 East Madison Street
Baltimore, Maryland 21202

Phone 410-545-8490

The purchase price of the July 2008 Specifications Book is $30.00.  When material is mailed an
additional fee of $5.50 will be charged.

The owner of this project shall be the Allegany County Board of County Commissioners (Herein
collectively referred to as Allegany County).  All references referring to the State of Maryland as the
owner shall be interpreted as meaning the Allegany County.  Where a conflict exists between Maryland
State Highway Administration Specifications and this document, this document shall prevail. Allegany
County shall use Maryland State Highway Administration current general provisions and terms and
conditions in this contract. The specifications in this book supersede those published in the Maryland
State Highway Administration specifications book.
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NOTICE TO CONTRACTORS
CARGO PREFERENCE ACT (CPA)

All Contractors and Sub-Contractors are to be in compliance with the requirements of 46 CFR
Part 381 and incorporate by reference the recommended clauses in 46 CFR 381.7(a)-(b) -
("Contractor and Subcontractor Clauses. "Use of United States-flag vessels")

(a) Agreement Clauses. "Use of United States-flag vessels:

"(1) Pursuant to Pub. L. 664 (43 U.S.C. 1241(b)) at least 50 percent of any equipment, materials
or commodities procured, contracted for or otherwise obtained with funds granted, guaranteed,
loaned, or advanced by the U.S. Government under this agreement, and which may be
transported by ocean vessel, shall be transported on privately owned United States-flag
commercial vessels, if available.

"(2) Within 20 days following the date of loading for shipments originating within the United
States or within 30 working days following the date of loading for shipments originating outside
the United States, a legible copy of a rated, 'on-board' commercial ocean bill-of-lading in English
for each shipment of cargo described in paragraph (a)(1) of this section shall be furnished to both
the Contracting Officer (through the prime contractor in the case of subcontractor bills-of-lading)
and to the Division of National Cargo, Office of Market Development. Maritime Administration,
Washington, DC 20590."

(b) Contractor and Subcontractor Clauses. "Use of United States-flag vessels: The contractor
agrees-

"(1) To utilize privately owned United States-flag commercial vessels to ship at least 50 percent
of the gross tonnage (computed separately for dry bulk carriers, dry cargo liners, and tankers)
involved, whenever shipping any equipment. material, or commodities pursuant to this contract,
to the extent such vessels are available at fair and reasonable rates for United States-flag
commercial vessels.

"(2) To furnish within 20 days following the date of loading for shipments originating within the
United States or within 30 working days following the date of loading for shipments originating
outside the United States. a legible copy of a rated, 'on-board' commercial ocean bill-of-lading in
English  for  each  shipment  of  cargo  described  in  paragraph  (b)  (1)  of  this  section  to  both  the
Contracting Officer (through the prime contractor in the case of subcontractor bills-of-lading)
and to the Division of National Cargo, Office of Market Development, Maritime Administration,
Washington, DC 20590.

"(3) To insert the substance of the provisions of this clause in all subcontracts issued pursuant to
this contract”.
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Guidance documents for this requirement, including the 12/11/2015 policy memo, the 12/8/2015
legal opinion and a page of Q&A’s are available on the CPA construction Program Guidance
page:

https://www.fhwa.dot.gov/construction/cqit/cargo.cfm

This requirement applies to material or equipment that is acquired for a specific Federal-aid
highway project.  It is not applicable to goods or materials that come into inventories
independent of an FHWA funded-contract.

7



NOTICE TO CONTRACTORS SHA No. AL486ZM1
EMARYLAND MARKETPLACE ARC Project No. MD-17754

F.A.P No. APL-3(406)N
1 of 1

NOTICE TO CONTRACTORS

eMaryland Marketplace.

eMaryland Marketplace (eMM) is an electronic commerce system administered by the Maryland
Department of General Services.  All associated materials, the solicitation, the summary of pre-
bid meetings, bidder’s questions and the Procurement Officers responses, Addenda, and other
solicitation related information will be provided via eMaryland Marketplace;
https://emaryland.buyspeed.com/bso/.

Bidders must register, (registration is free) on eMM, log-in and acknowledge all bid amendments
and submit the Addendum Verifications to be Awarded a Contract. Should you have any
questions regarding registration, please call the eMM Help Desk at 410-767-1492.

Bidder’s List.

The Bidders list for this solicitation is available on the eMaryland Marketplace website,
(https://emaryland.buyspeed.com/bso/). To view this:

On the eMaryland website; https://emaryland.buyspeed.com/bso/;
Click Open Bids on the login Screen (DO NOT LOG IN to eMaryland);
Open bid opportunities will be listed (you can filter the list by category, if desired);
On the open bids screen, the right hand column is labeled Bid Holders List;
When the solicitation is found, double click the List link to view the Plan Holders List.

If you need additional assistance, please contact the eMM Help Desk at 410-767-1492.

Bid Opening and Requirements.

Bid Opening will be administered per the current bidding process through:

The Allegany County Commissioners
Allegany County Office Complex
701 Kelly Rd.
Cumberland, Maryland 21502

and per TC SECTION 2 BIDDING REQUIREMENTS AND CONDITIONS of the 2008
Standard Specifications for Construction and Materials.

Bidders are required to provide verifications for each Addenda an include those in your sealed
bids.  “Sealed Bid” should be labeled on your envelope.
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CONTRACTOR REGISTRATION REQUIREMENTS ARC Project No. MD-17754

F.A.P No. APL-3(406)N
1 of 1

06-04-13

CONTRACTOR REGISTRATION REQUIREMENTS

On all Federal-Aid funded contracts, the Administration is requiring that Contractors have an
active Dun and Bradstreet Data Universal Numbering System (DUNS) and be registered in the
Central Contract Registration (CCR) database prior to Award of Contract.

The Contractor DUNS number is a unique nine-digit number issued by Dun &  Bradstreet,
followed by the optional 4 digit DUNS Plus number (reported as “999999999.9999”).  A DUNS
number can be obtained on-line at http://fedgov.dnb.com/webform.

The Central Contractor Registration (CCR) is no longer the primary registrant database for the
U.S. Federal Government.

The System for Award Management (SAM) is the Official U.S. Government system that
consolidated the capabilities of CCR/FedReg, ORCA, and EPLS. There is NO fee to register for
this site. Entities may register at no cost directly from this page. User guides and webinars are
available under the Help tab.  Contractor’s can now register on-line at https://www.sam.gov.
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CONTRACT PROVISIONS SHA No. AL486ZM1 
 F.A.P No. APL-3(406)N 
ARC Project No. MD-17754 
(NCHRP) REPORT 350 AND MASH IMPLEMENTATION SCHEDULE 1 of 2 
 

03-02-11 

Maryland Department of Transportation 
State Highway Administration 

NOTICE TO ALL HOLDERS OF THIS CONTRACT DOCUMENT 
 

NATIONAL COOPERATIVE HIGHWAY RESEARCH PROGRAM (NCHRP) 
REPORT 350 AND THE MANUAL FOR ASSESSING SAFETY HARDWARE (MASH) 

IMPLEMENTATION SCHEDULE FOR DEVICES USED IN THE MAINTENANCE OF 
TRAFFIC 

 
 Except as otherwise specified in this Section, all items for the maintenance of traffic, including 
those listed under the following categories, shall be crashworthy in conformance with Level 3 or 
other Level as specified by the Engineer in conformance with the safety crash testing and 
performance criteria published in the National Cooperative Highway Research Program 
(NCHRP) Report 350, “Recommended Procedures for the Safety Performance Evaluation of 
Highway Features” or the Manual for Assessing Safety Hardware (MASH).  When conformance 
with NCHRP Report 350 or MASH is required, the Contractor shall provide the Engineer with 
the manufacturers’ certifications that the devices comply with the specified criteria. 
 
 Unless specifically waived by an attachment to these Contract Provisions, devices must be 
approved by the Office of Traffic and Safety. 
 
Category 1 Devices 
 
 These devices are cones, tubular markers, flexible delineator posts, and drums, all without any 
accessories or attachments, which are used for channelization and delineation. 
 
Category 2 Devices 
 
 These devices are Type I, II, and III barricades; portable sign supports with signs; intrusion 
alarms; and drums, vertical panels, and cones, all with accessories or attachments. 
 
Category 3 Devices 
 
 (a) Truck Mounted Attenuators (TMAs) and Trailer Truck Mounted Attenuators (TTMAs). 
 
 (b) Temporary Barrier. 
 
  (1) Concrete Barrier. 
 
  (2) Traffic Barrier W Beam and Water Filled Barrier. 
 
  (3) Steel/Aluminum Barrier. 
 
 (c) Temporary End Treatments. 
 
Category 4 Devices 
 
 These devices are area lighting supports, arrow panels, and portable variable message signs 
that are usually portable or trailer-mounted. 
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CONTRACT PROVISIONS SHA No. AL486ZM1
F.A.P No. APL-3(406)N

MARYLAND MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES
(MdMUTCD) REQUIREMENTS 1 of 1

03-06-12

NOTICE TO ALL HOLDERS OF THIS CONTRACT DOCUMENT

MARYLAND MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES (MdMUTCD) REQUIREMENTS

The 2011 Maryland Manual on Uniform Traffic Control Devices (MdMUTCD) is the legal
State standard for traffic control devices.  All traffic control devices (temporary or permanent)
utilized on Administration projects shall be in conformance with the requirements provided in
the 2011 Edition of the Administration’s MdMUTCD for Streets and Highways.
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CONTRACT PROVISIONS SHA No. AL486ZM1
OCCUPYING WETLANDS ARC Project No. MD-17754

F.A.P No. APL-3(406)N
1 of 1

10-31-08

OCCUPYING WETLANDS

 The Contractor is hereby alerted to the importance of preserving wetland areas.  The
Administration, in conjunction with the various environmental agencies, has developed these
Contract Documents so as to minimize or eliminate disturbance and damage to existing wetland
areas.  In order to accomplish this, the following must be rigidly adhered to:

(a) Prior to performing any work on the project, the areas of wetland will be identified and
marked as directed by the Administration.  All personnel of the Contractor or sub-contractors
shall be alerted to these designated areas.

(b) The Contractor or sub-contractors shall not impact any wetland or waterway, whether it be
permanently or temporarily unless otherwise stipulated in the permit application and
approved as an authorized action by the appropriate regulatory agency.  No fill shall be
placed in these areas without a permit.

(c) If a Contractor or sub-contractor has to impact a wetland or waterway that is not covered
by an existing wetland permit, they shall immediately notify the Engineer.  The Engineer
will notify the Environmental Programs Division to determine the extent of any permit
modification.  At that time the Environmental Programs Division will request a permit
modification or submit a permit application.

(d) If the Contractor impacts any wetland or waterway for which they do not have a wetland
permit, they shall be responsible for restoring the wetland areas and possibly mitigating the
wetland impacts to the full satisfaction of the environmental agencies, which could include
monetary compensation.

(e) The cost of restoration and mitigation of the impacted areas shall be at no additional cost to
the Administration.

 The importance of not abusing the wetland areas cannot be overemphasized.  Abuse of wetland
areas could jeopardize the operation of the total Contract and could be cause for a shut-down.  If a
shut-down occurs because of the Contractor's failure to secure the required permits (i.e. the
Contractor’s method of work includes impacts not approved by previously acquired permits), the
Contractor’s negligence or operations, all costs and damages to the Contractor and to the State will
be at no additional cost to the Administration.  Noncompliance with these requirements will not be
considered for an extension of Contract time.
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CONTRACT PROVISIONS SHA No. AL486ZM1
HIRING PREFERENCE AND FINANCIAL INCENTIVES ARC Project No. MD-17754

F.A.P No. APL-3(406)N
1 of 2

Appalachian Projects Only 10-31-08

NOTICE TO CONTRACTOR

HIRING PREFERENCE AND FINANCIAL INCENTIVES

1.  Employment Preference Requirements

A. Please note Employment Preference Requirements contained in the Employment
Preference for Appalachian Contracts (Form 1273A) located elsewhere in this Invitation
for Bids.  These Provisions will be strictly enforced.

B. For purpose of this Contract the State Employment Agency is:

     Maryland Department of Employment & Economic
Development (DEED)
P.O. Box 1099
Hagerstown, MD  21741
Regional Administrator - Shannon Wolf
Phone (301) 791-4700

C. The "labor area" is designated as Washington, Allegany and  Garrett Counties of Maryland
only.

D. The Contractor shall forward a copy of the State Employment Service certificate to the
Project Engineer when one is issued.

2.  Financial Incentives

The DEED will review with the Contractor and his/her subcontractor the various financial
incentives available to help defray the cost of hiring unemployed Western Maryland
residents.  These incentives include:

A. The Targeted Jobs Tax Credit Program (TJTC):  The hiring of individuals eligible for this
program provide the employer with a tax credit of 40 percent of the first $6,000 in wage
payments.

B. On-the-Job Training (OJT):  This can provide reimbursement of up to the first six months
of employment.
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CONTRACT PROVISIONS SHA No. AL486ZM1
HIRING PREFERENCE AND FINANCIAL INCENTIVES ARC Project No. MD-17754

F.A.P No. APL-3(406)N
2 of 2

Appalachian Projects Only 10-31-08

C. Customized Training:  Should the Contractor require workers with specific skills not
readily available in the Western Maryland region, the Department of Education and Training
(DET) may arrange for a customized training program to bring qualified individuals up to the
Contractor's specification.

D. For additional information concerning the Financial Incentives please contact:

Maryland Department of Employment & Economic
Development (DEED)
P.O. Box 1099
Hagerstown, MD  21741
Regional Administrator - Shannon Wolf
Phone (301) 791-4700

E. The Financial Incentives listed above will be paid for separately by the Maryland
Department of Employment and Economic Development, not the Maryland State Highway
Administration.
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REQUIRED CONTRACT PROVISIONS SHA No. AL486ZM1
FEDERAL-AID CONSTRUCTION CONTRACTS ARC Project No. MD-17754

F.A.P No. APL-3(406)N
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1  SHA 10-03-12

FHWA-1273 -- Revised May 1, 2012

REQUIRED CONTRACT PROVISIONS
FEDERAL-AID CONSTRUCTION CONTRACTS

I.  General
II.  Nondiscrimination
III. Nonsegregated Facilities
IV. Davis-Bacon and Related Act Provisions
V. Contract Work Hours and Safety Standards Act

Provisions
VI.  Subletting or Assigning the Contract
VII. Safety: Accident Prevention
VIII.  False Statements Concerning Highway Projects
IX. Implementation of Clean Air Act and Federal Water

Pollution Control Act
X.  Compliance with Governmentwide Suspension and

Debarment Requirements
XI.  Certification Regarding Use of Contract Funds for

Lobbying

ATTACHMENTS

A. Employment and Materials Preference for Appalachian
Development Highway System or Appalachian Local Access
Road Contracts (included in Appalachian contracts only)

I.  GENERAL

1.  Form FHWA-1273 must be physically incorporated in each
construction contract funded under Title 23 (excluding
emergency contracts solely intended for debris removal).  The
contractor (or subcontractor) must insert this form in each
subcontract and further require its inclusion in all lower tier
subcontracts (excluding purchase orders, rental agreements
and other agreements for supplies or services).

The applicable requirements of Form FHWA-1273 are
incorporated by reference for work done under any purchase
order, rental agreement or agreement for other services.  The
prime contractor shall be responsible for compliance by any
subcontractor, lower-tier subcontractor or service provider.

Form FHWA-1273 must be included in all Federal-aid design-
build contracts, in all subcontracts and in lower tier
subcontracts (excluding subcontracts for design services,
purchase orders, rental agreements and other agreements for
supplies or services).  The design-builder shall be responsible
for compliance by any subcontractor, lower-tier subcontractor
or service provider.

Contracting agencies may reference Form FHWA-1273 in bid
proposal or request for proposal documents, however, the
Form FHWA-1273 must be physically incorporated (not
referenced) in all contracts, subcontracts and lower-tier
subcontracts (excluding purchase orders, rental agreements
and other agreements for supplies or services related to a
construction contract).

2.  Subject to the applicability criteria noted in the following
sections, these contract provisions shall apply to all work
performed on the contract by the contractor's own organization
and with the assistance of workers under the contractor's

immediate superintendence and to all work performed on the
contract by piecework, station work, or by subcontract.

3.   A breach of any of the stipulations contained in these
Required Contract Provisions may be sufficient grounds for
withholding of progress payments, withholding of final
payment, termination of the contract, suspension / debarment
or any other action determined to be appropriate by the
contracting agency and FHWA.

4.  Selection of Labor: During the performance of this contract,
the contractor shall not use convict labor for any purpose
within the limits of a construction project on a Federal-aid
highway unless it is labor performed by convicts who are on
parole, supervised release, or probation.  The term Federal-aid
highway does not include roadways functionally classified as
local roads or rural minor collectors.

II.  NONDISCRIMINATION

The provisions of this section related to 23 CFR Part 230 are
applicable to all Federal-aid construction contracts and to all
related construction subcontracts of $10,000 or more.  The
provisions of 23 CFR Part 230 are not applicable to material
supply, engineering, or architectural service contracts.

In addition, the contractor and all subcontractors must comply
with the following policies: Executive Order 11246, 41 CFR 60,
29 CFR 1625-1627, Title 23 USC Section 140, the
Rehabilitation Act of 1973, as amended (29 USC 794), Title VI
of the Civil Rights Act of 1964, as amended, and related
regulations including 49 CFR Parts 21, 26 and 27; and 23 CFR
Parts 200, 230, and 633.

The contractor and all subcontractors must comply with:  the
requirements of the Equal Opportunity Clause in 41 CFR 60-
1.4(b) and, for all construction contracts exceeding $10,000,
the Standard Federal Equal Employment Opportunity
Construction Contract Specifications in 41 CFR 60-4.3.

Note: The U.S. Department of Labor has exclusive authority to
determine compliance with Executive Order 11246 and the
policies of the Secretary of Labor including 41 CFR 60, and 29
CFR 1625-1627.  The contracting agency and the FHWA have
the authority and the responsibility to ensure compliance with
Title 23 USC Section 140, the Rehabilitation Act of 1973, as
amended (29 USC 794), and Title VI of the Civil Rights Act of
1964, as amended, and related regulations including 49 CFR
Parts 21, 26 and 27; and 23 CFR Parts 200, 230, and 633.

The following provision is adopted from 23 CFR 230, Appendix
A, with appropriate revisions to conform to the U.S.
Department of Labor (US DOL) and FHWA requirements.

1. Equal Employment Opportunity: Equal employment
opportunity (EEO) requirements not to discriminate and to take
affirmative action to assure equal opportunity as set forth
under laws, executive orders, rules, regulations (28 CFR 35,
29 CFR 1630, 29 CFR 1625-1627, 41 CFR 60 and 49 CFR 27)
and orders of the Secretary of Labor as modified by the
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provisions prescribed herein, and imposed pursuant to 23
U.S.C. 140 shall constitute the EEO and specific affirmative
action standards for the contractor's project activities under
this contract. The provisions of the Americans with Disabilities
Act of 1990 (42 U.S.C. 12101 et seq.) set forth under 28 CFR
35 and 29 CFR 1630 are incorporated by reference in this
contract. In the execution of this contract, the contractor
agrees to comply with the following minimum specific
requirement activities of EEO:

a. The contractor will work with the contracting agency and
the Federal Government to ensure that it has made every
good faith effort to provide equal opportunity with respect to all
of its terms and conditions of employment and in their review
of activities under the contract.

    b. The contractor will accept as its operating policy the
following statement:

"It is the policy of this Company to assure that applicants
are employed, and that employees are treated during
employment, without regard to their race, religion, sex, color,
national origin, age or disability.  Such action shall include:
employment, upgrading, demotion, or transfer; recruitment or
recruitment advertising; layoff or termination; rates of pay or
other forms of compensation; and selection for training,
including apprenticeship, pre-apprenticeship, and/or on-the-
job training."

2.  EEO Officer: The contractor will designate and make
known to the contracting officers an EEO Officer who will have
the responsibility for and must be capable of effectively
administering and promoting an active EEO program and who
must be assigned adequate authority and responsibility to do
so.

3.  Dissemination of Policy: All members of the contractor's
staff who are authorized to hire, supervise, promote, and
discharge employees, or who recommend such action, or who
are substantially involved in such action, will be made fully
cognizant of, and will implement, the contractor's EEO policy
and contractual responsibilities to provide EEO in each grade
and classification of employment.  To ensure that the above
agreement will be met, the following actions will be taken as a
minimum:

a.  Periodic meetings of supervisory and personnel office
employees will be conducted before the start of work and then
not less often than once every six months, at which time the
contractor's EEO policy and its implementation will be
reviewed and explained.  The meetings will be conducted by
the EEO Officer.

b.  All new supervisory or personnel office employees will be
given a thorough indoctrination by the EEO Officer, covering
all major aspects of the contractor's EEO obligations within
thirty days following their reporting for duty with the contractor.

c.  All personnel who are engaged in direct recruitment for
the project will be instructed by the EEO Officer in the
contractor's procedures for locating and hiring minorities and
women.

d.  Notices and posters setting forth the contractor's EEO
policy will be placed in areas readily accessible to employees,
applicants for employment and potential employees.

e.  The contractor's EEO policy and the procedures to
implement such policy will be brought to the attention of

employees by means of meetings, employee handbooks, or
other appropriate means.

4. Recruitment: When advertising for employees, the
contractor will include in all advertisements for employees the
notation: "An Equal Opportunity Employer."  All such
advertisements will be placed in publications having a large
circulation among minorities and women in the area from
which the project work force would normally be derived.

a.  The contractor will, unless precluded by a valid
bargaining agreement, conduct systematic and direct
recruitment through public and private employee referral
sources likely to yield qualified minorities and women.  To
meet this requirement, the contractor will identify sources of
potential minority group employees, and establish with such
identified sources procedures whereby minority and women
applicants may be referred to the contractor for employment
consideration.

b.  In the event the contractor has a valid bargaining
agreement providing for exclusive hiring hall referrals, the
contractor is expected to observe the provisions of that
agreement to the extent that the system meets the contractor's
compliance with EEO contract provisions.  Where
implementation of such an agreement has the effect of
discriminating against minorities or women, or obligates the
contractor to do the same, such implementation violates
Federal nondiscrimination provisions.

c.  The contractor will encourage its present employees to
refer minorities and women as applicants for employment.
Information and procedures with regard to referring such
applicants will be discussed with employees.

5. Personnel Actions: Wages, working conditions, and
employee benefits shall be established and administered, and
personnel actions of every type, including hiring, upgrading,
promotion, transfer, demotion, layoff, and termination, shall be
taken without regard to race, color, religion, sex, national
origin, age or disability.  The following procedures shall be
followed:

a.  The contractor will conduct periodic inspections of project
sites to insure that working conditions and employee facilities
do not indicate discriminatory treatment of project site
personnel.

b.  The contractor will periodically evaluate the spread of
wages paid within each classification to determine any
evidence of discriminatory wage practices.

c.  The contractor will periodically review selected personnel
actions in depth to determine whether there is evidence of
discrimination.  Where evidence is found, the contractor will
promptly take corrective action.  If the review indicates that the
discrimination may extend beyond the actions reviewed, such
corrective action shall include all affected persons.

d.  The contractor will promptly investigate all complaints of
alleged discrimination made to the contractor in connection
with its obligations under this contract, will attempt to resolve
such complaints, and will take appropriate corrective action
within a reasonable time.  If the investigation indicates that the
discrimination may affect persons other than the complainant,
such corrective action shall include such other persons.  Upon
completion of each investigation, the contractor will inform
every complainant of all of their avenues of appeal.
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6. Training and Promotion:

a.  The contractor will assist in locating, qualifying, and
increasing the skills of minorities and women who are
applicants for employment or current employees.  Such efforts
should be aimed at developing full journey level status
employees in the type of trade or job classification involved.

b.  Consistent with the contractor's work force requirements
and as permissible under Federal and State regulations, the
contractor shall make full use of training programs, i.e.,
apprenticeship, and on-the-job training programs for the
geographical area of contract performance.  In the event a
special provision for training is provided under this contract,
this subparagraph will be superseded as indicated in the
special provision.  The contracting agency may reserve
training positions for persons who receive welfare assistance
in accordance with 23 U.S.C. 140(a).

c.  The contractor will advise employees and applicants for
employment of available training programs and entrance
requirements for each.

d.  The contractor will periodically review the training and
promotion potential of employees who are minorities and
women and will encourage eligible employees to apply for
such training and promotion.

7. Unions: If the contractor relies in whole or in part upon
unions as a source of employees, the contractor will use good
faith efforts to obtain the cooperation of such unions to
increase opportunities for minorities and women.  Actions by
the contractor, either directly or through a contractor's
association acting as agent, will include the procedures set
forth below:

a.  The contractor will use good faith efforts to develop, in
cooperation with the unions, joint training programs aimed
toward qualifying more minorities and women for membership
in the unions and increasing the skills of minorities and women
so that they may qualify for higher paying employment.

b.  The contractor will use good faith efforts to incorporate an
EEO clause into each union agreement to the end that such
union will be contractually bound to refer applicants without
regard to their race, color, religion, sex, national origin, age or
disability.

c.  The contractor is to obtain information as to the referral
practices and policies of the labor union except that to the
extent such information is within the exclusive possession of
the labor union and such labor union refuses to furnish such
information to the contractor, the contractor shall so certify to
the contracting agency and shall set forth what efforts have
been made to obtain such information.

d.  In the event the union is unable to provide the contractor
with a reasonable flow of referrals within the time limit set forth
in the collective bargaining agreement, the contractor will,
through independent recruitment efforts, fill the employment
vacancies without regard to race, color, religion, sex, national
origin, age or disability; making full efforts to obtain qualified
and/or qualifiable minorities and women.  The failure of a union
to provide sufficient referrals (even though it is obligated to
provide exclusive referrals under the terms of a collective
bargaining agreement) does not relieve the contractor from the
requirements of this paragraph.   In the event the union referral
practice prevents the contractor from meeting the obligations
pursuant to Executive Order 11246, as amended, and these

special provisions, such contractor shall immediately notify the
contracting agency.

8.  Reasonable Accommodation for Applicants /
Employees with Disabilities:  The contractor must be familiar
with the requirements for and comply with the Americans with
Disabilities Act and all rules and regulations established there
under.  Employers must provide reasonable accommodation in
all employment activities unless to do so would cause an
undue hardship.

9. Selection of Subcontractors, Procurement of Materials
and Leasing of Equipment: The contractor shall not
discriminate on the grounds of race, color, religion, sex,
national origin, age or disability in the selection and retention
of subcontractors, including procurement of materials and
leases of equipment.  The contractor shall take all necessary
and reasonable steps to ensure nondiscrimination in the
administration of this contract.

a.  The contractor shall notify all potential subcontractors and
suppliers and lessors of their EEO obligations under this
contract.

b.  The contractor will use good faith efforts to ensure
subcontractor compliance with their EEO obligations.

10. Assurance Required by 49 CFR 26.13(b):

a.  The requirements of 49 CFR Part 26 and the State
DOT’s U.S. DOT-approved DBE program are incorporated by
reference.

b.  The contractor or subcontractor shall not discriminate on
the basis of race, color, national origin, or sex in the
performance of this contract.  The contractor shall carry out
applicable requirements of 49 CFR Part 26 in the award and
administration of DOT-assisted contracts.  Failure by the
contractor to carry out these requirements is a material breach
of this contract, which may result in the termination of this
contract or such other remedy as the contracting agency
deems appropriate.

11. Records and Reports: The contractor shall keep such
records as necessary to document compliance with the EEO
requirements.  Such records shall be retained for a period of
three years following the date of the final payment to the
contractor for all contract work and shall be available at
reasonable times and places for inspection by authorized
representatives of the contracting agency and the FHWA.

a.  The records kept by the contractor shall document the
following:

    (1) The number and work hours of minority and non-
minority group members and women employed in each work
classification on the project;

(2) The progress and efforts being made in cooperation
with unions, when applicable, to increase employment
opportunities for minorities and women; and

(3) The progress and efforts being made in locating, hiring,
training, qualifying, and upgrading minorities and women;

b.  The contractors and subcontractors will submit an annual
report to the contracting agency each July for the duration of
the project, indicating the number of minority, women, and
non-minority group employees currently engaged in each work
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classification required by the contract work.  This information is
to be reported on Form FHWA-1391.  The staffing data should
represent the project work force on board in all or any part of
the last payroll period preceding the end of July.  If on-the-job
training is being required by special provision, the contractor
will be required to collect and report training data.  The
employment data should reflect the work force on board during
all or any part of the last payroll period preceding the end of
July.

III. NONSEGREGATED FACILITIES

This provision is applicable to all Federal-aid construction
contracts and to all related construction subcontracts of
$10,000 or more.

The contractor must ensure that facilities provided for
employees are provided in such a manner that segregation on
the basis of race, color, religion, sex, or national origin cannot
result.  The contractor may neither require such segregated
use by written or oral policies nor tolerate such use by
employee custom.  The contractor's obligation extends further
to ensure that its employees are not assigned to perform their
services at any location, under the contractor's control, where
the facilities are segregated.  The term "facilities" includes
waiting rooms, work areas, restaurants and other eating areas,
time clocks, restrooms, washrooms, locker rooms, and other
storage or dressing areas, parking lots, drinking fountains,
recreation or entertainment areas, transportation, and housing
provided for employees.  The contractor shall provide separate
or single-user restrooms and necessary dressing or sleeping
areas to assure privacy between sexes.

IV.  DAVIS-BACON AND RELATED ACT PROVISIONS

This section is applicable to all Federal-aid construction
projects exceeding $2,000 and to all related subcontracts and
lower-tier subcontracts (regardless of subcontract size).  The
requirements apply to all projects located within the right-of-
way of a roadway that is functionally classified as Federal-aid
highway.  This excludes roadways functionally classified as
local roads or rural minor collectors, which are exempt.
Contracting agencies may elect to apply these requirements to
other projects.

The following provisions are from the U.S. Department of
Labor regulations in 29 CFR 5.5 “Contract provisions and
related matters” with minor revisions to conform to the FHWA-
1273 format and FHWA program requirements.

1.  Minimum wages

a.  All laborers and mechanics employed or working upon
the site of the work, will be paid unconditionally and not less
often than once a week, and without subsequent deduction or
rebate on any account (except such payroll deductions as are
permitted by regulations issued by the Secretary of Labor
under the Copeland Act (29 CFR part 3)), the full amount of
wages and bona fide fringe benefits (or cash equivalents
thereof) due at time of payment computed at rates not less
than those contained in the wage determination of the
Secretary of Labor which is attached hereto and made a part
hereof, regardless of any contractual relationship which may
be alleged to exist between the contractor and such laborers
and mechanics.

Contributions made or costs reasonably anticipated for bona
fide fringe benefits under section 1(b)(2) of the Davis-Bacon
Act on behalf of laborers or mechanics are considered wages
paid to such laborers or mechanics, subject to the provisions
of paragraph 1.d. of this section; also, regular contributions
made or costs incurred for more than a weekly period (but not
less often than quarterly) under plans, funds, or programs
which cover the particular weekly period, are deemed to be
constructively made or incurred during such weekly period.
Such laborers and mechanics shall be paid the appropriate
wage rate and fringe benefits on the wage determination for
the classification of work actually performed, without regard to
skill, except as provided in 29 CFR 5.5(a)(4). Laborers or
mechanics performing work in more than one classification
may be compensated at the rate specified for each
classification for the time actually worked therein: Provided,
That the employer's payroll records accurately set forth the
time spent in each classification in which work is performed.
The wage determination (including any additional classification
and wage rates conformed under paragraph 1.b. of this
section) and the Davis-Bacon poster (WH–1321) shall be
posted at all times by the contractor and its subcontractors at
the site of the work in a prominent and accessible place where
it can be easily seen by the workers.

b. (1) The contracting officer shall require that any class of
laborers or mechanics, including helpers, which is not listed in
the wage determination and which is to be employed under the
contract shall be classified in conformance with the wage
determination. The contracting officer shall approve an
additional classification and wage rate and fringe benefits
therefore only when the following criteria have been met:

(i) The work to be performed by the classification
requested is not performed by a classification in the wage
determination; and

(ii) The classification is utilized in the area by the
construction industry; and

(iii) The proposed wage rate, including any bona fide
fringe benefits, bears a reasonable relationship to the
wage rates contained in the wage determination.

(2) If the contractor and the laborers and mechanics to be
employed in the classification (if known), or their
representatives, and the contracting officer agree on the
classification and wage rate (including the amount
designated for fringe benefits where appropriate), a report of
the action taken shall be sent by the contracting officer to the
Administrator of the Wage and Hour Division, Employment
Standards Administration, U.S. Department of Labor,
Washington, DC 20210. The Administrator, or an authorized
representative, will approve, modify, or disapprove every
additional classification action within 30 days of receipt and
so advise the contracting officer or will notify the contracting
officer within the 30-day period that additional time is
necessary.

(3) In the event the contractor, the laborers or mechanics
to be employed in the classification or their representatives,
and the contracting officer do not agree on the proposed
classification and wage rate (including the amount
designated for fringe benefits, where appropriate), the
contracting officer shall refer the questions, including the
views of all interested parties and the recommendation of the
contracting officer, to the Wage and Hour Administrator for
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determination. The Wage and Hour Administrator, or an
authorized representative, will issue a determination within
30 days of receipt and so advise the contracting officer or
will notify the contracting officer within the 30-day period that
additional time is necessary.

(4) The wage rate (including fringe benefits where
appropriate) determined pursuant to paragraphs 1.b.(2) or
1.b.(3) of this section, shall be paid to all workers performing
work in the classification under this contract from the first
day on which work is performed in the classification.

c. Whenever the minimum wage rate prescribed in the
contract for a class of laborers or mechanics includes a fringe
benefit which is not expressed as an hourly rate, the contractor
shall either pay the benefit as stated in the wage determination
or shall pay another bona fide fringe benefit or an hourly cash
equivalent thereof.

d. If the contractor does not make payments to a trustee or
other third person, the contractor may consider as part of the
wages of any laborer or mechanic the amount of any costs
reasonably anticipated in providing bona fide fringe benefits
under a plan or program, Provided, That the Secretary of
Labor has found, upon the written request of the contractor,
that the applicable standards of the Davis-Bacon Act have
been met. The Secretary of Labor may require the contractor
to set aside in a separate account assets for the meeting of
obligations under the plan or program.

2.  Withholding

The contracting agency shall upon its own action or upon
written request of an authorized representative of the
Department of Labor, withhold or cause to be withheld from
the contractor under this contract, or any other Federal
contract with the same prime contractor, or any other federally-
assisted contract subject to Davis-Bacon prevailing wage
requirements, which is held by the same prime contractor, so
much of the accrued payments or advances as may be
considered necessary to pay laborers and mechanics,
including apprentices, trainees, and helpers, employed by the
contractor or any subcontractor the full amount of wages
required by the contract.  In the event of failure to pay any
laborer or mechanic, including any apprentice, trainee, or
helper, employed or working on the site of the work, all or part
of the wages required by the contract, the contracting agency
may, after written notice to the contractor, take such action as
may be necessary to cause the suspension of any further
payment, advance, or guarantee of funds until such violations
have ceased.

3.  Payrolls and basic records

a.  Payrolls and basic records relating thereto shall be
maintained by the contractor during the course of the work and
preserved for a period of three years thereafter for all laborers
and mechanics working at the site of the work. Such records
shall contain the name, address, and social security number of
each such worker, his or her correct classification, hourly rates
of wages paid (including rates of contributions or costs
anticipated for bona fide fringe benefits or cash equivalents
thereof of the types described in section 1(b)(2)(B) of the
Davis-Bacon Act), daily and weekly number of hours worked,
deductions made and actual wages paid. Whenever the
Secretary of Labor has found under 29 CFR 5.5(a)(1)(iv) that

the wages of any laborer or mechanic include the amount of
any costs reasonably anticipated in providing benefits under a
plan or program described in section 1(b)(2)(B) of the Davis-
Bacon Act, the contractor shall maintain records which show
that the commitment to provide such benefits is enforceable,
that the plan or program is financially responsible, and that the
plan or program has been communicated in writing to the
laborers or mechanics affected, and records which show the
costs anticipated or the actual cost incurred in providing such
benefits. Contractors employing apprentices or trainees under
approved programs shall maintain written evidence of the
registration of apprenticeship programs and certification of
trainee programs, the registration of the apprentices and
trainees, and the ratios and wage rates prescribed in the
applicable programs.

b. (1) The contractor shall submit weekly for each week in
which any contract work is performed a copy of all payrolls to
the contracting agency.   The payrolls submitted shall set out
accurately and completely all of the information required to be
maintained under 29 CFR 5.5(a)(3)(i), except that full social
security numbers and home addresses shall not be included
on weekly transmittals. Instead the payrolls shall only need to
include an individually identifying number for each employee (
e.g. , the last four digits of the employee's social security
number). The required weekly payroll information may be
submitted in any form desired. Optional Form WH–347 is
available for this purpose from the Wage and Hour Division
Web site at http://www.dol.gov/esa/whd/forms/wh347instr.htm
or its successor site. The prime contractor is responsible for
the submission of copies of payrolls by all subcontractors.
Contractors and subcontractors shall maintain the full social
security number and current address of each covered worker,
and shall provide them upon request to the contracting agency
for transmission to the State DOT, the FHWA or the Wage and
Hour Division of the Department of Labor for purposes of an
investigation or audit of compliance with prevailing wage
requirements. It is not a violation of this section for a prime
contractor to require a subcontractor to provide addresses and
social security numbers to the prime contractor for its own
records, without weekly submission to the contracting agency..

(2) Each payroll submitted shall be accompanied by a
“Statement of Compliance,” signed by the contractor or
subcontractor or his or her agent who pays or supervises the
payment of the persons employed under the contract and shall
certify the following:

(i) That the payroll for the payroll period contains the
information required to be provided under §5.5 (a)(3)(ii) of
Regulations, 29 CFR part 5, the appropriate information is
being maintained under §5.5 (a)(3)(i) of Regulations, 29
CFR part 5, and that such information is correct and
complete;

(ii) That each laborer or mechanic (including each
helper, apprentice, and trainee) employed on the contract
during the payroll period has been paid the full weekly
wages earned, without rebate, either directly or indirectly,
and that no deductions have been made either directly or
indirectly from the full wages earned, other than
permissible deductions as set forth in Regulations, 29 CFR
part 3;

(iii) That each laborer or mechanic has been paid not
less than the applicable wage rates and fringe benefits or
cash equivalents for the classification of work performed,
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as specified in the applicable wage determination
incorporated into the contract.

(3) The weekly submission of a properly executed
certification set forth on the reverse side of Optional Form
WH–347 shall satisfy the requirement for submission of the
“Statement of Compliance” required by paragraph 3.b.(2) of
this section.

(4) The falsification of any of the above certifications may
subject the contractor or subcontractor to civil or criminal
prosecution under section 1001 of title 18 and section 231 of
title 31 of the United States Code.

c. The contractor or subcontractor shall make the records
required under paragraph 3.a. of this section available for
inspection, copying, or transcription by authorized
representatives of the contracting agency, the State DOT, the
FHWA,  or the Department of Labor, and shall permit such
representatives to interview employees during working hours
on the job. If the contractor or subcontractor fails to submit the
required records or to make them available, the FHWA may,
after written notice to the contractor, the contracting agency or
the State DOT, take such action as may be necessary to
cause the suspension of any further payment, advance, or
guarantee of funds. Furthermore, failure to submit the required
records upon request or to make such records available may
be grounds for debarment action pursuant to 29 CFR 5.12.

4.  Apprentices and trainees

a. Apprentices (programs of the USDOL).

Apprentices will be permitted to work at less than the
predetermined rate for the work they performed when they are
employed pursuant to and individually registered in a bona fide
apprenticeship program registered with the U.S. Department of
Labor, Employment and Training Administration, Office of
Apprenticeship Training, Employer and Labor Services, or with
a State Apprenticeship Agency recognized by the Office, or if a
person is employed in his or her first 90 days of probationary
employment as an apprentice in such an apprenticeship
program, who is not individually registered in the program, but
who has been certified by the Office of Apprenticeship
Training, Employer and Labor Services or a State
Apprenticeship Agency (where appropriate) to be eligible for
probationary employment as an apprentice.

 The allowable ratio of apprentices to journeymen on the job
site in any craft classification shall not be greater than the ratio
permitted to the contractor as to the entire work force under
the registered program. Any worker listed on a payroll at an
apprentice wage rate, who is not registered or otherwise
employed as stated above, shall be paid not less than the
applicable wage rate on the wage determination for the
classification of work actually performed. In addition, any
apprentice performing work on the job site in excess of the
ratio permitted under the registered program shall be paid not
less than the applicable wage rate on the wage determination
for the work actually performed. Where a contractor is
performing construction on a project in a locality other than
that in which its program is registered, the ratios and wage
rates (expressed in percentages of the journeyman's hourly
rate) specified in the contractor's or subcontractor's registered
program shall be observed.

 Every apprentice must be paid at not less than the rate
specified in the registered program for the apprentice's level of
progress, expressed as a percentage of the journeymen hourly
rate specified in the applicable wage determination.
Apprentices shall be paid fringe benefits in accordance with
the provisions of the apprenticeship program. If the
apprenticeship program does not specify fringe benefits,
apprentices must be paid the full amount of fringe benefits
listed on the wage determination for the applicable
classification. If the Administrator determines that a different
practice prevails for the applicable apprentice classification,
fringes shall be paid in accordance with that determination.

In the event the Office of Apprenticeship Training, Employer
and Labor Services, or a State Apprenticeship Agency
recognized by the Office, withdraws approval of an
apprenticeship program, the contractor will no longer be
permitted to utilize apprentices at less than the applicable
predetermined rate for the work performed until an acceptable
program is approved.

b. Trainees (programs of the USDOL).

Except as provided in 29 CFR 5.16, trainees will not be
permitted to work at less than the predetermined rate for the
work performed unless they are employed pursuant to and
individually registered in a program which has received prior
approval, evidenced by formal certification by the U.S.
Department of Labor, Employment and Training
Administration.

The ratio of trainees to journeymen on the job site shall not be
greater than permitted under the plan approved by the
Employment and Training Administration.

Every trainee must be paid at not less than the rate specified
in the approved program for the trainee's level of progress,
expressed as a percentage of the journeyman hourly rate
specified in the applicable wage determination. Trainees shall
be paid fringe benefits in accordance with the provisions of the
trainee program. If the trainee program does not mention
fringe benefits, trainees shall be paid the full amount of fringe
benefits listed on the wage determination unless the
Administrator of the Wage and Hour Division determines that
there is an apprenticeship program associated with the
corresponding journeyman wage rate on the wage
determination which provides for less than full fringe benefits
for apprentices. Any employee listed on the payroll at a trainee
rate who is not registered and participating in a training plan
approved by the Employment and Training Administration shall
be paid not less than the applicable wage rate on the wage
determination for the classification of work actually performed.
In addition, any trainee performing work on the job site in
excess of the ratio permitted under the registered program
shall be paid not less than the applicable wage rate on the
wage determination for the work actually performed.

In the event the Employment and Training Administration
withdraws approval of a training program, the contractor will no
longer be permitted to utilize trainees at less than the
applicable predetermined rate for the work performed until an
acceptable program is approved.

c. Equal employment opportunity. The utilization of
apprentices, trainees and journeymen under this part shall be
in conformity with the equal employment opportunity
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requirements of Executive Order 11246, as amended, and 29
CFR part 30.

d.  Apprentices and Trainees (programs of the U.S. DOT).

Apprentices and trainees working under apprenticeship and
skill training programs which have been certified by the
Secretary of Transportation as promoting EEO in connection
with Federal-aid highway construction programs are not
subject to the requirements of paragraph 4 of this Section IV.
The straight time hourly wage rates for apprentices and
trainees under such programs will be established by the
particular programs. The ratio of apprentices and trainees to
journeymen shall not be greater than permitted by the terms of
the particular program.

5. Compliance with Copeland Act requirements.   The
contractor shall comply with the requirements of 29 CFR part
3, which are incorporated by reference in this contract.

6. Subcontracts.   The contractor or subcontractor shall insert
Form FHWA-1273 in any subcontracts and also require the
subcontractors to include Form FHWA-1273 in any lower tier
subcontracts. The prime contractor shall be responsible for the
compliance by any subcontractor or lower tier subcontractor
with all the contract clauses in 29 CFR 5.5.

7. Contract termination: debarment.   A breach of the
contract clauses in 29 CFR 5.5 may be grounds for termination
of the contract, and for debarment as a contractor and a
subcontractor as provided in 29 CFR 5.12.

8. Compliance with Davis-Bacon and Related Act
requirements.  All rulings and interpretations of the Davis-
Bacon and Related Acts contained in 29 CFR parts 1, 3, and 5
are herein incorporated by reference in this contract.

9. Disputes concerning labor standards. Disputes arising
out of the labor standards provisions of this contract shall not
be subject to the general disputes clause of this contract. Such
disputes shall be resolved in accordance with the procedures
of the Department of Labor set forth in 29 CFR parts 5, 6, and
7. Disputes within the meaning of this clause include disputes
between the contractor (or any of its subcontractors) and the
contracting agency, the U.S. Department of Labor, or the
employees or their representatives.

10. Certification of eligibility.

a. By entering into this contract, the contractor certifies that
neither it (nor he or she) nor any person or firm who has an
interest in the contractor's firm is a person or firm ineligible to
be awarded Government contracts by virtue of section 3(a) of
the Davis-Bacon Act or 29 CFR 5.12(a)(1).

b. No part of this contract shall be subcontracted to any person
or firm ineligible for award of a Government contract by virtue
of section 3(a) of the Davis-Bacon Act or 29 CFR 5.12(a)(1).

c. The penalty for making false statements is prescribed in the
U.S. Criminal Code, 18 U.S.C. 1001.

V.   CONTRACT WORK HOURS AND SAFETY
STANDARDS ACT

The following clauses apply to any Federal-aid construction
contract in an amount in excess of $100,000 and subject to the
overtime provisions of the Contract Work Hours and Safety
Standards Act. These clauses shall be inserted in addition to
the clauses required by 29 CFR 5.5(a) or 29 CFR 4.6.  As
used in this paragraph, the terms laborers and mechanics
include watchmen and guards.

1. Overtime requirements.   No contractor or subcontractor
contracting for any part of the contract work which may require
or involve the employment of laborers or mechanics shall
require or permit any such laborer or mechanic in any
workweek in which he or she is employed on such work to
work in excess of forty hours in such workweek unless such
laborer or mechanic receives compensation at a rate not less
than one and one-half times the basic rate of pay for all hours
worked in excess of forty hours in such workweek.

2. Violation; liability for unpaid wages; liquidated
damages.  In the event of any violation of the clause set forth
in paragraph (1.) of this section, the contractor and any
subcontractor responsible therefor shall be liable for the
unpaid wages. In addition, such contractor and subcontractor
shall be liable to the United States (in the case of work done
under contract for the District of Columbia or a territory, to such
District or to such territory), for liquidated damages. Such
liquidated damages shall be computed with respect to each
individual laborer or mechanic, including watchmen and
guards, employed in violation of the clause set forth in
paragraph (1.) of this section, in the sum of $10 for each
calendar day on which such individual was required or
permitted to work in excess of the standard workweek of forty
hours without payment of the overtime wages required by the
clause set forth in paragraph (1.) of this section.

3. Withholding for unpaid wages and liquidated damages.
The FHWA or the contacting agency shall upon its own action
or upon written request of an authorized representative of the
Department of Labor withhold or cause to be withheld, from
any moneys payable on account of work performed by the
contractor or subcontractor under any such contract or any
other Federal contract with the same prime contractor, or any
other federally-assisted contract subject to the Contract Work
Hours and Safety Standards Act, which is held by the same
prime contractor, such sums as may be determined to be
necessary to satisfy any liabilities of such contractor or
subcontractor for unpaid wages and liquidated damages as
provided in the clause set forth in paragraph (2.) of this
section.

4. Subcontracts.  The contractor or subcontractor shall insert
in any subcontracts the clauses set forth in paragraph (1.)
through (4.) of this section and also a clause requiring the
subcontractors to include these clauses in any lower tier
subcontracts. The prime contractor shall be responsible for
compliance by any subcontractor or lower tier subcontractor
with the clauses set forth in paragraphs (1.) through (4.) of this
section.
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VI. SUBLETTING OR ASSIGNING THE CONTRACT

This provision is applicable to all Federal-aid construction
contracts on the National Highway System.

1. The contractor shall perform with its own organization
contract work amounting to not less than 30 percent (or a
greater percentage if specified elsewhere in the contract) of
the total original contract price, excluding any specialty items
designated by the contracting agency.  Specialty items may be
performed by subcontract and the amount of any such
specialty items performed may be deducted from the total
original contract price before computing the amount of work
required to be performed by the contractor's own organization
(23 CFR 635.116).

a.  The term “perform work with its own organization” refers
to workers employed or leased by the prime contractor, and
equipment owned or rented by the prime contractor, with or
without operators.  Such term does not include employees or
equipment of a subcontractor or lower tier subcontractor,
agents of the prime contractor, or any other assignees.  The
term may include payments for the costs of hiring leased
employees from an employee leasing firm meeting all relevant
Federal and State regulatory requirements.  Leased
employees may only be included in this term if the prime
contractor meets all of the following conditions:

  (1) the prime contractor maintains control over the
supervision of the day-to-day activities of the leased
employees;

(2) the prime contractor remains responsible for the quality
of the work of the leased employees;

   (3) the prime contractor retains all power to accept or
exclude individual employees from work on the project; and

(4) the prime contractor remains ultimately responsible for
the payment of predetermined minimum wages, the
submission of payrolls, statements of compliance and all
other Federal regulatory requirements.

b. "Specialty Items" shall be construed to be limited to work
that requires highly specialized knowledge, abilities, or
equipment not ordinarily available in the type of contracting
organizations qualified and expected to bid or propose on the
contract as a whole and in general are to be limited to minor
components of the overall contract.

  2. The contract amount upon which the requirements set forth
in paragraph (1) of Section VI is computed includes the cost of
material and manufactured products which are to be
purchased or produced by the contractor under the contract
provisions.

3. The contractor shall furnish (a) a competent superintendent
or supervisor who is employed by the firm, has full authority to
direct performance of the work in accordance with the contract
requirements, and is in charge of all construction operations
(regardless of who performs the work) and (b) such other of its
own organizational resources (supervision, management, and
engineering services) as the contracting officer determines is
necessary to assure the performance of the contract.

4. No portion of the contract shall be sublet, assigned or
otherwise disposed of except with the written consent of the
contracting officer, or authorized representative, and such
consent when given shall not be construed to relieve the
contractor of any responsibility for the fulfillment of the
contract.  Written consent will be given only after the
contracting agency has assured that each subcontract is

evidenced in writing and that it contains all pertinent provisions
and requirements of the prime contract.

5. The 30% self-performance requirement of paragraph (1) is
not applicable to design-build contracts; however, contracting
agencies may establish their own self-performance
requirements.

VII. SAFETY: ACCIDENT PREVENTION

This provision is applicable to all Federal-aid construction
contracts and to all related subcontracts.

1.  In the performance of this contract the contractor shall
comply with all applicable Federal, State, and local laws
governing safety, health, and sanitation (23 CFR 635). The
contractor shall provide all safeguards, safety devices and
protective equipment and take any other needed actions as it
determines, or as the contracting officer may determine, to be
reasonably necessary to protect the life and health of
employees on the job and the safety of the public and to
protect property in connection with the performance of the
work covered by the contract.

2.  It is a condition of this contract, and shall be made a
condition of each subcontract, which the contractor enters into
pursuant to this contract, that the contractor and any
subcontractor shall not permit any employee, in performance
of the contract, to work in surroundings or under conditions
which are unsanitary, hazardous or dangerous to his/her
health or safety, as determined under construction safety and
health standards (29 CFR 1926) promulgated by the Secretary
of Labor, in accordance with Section 107 of the Contract Work
Hours and Safety Standards Act (40 U.S.C. 3704).

3. Pursuant to 29 CFR 1926.3, it is a condition of this contract
that the Secretary of Labor or authorized representative
thereof, shall have right of entry to any site of contract
performance to inspect or investigate the matter of compliance
with the construction safety and health standards and to carry
out the duties of the Secretary under Section 107 of the
Contract Work Hours and Safety Standards Act (40
U.S.C.3704).

VIII. FALSE STATEMENTS CONCERNING HIGHWAY
PROJECTS

This provision is applicable to all Federal-aid construction
contracts and to all related subcontracts.

  In order to assure high quality and durable construction in
conformity with approved plans and specifications and a high
degree of reliability on statements and representations made
by engineers, contractors, suppliers, and workers on Federal-
aid highway projects, it is essential that all persons concerned
with the project perform their functions as carefully, thoroughly,
and honestly as possible.  Willful falsification, distortion, or
misrepresentation with respect to any facts related to the
project is a violation of Federal law.  To prevent any
misunderstanding regarding the seriousness of these and
similar acts, Form FHWA-1022 shall be posted on each
Federal-aid highway project (23 CFR 635) in one or more
places where it is readily available to all persons concerned
with the project:

18 U.S.C. 1020 reads as follows:
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  "Whoever, being an officer, agent, or employee of the United
States, or of any State or Territory, or whoever, whether a
person, association, firm, or corporation, knowingly makes any
false statement, false representation, or false report as to the
character, quality, quantity, or cost of the material used or to
be used, or the quantity or quality of the work performed or to
be performed, or the cost thereof in connection with the
submission of plans, maps, specifications, contracts, or costs
of construction on any highway or related project submitted for
approval to the Secretary of Transportation; or

  Whoever knowingly makes any false statement, false
representation, false report or false claim with respect to the
character, quality, quantity, or cost of any work performed or to
be performed, or materials furnished or to be furnished, in
connection with the construction of any highway or related
project approved by the Secretary of Transportation; or

  Whoever knowingly makes any false statement or false
representation as to material fact in any statement, certificate,
or report submitted pursuant to provisions of the Federal-aid
Roads Act approved July 1, 1916, (39 Stat. 355), as amended
and supplemented;

  Shall be fined under this title or imprisoned not more than 5
years or both."

IX. IMPLEMENTATION OF CLEAN AIR ACT AND FEDERAL
WATER POLLUTION CONTROL ACT

This provision is applicable to all Federal-aid construction
contracts and to all related subcontracts.

By submission of this bid/proposal or the execution of this
contract, or subcontract, as appropriate, the bidder, proposer,
Federal-aid construction contractor, or subcontractor, as
appropriate, will be deemed to have stipulated as follows:

  1. That any person who is or will be utilized in the
performance of this contract is not prohibited from receiving an
award due to a violation of Section 508 of the Clean Water Act
or Section 306 of the Clean Air Act.
  2. That the contractor agrees to include or cause to be
included the requirements of paragraph (1) of this Section X in
every subcontract, and further agrees to take such action as
the contracting agency may direct as a means of enforcing
such requirements.

X. CERTIFICATION REGARDING DEBARMENT,
SUSPENSION, INELIGIBILITY AND VOLUNTARY
EXCLUSION

This provision is applicable to all Federal-aid construction
contracts, design-build contracts, subcontracts, lower-tier
subcontracts, purchase orders, lease agreements, consultant
contracts or any other covered transaction requiring FHWA
approval or that is estimated to cost $25,000 or more –  as
defined in 2 CFR Parts 180 and 1200.

  1. Instructions for Certification – First Tier Participants:

    a. By signing and submitting this proposal, the prospective
first tier participant is providing the certification set out below.

    b. The inability of a person to provide the certification set out
below will not necessarily result in denial of participation in this

covered transaction. The prospective first tier participant shall
submit an explanation of why it cannot provide the certification
set out below. The certification or explanation will be
considered in connection with the department or agency's
determination whether to enter into this transaction. However,
failure of the prospective first tier participant to furnish a
certification or an explanation shall disqualify such a person
from participation in this transaction.

    c. The certification in this clause is a material representation
of fact upon which reliance was placed when the contracting
agency determined to enter into this transaction. If it is later
determined that the prospective participant knowingly rendered
an erroneous certification, in addition to other remedies
available to the Federal Government, the contracting agency
may terminate this transaction for cause of default.

    d. The prospective first tier participant shall provide
immediate written notice to the contracting agency to whom
this proposal is submitted if any time the prospective first tier
participant learns that its certification was erroneous when
submitted or has become erroneous by reason of changed
circumstances.

    e. The terms "covered transaction," "debarred,"
"suspended," "ineligible," "participant," "person,"  "principal,"
and "voluntarily excluded," as used in this clause, are defined
in 2 CFR Parts 180 and 1200.  “First Tier Covered
Transactions” refers to any covered transaction between a
grantee or subgrantee of Federal funds and a participant (such
as the prime or general contract).  “Lower Tier Covered
Transactions” refers to any covered transaction under a First
Tier Covered Transaction (such as subcontracts).  “First Tier
Participant” refers to the participant who has entered into a
covered transaction with a grantee or subgrantee of Federal
funds (such as the prime or general contractor).  “Lower Tier
Participant” refers any participant who has entered into a
covered transaction with a First Tier Participant or other Lower
Tier Participants (such as subcontractors and suppliers).

    f. The prospective first tier participant agrees by submitting
this proposal that, should the proposed covered transaction be
entered into, it shall not knowingly enter into any lower tier
covered transaction with a person who is debarred,
suspended, declared ineligible, or voluntarily excluded from
participation in this covered transaction, unless authorized by
the department or agency entering into this transaction.

    g. The prospective first tier participant further agrees by
submitting this proposal that it will include the clause titled
"Certification Regarding Debarment, Suspension, Ineligibility
and Voluntary Exclusion-Lower Tier Covered Transactions,"
provided by the department or contracting agency, entering
into this covered transaction, without modification, in all lower
tier covered transactions and in all solicitations for lower tier
covered transactions exceeding the $25,000 threshold.

    h. A participant in a covered transaction may rely upon a
certification of a prospective participant in a lower tier covered
transaction that is not debarred, suspended, ineligible, or
voluntarily excluded from the covered transaction, unless it
knows that the certification is erroneous.  A participant is
responsible for ensuring that its principals are not suspended,
debarred, or otherwise ineligible to participate in covered
transactions.  To verify the eligibility of its principals, as well as
the eligibility of any lower tier prospective participants, each
participant may, but is not required to, check the Excluded
Parties List System website (https://www.epls.gov/), which is
compiled by the General Services Administration.
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    i.  Nothing contained in the foregoing shall be construed to
require the establishment of a system of records in order to
render in good faith the certification required by this clause.
The knowledge and information of the prospective participant
is not required to exceed that which is normally possessed by
a prudent person in the ordinary course of business dealings.

    j. Except for transactions authorized under paragraph (f) of
these instructions, if a participant in a covered transaction
knowingly enters into a lower tier covered transaction with a
person who is suspended, debarred, ineligible, or voluntarily
excluded from participation in this transaction, in addition to
other remedies available to the Federal Government, the
department or agency may terminate this transaction for cause
or default.

* * * * *

2.  Certification Regarding Debarment, Suspension,
Ineligibility and Voluntary Exclusion – First Tier
Participants:

a.  The prospective first tier participant certifies to the best of
its knowledge and belief, that it and its principals:

    (1)   Are not presently debarred, suspended, proposed for
debarment, declared ineligible, or voluntarily excluded from
participating in covered transactions by any Federal
department or agency;

    (2)   Have not within a three-year period preceding this
proposal been convicted of or had a civil judgment rendered
against them for commission of fraud or a criminal offense in
connection with obtaining, attempting to obtain, or performing
a public (Federal, State or local) transaction or contract under
a public transaction; violation of Federal or State antitrust
statutes or commission of embezzlement, theft, forgery,
bribery, falsification or destruction of records, making false
statements, or receiving stolen property;

    (3)   Are not presently indicted for or otherwise criminally or
civilly charged by a governmental entity (Federal, State or
local) with commission of any of the offenses enumerated in
paragraph (a)(2) of this certification; and

    (4)   Have not within a three-year period preceding this
application/proposal had one or more public transactions
(Federal, State or local) terminated for cause or default.

  b.   Where the prospective participant is unable to certify to
any of the statements in this certification, such prospective
participant shall attach an explanation to this proposal.

  2. Instructions for Certification - Lower Tier Participants:

(Applicable to all subcontracts, purchase orders and other
lower tier transactions requiring prior FHWA approval or
estimated to cost $25,000 or more - 2 CFR Parts 180 and
1200)

    a. By signing and submitting this proposal, the prospective
lower tier is providing the certification set out below.

    b. The certification in this clause is a material representation
of fact upon which reliance was placed when this transaction
was entered into. If it is later determined that the prospective
lower tier participant knowingly rendered an erroneous
certification, in addition to other remedies available to the
Federal Government, the department, or agency with which

this transaction originated may pursue available remedies,
including suspension and/or debarment.

    c. The prospective lower tier participant shall provide
immediate written notice to the person to which this proposal is
submitted if at any time the prospective lower tier participant
learns that its certification was erroneous by reason of
changed circumstances.

    d. The terms "covered transaction," "debarred,"
"suspended," "ineligible," "participant," "person," "principal,"
and "voluntarily excluded," as used in this clause, are defined
in 2 CFR Parts 180 and 1200.  You may contact the person to
which this proposal is submitted for assistance in obtaining a
copy of those regulations.  “First Tier Covered Transactions”
refers to any covered transaction between a grantee or
subgrantee of Federal funds and a participant (such as the
prime or general contract).  “Lower Tier Covered Transactions”
refers to any covered transaction under a First Tier Covered
Transaction (such as subcontracts).  “First Tier Participant”
refers to the participant who has entered into a covered
transaction with a grantee or subgrantee of Federal funds
(such as the prime or general contractor).  “Lower Tier
Participant” refers any participant who has entered into a
covered transaction with a First Tier Participant or other Lower
Tier Participants (such as subcontractors and suppliers).

    e. The prospective lower tier participant agrees by
submitting this proposal that, should the proposed covered
transaction be entered into, it shall not knowingly enter into
any lower tier covered transaction with a person who is
debarred, suspended, declared ineligible, or voluntarily
excluded from participation in this covered transaction, unless
authorized by the department or agency with which this
transaction originated.

    f. The prospective lower tier participant further agrees by
submitting this proposal that it will include this clause titled
"Certification Regarding Debarment, Suspension, Ineligibility
and Voluntary Exclusion-Lower Tier Covered Transaction,"
without modification, in all lower tier covered transactions and
in all solicitations for lower tier covered transactions exceeding
the $25,000 threshold.

    g. A participant in a covered transaction may rely upon a
certification of a prospective participant in a lower tier covered
transaction that is not debarred, suspended, ineligible, or
voluntarily excluded from the covered transaction, unless it
knows that the certification is erroneous. A participant is
responsible for ensuring that its principals are not suspended,
debarred, or otherwise ineligible to participate in covered
transactions.  To verify the eligibility of its principals, as well as
the eligibility of any lower tier prospective participants, each
participant may, but is not required to, check the Excluded
Parties List System website (https://www.epls.gov/), which is
compiled by the General Services Administration.

    h. Nothing contained in the foregoing shall be construed to
require establishment of a system of records in order to render
in good faith the certification required by this clause. The
knowledge and information of participant is not required to
exceed that which is normally possessed by a prudent person
in the ordinary course of business dealings.

    i. Except for transactions authorized under paragraph e of
these instructions, if a participant in a covered transaction
knowingly enters into a lower tier covered transaction with a
person who is suspended, debarred, ineligible, or voluntarily
excluded from participation in this transaction, in addition to
other remedies available to the Federal Government, the
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department or agency with which this transaction originated
may pursue available remedies, including suspension and/or
debarment.

* * * * *

Certification Regarding Debarment, Suspension,
Ineligibility and Voluntary Exclusion--Lower Tier
Participants:

  1. The prospective lower tier participant certifies, by
submission of this proposal, that neither it nor its principals is
presently debarred, suspended, proposed for debarment,
declared ineligible, or voluntarily excluded from participating in
covered transactions by any Federal department or agency.

  2. Where the prospective lower tier participant is unable to
certify to any of the statements in this certification, such
prospective participant shall attach an explanation to this
proposal.

* * * * *

XI. CERTIFICATION REGARDING USE OF CONTRACT
FUNDS FOR LOBBYING

This provision is applicable to all Federal-aid construction
contracts and to all related subcontracts which exceed
$100,000 (49 CFR 20).

  1. The prospective participant certifies, by signing and
submitting this bid or proposal, to the best of his or her
knowledge and belief, that:

    a. No Federal appropriated funds have been paid or will be
paid, by or on behalf of the undersigned, to any person for
influencing or attempting to influence an officer or employee of
any Federal agency, a Member of Congress, an officer or
employee of Congress, or an employee of a Member of
Congress in connection with the awarding of any Federal
contract, the making of any Federal grant, the making of any
Federal loan, the entering into of any cooperative agreement,
and the extension, continuation, renewal, amendment, or
modification of any Federal contract, grant, loan, or
cooperative agreement.

    b. If any funds other than Federal appropriated funds have
been paid or will be paid to any person for influencing or
attempting to influence an officer or employee of any Federal
agency, a Member of Congress, an officer or employee of
Congress, or an employee of a Member of Congress in
connection with this Federal contract, grant, loan, or
cooperative agreement, the undersigned shall complete and
submit Standard Form-LLL, "Disclosure Form to Report
Lobbying," in accordance with its instructions.

  2. This certification is a material representation of fact upon
which reliance was placed when this transaction was made or
entered into.  Submission of this certification is a prerequisite
for making or entering into this transaction imposed by 31
U.S.C. 1352.  Any person who fails to file the required
certification shall be subject to a civil penalty of not less than
$10,000 and not more than $100,000 for each such failure.

  3. The prospective participant also agrees by submitting its
bid or proposal that the participant shall require that the
language of this certification be included in all lower tier
subcontracts, which exceed $100,000 and that all such
recipients shall certify and disclose accordingly.
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ATTACHMENT A - EMPLOYMENT AND MATERIALS
PREFERENCE FOR APPALACHIAN DEVELOPMENT
HIGHWAY SYSTEM OR APPALACHIAN LOCAL ACCESS
ROAD CONTRACTS

This provision is applicable to all Federal-aid projects funded
under the Appalachian Regional Development Act of 1965.

  1. During the performance of this contract, the contractor
undertaking to do work which is, or reasonably may be, done
as on-site work, shall give preference to qualified persons who
regularly reside in the labor area as designated by the DOL
wherein the contract work is situated, or the subregion, or the
Appalachian counties of the State wherein the contract work is
situated, except:

    a. To the extent that qualified persons regularly residing in
the area are not available.

    b. For the reasonable needs of the contractor to employ
supervisory or specially experienced personnel necessary to
assure an efficient execution of the contract work.

    c. For the obligation of the contractor to offer employment to
present or former employees as the result of a lawful collective
bargaining contract, provided that the number of nonresident
persons employed under this subparagraph (1c) shall not
exceed 20 percent of the total number of employees employed
by the contractor on the contract work, except as provided in
subparagraph (4) below.

  2. The contractor shall place a job order with the State
Employment Service indicating (a) the classifications of the
laborers, mechanics and other employees required to perform
the contract work, (b) the number of employees required in
each classification, (c) the date on which the participant
estimates such employees will be required, and (d) any other
pertinent information required by the State Employment
Service to complete the job order form.  The job order may be
placed with the State Employment Service in writing or by
telephone.  If during the course of the contract work, the
information submitted by the contractor in the original job order
is substantially modified, the participant shall promptly notify
the State Employment Service.

  3. The contractor shall give full consideration to all qualified
job applicants referred to him by the State Employment
Service.  The contractor is not required to grant employment to
any job applicants who, in his opinion, are not qualified to
perform the classification of work required.

  4. If, within one week following the placing of a job order by
the contractor with the State Employment Service, the State
Employment Service is unable to refer any qualified job
applicants to the contractor, or less than the number
requested, the State Employment Service will forward a
certificate to the contractor indicating the unavailability of
applicants.  Such certificate shall be made a part of the
contractor's permanent project records.  Upon receipt of this

certificate, the contractor may employ persons who do not
normally reside in the labor area to fill positions covered by the
certificate, notwithstanding the provisions of subparagraph (1c)
above.

    5. The provisions of 23 CFR 633.207(e) allow the
contracting agency to provide a contractual preference for the
use of mineral resource materials native to the Appalachian
region.

  6. The contractor shall include the provisions of Sections 1
through 4 of this Attachment A in every subcontract for work
which is, or reasonably may be, done as on-site work.
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AFFIRMATIVE ACTION REQUIREMENTS
UTILIZATION OF DISADVANTAGED BUSINESS ENTERPRISES

FOR FEDERAL-AID CONTRACTS

CONTRACT GOALS

 FOR THE PURPOSE OF THIS CONTRACT, A GOAL OF 10% PERCENT HAS BEEN
ESTABLISHED FOR SOCIALLY AND ECONOMICALLY DISADVANTAGED
BUSINESSES THAT ARE OWNED AND CONTROLLED BY – THOSE INDIVIDUALS
WHO ARE BLACK AMERICANS, HISPANIC AMERICANS, ASIAN-PACIFIC
AMERICANS, SUBCONTINENT ASIAN AMERICANS, NATIVE AMERICANS, OR
WOMEN PURSUANT TO THE MARYLAND DEPARTMENT OF TRANSPORTATION
(MDOT) MINORITY BUSINESS ENTERPRISE PROGRAM:

 It is the policy of the Maryland Department of Transportation that disadvantaged business
enterprises as defined in 49 CFR Part 26 and the Safe, Accountable, Flexible, Efficient
Transportation Equity Act: A Legacy for Users (SAFETEA-LU) shall have an equal opportunity
to participate in the performance of the contracts financed in whole or in part with Federal funds
under these agreements.  Consequently, the disadvantaged business enterprise requirements of
49 CFR Part 26 and SAFETEA-LU apply to this agreement.

The bidder agrees to ensure that disadvantaged business enterprises as defined in 49 CFR
Part 26 and SAFETEA-LU have an equal opportunity to participate in the performance of
contracts and subcontracts financed in whole or in part with Federal funds provided under this
agreement.  In this regard, all bidders shall take all necessary and reasonable steps in accordance
with 49 CFR Part 26 and SAFETEA-LU to ensure that disadvantaged business enterprises have
an equal opportunity to compete for and perform on Federally funded contracts.

The Maryland State Highway Administration, in accordance with the provisions of Title VI of
the Civil Rights Act of 1964 (78 Stat. 252, 42 USC§§ 2000d to 2000d-4) and the Regulations,
hereby notifies all bidders that it will affirmatively ensure that any contract entered into pursuant
to this advertisement, disadvantaged business enterprises will be afforded full and fair
opportunity to submit bids in response to this invitation and will not be discriminated against on
the grounds of race, color, or national origin in consideration for an award. "

A. GENERAL

 For the purpose of these requirements, the following terms as defined below shall apply:

Administration Representative – A DBE/MBE Officer or employee of an Administration
who enforces the laws and regulations pertaining to disadvantaged and minority business
enterprise and contract compliance.

Affirmative Actions – Specific steps taken to eliminate discrimination and its effects, to
ensure nondiscriminatory results and practices in the future, and to involve disadvantaged
and minority business enterprises fully in contracts and programs.
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Business Enterprises – Any legal entity which is organized in any form other than as a joint
venture (e.g., sole proprietorship, partnership, corporation, etc.) to engage in lawful
commercial transactions.

Certified Business –  A  business  which  by  order  of  the  Chair/MBE  Advisory  Council  or
his/hers designee, has been certified as a bona fide DBE/MBE.  MDOT certification does not
equate to a pre-qualification status.

DBE – Disadvantaged Business Enterprise – Reference 49 CFR, Part 26, Subpart A) a
small business concern: (1) which is at least 51 percent owned by one or more socially and
economically disadvantaged individuals.  Where stock ownership is involved, the
disadvantaged owner(s) shall own at least 51 percent of each class of voting stock and at least
51 percent of the aggregate of all classes of stock that have been issued (also applies to
publicly owned businesses); and (2) whose management and daily business operations are
controlled by one or more of the socially and economically disadvantaged individuals who
have ownership.  In this specification the terms MBE and DBE have the same meaning.

DBE/MBE Directory – A compilation of businesses certified by MDOT as disadvantaged,
minority,  or  socially  and  economically  disadvantaged  businesses.   The  directory  will  be
published annually with quarterly supplements.  It will also be provided in automated format
and on the Internet to be updated as changes are made.

DBE/MBE Participation Packet – The documents submitted by the bidder or proposer
pursuant to the appropriate special bid provisions.  The DBE/MBE Participation Packet
consists  of  the  Certified  DBE  Utilization  and  Fair  Solicitation  Affidavit  and  the  DBE
Participation Schedule, both of which must be submitted with your bid or initial price
proposal.  The DBE Participation Packet also includes the following documents, which shall
be  submitted after bids or proposals are opened: Outreach Efforts Compliance Statement
(MDOT-OP-018-2), DBE Subcontractor Project Participation Affidavit (MDOT-OP-019-2),
MDOT Joint Venture Disclosure Affidavit (D-EEO-006), and Minority Contractor
Unavailability Certificate (OOC46).

DBE/MBE Program – A program developed by MDOT to implement the requirements of
Title 14, Subtitle 3 of the State Finance and Procurement Article, Annotated Code of
Maryland; Title 10, Subtitle 3 of the State Finance and Procurement Article of the Annotated
Code of Maryland for Leases of State-Owned Property; and 49 CFR, Part 26, Subparts A and
C for all Federal Department of Transportation Financial Assistance Programs.

Director, Office of Equal Opportunity – The individual designated for the
Administration’s overall MBE compliance.

Joint Venture – An association of a DBE/MBE firm and one or more other firms to carry
out  a  single,  for-profit  business  enterprise,  for  which  the  parties  combine  their  property,
capital, efforts, skills, and knowledge, and in which the DBE/MBE is responsible for a
distinct, clearly defined portion of the work of the contract and whose share in the capital
contribution, control, management, risks, and profits of the joint venture are commensurate
with its ownership interest.

Small Business Administration (SBA) 8(a) Certification – The SBA 8(a) Certification
Program is a Federal Program which establishes firms as disadvantaged and eligible for
participation in the Federal SBA Program.
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Socially and Economically Disadvantaged Individual Pursuant to 49 CFR, Part 26  –
Those individuals who are citizens of the United States (or lawfully admitted permanent
residents).  For convenience, these individuals and groups are referred to as “minorities” in
this document and who are:

1. Found by the MDOT to be socially and economically disadvantaged on a case-by-case
basis;

2. Any individual in the following groups, members of which are rebuttably presumed to be
socially and economically disadvantaged.

a. “Black Americans,” which includes persons having origins in any of the Black racial
groups of Africa;

b. “Hispanic Americans,” which includes persons of Mexican, Puerto Rican, Cuban,
Dominican, Central or South American, or other Spanish or Portuguese culture or
origin, regardless of race;

c. “Native Americans,” which includes persons who are American Indian, Eskimos,
Aleuts, or Native Hawaiians;

d. “Asian-Pacific Americans,” which included persons whose origins are from Japan,
China, Taiwan, Korea, Burma (Myanmar), Vietnam, Laos, Cambodia (Kampuchea),
Thailand, Malaysia, Indonesia, the Philippines, Brunei, Samoa, Guam, the U.S. Trust
Territories  of  the  Pacific  Islands  (Republic  of  Palau),  the  Commonwealth  of  the
Northern Marianas Islands, Macao, Fiji, Tonga, Kirbati, Juvalu, Nauru, Federated
States of Micronesia, or Hong Kong;

e. “Subcontinent Asian American,” which includes persons whose origins are from
India, Pakistan, Bangladesh, Bhutan, the Maldives Islands, Nepal or Sri Lanka;

f. Women;

3. Only those persons whose personal net worth does not exceed $750,000 may be found to
be economically disadvantaged.

B. DBE/MBE and Good Faith Effort Requirements

1. This contract includes a DBE participation goal for subcontracting and/or procurement of
materials and/or services.  Bidders (or offerors) must make a good faith effort to meet the
DBE participation goal before bids or proposals are due, including outreach efforts.  A
bid or initial proposal must include both a completed and executed Certified DBE
Utilization and Fair Solicitation Affidavit and DBE Participation Schedule.  The failure
of a bidder to complete and submit these documents shall result in a determination that
the  bid  is  not  responsive.   The  failure  of  an  offeror  to  complete  and  submit  these
documents shall result in a determination that the proposal is not susceptible of being
selected for award.

2. In making a good faith effort to achieve the DBE goal, prior to completing the Certified
DBE Utilization and Fair Solicitation Affidavit and the DBE Participation Schedule and
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prior to submitting a bid or initial proposal the bidders (or offerors) including those
bidders or offerors that are certified DBEs must:

a. Identify specific work categories within the scope of the procurement appropriate for
subcontracting and/or procurement of materials and/or services;

b. Solicit DBEs in writing at least 10 days before bids or initial proposals are due,
describing the identified work categories and providing instructions on how to bid on
the subcontracts and/or procurement of materials and/or services;

c. Attempt to make personal contact with the DBEs solicited and to document these
attempts;

d. Assist DBEs to fulfill, or to seek waiver of, bonding requirements; and

e. Attend prebid or other meetings the procurement agency schedules to publicize
contracting opportunities to DBEs.

3. All firms bidding on a Federal-Aid Contract shall submit the name and address of all
subcontractors, service providers and suppliers that submitted quotes on the Contract.  All
subcontractors, service providers and suppliers shall complete and submit the form
entitled Contractor Information, to the Administration.

4. The bidder shall seek commitments from disadvantaged business enterprises by
subcontracting and/or procurement of materials and/or services, the combined value of
which equals or exceeds the appropriate percent (goal) of the total value of the prime
contract.  A bidder may count toward its DBE goals expenditures for materials and
supplies obtained from DBE regular dealers and/or manufacturers provided that the
DBEs assume the actual and contractual responsibility for the provision of the materials
and supplies.  The bidder may count its entire expenditure to a DBE manufacturer (i.e., a
supplier that produces goods from raw materials or substantially alters them before
resale).  The bidder may count sixty (60) percent of its expenditures to a DBE regular
dealer  that  is  not  a  manufacturer,  provided  that  the  DBE  supplier  performs  a
commercially useful function in the supply process.  The apparent low bidder shall
submit to the Administration, within ten (10) business days after notification that it is the
apparent low bidder, an acceptable Affirmative Action Plan for the utilization of
Disadvantaged Business Enterprises in this Contract.  The Contract will not be awarded
without the Bidder’s AAP being approved by the Administration.

The Affirmative Action Plan shall include as a minimum:

a. The name of an employee designated as the bidder’s liaison officer for minority
affairs.

b. A complete DBE Subcontractor Project Participation Affidavit
(MDOT-OP-019-2), using contractors whose names appear in the DBE/MBE
directory or who are otherwise certified by MDOT as being a disadvantaged
business enterprise.  Except as permitted by law and approved by the
Administration, this affidavit shall include all DBE firms identified on the DBE
Participation Schedule with a percentage of participation that meets or exceeds
the percentage of participation indicated in the bid or initial proposal.
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c. A completed Outreach Efforts Compliance Statement (MDOT-OP 018-2).

5. When a bidder intends to attain the appropriate goal for disadvantaged business enterprise
participation by use of a joint venture, the bidder shall submit a Joint Venture Disclosure
Affidavit (Form D-EEO-006-A) showing the extent of disadvantaged business
participation.  If a bidder intends to use a joint venture as a subcontractor to meet its goal,
the affidavit shall be submitted through the bidder by the proposed subcontractor and be
signed by all parties.  A DBE, even in a joint venture arrangement shall be certified as a
DBE by MDOT prior to being included in the Affirmative Action Plan.

6. Where the proposed DBE participation does not meet the DBE contract goals, sufficient
evidence to demonstrate that the bidder has taken all necessary and reasonable steps to
make a good faith effort to meet these goals shall be required.

7. Determination of Bid Responsiveness for Federal-Aid Contracts

If the bidder is unable to secure from DBEs by subcontracting and/or by procurement of
materials and/or services, commitments which at least equal the appropriate percent
(goal) of the values of the prime Contract at the time of bid, he shall request, in writing, a
waiver of the unmet portion of the goal.  This request must be initiated by checking the
appropriate box on the Certified DBE Utilization and Fair Solicitation Affidavit
submitted with the bid or initial proposal.

The  waiver  may be  granted  by  the  Administrator.   To  obtain  approval  of  a  waiver,  the
bidder shall submit the following information:

a. A  detailed  statement  of  efforts  made  prior  to  bid  to  contact  and  negotiate  with
DBEs including:  (i) the dates, names, addresses, and telephone numbers of DBEs
who were contacted; (ii) a description of the information provided to DBEs
requesting the plans, specifications, and anticipated time schedule for portions of
the work to be performed and (iii) a detailed statement of the reasons why
additional prospective agreements with DBEs were not reached;

b. A detailed statement of the efforts made to select portions of the work proposed to
be performed by DBEs in order to increase the likelihood of achieving the stated
goals;

c. For each DBE that the Contractor considers not qualified, but from which a bid
has been received, a detailed statement of the reasons for the bidder’s conclusion;
and

d. For each DBE contacted but unavailable, (i) a Minority Contractor Unavailability
Certificate (Form OOC46) signed by the disadvantaged business enterprise, or (ii)
a statement from the bidder shall be submitted that states that the DBE refused to
sign the Certificate.

8. Guidance concerning good faith efforts.  The following is a list of the types of actions
and factors that will be used to determine the bidder's or offeror’s good faith efforts to
obtain DBE participation. It is not intended to be a mandatory checklist, nor is it intended
to be exclusive or exhaustive. Other factors or types of efforts may be relevant in
appropriate cases.
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(1) Soliciting through all reasonable and available means (e.g. attendance at pre-bid
meetings, advertising and/or written notices) the interest of certified DBEs who
have  the  capability  to  perform the  work  of  the  contract.  The  bidder  must  solicit
this interest within sufficient time to allow the DBEs to respond to the solicitation.
The bidder must determine with certainty if the DBEs are interested by taking
appropriate steps to follow up initial solicitations.

(2) Selecting portions of the work to be performed by DBEs in order to increase the
likelihood that the DBE goals will be achieved. This includes, where appropriate,
breaking out contract work items into economically feasible units to facilitate
DBE  participation,  even  when  the  bidder  or  offeror  might  otherwise  prefer  to
perform these work items with its own forces.

(3) Providing interested DBEs with adequate information about the plans,
specifications, and requirements of the contract in a timely manner to assist them
in responding to a solicitation.

(4) (a) Negotiating in good faith with interested DBEs. It is the bidder's or offeror’s
responsibility to make a portion of the work available to DBE subcontractors and
suppliers  and  to  select  those  portions  of  the  work  or  material  needs  consistent
with  the  available  DBE  subcontractors  and  suppliers,  so  as  to  facilitate  DBE
participation.

(b) A bidder using good business judgment would consider a number of factors in
negotiating with subcontractors, including DBE subcontractors, and would take a
firm's price and capabilities as well as contract goals into consideration. However,
the fact that there may be some additional costs involved in finding and using
DBEs is not in itself sufficient reason for a bidder's failure to meet the contract
DBE  goal,  as  long  as  such  costs  are  reasonable.  Also,  the  ability  or  desire  of  a
prime contractor to perform the work of a contract with its own organization does
not relieve the bidder of the responsibility to make good faith efforts. Bidders and
offerors are not, however, required to accept higher quotes from DBEs if the price
difference is excessive or unreasonable.

(5) Not rejecting DBEs as being unqualified without sound reasons based on a
thorough investigation of their capabilities. The contractor's standing within its
industry, membership in specific groups, organizations, or associations and
political or social affiliations (for example union vs. non-union employee status)
are not legitimate causes for the rejection or non-solicitation of bids in the
contractor's efforts to meet the project goal.

(6) Making efforts to assist interested DBEs in obtaining bonding, lines of credit, or
insurance as required by the recipient or contractor.
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(7) Making efforts to assist interested DBEs in obtaining necessary equipment,
supplies, materials, or related assistance or services.

(8) Effectively using the services of available minority/women community
organizations; minority/women contractors' groups; local, state, and Federal
minority/women business assistance offices; and other organizations as allowed
on a case-by-case basis to provide assistance in the recruitment and placement of
DBEs.

(9)  In determining whether a bidder or offeror has made good faith efforts, you may
take into account the performance of other bidders or offerors in meeting the
contract goal. For example, when the apparent successful bidder or offeror fails to
meet the contract goal, but others meet it, the Administration may reasonably
raise the question of whether, with additional reasonable efforts, the apparent
successful bidder or offeror could have met the goal. If the apparent successful
bidder or offeror fails to meet the goal, but meets or exceeds the average DBE
participation obtained by other bidders or offerors, the Administration may view
this, in conjunction with other factors, as evidence of the apparent successful
bidder or offeror having made good faith efforts.

9. Bidder Use of DBE Special Services

The bidder shall consider, whenever possible, utilizing the services of minority-owned
banks.   Most  minority  banks  are  full-service  corporations  that  can  provide  an  array  of
financial services such as Treasury and Tax Loan fund accounts, time and demand
deposit accounts, payroll services, and if needed, organization investment counseling.

10. Bidder Records

The bidder shall maintain records showing actions which have been taken to comply with
procedures set forth herein.

11. Bidder Cooperation

The bidder shall cooperate with the Administration Representative in any reviews of the
Contractor’s procedures and practices with respect to DBEs which the Administration
Representative may from time to time conduct.

12. Bidder DBE Modifications

During the life of the Contract, all plans to modify the approved DBE participation
program will require the approval of the Administrator or his authorized representative.
This shall include any changes to the items of work to be sublet or materials and services
to  be  obtained  which  differ  for  those  in  the  original  DBE  participation  program.   Any
such request for revisions shall be directed to the appropriate District Engineer for their
disposition.

C. RECORDS AND REPORTS
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1. The Contractor shall keep such records as are necessary to determine compliance with its
Minority Business Enterprise utilization obligations.  The records kept by the Contractor
shall be designed to indicate:

a. The name of disadvantaged and non-disadvantaged subcontractors and suppliers, the
type of work materials or services being performed on or incorporated in this project,
and the monetary value of such work materials or services.

b. Documentation of all correspondence, contacts, telephone calls, etc., to obtain the
services of disadvantaged business enterprises on this project.

c. The progress and efforts made in seeking out disadvantaged contractor organizations
and individual disadvantaged contractors for work on this project.

2. Information required to be submitted for Federally Assisted contracts in accordance with
49 CFR Part 26:

a. All bidders (not only the apparent successful bidder) shall provide the following
information:

(1) The age of the bidding firm; and

(2) The annual gross receipts of the bidding firm.

b. All bidders (not only the apparent successful bidder) shall provide the following
information for each firm quoting or considered as subcontractors:

(1) The name of firm; and

(2) The address of firm.

c. The Administration will contact each of the firms quoting or considered as
subcontractors to obtain:

(1) The age of the firm; and

(2) The annual gross receipts of the firm

If this information already has been gathered by the Administration on a firm and it is
current, it will not be requested.

3. The Contractor shall submit reports on a monthly basis of those contracts and other
business transactions executed with disadvantaged business enterprises with respect to
the records referred to in Subparagraph 1.a above, in such form, manner, and content as
prescribed by the Administration.  The reports shall be due monthly on the 15 th calendar
day of each month.  If the Contractor cannot submit their report on time, they shall notify
the Administration’s Representative and request additional time to submit the report.
Failure  of  the  Contractor  to  report  in  a  timely  manner  may  result  in  a  finding  of
noncompliance.  Additional reports may be required by the Administration upon written
request.
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4. To ensure compliance with the certified DBE contract participation goals, the Contractor
shall:

a. Submit monthly, a report listing unpaid invoices, over 30 days, from all certified DBE
subcontractors and the reason payment has not been made;

b. Include in its agreement with certified DBE subcontractors a requirement that the
DBE subcontractors are to submit monthly to the Administration, a report identifying
the prime Contractor and listing the following:

1. Payment received from the Contractor in the preceding 30 days; and

2. Invoices for which the subcontractor has not been paid.

5. All such records shall be retained for a period of three years following acceptance of final
payment and shall be available for inspection by the U.S. Department of Transportation,
the Maryland Department of Transportation, and the Administration.

D. ADMINISTRATIVE PROCEDURES FOR ENFORCEMENT

1. Whenever the Administration believes the prime Contractor or any subcontractor may not
be operating in compliance with the terms of these provisions, the Administration
Representative will conduct an investigation.  If the Administration Representative finds
the  prime  Contractor  or  any  subcontractor  not  in  compliance  with  these  provisions,  he
will make a report of non-compliance and notify such Contractor in writing of the steps
that will, in the judgment of the Administration, bring the Contractor into compliance.  If
the Contractor fails or refuses to comply fully with such steps, the Administration
Representative will make a final report of noncompliance to the Administrator, who may
direct the imposition of one or more of the sanctions listed below:

a. Suspension of work on a project, pending correction;

b. Withholding payment or a percentage thereof, pending correction;

c. Referral  of  DBE/MBE  to  MDOT  Office  of  MBE  for  review  for  decertification  or
minority business fraud investigation;

d. Referral to MDOT Office of MBE for review/referral to the Attorney General’s
Office for review for initiation of debarment;

e. Referral to the Attorney General’s Office for review for debarment or for criminal
prosecution through the MDOT Office of General Counsel; or

f. Any other action as appropriate.

The Administrator will determine which sanction(s) should be imposed in order to
promote the purpose of the MDOT DBE/MBE Program.

2. If  the  documents  used  to  determine  the  status  of  a  DBE  contain  false,  misleading,  or
misrepresenting information, the matter may be referred to the MDOT Office of MBE for
appropriate action.
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3. Loss of DBE Certification

a. When  a  prime  Contractor  has  made  a  commitment  to  use  a  DBE  who  has  lost  its
certification but the subcontract  has not been executed prior to the notice of loss of
certification, the prime Contractor is required to obtain an eligible, certified DBE for
the contract or demonstrate to MDOT that it has made a good faith effort to do so.

b. When a prime Contractor has executed a contract with a DBE subcontractor before
the notice of loss of certification, the prime Contractor may continue to use the firm
on the contract and may continue to receive credit towards its DBE goal, i.e., contract
goal, for the work of that subcontractor.

c. The work carried out by a DBE Prime Contractor would be counted by MDOT up to
the loss of certification.  The work performed after the loss of certification would not
be considered DBE participation.

d. When a DBE subcontractor has lost its certification, MDOT may not continue to
count the DBE participation which takes place after the loss of certification as DBE
work when counting participation towards the overall goal of the modal
administration or the Department.

e. If a DBEs loss of certification is the result of exceeding the size standards while
performing on a contract, the DBE participation may be counted for both the contract
goal and the overall goal.

E. SUBCONTRACTING.

Subcontracting by the Prime Contractor.  Form B Request for Approval of Subcontractor
shall  be  used  by  the  Prime  Contractor  to  request  approval  of  a  Subcontractor  and  also  to
ensure  that  a  formal  Subcontract  has  been  or  will  be  written  and  kept  on  file  by  the  Prime
Contractor.  Completion and submittal of the form by the Prime Contractor acknowledges
that the Administration’s Contracting Officer may require the submission of the written
Subcontract for review by the Administration and/or FHWA.

Lower Tier Subcontracting by an Approved Subcontractor.  Form  B  Subcontractor’s
Request for Approval of Lower Tier Subcontractor shall be used by an Approved
Subcontractor to request approval of a Lower Tier Subcontractor and also to ensure that a
formal Subcontract has been or will be written and kept on file by the Subcontractor.
Completion and submittal of the form by the Subcontractor acknowledges that the
Administration’s Contracting Officer may require the submission of the written Subcontract
for review by the Administration and/or FHWA.

Form Acquisitions.  Maryland State Highway Administration Form B may be acquired
through the Administration’s Contracts Award Team or District Office.  All questions should
be directed to the Office of Construction, Contracts Award Team.

It  is  the  Administration’s  intention  to  randomly  select  during  each  calendar  quarter  a
representative sample of written Subcontracts for review.  This review will be conducted by
the Office of Construction's Contracts Award Team.
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MBE/DBE COMPLIANCE FIELD MEETING

 A MBE/DBE compliance Field Meeting will be conducted to review the responsibilities of the
Administration and the Contractor’s personnel relative to MBE/DBE Compliance and
documentation.  The meeting will be held within two weeks after starting work on the project.

 The Construction Project Engineer, who will notify the following of the date, time and
location, will arrange the meeting.  At least one week advanced notice will be required.

(a) Administrative Representatives.

  (1) Director, Office of Equal Opportunity or Designee

  (2) District Equal Opportunity Officer

  (3) Regional Constructional Engineer

  (4) Construction Project Engineer

  (5) Construction Inspection Division Inspector

 (b) Contract Representatives.

  (1) Superintendent - Prime Contractor

  (2) Equal Opportunity Officer - Prime Contractor

  (3) Owner/Superintendent/Foreman MBE/ DBE - Subcontractor

 The Construction Project Engineer and Equal Opportunity Representative will jointly conduct
the meeting.  The Contractor shall notify the appropriate subcontractors and ensure their
attendance.
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TRAFFIC CONTROL PLAN CERTIFICATION

PRIOR TO THE COMMENCEMENT OF WORK ON THIS PROJECT, THE SUCCESSFUL
BIDDER WILL BE REQUIRED TO COMPLETE A TRAFFIC CONTROL PLAN
CERTIFICATION, CONTAINING THE INFORMATION SHOWN BELOW.  THE
CERTIFICATION FORM WILL BE PROVIDED TO THE SUCCESSFUL BIDDER UPON
AWARD OF THE CONTRACT.

 The Administration's Traffic Control Plan (TCP) has been reviewed and the following course
of action shall be followed:

 Option 1
  The TCP is accepted and shall be used on this project.

 Option 2
  The TCP is accepted; however, revisions and/or additions shall be submitted for approval

in conformance with the Administration's Specifications 104.01.

 Option 3
  The TCP is not accepted and revision shall be submitted for approval in accordance with

the Administration's Specifications 104.01.

 It is understood that the effective implementation of the approved TCP is the responsibility of
the Contractor.  Minor modifications may be made by the Traffic Manager if field conditions
warrant and prior concurrence is obtained from the Engineer.  Significant changes to the TCP
will be submitted to the Engineer in writing, for approval, in conformance with the
Administration's Specifications 104.01.

(DATE) (SIGNATURE)

(PRINT SIGNATURE)

(TITLE)
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PREVAILING WAGE
INSTRUCTIONS FOR THE CONTRACTOR

PAYROLLS.

Non-Federally Funded Contracts. The Division of Labor and Industry, Prevailing Wage Unit
is requiring that all certified payroll records be submitted electronically.  For instructions on how
to register and submit go online to www.dllr.state.md.us/prevwage and follow the instructions
for registering. The regulation addressing this change can be found at COMAR 21.11.11.02. For
Non-Federally funded projects, which include prevailing wage rates, the prime Contractor and
each subcontractor, shall submit the certified payroll electronically and provide one hard copy to
the Project Engineer. All wages shall be paid in conformance with the State Finance and
Procurement Article, Section 17-201-17-226 of the Annotated Code of Maryland and the Fair
Labor Standards Amendments of 1974 (P.L. 93259).  If the award amount of a Non-Federally
funded job is less than $500,000, the project will be exempt from prevailing wage requirements.

 A review has been made of the wage conditions in the locality and, based on the information
available, the wage rates and fringe payments listed are determined by the Commissioner of the
Department of Labor and Industry to be prevailing for the Contract for the described classes of
labor in conformance with the law.  It shall be the responsibility of the Contractor to fully
comply with the law and to contact the Office of the Commissioner of Labor and Industry for
interpretation of the provisions of the law.

Federally Funded Contracts. For Federally funded projects, the prime Contractor and each
subcontractor shall submit one copy of the certified payroll to the Project Engineer.

General Requirements for Federally and Non-Federally Funded Contracts. All payrolls are
subject to the following requirements:

(a) All payrolls shall be numbered, beginning at No. 1, and consecutively numbered through
the end of the Contract.

(b) Contract and FAP numbers shall be shown on all payrolls (as applicable).

(c) All payroll submissions shall include:

(1) Federally Funded – employees’ full name, classification, and Individual Identifying
Number (IIN) e.g. (last four digits of social security number). Refer to FHWA 1273
(IV),(3),(b)1) for further requirements related to weekly payrolls.

(2) Non-Federally Funded – employees’ full name, classification, address and social
security number.
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(d) All payrolls shall show the employee’s basic hourly wage rate, overtime rate (if
applicable), and the number of hours worked (tabulated both daily and weekly).

 (e) When fringe benefits are required, indicate separately the amount of employer
contributions to fringe benefit funds and/or programs.  The fringe benefits shall be
individually identified, but may be tabulated on a separate sheet.  When required fringe
benefits are paid in cash, add the required fringe benefit amount to the basic hourly rate to
obtain the total prevailing wage rate for the employee.

(f) The employee’s net pay and the itemized deductions shall be included in all payrolls.

(g) A Contractor may make deductions that are required by law or required by a collective
bargaining agreement (between the Contractor and a bona fide labor organization).
Deductions are also permitted if they are identified in a written agreement between the
employee and employer that was made at the beginning of employment, provided that the
Contractor presents the agreement to the Administration before the employee begins
working on the Contract.  Each payroll shall also include the U.S. Department of Labor and
Hour Public Contracts Division Statement of Compliance Form WH-347 (or its
equivalent), signed by an appropriate official of the Contractor/subcontractor.  The
Contractor’s name, address, and telephone number shall also be shown.

 (h) On Non-Federally funded projects, all apprentices shall be registered with the Maryland
Apprenticeship and Training Council.

(i) Contractors employing a classification of worker for which a wage rate was not included
on the original wage decision, shall submit to either the Wage and Hour Team (Federally
Funded) or Department of Labor and Licensing (DLLR), (Non-Federally Funded), a
request for an additional classification and rate prior to the employee’s employment at the
project.

(j) Payrolls for Non-Federally Funded projects shall be submitted within 14 calendar days
after the end of each payroll period.

(k) Payrolls for Federally Funded projects shall be submitted within 7 calendar days after the
end of each payroll period.

(l) Contractors and Subcontractors are required to maintain complete social security numbers
and home addresses for employees.  Government agencies are entitled to request or review
all relevant payroll information, including social security numbers and addresses of
employees.  Contractors and Subcontractors are required to provide such information upon
request.
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OVERTIME.

Non-Federally Funded Contracts. Overtime rates shall be paid by the prime Contractors and
subcontractors under their Contracts and agreements with their employees, which in no event
shall be less than time and a half the prevailing hourly rate of wages for all hours worked in
excess of ten hours in any one calendar day or forty hours in any one calendar week and work
performed on Sundays and legal holidays.

Fringe benefits shall be paid for all hours worked, including the overtime hours.  However, the
fringe benefit amounts may be excluded from the half time premium due as overtime
compensation.

Federally Funded Contracts. Overtime rates shall be paid as specified in Form FHWA 1273.
Fringe benefits shall be paid for all hours worked, including the overtime hours.  However, the
fringe benefit amounts may be excluded from the half time premium due as overtime
compensation.

PENALTIES.

Non-Federally Funded Contracts. When the Contractor is delinquent in submitting payroll
records, processing of partial payment estimates will be held in abeyance, pending receipt of the
records.  The Contractor shall be liable to the Administration for liquidated damages in the
amount of $10.00 for each calendar day the records are late.

 The Contractor shall be liable to the Administration for liquidated damages in the amount of
$20.00 for each day that an employee is paid less than the prevailing wage.

Federally Funded Contracts. When the Contractor is delinquent in submitting payroll records,
processing of partial payment estimates will be held in abeyance pending receipt of the records.

ADDITIONAL CLASSIFICATIONS.

Federally Funded Contracts. If the wage determination lacks a necessary classification the
Prime Contractor is responsible to submit the request for the additional classification, with a
proposed rate, to the State Highway Administration’s Wage and Hour Team.  The request is to
include a copy of the projects wage determination.

Non-Federally Funded Contracts. If the wage determination lacks a necessary classification
the Prime Contractor is responsible to submit the request for the additional classification, with a
proposed rate, to the Department of Labor and Licensing (DLLR).
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INQUIRIES.

Request for information or questions shall be addressed to:

Maryland State Highway Administration
Office of Construction
Wage and Hour Team
7450 Traffic Drive, Building #4
Hanover, MD 21076
or
Email: wageandhourteam@sha.state.md.us
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General Decision Number: MD160006 01/08/2016  MD6

Superseded General Decision Number: MD20150006

State: Maryland

Construction Type: Highway

County: Allegany County in Maryland.

HIGHWAY CONSTRUCTION PROJECTS (excluding tunnels, building
structures in rest area projects & railroad construction;
bascule, suspension & spandrel arch bridges designed for
commercial navigation, bridges involving marine construction;
and other major bridges).

Note: Under Executive Order (EO) 13658, an hourly minimum wage
of $10.15 for calendar year 2016 applies to all contracts
subject to the Davis-Bacon Act for which the solicitation was
issued on or after January 1, 2015. If this contract is covered
by the EO, the contractor must pay all workers in any
classification listed on this wage determination at least
$10.15 (or the applicable wage rate listed on this wage
determination, if it is higher) for all hours spent performing
on the contract in calendar year 2016. The EO minimum wage rate
will be adjusted annually. Additional information on contractor
requirements and worker protections under the EO is available
at www.dol.gov/whd/govcontracts.

Modification Number     Publication Date
          0             01/08/2016

  SUMD2015-003 09/15/2015

                                  Rates          Fringes

CARPENTER........................$ 26.77            15.10

CEMENT MASON/CONCRETE FINISHER...$ 19.56             5.08

ELECTRICIAN......................$ 38.79            15.25

IRONWORKER, REINFORCING..........$ 26.97            15.87

IRONWORKER, STRUCTURAL...........$ 26.97            15.87

LABORER:  Asphalt, Includes
Raker, Shoveler, Spreader and
Distributor......................$ 18.89            16.35

LABORER:  Concrete Puddler.......$ 19.11            16.35

LABORER:  Grade Checker..........$ 19.11            16.35

LABORER:  Landscape..............$ 18.89            16.35
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LABORER:  Luteman................$ 18.89            16.35

LABORER:  Mason Tender -
Cement/Concrete..................$ 19.11            16.35

LABORER:  Pipelayer..............$ 19.11            16.35

LABORER: Common or General,
Includes Flagger.................$ 18.89            16.35

OPERATOR:
Backhoe/Excavator/Trackhoe.......$ 27.72            13.40

OPERATOR:  Bobcat/Skid
Steer/Skid Loader................$ 27.72            13.40

OPERATOR:  Broom/Sweeper.........$ 23.49            12.15

OPERATOR:  Bulldozer.............$ 24.75            12.15

OPERATOR:  Crane.................$ 30.30            15.30

OPERATOR:  Gradall...............$ 27.45            12.15

OPERATOR:  Loader................$ 26.45            12.15

OPERATOR:  Milling Machine.......$ 27.72            13.40

OPERATOR:  Paver  (Asphalt,
Aggregate, and Concrete).........$ 27.72            13.40

OPERATOR:  Piledriver............$ 27.36            10.72

OPERATOR:  Roller................$ 27.72            13.40

OPERATOR:  Screed................$ 18.77             3.56

PAINTER: Bridge..................$ 33.23             9.40

TRUCK DRIVER:  Dump Truck........$ 17.05             0.00

TRUCK DRIVER:  Flatbed Truck.....$ 19.68             4.83

TRUCK DRIVER:  TackTruck.........$ 22.94             7.87

TRUCK DRIVER:  Water Truck.......$ 23.56             6.96
----------------------------------------------------------------

WELDERS - Receive rate prescribed for craft performing
operation to which welding is incidental.

================================================================

Unlisted classifications needed for work not included within
the scope of the classifications listed may be added after
award only as provided in the labor standards contract clauses

50



(29CFR 5.5 (a) (1) (ii)).

----------------------------------------------------------------

The body of each wage determination lists the classification
and wage rates that have been found to be prevailing for the
cited type(s) of construction in the area covered by the wage
determination. The classifications are listed in alphabetical
order of "identifiers" that indicate whether the particular
rate is a union rate (current union negotiated rate for local),
a survey rate (weighted average rate) or a union average rate
(weighted union average rate).

Union Rate Identifiers

A four letter classification abbreviation identifier enclosed
in dotted lines beginning with characters other than "SU" or
"UAVG" denotes that the union classification and rate were
prevailing for that classification in the survey. Example:
PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of
the union which prevailed in the survey for this
classification, which in this example would be Plumbers. 0198
indicates the local union number or district council number
where applicable, i.e., Plumbers Local 0198. The next number,
005 in the example, is an internal number used in processing
the wage determination. 07/01/2014 is the effective date of the
most current negotiated rate, which in this example is July 1,
2014.

Union prevailing wage rates are updated to reflect all rate
changes in the collective bargaining agreement (CBA) governing
this classification and rate.

Survey Rate Identifiers

Classifications listed under the "SU" identifier indicate that
no one rate prevailed for this classification in the survey and
the published rate is derived by computing a weighted average
rate based on all the rates reported in the survey for that
classification.  As this weighted average rate includes all
rates reported in the survey, it may include both union and
non-union rates. Example: SULA2012-007 5/13/2014. SU indicates
the rates are survey rates based on a weighted average
calculation of rates and are not majority rates. LA indicates
the State of Louisiana. 2012 is the year of survey on which
these classifications and rates are based. The next number, 007
in the example, is an internal number used in producing the
wage determination. 5/13/2014 indicates the survey completion
date for the classifications and rates under that identifier.

Survey wage rates are not updated and remain in effect until a
new survey is conducted.

Union Average Rate Identifiers
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Classification(s) listed under the UAVG identifier indicate
that no single majority rate prevailed for those
classifications; however, 100% of the data reported for the
classifications was union data. EXAMPLE: UAVG-OH-0010
08/29/2014. UAVG indicates that the rate is a weighted union
average rate. OH indicates the state. The next number, 0010 in
the example, is an internal number used in producing the wage
determination. 08/29/2014 indicates the survey completion date
for the classifications and rates under that identifier.

A UAVG rate will be updated once a year, usually in January of
each year, to reflect a weighted average of the current
negotiated/CBA rate of the union locals from which the rate is
based.

----------------------------------------------------------------

                   WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can
be:

*  an existing published wage determination
*  a survey underlying a wage determination
*  a Wage and Hour Division letter setting forth a position on
   a wage determination matter
*  a conformance (additional classification and rate) ruling

On survey related matters, initial contact, including requests
for summaries of surveys, should be with the Wage and Hour
Regional Office for the area in which the survey was conducted
because those Regional Offices have responsibility for the
Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.)
and 3.) should be followed.

With regard to any other matter not yet ripe for the formal
process described here, initial contact should be with the
Branch of Construction Wage Determinations.  Write to:

            Branch of Construction Wage Determinations
            Wage and Hour Division
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

2.) If the answer to the question in 1.) is yes, then an
interested party (those affected by the action) can request
review and reconsideration from the Wage and Hour Administrator
(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

            Wage and Hour Administrator
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210
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The request should be accompanied by a full statement of the
interested party's position and by any information (wage
payment data, project description, area practice material,
etc.) that the requestor considers relevant to the issue.

3.) If the decision of the Administrator is not favorable, an
interested party may appeal directly to the Administrative
Review Board (formerly the Wage Appeals Board).  Write to:

            Administrative Review Board
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

4.) All decisions by the Administrative Review Board are final.

================================================================

          END OF GENERAL DECISION
�
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NOTICE OF ACTIONS REQUIRED FOR AFFIRMATIVE ACTION TO
ENSURE EQUAL EMPLOYMENT OPPORTUNITY (EXECUTIVE ORDER 11246)

1. The Offeror's or Bidders attention is called to the "Equal Opportunity Clause" and the "Standard
Federal Equal Employment Specifications" set forth herein.

2. The goals and timetables for minority and female participation, expressed in percentage terms
for the Contractor's aggregate work force in each trade on all construction work in the covered
area, are as noted in Appendix A and B:

 These goals are applicable to all the Contractors' construction work (whether or not it is Federal
or federally assisted) performed in the covered area.  If the contractor performs construction
work in a geographical area located outside of the covered area, it shall apply the goals
established for such geographical area where the work is actually performed.  With regard to
this second area, the contractor also is subject to the goals for both its federally involved and
nonfederally involved construction.

 The contractor's compliance with the Executive Order and the regulations in 41 CFR Part 60-4
shall be based on its implementation of the Equal Opportunity Clause, specific affirmative
action obligations required by the specifications set forth in 41 CFR 60-4.3(a), and its efforts to
meet the goals.  The hours of minority and female employment and training must be
substantially uniform throughout the length of contract, and in each trade, and the contractor
shall make a good faith effort to employ minorities and women evenly on each of its projects.
The transfer of minority or female employees or trainees from Contractor to Contractor or from
project to project for the sole purpose of meeting the contractor's goals shall be a violation of the
contract, the Executive Order and the regulations in 41 CFR Part 60-4.  Compliance with the
goals will be measured against the total work hours performed.

3. The Contractor shall provide written notification to the Director of the Office of Federal
Contract Compliance Programs within 10 working days of award of any construction
subcontract in excess of $10,000 at any tier for construction  work under the contract resulting
from this notification.  The notification shall list the name, address, and telephone number of the
subcontractor; employer identification number of the subcontractor; estimated dollar amount of
the subcontract; estimated starting and completion dates of the subcontract; and the geographical
area in which the subcontract is to be performed.

4. As used in this Notice, and in the contract resulting from this solicitation, the "covered area" is
noted on appendix B.

STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY CONSTRUCTION
CONTRACT SPECIFICATIONS (Executive Order 11246)

1. As used in these specifications:

 a. "Covered area" means the geographical area described in the solicitation from which this
contract resulted;

 b. "Director" means Director, Office of Federal Contract Compliance Programs, United States
Department of Labor, or any person to whom the Director delegates authority;
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c."   Employer identification number" means the Federal Social Security number used on the
Employer's Quarterly Federal Tax Return, U.S. Treasury Department Form 941.

 d. "Minority" includes:

  (i) Black (all persons having origins in any of the Black African racial groups not of
Hispanic origin);

  (ii) Hispanic (all persons of Mexican, Puerto Rican, Cuban, Central or South American or
other Spanish culture or origin regardless of race);

  (iii) Asian and Pacific Islander (all persons having origins in any of the original people of
the Far East, Southeast Asia, the Indian Subcontinent, or the Pacific Islands); and,

  (iv) American Indians or Alaskan Native (all persons having origins in any of the original
peoples of North America and maintaining identifiable tribal affiliations through
membership and participation or community identification).

2. Whenever the Contractor, or any Subcontractor at any tier, subcontracts a portion of the work
involving any construction trade, it shall physically include in each subcontract in excess of
$10,000 the  provisions of  these  specifications  and the Notice which contains the applicable
goals for minority and female participation and which is set forth in the solicitations from which
this contract resulted.

3. If the Contractor is participating (pursuant to 41 CFR 60-4.5) in a Hometown Plan approved by
the U.S. Department of Labor in the covered area either individually or through an association,
its affirmative action obligations on all work in the Plan area (including goals and timetables)
shall be in accordance with that Plan for those trades which have unions participating in the
Plan.  Contractors must be able to demonstrate their participation in and compliance with the
provisions of any such Hometown Plan.  Each Contractor or Subcontractor participating in an
approved Plan is individually required to comply with its obligations under the EEO clause, and
to make a good faith effort to achieve each goal under the Plan in each trade in which it has
employees.  The overall good faith performance by other Contractors or Subcontractors toward
a goal in an approved Plan does not excuse any covered Contractor's or Subcontractor's failure
to take good faith efforts to achieve the Plan goals and timetables.

4. The Contractor shall implement the specific affirmative action standards provided in paragraphs
7.a through 7.p of these specifications.  The goals set forth in the solicitation from which this
contract resulted are expressed as percentages of the total hours of employment and training of
minority and female utilization the Contractor should reasonably be able to achieve in each
construction trade in which it has employees in the covered area.  The Contractor is expected to
make substantially uniform progress toward its goal in each craft during the period specified.

5. Neither the provisions of any collective bargaining agreement, nor the failure by a union with
whom the Contractor has a collective bargaining agreement, to refer either minorities or women
shall excuse the Contractor's obligations under these specifications, Executive Order 11246, or
the regulations promulgated pursuant thereto.

6. In order for the nonworking training hours of apprentices and trainees to be counted in meeting
the goals, such apprentices and trainees must be employed by the Contractor during the training

55



CONTRACT PROVISIONS SHA No. AL486ZM1
NOTICE OF ACTIONS FOR AFFIRMATIVE ACTION ARC Project No. MD-17754

F.A.P No. APL-3(406)N
3 of 8

10-31-08

period, and the Contractor must have made a commitment to employ the apprentices and
trainees at the completion of their training, subject to the availability of employment
opportunities.  Trainees must be trained pursuant to training programs approved by the U.S.
Department of Labor.

7. The Contractor shall take specific affirmative actions to ensure equal employment opportunity.
The evaluation of the Contractor's compliance with these specifications shall be based upon its
effort to achieve maximum results from its actions.  The Contractor shall document these efforts
fully, and shall implement affirmative action steps at least as extensive as the following:

 a. Ensure and maintain a working environment free of harassment, intimidation, and coercion
at all sites, and in all facilities at which the Contractor's employees are assigned to work.
The Contractor, where possible, will assign two or more women to each construction
project.  The Contractor shall specifically ensure that all foremen, superintendents, and other
on-site supervisory personnel are aware of and carry out the Contractor's obligation to
maintain such a working environment, with specific attention to minority or female
individuals working at such sites or in such facilities.

 b. Establish and maintain a current list of minority and female recruitment sources, provide
written notification to minority and female recruitment sources and to community
organizations when the Contractor or its unions have employment opportunities available,
and maintain a record of the organizations' responses.

 c. Maintain a current file of the names, addresses and telephone numbers of each minority and
female off-the-street applicant and minority or female referral from a union, a recruitment
source or community organization and of what action was taken with respect to each such
individual.  If such individual was sent to the union hiring hall for referral and was not
referred back to the Contractor by the union or, if referred,  not employed by the Contractor,
this shall be documented in the file with reason therefore, along with whatever additional
actions the Contractor may have taken.

 d. Provide immediate written notification to the Director when the union or unions with which
the Contractor has a collective bargaining agreement has not referred to the Contractor a
minority person or woman sent by the Contractor, or when the Contractor has other
information that the union referral process has impeded the Contractor's efforts to meet its
obligations.

 e. Develop on-the-job training opportunities and/or participate in training programs for the
area which expressly include minorities and women, including upgrading programs and
apprenticeship and trainee programs relevant to the contractor's employment needs,
especially those programs funded or approved by the Department of Labor.  The Contractor
shall provide notice of these programs to the sources compiled under 7.b above.

 f. Disseminate the Contractor's EEO policy by providing notice of the policy to unions and
training programs and requesting their cooperation in assisting the Contractor in meeting its
EEO obligations; by including it in any policy manual and collective bargaining agreement;
by publicizing it in the company newspaper, annual report, etc.; by specific review of the
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  policy with all management personnel and with all minority and female employees at least
once a year and by posting the company EEO policy on bulletin boards accessible to all
employees at each location where construction work is performed.

 g. Review, at least annually, the company's EEO Policy and affirmative action obligations
under these specifications with all employees having any responsibility for hiring,
assignment, layoff, termination or other employment decisions including specific review of
these items with on-site supervisory personnel such as Superintendents, General Foremen,
etc., prior to the initiation of construction work at any job site.  A written record shall be
made and maintained identifying the time and place of these meetings, persons attending,
subject matter discussed, and disposition of the subject matter.

 h. Disseminate the Contractor's EEO policy externally by including it in any advertising in the
news media, specifically including minority and female news media, and providing written
notification to and discussing the Contractor's EEO policy with other Contractors and
Subcontractors with whom the Contractor does or anticipates doing business.

 i. Direct its recruitment efforts, both oral and written, to minority, female and community
organizations, to schools with minority and female students and to minority and female
recruitment and training organizations serving the Contractor's recruitment area and
employment needs.  Not later than one month prior to the date for the acceptance of
applications for apprenticeship or other training by any recruitment source, the Contractor
shall send written notification to organizations such as the above, describing the openings,
screening procedures, and tests to be used in the selection process.

 j. Encourage present minority and female employees to recruit other minority persons and
women and, where reasonable, provide after school, summer and vacation employment to
minority and female youth both on the site and in other areas of a Contractor's work force.

 k. Validate all tests and other selection requirements where there is an obligation to do so
under 41 CFR Part 60-3.

 l. Conduct, at least annually, an inventory and evaluation at least of all minority and female
personnel for promotional opportunities and encourage these employees to seek or to
prepare for, through appropriate training, etc., such opportunities.

 m. Ensure that seniority practices, job classifications, work assignments and other personnel
practices, do not have a discriminatory effect by continually monitoring all personnel and
employment related activities to insure that the EEO policy and the Contractor's obligations
under these specifications are being carried out.

 n. Ensure that all facilities and company activities are nonsegregated except that separate or
single-user toilet and necessary changing facilities shall be provided to assure privacy
between the sexes.

 o. Document and maintain a record of all solicitations of offers for subcontracts from minority
and female construction contractors and suppliers, including circulation of solicitations to
minority and female contractor associations and other business associations.
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 p. Conduct a review, at least annually, of all supervisors' adherence to and performance under
the Contractor's EEO policies and affirmative action obligations.

8. Contractors are encouraged to participate in voluntary associations which assist in fulfilling one
or more of their affirmative action obligations (7.a through 7.p).  The efforts of a contractor
association, joint contractor-union, contractor-community, or other similar group of which the
contractor is a member and participant, may be asserted as fulfilling any one or more if its
obligations under 7.a through 7.p of these specifications provided that the contractor actively
participates in the group, makes every effort to assure that the group has a positive impact on the
employment of minorities and women in the industry, ensures that the concrete benefits of the
program are reflected in the Contractor's minority and female work force participation, makes a
good faith effort to meet its individual goals and timetables, and can provide access to
documentation which demonstrates the effectiveness of actions taken on behalf of the
Contractor.  The obligation to comply, however, is the Contractor's and failure of such a group
to fulfill an obligation shall not be a defense for the Contractor's non-compliance.

9. A single goal for minorities and a separate single goal for women have been established.  The
Contractor, however, is required to provide equal employment  opportunity and to take
affirmative action for all minority groups, both male and female, and all women, both minority
and non-minority.  Consequently, the Contractor may be in violation of the Executive Order if a
particular group is employed in a substantially disparate manner (for example, even though the
Contractor has achieved its goals for women generally the Contractor may be in violation of the
Executive Order if a specific minority group of women is underutilized).

10. The Contractor shall not use the goals and timetables or affirmative action standards to
discriminate against any person because of race, color, religion, sex, or national origin.

11. The Contractor shall not enter into any Subcontract with any person or firm debarred from
Government contracts pursuant to Executive Order 11246.

12. The Contractor shall carry out such sanctions and penalties for violation of these specifications
and of the Equal Opportunity Clause, including suspension, termination and cancellation of
existing subcontracts as may be imposed or ordered pursuant to Executive Order 11246, as
amended, and its implementing regulations, by the Office of Federal Contract Compliance
Programs.  Any Contractor who fails to carry out such sanctions and penalties shall be in
violation of these specifications and Executive Order 11246, as amended.

13. The Contractor, in fulfilling its obligations under these specifications, shall implement specific
affirmative action steps, at least as extensive as those standards prescribed in paragraph 7 of
these specifications, so as to achieve maximum results from its efforts to ensure equal
employment opportunity.  If the Contractor fails to comply with the requirements of the
Executive Order, the implementing regulations, or these specifications, the Director shall
proceed in accordance with 41 CFR 60-4.8.

14. The Contractors shall designate a responsible official to monitor all employment related
activity to ensure that the company EEO policy is being carried out to submit reports relating
to the provisions hereof as may be required by the Government and to keep records.  Records
shall at affiliation if any, employee identification number when assigned, social security
number, race, sex, status (e.g., mechanic, apprentice, trainee, helper, or laborer), dates of
changes in status, hours worked per week in the indicated trade, rate of pay, and locations at

58



CONTRACT PROVISIONS SHA No. AL486ZM1
NOTICE OF ACTIONS FOR AFFIRMATIVE ACTION ARC Project No. MD-17754

F.A.P No. APL-3(406)N
6 of 8

10-31-08

which the work was performed.  Records shall be maintained in an easily understandable and
retrievable form; however, to the degree that existing records satisfy this requirement,
contractors shall not be required to maintain separate records.

15. Nothing herein provided shall be construed as a limitation upon the application of other laws
which establish different standards of compliance or upon the application of requirements for
the hiring of local or other area residents

 (a.g., those under the Public Works Employment Act of 1977 and the Community Development
Block Grant Program).

16. The Contractor will receive at the time of Award Federal Form CC-257 for his use in reporting
monthly the Affirmative Actions for minority and female which he has employed.
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APPENDIX A

 The following goals and timetables for female utilization shall be included in all Federal and
federally assisted construction contracts and subcontracts in excess of $10,000.  The goals are
applicable to the Contractor's aggregate on-site construction work force whether or not part of that
work force is performing on a Federal or federally assisted construction contract or subcontract.

AREA COVERED:  Nationwide

GOALS AND TIMETABLES

Timetable         Goals
       (percent)

From April 1, 1978 until March 31, 1979.................................................. 3.1
From April 1, 1979 until March 31, 1980.................................................. 5.0
From April 1, 1980 until further notice...................................................... 6.9
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APPENDIX B

 Until further notice, the following goals for minority utilization in each construction craft and
trade shall be included in all Federal or federally assisted construction contracts and subcontracts in
excess of $10,000 to be performed in the respective geographical areas.  The goals are applicable
to each nonexempt contractor's total on-site construction work force, regardless of whether or not
part of that work force is performing work on a Federal, federally assisted or nonfederally related
project, contract or subcontract.

 Construction contractors which are participating in an approved Hometown Plan (see 41 CFR
60-4.5) are required to comply with the goals of the Hometown Plan with regard to construction
work they perform in the area covered by the Hometown Plan.  With regard to all their other
covered construction work such contractors are required to comply with the applicable SMSA or
EA goal contained in this appendix B-80.

Goal
State (percent)

Maryland:
     019 Baltimore, MD:
     SMSA Counties:
     0720 Baltimore, MD........................................................................................... 23.0

   MD Anne Arundel; MD Baltimore;
   MD Carroll; MD Harford;
   MD Howard; MD Baltimore City

Non-SMSA Counties............................................................................................... 23.6
   MD Caroline; MD Dorchester;
   MD Kent; MD Queen Annes;
   MD Somerset; MD Talbot;
   MD Wicomico; MD Worcestar

Washington, DC:
    020 Washington, DC:
    SMSA Counties:
    8840 Washington, DC.......................................................................................... 28.0

   MD Charles; MD Montgomery;
   MD Prince Georges

    Non-SMSA Counties............................................................................................ 25.2
   MD Calvert; MD Frederick
   MD St. Marys; MD Washington

Pennsylvania
    Non-SMSA Counties............................................................................................  4.8
        MD Allegany: MD Garrett
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TRAINING PROVISIONS

 As part of the Contract's Equal Employment Opportunity Affirmative Action Program, on-the-job
training shall be provided as follows:

  The on-the-job training shall be aimed at developing full journeypersons in the type of trade or
job classification involved.  On this Contract ZERO (0) (number to be filled in by the
Administration) persons will be trained.

 In the event that a Contractor subcontracts a portion of the Contract work, the Contractor shall
determine how many, if any, of the trainees are to be trained by the subcontractor, however, the
Contractor shall retain the primary responsibility for meeting the training requirements imposed by
this Provision.  The Contractor shall also insure that this training Provision is physically included in
each subcontract to insure that the workforce utilized by the subcontractor meet the goals for
minority and female employment and training.  Where feasible, 25 percent of apprentices or trainees
in each occupation shall be in their first year of apprenticeship or training.

 The number of trainees in each classification shall be distributed among the work classifications
on the basis of the Contractor's needs, minority and women employment goals specified for each
trade in the Contract Provision, and the reasonable area of recruitment.

 Prior to beginning construction, the Contractor shall submit to the Administration for approval a
Manpower and Training Utilization (MTU) Schedule no later than at the preconstruction meeting.

 The MTU schedule shall include:

  1. The proposed training programs.

  2. The number of trainees to be trained in each classification.

  3. Anticipated starting and ending dates for training in each classification.

 No Contract work may be undertaken until the Administration has accepted the schedule.

 If the submitted training programs fail to meet the requirements as defined within these
Provisions, the Administration will withhold one percent of the total category code one pay items
from the payment due the Contractor.  The Contractor shall submit a revised Manpower and
Training Utilization Schedule when major changes in the Contract work schedule occur that
substantially affect the previously submitted schedule.

 The Contractor shall be credited for each trainee employee who is currently enrolled or becomes
enrolled in an approved program and will be reimbursed for the hourly cost of the trainee as
specified in the schedule of prices.

 Training and upgrading of minorities and women toward journeyperson status is a primary
objective of this Training Provision.  The purpose for this objective is to insure a pool of qualified
minorities and women to replace those journeypersons who, in the natural course of events will
leave the workforce.   The program will also provide opportunities to the minorities and women
trainees in geographic areas where shortages in minority and women journeypersons are prevalent
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and recognized due to the Contractor's inability to meet the Equal Employment Opportunity goals
specified in this Contract.
 The training requirements of this Training Provision are not intended nor shall they be used to
discriminate against any applicant for training, whether a member of a protected class or not.  It is
the Contractor's responsibility to demonstrate good faith efforts to ensure an adequate workforce
representation of minorities and women in all job classifications on this Contract.  Therefore, the
Contractor shall consider the employment Contract goals set for minorities and females when
enrolling trainees.  The Contractor's utilization of the on-the-job training goals will be weighed
when an Equal Employment Opportunity workforce compliance determination is made.

 The Contractor shall make every effort to enroll minority and women trainees (e.g., by conducting
systematic and direct recruitment through public and private sources likely to yield minorities and
women to the extent that these persons are available within a reasonable area of recruitment).

 No employee shall be employed as a trainee in any classification which the individual has
successfully completed a training program leading to journeyperson status or has been employed as
a journeyperson.  This includes a person gainfully employed as a journeyperson by virtue of
informal on-the-job training.  The Contractor should satisfy this requirement by including
appropriate questions in the employee job application or by other suitable means.  Regardless of the
method used, the Contractor's records shall document the findings in each case.  In the case of
apprentices, evidence of indentureship and registration of the approved apprenticeship program
shall be included in the Contractor's records.

 The minimum length and type of training and rate for each classification shall be specified in the
training program by the Contractor and approved by the Administration and the Federal Highway
Administration.

 The Administration will approve any program specified in the Administration's On-The-Job
Training Manual.  The Administration and the Federal Highway Administration will consider other
programs if it is reasonably calculated that the programs conform to the Equal Employment
Opportunity obligations of the Contract and will qualify the average trainee for journeyperson status
in the specified classification by the end of the training period.  Apprenticeship programs registered
with the U.S. Department of Labor, Bureau of Apprenticeship and Training, or with a State
apprenticeship agency recognized by the Bureau, and training programs approved by, but not
necessarily sponsored by the U.S. Department of Labor, Employment and Training Administration,
Bureau of Apprenticeship and Training will also be acceptable, provided that the program being
offered is administered in a manner consistent with the Equal Employment obligation of Federal-aid
highway construction Contracts and meets the minimum requirements of this Training Provision.

 Some offsite training is permissible as long as the training is an integral part of an approved
training program and does not comprise a significant part of the overall training.

 Unless otherwise specified, the Contractor will be reimbursed 80 cents per hour of training given
an employee on this Contract in conformance with an approved training program.  As approved by
the Engineer, reimbursement will be made for training persons in excess of the number specified
herein.   This reimbursement will be made even though the Contractor received additional training
program funds from other sources, provided that the other sources do not specifically prohibit the
Contractor from receiving other reimbursement.  Reimbursement for offsite training indicated above
will only be made to the Contractor where the Contractor does one or more of the following and the
trainees are concurrently employed on a Federal-aid project:
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  1. Contributes to the cost of the training.

  2. Provides the instruction to the trainee or pays the trainee's wages during the offsite training
period.

 No payment will be made to the Contractor if either the failure to provide the required training, or
the failure to hire the trainee as a journeyperson is caused by the Contractor and evidences a lack of
"good faith" on the part of the Contractor in meeting the requirements of this Training Provision.  It
is normally expected that a trainee will begin training on the project as soon as feasible after the start
of work utilizing the skill involved and remain on the project as long as training opportunities exist
in the work classification or until the program is completed.  It is not required that all trainees be on
board for the entire length of the Contract.  A Contractor will have fulfilled their responsibilities
under this Training Provision when:

  1. Systematic and direct recruitment likely to yield qualified minority and women applicants is
conducted through:

   a. Public and private referral sources.

   b. Advising the existing workforce of training opportunities.

   c. Unions (if applicable).

  2. Acceptable training has been provided to trainees enrolled in the program.

  3. The number of specified trainees have completed the minimum hours required in an
approved training program.

  4. Trainees completing approved programs are retained in the workforce as journeypersons.

 The Contractor shall pay the trainees at least 60 percent of the appropriate minimum
journeyperson's hourly rate plus the full fringe benefits specified in the Contract for the first half of
the training period, 75 percent for the third quarter of the training period plus full fringe benefits,
and 90 percent for the last quarter of the training period plus full fringe benefits.  However, in no
case shall the total hourly rate be less than the U.S. Department of Labor's unskilled laborer wage
rate for the project.  In addition, all trainees shall be identified as such on the certified payroll.

 The Contractor shall furnish the trainee a copy of the approved training program in which the
trainee is enrolled.  The Contractor shall provide each trainee with a certificate showing the type and
length of training satisfactorily completed.  The Contractor shall submit a Certificate to the trainee
in the following instances:

  1. Certificate of Completion when a trainee completes the total number of hours required to
complete a training program.

  2. Certificate of Training when a trainee does not totally complete the required program hours.
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 The Contractor shall provide for the maintenance of records and furnish periodic reports inclusive
of the Administration's Contractor's Semiannual Training Reports, documenting his performance
under this Training Provision.  The Semiannual Training Report is to be submitted by the 10th of
the month following the reporting period (July 10 and January 10).
 If the Contractor fails to fully comply with these Training Provisions, the Administration's
Representative will make a final report of non compliance to the Administrator, who may direct the
imposition of one or both of the sanctions listed below:

  1. Withholding a percentage of the progress payment.

  2. Other action appropriate and/or within the discretion of the Administrator.
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Maryland Department of Transportation
State Highway Administration

NOTICE TO ALL HOLDERS OF THIS CONTRACT DOCUMENT

HIGH VISIBILITY SAFETY APPAREL POLICY

BACKGROUND. Research indicates that high visibility garments have a significant impact
on the safety of employees who work on highways and rights-of-way.  In addition, high visibility
garments may help to prevent injuries and accidents and to make highway workers more visible
to the motoring public, which ultimately improves traffic safety.

STATEMENT OF POLICY.

(a) The High Visibility Safety Apparel Policy provides a standardized apparel program.

(b) The program seeks to improve the visibility of all persons who work on Administration
highways and rights-of-way.

(c) All apparel shall contain the appropriate class identification label.

(d) Compliance with this policy is retroactive and becomes effective immediately.  All affected
employees shall receive high visibility apparel awareness training.

APPLICABILITY. This policy applies to all Administration employees and all other persons
who work on Administration highways and rights-of-way.  All workers shall wear, at a
minimum, Class 2 ANSI/ISEA 107/2004 apparel.

(a) For Administration employees, this apparel shall have a fluorescent yellow-green
background material color and be the outermost garment worn.

(b) Retro-reflective material color for Administration employee apparel shall be silver or white
and be visible at a minimum distance of 1,000 feet.  The retro-reflective safety apparel
shall be designed to clearly recognize and differentiate the wearer from the surrounding
work environment.  The retro-reflective material may be contrasted by fluorescent orange
background material not exceeding one and one half inches on either side of the retro-
reflective material.

(c) For non-Administration employees, this apparel shall be either fluorescent orange-red or
fluorescent yellow-green background material color and be the outermost garment worn.

(d) Retro-reflective material color for non-Administration employee apparel shall either be
orange, yellow, white, silver, yellow-green, or a fluorescent version of these colors, and be
visible at a minimum distance of 1,000 feet.  The retro-reflective safety apparel shall be
designed to clearly recognize and differentiate the wearer from the surrounding work
environment.
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Maryland Department of Transportation
State Highway Administration

REFERENCES.

(a) ANSI/ISEA 107/2004 standard – American National Safety Institute/International Safety
Equipment Association

(b) MUTCD 2003 – Manual for Uniform Traffic Control Devices - Sections 6D.03B and 6E.02

(c) Visibility Research – The VCTR 1989 report concludes that fluorescent colors, when
compared with non-fluorescent colors, enhance the daytime conspicuity of worker clothing.

DEFINITIONS.

(a) Apparel – The outermost high-visibility garment worn by employees who work on
Administration highways and rights-of-way.

(b) Highways – All roads owned by the Maryland Department of Transportation and
maintained by the Administration.

(c) High Visibility – The ability for workers to be distinguishable as human forms to be seen,
day and night, at distances that allow equipment operators and motorists to see, recognize,
and respond.
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PROJECT DESCRIPTION

 The project is located in Frostburg Maryland.  The work includes the installation of a new
paved roadway and utilities to provide access to underdeveloped property in the Frostburg
Business Park.

 The work will consist of the following:

(a) Clearing and grubbing,
(b) grading,
(c) installation of sanitary lines,
(d) installation of storm drainage,
(e) installation of electrical and TECO services,
(f) paving,
(g) surface restoration,

Contractor will be required to work with the local utility companies to schedule and coordinate
connections to existing services.

SPECIFICATIONS

 All work on this project shall conform to the Maryland Department of Transportation, State
Highway Administration's Specifications entitled, "Standard Specifications for Construction and
Materials" dated July 2008 revisions thereof, or additions thereto, and the Special Provisions
included in this Invitation for Bids.
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RE:

Dear

Please fi nd enclosed documentation of coverage under the 2014 General Permit for Stormwater Associated with Construction 
Activity (MDRC) for:

issued to

Please note that the eff ective date of coverage under the General Permit is the date on the attached cover sheet. If the 
current erosion and sediment control plan approval covers only part of the entire site covered by this permit, be advised 
that this permit does not authorize discharges from the other portions of the site until the appropriate erosion and 
sediment control approval authority approves the erosion and sediment control plan for those portions.  Th e permit also 
requires that the site have an approved stormwater management plan (unless exempt or waived by the stormwater approval 
authority) prior to earth disturbance.    Part IV.C.3 of the permit requires the permittee to use the standard written report 
form as provided by MDE.  Th e form is available on MDE’s website at the following location both as a fi llable Microsoft  
Word form and as an Adobe Acrobat fi le.

Print this letter and the cover sheet and keep them with your permit fi le.  In addition, download the 2014 General Permit 
from the above website, print it for your permit fi le, and refer to it to ensure compliance with its terms.  Submit any 
modifi cations to this coverage, Transfers of Authorization, or Notices of Termination via the ePermits portal.  If your 
contact information changes, update it through the ePermits portal.

Your cooperation in this matter is appreciated.  If you have any questions, please call the administrative team for the General Permit 
at (410) 537-3019.

Sincerely,

Heather L. Nelson, Acting Director 
Compliance Program
Water Management Administration

MARYLAND DEPARTMENT OF THE ENVIRONMENT
1800 Washington Boulevard  •  Baltimore MD  21230
410-537-3000  •  1-800-633-6101  •  www.mde.maryland.gov

Larry Hogan 
Governor

Boyd Rutherford 
Lieutenant Governor

Ben Grumbles
Secretary

Recycled Paper www.mde.maryland.gov TTY Users 1-800-735-2258
Via Maryland Relay Service

http://go.usa.gov/gFMW

Date of Permit Issuance:

Matthew Diaz:

Access Road Frostburg Industrial Park

701 Kelly Rd.
Cumberland, Maryland 21502

AC Economic Development

AC Economic Development

MDRCA01QP

10/2/2015

69

http://go.usa.gov/gFMW


GENERAL PERMIT FOR STORMWATER ASSOCIATED
WITH CONSTRUCTION ACTIVITY

State Discharge Permit Number: Eff ective Date: 

Expiration Date:

NOTE: If site work is complete per Part II. I. 
prior to the expiration date, the permittee must 
submit a Notice of Termination and terminate 
the permit.

Pursuant to the provisions of Title 9 of the Environment Article, Annotated Code of Maryland, and regulations 
promulgated thereunder, and the provisions of the Clean Water Act, 33 U.S.C., Section 1251 et. seq., and 
implementing regulations 40 CFR Parts 122, 123, 124 and 125, the Department of the Environment hereby 
establishes conditions and requirements pertinent to stormwater associated with construction activity at the site 
described below and authorizes:

TO DISCHARGE STORMWATER FROM:

construction project on
acres

at property located at 

If the current erosion and sediment control plan approval covers only part of the entire site covered by this permit, this 
permit does not authorize discharges from the other portions of the site until the appropriate erosion and sediment 
control approval authority approves the erosion and sediment control plan for those portions.

TO:

which is

in accordance with the 2014 General Permit.  Th e vicinity map submitted with the Notice of Intent is considered 
incorporated herein and made a part hereof. 

Hoffman Hollow Rd, Frostburg, Maryland 21532

12/31/2019

Access Road Frostburg Industrial Park

3.57

Waters protected for Recreational Trout Waters and Public Water Supply

AC Economic Development
701 Kelly Rd.

Cumberland, Maryland 21502

10/2/2015

MDRCA01QP

A municipal separate storm sewer system -- City of Frostburg, Georges Creek
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SPECIAL PROVISIONS SHA No. AL486ZM1
NOTICE TO CONTRACTOR ARC Project No. MD-17754

F.A.P No. APL-3(406)N
 1 of 5

03-21-16

NOTICE TO CONTRACTOR

PROJECT SCHEDULE.  Section 109 shall only apply when a CPM Project Schedule item is
included in the Schedule of Prices.  Otherwise, all Project Schedules shall conform to
Section 110.

NOTICE TO BIDDERS.  The  Proposal  Form  Packet  in  this  Invitation  for  Bids  requires  the
following information be submitted for the Bidder and each firm quoting or considered as
subcontractors:

 (a) Name of firm.

 (b) Address of firm.

 (c) MBE, Non-MBE, DBE, or Non-DBE.

 (d) Age of firm.

 (e) Annual gross receipts per last calendar year.

 Note that there are provisions for submitting copies for additional subcontractors, and that an
“X” is required to indicate whether or not additional copies have been submitted.

AFFIRMATIVE ACTION PLAN (AAP) CONTRACT GOALS .   In  order  to  be  in
compliance with the revised MBE/DBE laws effective September 27, 2011 or later, the bidder is
required to complete the AAP information on pages 19, 20, 24–27, and 37-41 of 45 of the
Contract Provisions, Proposal Form Packet—Federal, or complete the AAP information on pages
15-25, and 34-38 of 43 of the Contract Provisions, Proposal Form Packet—State, or complete the
AAP information on pages  16-26 and 35-39 of 44 of the Contract Provisions, Proposal Form
Packet—State Small Business Reserve Procurement.  Failure to complete the information may
be grounds for the bid to be declared non-responsive.

BOOK OF STANDARDS. The Book of Standards for Highway and Incidental Structures is
only available on the Administration’s Internet Site at www.roads.maryland.gov.  The Book of
Standards can be located by clicking on Business, Business Center, Business Standards and
Specifications; and Book of Standards for Highway and Incidental Structures.

2008 STANDARD SPECIFICATION FOR CONSTRUCTION AND MATERIALS
BOOK. The 2008 Standard Specifications for Construction and Materials Book is now only
available on the Administration’s Internet Site at www.roads.maryland.gov.  The 2008
Specification Book can be located by clicking on Business, Business Center, Business Standards
and Specifications; and 2008 Standard Specification for Construction and Materials which is
available for download in .pdf format.

PAYMENT OF STATE OBLIGATIONS. Electronic funds transfer will be used by the
State to payContractor for this Contract and any other State payments due Contractor
unless the State Comptroller's Office grants Contractor an exemption.
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By submitting a response to this solicitation, theBidder/Offeror agrees to accept
payments by electronicfunds transfer unless the State Comptroller's Office grants an
exemption.  The selected Bidder/Offeror shall registerusing the attached form
COT/GAD X-10 Vendor ElectronicFunds (EFT) Registration Request Form.  Any
request forexemption must be submitted to the State Comptroller's Office for approval at
the address specified on the COT/GAD X-10 form and must include the business
identification information as stated on the form and include the reason for the exemption.
An electronic form and additional information can be found at
http://comptroller.marylandtaxes.com/Vendor_Services/Accounting_Information/Electronic_Fun
ds_Transfer/

BRIDGE UNDERCLEARANCE.  The minimum underclearances shall be maintained
whenever resurfacing a roadway.  This may require grinding the existing pavement prior to
placing the resurfacing material.  Immediately after completing the resurfacing operation and
when the lane closures are still in the effect, the Contractor, in the presence of the Engineer, shall
measure the minimum vertical underclearance.  The Engineer will submit results to the Office of
Structures.  The cost of these measurements will be incidental to other pertinent items specified
in the Contract Documents.

REQUEST FOR INFORMATION. Any information regarding the requirements or the
interpretation of any provision of the Contract Documents shall be requested, in writing, per the
requirement of GP-2.09.  Responses to questions or inquiries having any material effect on the
bids shall be made by written addenda sent to all prospective bidders.  The Administration will
not respond to telephone requests for information concerning this invitation for bids that would
materially affect the bid.

 Requests for information or questions shall be addressed to:

Mr. Adam Patterson, PE
County Engineer
301.876.9561
adam.patterson@alleganygov.org.

 Each request for information or questions shall include the Contract number and the name and
address of the originator.

RIGHT-OF-WAY STATUS. Right-of-way acquisition has been obtained for this project. Any
additional right-of-way or easement required by the Contractor for operations, equipment,
storage  of  materials,  access  to  disposal  areas,  etc.  must  be  obtained  and  paid  for  by  the
Contractor.
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RAILROAD STATEMENT. Federal Aid Contracts Only.  Federal Aid Contract No. Error!
Unknown document property name.

For this project, Maryland SHA is providing the following statement of coordination (check
one):

 No Railroad coordination required (no RR facilities are affected) (check this box when
there is no railroad facility within or near the terminus of the project limits)

 All Railroad work has been completed prior to the project (check this box if traffic
control devices within or near the terminus of the Federal-Aid project limits comply with
the current edition of the Manual on Uniform Traffic Control Devices)

 The necessary arrangements have been made for all railroad work to be undertaken and
completed as required for proper coordination with physical construction schedules.
(Appropriate notification shall be provided in the PS&E for railroad coordination
concurrent with the project construction)

 For AREAWIDE Contracts, Maryland SHA will provide a Statement of Coordination
when the Modification to the 25C is submitted, prior to NTP. (Check this box for all
AREAWIDE Projects)
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REQUIRED ENVIRONMENTAL PERMITS, APPROVALS AND AUTHORIZATIONS.
The Administration will obtain all required permits, approvals, or authorizations which are
within the project scope and limits set forth in the contract documents and listed in the below
table.   The  Contractor  shall  comply  with  the  requirements  of  all  permits,  approvals,  or
authorizations required for this project.  All permits received by advertisement are included in
the IFB.  Permits received after advertisement and prior to bid opening will be added to the IFB
via an addendum.

All of the indicated permits, approvals, and authorizations should be kept on-site unless
indicated otherwise. Proposed changes to the project may require additional permits, approvals,
and authorizations and/or modifications.

Permit/
Approval/Authorization

Description

Required
for this

project?

Approval/ Permit/
Authorization Included

in IFB?1

Permit,
Approval,
Or Auth.
Number

Expiration
Date

WETLANDS, WATERWAYS, CRITICAL AREA
MDE Non-tidal Wetland &

Waterway Permit Yes No Yes Draft  No

MDE Authorization to
Proceed Yes No Yes Draft  No

MDE Letter of Authorization Yes No Yes Draft  No
MDE General Waterway

Construction Permit Yes No Yes Draft  No

MDE Water Quality
Certification Yes No Yes Draft  No

MDE Tidal License Yes No Yes Draft  No
MDE Tidal Permit Yes No Yes Draft  No

MDE Tidal No-License Yes No Yes Draft  No
Maryland State

Programmatic General Permit Yes No Yes Draft  No

COE Individual Permit Yes No Yes Draft  No
U.S. Coast Guard Permit Yes No Yes Draft  No

Critical Area Commission
Approval Yes No Yes Draft  No

MDE Water Appropriations
Permit for Ground Water Yes No Yes Draft  No

Other Yes No Yes Draft  No

EROSION/SEDIMENT CONTROL & STORMWATER MANAGEMENT
Stormwater Management and Yes No Yes Draft  No 06/08/15  06/08/17
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Permit/
Approval/Authorization

Description

Required
for this

project?

Approval/ Permit/
Authorization Included

in IFB?1

Permit,
Approval,
Or Auth.
Number

Expiration
Date

Erosion & Sediment Control
Approval

NPDES Permit for
Stormwater Associated with

Construction Activity2
Yes No Yes Draft  No MDRCA01QP

ASCD Approval Yes No Yes Draft  No 06/08/15  06/08/17
TREES

MD Roadside Tree Permit Yes No Yes Draft  No
Maryland Reforestation Law

Approval Yes No Yes Draft  No

Maryland Forest
Conservation Act Approval Yes No Yes Draft  No

1 ‘Draft’ indicates the formal permit has not been obtained but draft permit conditions are
included.
2 See website listed below for complete NPDES Permit requirements:
http://www.mde.state.md.us/programs/Permits/WaterManagementPermits/WaterDischargePermi
tApplications/Documents/2014MDRC-GeneralPermit.pdf

Abbreviations:

AASCD - Anne Arundel Soil Conservation District
COE – U.S. Army Corps of Engineers
MDE – Maryland Department of the Environment
NPDES – National Pollutant Discharge Elimination System
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NOTICE TO CONTRACTOR

EARLY SUBMISSIONS.  The last sentence of the first paragraph of TC-5.02, “No work shall
be started before receipt of the Notice to Proceed” shall not apply to the following:

 After notification to the Contractor from the Administration that the Contractor is the apparent
low bidder, the Contractor will be permitted to provide a written request to the Engineer to
submit documentation for materials sources and working drawings for any items of work that
have a long lead time and could jeopardize the project schedule. Upon written approval from the
Engineer the Contractor may submit the applicable documentation to the Engineer.

Should the Contract not be awarded to the apparent low bidder who meets the requirements of
the Contract, GP-8.10 will apply for all costs accrued for the preparation and approval of the
working drawings and any resultant material purchase approved by the District Engineer and
steel fabricated in conformance with the approved working drawings between the date the
Contractor received notice of apparent low bidder and the date of notice that the apparent low
bidder will not be awarded this Contract.

 Should this Contract not be awarded to the apparent low bidder due to failure of the Contractor
to comply with all award and execution requirements, all costs accrued for the preparation of the
specific items and any resultant material purchased and steel fabrication shall be borne by the
Contractor.

 Failure of the Contractor to submit the early submissions will not be basis for delaying
issuance of the Notice to Proceed or be considered a reason for a time extension.
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TERMS AND CONDITIONS

TC SECTION 4
CONTROL OF WORK

TC-4.02 FAILURE TO ADEQUATELY MAINTAIN PROJECT

98 ADD: To the second paragraph.

Additionally, an appropriate deduction will be made from the Contractor's next progress
estimate for each day or portion thereof that Maintenance of Traffic deficiencies exist, and
will continue until the deficiencies are satisfactorily corrected and accepted by the Engineer.
Any portion of a day will be assessed a full day deduction.  The deduction will be equal to a
prorata share of the lump sum price bid for Maintenance of Traffic or an amount prorated
from the Engineer's estimate, whichever is more.  The amount prorated will be the per diem
amount established by using the working days (based upon calendar dates when required)
divided into the total value of the bid item or the Engineer's estimate of that item, whichever
is more.

 The above noted deduction will be assessed on the next progress estimate if:

  The Contractor does not take action to correct the deficiencies and properly assume
the responsibilities of maintaining the project (as determined by the Engineer) within
four hours of receiving a notice to comply with the required maintenance provisions.

 The deduction will be equal to the daily prorated share of the lump sum price bid for
Maintenance of Traffic or $100.00 per day, whichever is more for each day or portion
thereof that the deficiencies exist, and will continue until the deficiencies and proper
assumption of the required maintenance provisions are satisfactorily corrected and accepted
by the Engineer.  The amount of monies deducted will be a permanent deduction and are not
recoverable.  Upon satisfactory correction of the deficiencies, payment of the Maintenance
of Traffic lump sum item will resume.
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TERMS AND CONDITIONS

TC SECTION 6
RESTRICTIONS AND PERMITS

112 DELETE:  TC 6.10 – RECYCLED OR REHANDLED MATERIAL in its entirety.

INSERT:  The following.

TC 6.10 – RECYCLED OR REHANDLED MATERIAL.

Refer to 900.03 in the Contract Documents.
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CATEGORY 100
PRELIMINARY

SECTION 101 — CLEARING AND GRUBBING

101.01 DESCRIPTION.

101.01.01 Definitions.

137 DELETE:  (e) Grading Unit in its entirety.

INSERT:  The following.

(e) Grading Unit.  A contiguous area not to exceed 20 acres.

101.03 CONSTRUCTION.

138 DELETE: 101.03.01 Erosion and Sediment Control in its entirety.

INSERT:  The following.

101.03.01 Erosion and Sediment Control. The maximum area that may be cleared and
grubbed is limited to a single grading unit unless otherwise specified and approved.
Work may proceed to a subsequent grading unit once at least 50 percent of the current
grading unit is stabilized as determined and approved by the SHA Regional
Environmental Coordinator.  The total disturbed area shall not exceed 30 acres at any
given time.
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CATEGORY 100
PRELIMINARY

SECTION 103  ENGINEERS OFFICE

103.03 CONSTRUCTION.

103.03.05 Requirements for all Offices.

144 ADD: the following after (v).

 (w) One paper shredder capable of shredding at least 10 sheets (20 lb bond) at a time.
Throat width of at least 12 in.  Speed of at least 20 feet per minute.  Auto reverse or
auto stop for paper jams.  Power of at least 115 v.

146 DELETE:  103.03.09 Recyclable Materials (Paper, Bottles, Cans, Etc.) in its entirety.

INSERT: The following.

103.03.09 Recycling.  Recycling of recyclable paper (bond, newsprint, cardboard, mixed
paper, packaging material and packaging), bottles (glass and plastic), and aluminum cans
will be required at the Engineer’s Office and the Contractor’s facilities for the project.

 Furnish approved containers, and remove the material from the site on an approved
schedule or as directed.  All material shall be taken to an authorized recycling facility.
Maintain a log for the duration of the project documenting the type of materials recycled.
The log shall include the types of material, date, time, location of facility, and signature
line.  Furnish a copy of the log at the completion of the project and upon request.

 The Contractor shall be considered the owner of any profit and be responsible for all
incurred costs.
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CATEGORY 100
PRELIMINARY

SECTION 104 — MAINTENANCE OF TRAFFIC

104.01 TRAFFIC CONTROL PLAN (TCP).

104.01.01 DESCRIPTION.

149 DELETE:  The fourth paragraph sentence “Refer to contract Documents for Work
Restrictions.” in its entirety.

INSERT:  The following.

Work Restrictions.  The Engineer reserves the right to modify or expand the methods of
traffic control or working hours as specified in the Contract Documents.  Any request
from the Contractor to modify the work restrictions shall require written approval from
the Engineer at least 72 hours prior to implementing the change.  The Contractor shall
submit a copy of the original work restrictions with the written request.

Work is not permitted on the holidays, or work day preceding and following holidays
indicated below with an “X”:

  New Year's Day, January 1
  Martin Luther King's BD only, 3rd Monday in January
  President’s Day only, the third Monday in February
  Good Friday only
  Easter Weekend, Day after Easter Monday
  Memorial Day, the last Monday in May
  Independence Day, July 4
  Labor Day, the first Monday in September
  Columbus Day only, the second Monday in October
   Election Day only , 2nd Tuesday in November
  Veteran's Day only, November 11
  Thanksgiving Day, 4th Thursday
  Christmas Day, December 25

**The lane closure restrictions for the above holidays shall apply through the length of
this contract.
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149 ADD:  The following after the last paragraph, “Any monetary savings...and the
Administration.”

 When closing or opening a lane on freeways, expressways, and roadways with posted
speed  55 mph, a work vehicle shall be closely followed by a protection vehicle (PV)
during installation and removal of temporary traffic control devices.  The PV shall consist
of a work vehicle with approved flashing lights, either a truck-mounted attenuator (TMA)
with support structure designed for attaching the system to the work vehicle or a trailer
truck-mounted attenuator (TTMA) designed for attaching the system to the work vehicle
by a pintle hook and an arrow panel (arrow mode for multilane roadways and caution
mode on two-lane, two-way roadways).

 The work vehicle size and method of attachment shall be as specified in the
TMA/TTMA manufacturer’s specification as tested under NCHRP and/or MASH Test
Level 3.

 When a temporary lane or shoulder closure is in effect, work shall begin within one
hour after the lane is closed.  Any delay greater than one hour with no work in progress
shall require the Contractor to remove the lane/shoulder closure at no additional cost to
the Administration.  The Contractor's Traffic Manager shall attend Pre-Construction and
Pre-Paving Meetings and shall discuss traffic control and the Traffic Control Plan
including procedures to be implemented for lane closures.

 All closures shall be in conformance with the approved TCP and under the direction of
the Contractor's Traffic Manager and the Engineer.

 Workers and equipment, including temporary traffic control devices needed for setting
up a lane closure or restriction, are prohibited in the lane/shoulder to be closed or
restricted before the time permitted in the Contract work restrictions, unless otherwise
noted below or as approved by the Engineer.

 Temporary traffic control devices to be used for lane/shoulder closure may be placed on
the shoulder of the roadway by workers no earlier than 60 minutes prior to actual time
lane/shoulder closure or restriction is permitted.  When temporary traffic control devices

ROADWAY
# LANE(S) /

SHOULDER CAN
BE CLOSED

DAY OF
THE

WEEK

CLOSURE PERIOD
(TIME OF DAY)

Allegany County

Village Parkway
Hoffman Hollow Rd

Frostburg Industrial Park Rd

0/1
1/1

Any
Mon.-Fri.

All
Sunrise to Sunset
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are being installed, all work vehicles involved in the installation shall display flashing
lights that provide a 360-degree visibility of the vehicles.  These lights shall remain on
until the full installation of TTC devices is complete.  Temporary traffic signs may be
displayed to traffic at this time.

 Workers shall not enter a lane open to traffic.  Workers may be present on shoulders to
prepare for lane closure setup no earlier than 60 minutes prior to actual time lane/
shoulder closure or restriction is permitted.  During preparation for the lane closure, all
work vehicles present at the site and involved in the installation of the lane closure or
restriction shall display flashing lights that provide 360-degree visibility of the vehicles.

These lights shall remain on until the full implementation of the road closure or
restriction is complete.

 All temporary lane or shoulder closures shall be restored at the end of the closure
period and no travel lane shall be reduced to less than 11 ft on expressways, freeways and
10 ft on other roadways.  Prior to opening the closed lane or shoulder, the Contractor
shall clear the lane or shoulder of all material, equipment, and debris.

 Failure to restore full traffic capacity within the time specified will result in a deduction
being assessed on the next progress estimate in conformance with the following.

This is in addition to the requirements specified in TC-4.02.

 The designer shall identify the District (for freeways) or determine the Level of Service
of the roadway (for other roads) and include the assessed deduction tables accordingly.
All unnecessary tables should be deleted.

 Level of Service may be determined by using the Congestion Assessment Maps
obtained online at http://shavmhisdwma/congestionassessmentintroduction/Default.aspx

 The lane closure penalties for freeways are categorized by the District in which they are
located.

             For Districts 1, 2 and 6, the following fee structure will be followed:

ASSESSED DEDUCTIONS FOR FREEWAYS
ELAPSED TIME,

(MINUTES) DEDUCTION

For 1 Lane Closures
1 – 10 $ 100.00

Over 10 $50.00 per minute
(In addition to the original 10 minute deduction)

For 2 or more Lane Closures
1 – 10 $ 200.00

Over 10 $100.00 per minute
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(In addition to the original 10 minute deduction)

 The lane closure penalties for other roads are categorized by intersection Level of
Service.  The penalty for other roads with Level of Service D, E or F is greater than that
for Level of Service A, B or C.

For Level of Service A, B or C, the following fee structure will be followed:

ASSESSED DEDUCTIONS FOR OTHER ROADS
ELAPSED TIME,

(MINUTES) DEDUCTION

For 1 Lane Closures
1 – 10 $ 150.00

Over 10 $75.00 per minute
(In addition to the original 10 minute deduction)

For 2 or more Lane Closures
1 – 10 $ 300.00

Over 10 $150.00 per minute
(In addition to the original 10 minute deduction)

For Level of Service D, E or F, the following fee structure will be followed:

ASSESSED DEDUCTIONS FOR OTHER ROADS
ELAPSED TIME,

(MINUTES) DEDUCTION

For 1 Lane Closures
1 – 10 $ 300.00

Over 10 $150.00 per minute
(In addition to the original 10 minute deduction)

For 2 or more Lane Closures
1 – 10 $ 600.00

Over 10 $300.00 per minute
(In addition to the original 10 minute deduction)
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104.01.02   CONSTRUCTION

150 INSERT: The following:

The recommended TCP’s for this project are:

  Standard No. MD - 104.00-01 thru 18, General Notes
MD - 104.01-01 thru 32, TTCT Applications
MD - 104.02-01, Shoulder Work
MD - 104.02-03, Lane Shift
MD - 104.02-09, Flagging
MD - 104.02-13, Intersection Flagging
MD - 104.03-01, Shoulder Work
MD - 104.03-03, Left lane Closure
MD - 104.03-05, Right lane Closure
MD - 104.03-15, Mobile Work Operations
MD - 104.05-18, Partial Ramp Closure/Exp-Freeway

Road Work Ahead signs shall be displayed on intersecting roads in advance of active work areas.

Lane Closures on interstates may be required to use a Portable Variable Message Sign.
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CATEGORY 100
PRELIMINARY

SECTION 104 — MAINTENANCE OF TRAFFIC

166 DELETE:  Section 104.11 TEMPORARY PAVEMENT MARKINGS. in its entirety.

INSERT:  The following.

104.11 TEMPORARY PAVEMENT MARKINGS.

104.11.01 DESCRIPTION. Furnish, install, and remove temporary pavement markings as
specified in the Contract Documents or as directed by the Engineer.  These markings shall
include lines, letters, numbers, arrows, and symbols.

104.11.02 MATERIALS.

 Removable Preformed Pavement Marking Material Refer to the Contract Documents
 Nontoxic Lead Free Waterborne Pavement Markings Refer to the Contract Documents
 Black Out Tape QPL

104.11.03 CONSTRUCTION.

104.11.03.01 Quality Assurance/Quality Control.  Quality control testing shall be completed
by the Contractor’s Administration certified technicians.  The Engineer will complete the quality
assurance checks in conformance with MSMT 729 by performing the Nighttime Visibility
Evaluations.

104.11.03.02 Warranty Period. The Contractor shall maintain and be responsible for any
defects in the pavement markings for a period of 180 days from the date of application.  The
Contractor shall replace the pavement markings as necessary within this period as directed by the
Engineer at no additional cost to the Administration.  Refer to GP-5.11.

104.11.03.02 Application and Removal.  The pavement markings shall be applied in
conformance with the manufacturer’s recommendations and the Contract Documents.  Markings
shall be applied in the same direction as the flow of traffic.  The markings shall be located as
specified in the Contract Documents or as directed by the Engineer.

 Pavement markings may be applied to either new or existing paved surfaces.  When applied to
newly paved surfaces, the markings shall be placed before traffic is allowed on the pavement.
Nontoxic lead free waterborne pavement markings shall be used for all temporary pavement
markings except for the final surface.  However, the Contractor may use removable preformed
pavement markings at no additional cost to the Administration.

 When at the “end of season”, the temperatures are too low to allow the placement of removable
tape on the final surface, a written exception request may be submitted to the Engineer to allow
the use of nontoxic lead free waterborne paint in lieu of removable tape until the following
striping season.

 When it is appropriate to shift lanes, all nonapplicable pavement markings within the travel
way and adjacent to the travel way as directed by the Engineer shall be completely removed.
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Surface Condition.  Prior to application of pavement markings, the pavement surface shall be
clean, dry, and free of all contaminants, including curing compound, dirt, and loose particles.
Residual pavement markings shall be removed.  Loose or poorly constructed markings shall also
be removed.

Pavement Marking Removal.  All removable preformed pavement markings shall be
completely removed prior to application of the permanent markings.  On stage construction or
final surfaces of portland cement concrete pavements, any objectionable adhesive residue shall
be removed by water blasting or other methods as may be approved by the Engineer.  Open
flame is prohibited to remove adhesive residue, or any pavement markings.  The Contractor shall
remove all nonapplicable pavement markings so that there is no damage to the existing or final
surface.

Retroreflectance.  The initial retroreflectance readings for temporary pavement markings shall
be a minimum of 250 and 150 millicandellas/lux/square meter for white and yellow,
respectively.  The Engineer will monitor the pavement markings in conformance with
MSMT 729 during the Contractor’s 180 day period of responsibility.

104.11.04 MEASUREMENT AND PAYMENT. Payment for Removable Preformed
Pavement Markings, Removal of Removable Preformed Pavement Markings, Nontoxic Lead
Free Waterborne Pavement Marking Paint, and the Removal of Existing Pavement Markings will
be measured and paid for using one or more of the items listed below and as specified in the
Contract Documents.

 The payment will be full compensation for furnishing, placing, complete removal of lines,
letters, numbers, arrows, symbols, and the removal of all residue.  In addition, payment will
cover maintenance and replacement during the 180 day period, and for all material, labor,
equipment, tools, and incidentals necessary to complete the work.  Removal and replacement of
temporary pavement markings required beyond the 180 day period will be measured and paid for
at the Contract unit price for the pertinent temporary pavement marking item.

 Temporary markings replaced during the 180 day period as a result of plowing (as determined
by the Engineer) will be paid for at the Contract unit price for the pertinent temporary marking
item.

 (a) Nontoxic Lead Free Waterborne Pavement Marking Paint-in width specified-per linear
foot.

 (b) Removable Preformed Pavement Line Markings-in width specified-per linear foot.

 (c) Removable Preformed Letters, Symbols, Arrows, and Numbers per each.

 (d) Removal of Removable Preformed Pavement Markings-any width-per linear foot.

 (e) Removal of Removable Preformed Letters, Symbols, Arrows and Numbers per each.

 (f) Removal of Existing Pavement Line Markings-any width per linear foot.

(g) Removal of Existing Letters, Symbols, Arrows, and Numbers per each.

(h) Black Out Tape Lines-in width specified-per linear foot.

(i) Removal of Black Out Tape Lines-any width-per linear foot.
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CATEGORY 100
PRELIMINARY

SECTION 104 — MAINTENANCE OF TRAFFIC

104.12 DRUMS FOR MAINTENANCE OF TRAFFIC.

104.12.02 MATERIALS.

169 ADD:  The following to the end of the first paragraph.

Drums may include recycled plastic content.  The drum base may contain up to 100
percent recycled content.

104.12.03 CONSTRUCTION.

ADD:  The following to the end of the third paragraph.

Damaged drums shall be recycled to the extent possible.  The disposition of the damaged
drums shall be provided prior to payment for any replacement drums.

104.12.04 MEASUREMENT AND PAYMENT.

ADD:  The following to the end of the second paragraph.

A disposition as specified in 104.12.03 is required prior to payment.
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CATEGORY 100
PRELIMINARY

SECTION 114 — TRUCK STAGING AREAS AND IDLING REQUIREMENTS

114.01 DESCRIPTION.  Locate truck staging areas and avoid unnecessary idling of
construction equipment in order to reduce engine emissions and to provide air quality benefits to
those who live or work in or adjacent to the construction site.

114.02 MATERIALS.  Not applicable.

114.03 CONSTRUCTION.  Establish truck staging areas for all vehicles waiting to load or
unload materials at the job site.  Subject to review and approval by the Administration, locate
staging areas where emissions will have the least impact on sensitive areas and the public.

 Sensitive areas include, but are not limited to, hospitals, schools, residences, motels, hotels,
daycare facilities, and elderly housing and convalescent facilities.  All sources of emissions shall
be located as far away as possible from fresh air intakes, air conditioners, and windows.

Idling of all mobile construction equipment, including delivery trucks, shall be limited to five
minutes except under any of the following circumstances:

(a) When forced to remain motionless because of traffic conditions or mechanical difficulties
over which the operator has no control.

(b) When necessary to operate defrosting, heating, or cooling equipment to ensure the safety or
health of the driver or passenger.

(c) When necessary to operate auxiliary equipment that is located in or on the mobile source to
accomplish the intended use of the mobile source.

(d) To attain the recommended operating temperature.

(e) When the outdoor temperature is below 32 F.

(f) When undergoing maintenance that requires operation for more than five consecutive
minutes.

The above requirements do not prohibit the operation of an auxiliary power unit or generator
set as an alternative to idle the main engine of a motor vehicle operating on diesel fuel.

114.04 MEASUREMENT AND PAYMENT.  All methods and procedures required to comply
with these requirements will not be measured for payment but will be incidental to the pertinent
Contract items.
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CATEGORY 200
GRADING

SECTION 203 — BORROW EXCAVATION

203.01.02 Notice to Contractor —Borrow Pits.

225 ADD: After the first paragraph.

 This project is located in   Frostburg, Maryland .  The following conditions
applicable to the county or city shall be complied with and documented.

 DISTRICT 1

  Dorchester (DO) County
   Site plan approved by Soil Conservation District.
   Grading permit from County Highway Department (except City of Cambridge).
   Planning and Zoning approval for use.
   Critical Areas approval (if applicable).
   Inspection by County.

  Somerset (SO) County
   Site plan approved by Soil Conservation District.
   Grading Permit from the County.
   Land Use permit.
   Critical Areas approval by Planning and Zoning (if applicable).
   Inspection by SHA.

  Wicomico (WI) County
   Site plan approved by Soil Conservation District.
   Certificate of compliance with Planning and Zoning if located in Critical Area.
   Inspection by SHA.

  Worcester (WO) County
   Site plan approved by Soil Conservation District.
   Critical areas approved by Planning and Zoning (if applicable).
   Inspection by SHA.

 DISTRICT 2

  Caroline (CO), Cecil (CE), Queen Anne's (QA) and
  Talbot (TA) Counties
   Site plan approved by Soil Conservation District.
   Planning and Zoning approval.
   Critical Areas approval (if applicable).
   Inspection by SHA.

  Kent (KE) County
   Site plan approved by Soil Conservation District.
   Grading permit.
   Planning and Zoning approval.
   Critical Areas approval (if applicable).
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   Inspection by SHA.
 DISTRICT 3

  Montgomery (MO) County
   Sediment control permit and plan approval by County
   Department of Environmental Protection, Division of
   Water Resources Management, Storm Water Management Section/Sediment

Control.
   Approval by Maryland National Capital Park and Planning Commission (if

applicable).
   Inspection by County.

  Prince Georges (PG) County
   Site Plan approved by Soil Conservation District.
   County Grading Permit.
   Tree conservation plan approval by Maryland National Capital Park and

Planning Commission (if applicable).
   Critical Areas approval (if applicable).
   Payment of all pertinent county fees and/or securing of county required bonding.
   Inspection by SHA with oversight by County.

 DISTRICT 4

  Baltimore (BA) County
   Site Plan approved by the Department of Environmental Protection and the Soil

Conservation District.
   County Grading Permit.
   Critical Areas approval by the Department of Environmental Protection and

Resource Management (if applicable).
   Inspection by County.

  Harford (HA) County
   Site Plan approved by Soil Conservation District.
   County Grading Permit.
   Critical Areas approval (if applicable).
   Inspection by County.

 DISTRICT 5

  Anne Arundel (AA) County
   Site Plan approved by Soil Conservation District.
   Planning and zoning approval - special exception required.
   Grading plan issued by the County Department of Inspections and Permits.
   Critical Areas approval (if applicable).
   Inspection by County and SHA.

  Calvert (CA) County
   Site Plan approved by Soil Conservation District.
   Grading plan issued by the County after a mining permit or exemption is issued.
   Critical Areas approval (if applicable).
   Inspection by SHA.
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Charles (CH) County
   Site Plan approved by Soil Conservation District.
   Special exception granted by the County.
   Critical Areas approval (if applicable).
   Inspection by SHA.

  St. Marys (SM) County
   Site Plan approved by Soil Conservation District.
   County Grading Permit.
   Critical Areas approval (if applicable).
   Inspection by SHA.

 DISTRICT 6

  Allegany (AL) County
   Site plan approved by Soil Conservation District.
   Informational copy of plans to County Planning and Zoning Commission.
   Inspection by SHA.

  Garrett (GA) and Washington (WA) Counties
   Site plan approval by Soil Conservation District.
   Inspection by SHA.

 DISTRICT 7

  Carroll (CL) County
   Site plan approved by County Planning Commission.
   Sediment control plan approval by Soil Conservation District.
   County Grading Permit.
   Inspection by County.

  Frederick (FR) County
   Site plan approved by Soil Conservation District.
   County Grading Permit.
   Inspection by SHA.

  Howard (HO) County
   Site Plan approved by Soil Conservation District.
   County Grading Permit.
   Inspection by County.

 BALTIMORE CITY (BC)

   Site plan approved Baltimore City Department of Public Works (BCDPW).
   Inspection by BCDPW.

 STATE AND FEDERAL PROPERTY

   Borrow pits located on state and federal property are subject to Maryland
Department of the Environment approval.

   Inspection by SHA.
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CATEGORY 300
DRAINAGE

SECTION 303 – PIPE CULVERTS

303.03 CONSTRUCTION.

303.03.04 Joints.

Reinforced Concrete Pipe.

240 DELETE: The second paragraph Reinforced Concrete Pipe in its entirety.

INSERT: The following.

Seal circular pipe joints using rubber gaskets meeting C 433. Seal elliptical pipe joints
using preformed flexible joint sealants meeting C 990.

Plastic Pipe.

DELETE: In its entirety.

INSERT: The following.

Use intregal bell and spigot joints with flexible elastomeric seals meeting D 3212.
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CATEGORY 300
DRAINAGE

SECTION 305 – MISCELLANEOUS STRUCTURES

305.03.06 Precast Drainage Structures.

247 DELETE:  The third paragraph “Do not ship…….untested precast unit” in its entirety.

INSERT:  The following.

Do not ship any precast unit without complete documentation showing that all materials
meet specifications per 305.02 or the Contract Documents; or without complete
identification markings per Sections 440, 905 and 915.
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CATEGORY 300
DRAINAGE

SECTION 308 — EROSION AND SEDIMENT
CONTROL

308.01 DESCRIPTION.

253 ADD: The following after the third paragraph.

General Notes.

(a) Notification. If an Erosion and Sediment Control Approval is issued for this
project, notify the Regional Environmental Coordinator in writing or by telephone
at 410-365-0164 prior to the following milestones:

(1) Pre-construction meeting.

(2) Erosion and sediment control meeting (minimum 7 working days prior to
commencing earth disturbing activities).

(3) Installation of initial sediment control measures.

(4) Installation of major sediment control basins/traps.

(5) Removal or modification of any sediment control structures.

(6) Removal of all sediment control devices.

(7) Final acceptance by the Administration.

 (b) Ingress/Egress Controls. Protect  all  points  of  construction  ingress  and  egress  to
prevent the deposition of materials on public roads. Immediately remove all
materials deposited on public roads.  The flushing of road surfaces is prohibited.

  Control all ingress and egress points through the use of a stabilized construction
entrance. Submit locations for approval by the Regional Environmental
Coordinator.

 (c) Inspection. Inspect all erosion and sediment control measures daily and after storm
events.  Maintain continuously in an effective operating condition.

 (d) Shutdowns and/or Penalties. Total compliance with the approved erosion and
sediment control plan is expected at all times.  In cases where the Contractor is
found to be in non-compliance, the Administration may take steps to impose partial
or total shutdowns and impose per day penalties for non-compliance.

 The Administration may impose a total or partial shutdown if the project may
adversely impact the waters of the State.
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 (e) Record Keeping. Make the project's approval letter, approved erosion and
sediment control plans, approved change requests, daily log books and test reports
available on-site for inspection by duly authorized officials.

 (f) Erosion and Sediment Control Excavation. Place silt removed from control
devices in an approved waste site either on or off the project.  Material stored on-
site may be reused once it is dried and if it conforms to the Administration’s
requirements for embankment or any unspecified need.

 (g) Utility Work. Follow these additional best management practices for sediment
control for utility construction in areas outside of designed controls:

(1) Call "Miss Utility" at 1-800-257-7777 48 hours prior to the start of work.

(2) Place excavated material on the high side of the trench.

(3) Backfill, compact and stabilize trenches for utility installations at the end of
each working day.  When this is not possible, follow (4).

(4) Place temporary silt fences immediately downstream of any disturbed area
intended to remain disturbed for more than one day.

 (h) Sensitive Areas. No construction activities are allowed within specified sensitive
areas of the project without prior notification of the Engineer. Designate a
responsible party to monitor all work in these areas to assure that reasonable care is
taken in or adjacent to these areas.  Areas considered sensitive are defined as:
floodplains, wetlands (tidal, nontidal and associated buffers) critical areas, forested
areas, archeological sites, historic sites, parkland, and open water.

 (i) Standard Stabilization Note. Following initial soil disturbance or redisturbance,
complete permanent or temporary stabilization within 3 calendar days as to the
surface of all perimeter controls, dikes, swales, ditches, perimeter slopes, and all
slopes greater than 3:1; and 7 days as to all other disturbed or graded areas on the
project site.

 (j) Site Information (Not for Bidding Purposes).

(1) Total area of site 3.57 acres

(2) Area disturbed 3.57 acres

(3) Area to be roofed or paved      acres

(4) Total cut 5000 cubic yards

(5) Total fill 950 cubic yards

(6) Off-site waste/borrow area location (if known) n/a
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 (k) Incremental Stabilization. Refer to the current Maryland Standards and
Specifications for Soil Erosion and Sediment Control for the incremental
stabilization of cuts and fills.

(l) Disturbed Areas. Place excavated trench material for any storm drain pipe and
underdrain pipe installation on the high side of the trench.  Backfill, compact, and
stabilize trenches for any storm drain pipe and underdrain pipe installations at the
end of each working day.

  Stabilize all other disturbed areas at the end of the working day.  Place silt fence
downgrade of any areas that cannot be stabilized at the end of the work day such
that all runoff from the disturbed area will be filtered.

 (m) Removal of Controls. Establish permanent stabilization for all contributory
disturbed areas and obtain permission prior to the removal of sediment control
measures.

  Immediately stabilize any areas disturbed by the removal of sediment control
measures.

 (n) Notice of Enforcement. Sediment and erosion control regulations will be strictly
enforced.

Design Certification. Insert the following:

ENVIRONMENTAL INFORMATION

MDE/ PRD #

DESIGN CERTIFICATION

I HEREBY CERTIFY THAT THIS PLAN HAS BEEN DESIGNED IN
ACCORDANCE WITH THE MARYLAND STANDARDS AND SPECIFICATIONS FOR
SOIL EROSION AND SEDIMENT CONTROL, THE 2000 MARYLAND STORMWATER

DESIGN MANUAL, VOLUMES I & II INCLUDING SUPPLEMENTS, THE
ENVIRONMENT ARTICLE SECTIONS 4-101 THROUGH 116 AND SECTIONS 4-201 AND
215, AND THE CODE OF MARYLAND REGULATIONS (COMAR) 26.17.01 AND COMAR

26.17.02 FOR EROSION AND SEDIMENT CONTROL AND STORMWATER
MANAGEMENT, RESPECTIVELY.

Raymond C. Rase, PE, PLS

                         NAME                                                            SIGNATURE
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200457 February 16, 2016
            MARYLAND REGISTRATION NUMBER                                 DATE

P.E., R.L.S. OR R.L.A. (circle)

"PROFESSIONAL CERTIFICATION.  I HEREBY CERTIFY THAT THESE DOCUMENTS
WERE PREPARED OR APPROVED BY ME, AND THAT I AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE OF MARYLAND,
LICENSE NO.200457, EXPIRATION DATE: SEPTEMBER 2, 2017"
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CATEGORY 300
DRAINAGE

SECTION 316 — STORMWATER MANAGEMENT (SWM)
FILTRATION FACILITIES

316.01 DESCRIPTION.  Construct stormwater management (SWM) filtration facilities as
specified.

SWM Filtration Facilities Identification. SWM filtration facilities are identified by unique
six-digit inventory numbers and include the following designations.

(a) Bioretention.

(b) Micro-Bioretention.

(c) Organic Filters.

(d) Surface Sand Filters.

(e) Submerged Gravel Wetlands.

(f) Landscape Infiltration.

(g) Rain Gardens.

(h) Infiltration Berms.

(i) Bio-swales.

316.02 MATERIALS.

No. 57 Aggregate 901.01
No. 7 Aggregate 901.01
No. 2 Aggregate M-43, No. 2
Concrete 902.10
Topsoil 920.01.01 and 920.01.02
Bioretention Soil Mix (BSM) 920.01.05
Coarse Sand 920.01.05(a) (1)
Fertilizer 920.03.01
Shredded Hardwood Bark (SHB) Mulch 920.04.03
Soil Stabilization Matting (SSM) 920.05
Seed and Turfgrass Sod 920.06
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Plant Materials 920.07
Water 920.09.01
Geotextile, Class PE, Type III 921.09
Securing Pins or Staples 921.09

Aggregate.  Ensure aggregate has been adequately washed and is free of soil and fines.

Subdrain Pipe, Fittings and Geotextile Sock.  Perforated and solid-wall polyvinyl chloride
profile wall drain pipe (PPWP) meeting M-304 or corrugated polyethylene drainage pipe (CPP)
meeting M-252, Type S and Type SP. Perforated pipe shall have two rows of slotted perforations
with an opening area of 20 cm2/m  to  21  cm2/m.  When specified, use the geotextile sock
recommended and supplied by the subdrain pipe manufacturer.

316.03 CONSTRUCTION.

316.03.01 Site Protection. Prior to constructing SWM filtration facilities, ensure that the SWM
facility site areas are protected from vehicular traffic and is not used for erosion and sediment
controls, stockpiles or equipment storage.

316.03.02 Site Preparation.  Unless facilities are off-line and will receive no runoff, construct
facilities only after all surrounding and adjacent areas are permanently stabilized. Divert flow
from entering the SWM filtration facility areas unless same-day stabilization is specified for the
SWM filtration facility location.  Prevent trash, debris and sediment from entering SWM
filtration facilities during construction.

316.03.03 Schedule.  Perform SWM filtration facility activities during dry weather and when
soil moisture conditions are suitable and unless the facility is off-line or flow diversions are in
place.  Only work with soil that is friable and not in a muddy or frozen condition.  Cease
operations when soil and overall conditions are otherwise unsuitable.

316.03.04 Excavation. Use methods of excavation that minimize compaction of the underlying
soils.  Where feasible, operate equipment from locations adjacent to SWM filtration facilities
rather than within the facility area.  Use only wide-track or marsh-track equipment, or light
equipment with turf-type tires to excavate, grade, and place materials.  Do not use equipment
with narrow tracks or narrow tires, rubber tires with large lugs, or high-pressure tires.

310.03.05 Excavation Area Bottom Preparation. Only work with soil that is friable and not in
a muddy or frozen condition. When present, remove any standing water from the excavation
area. Prepare the bottom of the excavated area as follows.

Submerged Gravel Wetlands.  Rake surface to loosen soil.
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All Other SWM Filtration Facilities. Till to a minimum depth of 8 in. to loosen soil.

316.04.06  Geotextile.  Place tightly against the vertical sides of the excavation area, pulling
tight to eliminate wrinkles and folds and pin securely.  Eliminate any voids between the
geotextile and the underlying soil and avoid wrinkling and folding the geotextile. Maintain a
minimum 12 in. overlap at the geotextile joint ends or breaks. Pin longitudinal joints, overlaps
and edges securely with pins spaced no greater than 10 ft on center. Do not place geotextile on
the bottom of the excavated area.

316.03.05 Miscellaneous Structures. Furnish and install according to Section 305.

316.03.06  Aggregate.  Place aggregate in layers as specified.  Prevent soil, fines, and other
debris from contaminating the aggregate.  Remove contaminated aggregate and replace with
clean aggregate.

316.03.07  Subdrain Pipe.  Cap the ends of all subdrain pipe not terminating in a cleanout, vent,
or drainage structure unless otherwise specified.  Ensure perforations are placed on the bottom of
the horizontal subdrain pipe runs.

(a) Cleanouts.  Install solid-wall pipe vertically and connect to horizontal subdrain with
approved manufactured connections.  Provide a counter-sunk screw cap on the exposed
ends.

(b) Vents.  Install solid-wall pipe vertically and connect to the horizontal subdrain with
approved manufactured connections.  Provide a ventilated screw cap on the exposed ends.
Ventilation holes or slots shall be no larger than 1/4 in. in diameter or width.  The sum total
area of the openings shall be no less than 1 in2.  Ensure that the ventilation openings are
above the maximum specified water surface elevation.

(c) Observation Wells.  Use perforated and solid-wall pipe. Place the geotextile sock over the
perforated pipe portion and secure at both ends.  Provide a screw cap on the exposed end
extending 2 in. above the surface.  When a concrete collar is specified, ensure the top of the
well is flush with the surface of the concrete collar.

316.03.08  Coarse Sand.  Place coarse sand in horizontal layers not exceeding 12 in.  After each
lift, spread the course sand to provide a uniform surface then spray or sprinkle water to saturate
the lift until water flows from the subdrain outlet.  Use an appropriate sediment control device to
capture any discharged sediment-laden water from the subdrain outlet.  Place, spread, and water
course sand to uniform surface true to depth, line, cross section and elevation to ensure the
completed work is as specified after settlement.  Prevent soil, fines and other debris from
contaminating the coarse sand.  Remove contaminated coarse sand and replace with clean coarse
sand.
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316.03.09  Bioretention Soil Mix (BSM).  Place BSM in horizontal layers not exceeding 12 in.
After each lift, spread the BSM to provide a uniform surface and spray or sprinkle water to
saturate the entire area of BSM until water flows from the subdrain outlet.  Use an approved
sediment control device to capture any discharge sediment-laden water.  Place, spread, and water
BSM to uniform surface true to depth, line, cross section and elevation to ensure the completed
work is as specified after settlement.  Prevent soil, fines, and other debris from contaminating the
BSM. Remove contaminated BSM and replace with uncontaminated BSM.

316.03.10 Topsoil.  Place topsoil as specified.  Do not blend topsoil into BSM when topsoil is
placed on top of BSM.

316.03.11 Check Dams.

(a) Topsoil Check Dams.  Construct topsoil check dams to the dimensions, grades, and depths
specified.

(b) Concrete Check Dams. Furnish and install concrete check dams as specified and
according to Section 305.

316.03.12 Soil Stabilization Matting (SSM).  As specified in Section 709.

316.03.13 Vegetation Installation and Establishment.  Unless facilities are off-line or flow
diversions are in place, , install seed, sod, trees, shrubs, perennials, and annuals within SWM
filtration facility areas immediately after final grading.  In the event that vegetation cannot be
installed and established due to time-of-year or weather restrictions, keep diversion controls in
place until such time that permanent vegetation may be established. Do not use machinery other
than hand held within the BSM footprint.

(a) Turfgrass Establishment. As specified in Section 705.

(b) Meadow Establishment and Wildflower Seeding. As specified in Section 707.

(c) Turfgrass Sod Establishment.  As specified in Section 708.

(d) Tree, Shrubs and Perennial Installation and Establishment.  As specified in Section
710.

(e) Annuals & Bulb Installation and Establishment.  As specified in Section 711.

316.03.14 Soil Amendments and Fertilizer.  Apply according to Section 705, 706, 707, 708,
710, or as specified.  Use the following for plant materials installed in BSM.
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(a) Non-Vegetated BSM.  Do not apply compost, other soil amendments, or fertilizer to non-
vegetated BSM.

(b) Trees, Shrub, and Perennials in BSM.  Do not apply compost or other soil amendments
to backfill soil or to planting beds.

Apply fertilizer to each planting pit per 710.03.04 when trees, shrubs, perennials, perennial
plugs, or other plant materials are installed in BSM per Section 710.

(c) Seeded or Sodded BSM.  Do not apply compost or other soil amendments.

Uniformly apply either of the fertilizers in Table 1 at the rate specified over the installed
surface of the BSM when BSM will be permanently vegetated with Turfgrass
Establishment, Shrub Seeding Establishment, Meadow Establishment, Turfgrass Sod
Establishment, or other seeded or sodded vegetation establishment as specified.

BIORETENTION SOIL MIX
TABLE 1 - FERTILIZER APPLICATION RATES

FERTILIZER
LB

PER
SY

LB
PER

ACRE
20-16-12 (83% UF with MAP and SOP) 0.052 200
14-14-14 polymer coated or granular 0.062 275

(d) Nutrient Management Reporting.  Record the fertilizer analysis, the square yards
covered, and the pounds of fertilizer applied on the Nutrient Management Reporting Form.
Submit the Form within 24 hours after applying fertilizer.

(e) Fertilizer.  Refer to (b).  Rake fertilizer that is broadcast over the surface of the BSM for
seeding or sodding to a depth of 1/8 to 1/2 in.  Raking may be performed as part of seeding
or sodding operations.  Complete raking before soil stabilization matting or sod is installed.

316.03.15 Shredded Hardwood Bark (SHB) Mulch.  As specified in 710.03.13.

316.03.16 Inspection and SWM Facility As-Built Certification.  Inspect and document each
step of construction of SWM filtration facilities and complete the applicable checklists and
furnish the SWM facility as-built certification as specified.

316.04 MEASUREMENT AND PAYMENT.  Payment will be full compensation for all
control of discharge from subdrain pipe, geotextile, watering, sheeting, shoring, dewatering,
hauling, storing, re-handling of material, removal and disposal of excess and unsuitable material,
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tilling, grading and slope adjustments and for all material, labor, equipment, tools, and
incidentals necessary to complete the work.

Excavation.  Excavation will be measured and paid for as specified in Section 201.

Miscellaneous Structures.  Miscellaneous Structures will be measured and paid for per cubic
yard of the specified mix concrete.

Aggregate.  Aggregate will be measured and paid for at the Contract unit price for one or more
of the following.

(a) No. 2 Aggregate for Stormwater Management Facilities per cubic yard.

(b) No. 7 Aggregate for Stormwater Management Facilities per cubic yard.

(c) No. 57 Aggregate for Stormwater Management Facilities per cubic yard.

 Removal of contaminated aggregate and replacement with clean aggregate will be at no
additional cost to the Administration.

Geotextile.  Geotextile will not be measured but the cost will be incidental to the excavation.

Subdrain Pipe.  Perforated and solid-wall subdrain pipe will be measured and paid for at the
Contract unit price per linear foot for the specified size of subdrain pipe.  Fittings, caps,
geotextile sock, cleanouts, vents, observation wells, and other incidentals will not be measured
but the cost will be incidental to the subdrain pipe.

Coarse Sand.  Coarse Sand will be measured and paid for at the Contract unit price per cubic
yard for Coarse Sand for Stormwater Management Facilities.

 Removal of contaminated coarse sand and replacement with uncontaminated coarse sand will
be at no additional cost to the Administration.

Check Dams.  Check dams will be measured and paid for at the Contract unit price for one or
more of the following.

(a) Topsoil Check Dams per each.

(b) Concrete Check Dams per each.

Bioretention Soil Mixture (BSM).  BSM will be measured and paid for at the Contract unit
price per cubic yard.
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 Removal of contaminated BSM and replacement with clean BSM will be at no additional cost
to the Administration.

Water.  Water used for saturation of coarse sand and BSM will not be measured but the cost will
be incidental to the pertinent items.

Shredded Hardwood Bark (SHB) Mulch.  SHB Mulch will be measured and paid for at the
Contract unit price per square yard for Shredded Hardwood Bark Mulching, 3 in. depth.

Sediment Control for Discharge from Subdrain Pipe Outlets. Control for any sediment-laden
discharge from subdrain pipe outlets will not be measured but will be incidental to the pertinent
Erosion and Sediment Control items.

Topsoil.  As specified in 701.04.

Vegetation Installation and Establishment. Vegetation installation and establishment will be
measured and paid for at the Contact unit price for the pertinent landscaping items as specified in
705.04, 707.04, 708.04, 710.04 and 711.04.

Soil Stabilization Matting.  As specified in 709.04.

Stormwater Management (SWM) Facility As-Built Certification.  As specified.
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CATEGORY 300
DRAINAGE

SECTION 316 — STORMWATER
FILTRATION FACILITIES

316.03 CONSTRUCTION.

Check Dams.

DELETE:  The sentence, “Construct check dams using No. 7 aggregate.” in its entirety.

INSERT:  The following:

Construct check dams using compacted clay.

316.04 MEASUREMENT AND PAYMENT.

Excavation.

DELETE:  The sentence, “Excavation will………Class of Excavation.” in its entirety.

INSERT:  The following:

Excavation will be measured and paid for at the Contract unit price for cubic yard of
Class 2 Excavation.

Aggregate.

DELETE:  The section, “Aggregate………the Administration.” in its entirety.

INSERT:  The following:

Aggregate, No. 2, No. 7 and No. 57, will not be measured but will be included and paid
for at the Contract unit price for linear foot of bio-swale.

Removal of contaminated aggregate and replacement with uncontaminated aggregate will
be at no additional cost to the Administration.
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Geotextile.

DELETE:  The sentence, “Geotextile………the Excavation.” in its entirety.

INSERT:  The following:

Geotextile, Class PE, Type III will not be measured but the cost will be included and paid
for at the Contract unit price for linear foot of bio-swale.

Subdrain, Cleanouts, Vents, and Observation Wells.

DELETE:  The paragraph, “Slotted-perforated………Subdrain Pipe.” in its entirety.

INSERT:  The following:

Slotted-perforated, solid-wall pipe, fittings, caps, geotextile sock, and other incidentals
will not be measured, but will be included and paid for at the Contract unit price for
linear foot of bio-swale.

Course Sand.

DELETE:  The section, “Coarse Sand………the Administration.” in its entirety.

INSERT:  The following:

Coarse Sand will not be measured but will be included and paid for at the Contract unit
price for linear foot of bio-swale.

Removal of contaminated aggregate and replacement with uncontaminated aggregate will
be at no additional cost to the Administration.

Bioretention Soil Mixture (BSM).

DELETE:  The section, “BSM will………the Administration.” in its entirety.

INSERT:  The following:

BSM will not be measured but will be included and paid for at the Contract unit price for
linear foot of bio-swale.
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Removal of contaminated aggregate and replacement with uncontaminated aggregate will
be at no additional cost to the Administration.
Turfgrass Sod.

DELETE:  The sentence, “Refer to Section 708.04”.

INSERT:  The following:

Turfgrass sod establishment will not be measured but will be included and paid for at the
Contract unit price for linear foot of bio-swale.

Checkdams.

DELETE:  The paragraph, “Check dams will be measured………(b) concrete check
dams per each” in its entirety.

INSERT:  The following:

Check dams and other incidentals will not be measured, but will be included and paid for
at the Contract unit price for linear foot of bio-swale.
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CATEGORY 500
PAVING

SECTION 504 — HOT MIX ASPHALT PAVEMENT

466 DELETE:  SECTION 504 — HOT MIX ASPHALT PAVEMENT in its entirety.

INSERT:  The following.

SECTION 504 — ASPHALT PAVEMENT

504.01 DESCRIPTION. Construct Asphalt Pavement.

504.02 MATERIALS.

Performance Graded Asphalt Binders 904.02
 Tack Coat 904.03
 Asphalt Mixes 904.04
 Crack Filler 911.01
 Production Plants 915

504.03 CONSTRUCTION.

Quality Control Plan.  Submit a Plant Quality Control Plan and a Field Quality Control Plan
(QCP) at least 30 days prior to placement of any asphalt pavement.  Submit the Plant QCP to the
Office of Materials Technology (OMT) for approval.  Submit the Field QCP to the District
Engineer for approval.  The Plans shall contain a statistically based procedure of random
sampling and show methods proposed to control the equipment, materials, production, and
paving operations.  Discuss the QCP requirements in the pre-construction, pre-pave and progress
meetings.

 The Plant and Field QCP shall contain:

(a) Name and location of asphalt production plants,

(b) Laboratory and field personnel qualifications,

(c) Inspection and record keeping methods, and

(d) Minimum frequencies of sampling and testing.

 Use the Quality Control Plant Template (www.roads.maryland.gov) to address all requirements
necessary for plant quality control and plant approval.
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 Corrective actions will be taken for unsatisfactory construction practices and deviations from
the Contract Documents.

Plan Administrator and Certified Technicians. The QCPs shall designate a Plan
Administrator who shall have full authority to institute any action necessary for the successful
implementation of the Plan.  The Plan Administrator may supervise the QCP on more than one
project if that person can contact the job site within one hour after being notified.

 The QCP shall also designate a Certified Asphalt Plant Technician – Level 2, a Certified
Asphalt Field Technician, a Certified Inertial Profiler Operator, a Certified Asphalt Plant
Technician – Level 1, or Trainee Technicians per the Mid-Atlantic Region Technician
Certification Program (MARTCP) and the Maryland Technician Certification Program.

 A Certified Plant Technician shall be present at the plant during asphalt production and
shipment unless otherwise approved in the Plant QCP.  The technician shall perform quality
control sampling, testing and documentation as specified.

 A Certified Field Technician shall be present at the job site unless otherwise approved in the
Field QCP.  The technician shall be responsible for the required field quality control sampling
and testing.  Deviations from the QCP shall be cause for immediate suspension of production and
paving operations.

 The Certified Technicians shall perform sampling for quality control, quality assurance,
acceptance, split sampling, and verification. Submit quality control test results to the Engineer.

 MARTCP-Certified Technicians found deficient in their duties will have their certification(s)
rescinded, as determined. Replace the deficient technician with a certified technician before
resuming production and paving operations.

Records. Maintain complete records of sampling, testing, corrective actions and quality control
inspection results.  Provide copies of the reports upon request.

 Maintain linear control charts or use other types of control charts (such as standard deviation or
range), as approved.  Control charts may be maintained by production, by mix, or by mix per
project.  Maintain the control charts in the quality control laboratory per the QCP.  The control
charts shall identify the mix design number, each test result, and the upper and lower limits
specified for each test. Retain all original Quality Control worksheets for five years.

Quality Assurance (QA). The Administration will perform independent QA sampling, testing
and inspections. QA consists of the following:

(a) Periodically observe the performance of Quality Control (QC) or QA testing,
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(b) Monitoring control charts,

(c) Directing the sampling of mixes behind the paver prior to compaction,

(d) Directing the sampling of  mixes at the plant site,

(e) Directing the sampling of cores taken from the compacted pavement,

(f) Monitoring conformance with the approved QCP(s), and

(g) Quality control sampling and testing procedures and quality control sampling and testing
equipment will be evaluated per the Independent Assurance (IA) program.

504.03.01 Equipment. All production and paving equipment will subject to approval.  Ensure
the plant is ready for inspection per 915.01.02.

Hauling Units.  Refer to 915.02(f).

Pavers.  Pavers shall be equipped with a means of preventing the segregation of the coarse
aggregate particles when moving the mix to the paver augers.  The means and methods used may
consist of chain curtains, deflector plates, or other such devices, or any combination of these per
the manufacturer’s recommendations.  Demonstrate that modifications to the paving equipment
have been implemented on all pavers prior to use on the project.

 Use a self-contained, self-propelled unit for mainline paving. Inspection and approval will be
based upon the manufacturer's recommendations.  The paver shall:

(a) Produce a finished surface of the required smoothness and texture without tearing, shoving,
or gouging the mix.

(b) Be operated in a manner which delivers a homogeneous mix the full width of the
pavement.

(c) Have automatic controls capable of maintaining the grade and transverse slope within the
required tolerances set forth in the contract documents.

(d) Use auger extensions to maintain a distance no greater than 18 in. from the end of the auger
to the end gate when screed extensions are used.

 Provide reference lines or other approved markings to control the horizontal alignment.

 Manual operation will be permitted to make grade changes for constructing irregularly shaped
and minor areas.
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 The equipment may be operated manually for the remainder of the workday if a malfunction of
any automatic control occurs, as directed.

Rollers.  Rollers shall be self-propelled, reversible, and steel wheeled or pneumatic tired. Inspect
all rollers and present them for approval before use.  Rollers shall be operated:

(a) In conformance with the manufacturer’s recommendations.

(b) In a manner that does not damage the pavement.

(c) In a manner that delivers the optimal combination of density and ride requirements.

(d)  In a manner that protects bridge decks.  Do not use rollers in vibratory mode when paving
bridge decks.

504.03.02 Weather Restrictions. Place mixes used as the final surface when the ambient air
and surface temperatures are at least 40 F.  Ensure that surfaces to be paved are clean and dry
before paving, as approved.

(a) Place mixes used as intermediate and base layers when the ambient air and surface
temperatures are at least 32 F.

(b) Place polymer-modified surface mixes when the ambient air and surface temperatures are
at least 50 F.

(c) When it begins raining while the work is underway, material en route from the plant may
be used at risk.

(d) The Administration reserves the right to perform any testing necessary to ensure the quality
of the pavement.

(e) All additional testing and associated costs, including maintenance of traffic, will be at no
cost.

 If material placement is halted due to weather conditions, waste all material en route at no
additional cost.

 Do not place asphalt on a frozen graded aggregate base.

504.03.03 Foundation Preparation. Construct the foundation as specified prior to paving.
Remove all excess crack filler and patch material before paving over existing pavement.  All
spalls and potholes shall be cleaned, tack coated, filled with asphalt, and tamped before paving.
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Adjust to grade manholes, valve boxes, inlets, and other construction appurtenances within the
area to be paved as directed.

504.03.04 Tack Coat. Ensure the surface is dry and clear of all loose and foreign materials prior
to application.  Apply the tack coat uniformly across the surface using an application rate of 0.01
to 0.05 gal/yd2 as directed.

504.03.05 Non-Tracking Tack Coat (NTTC). The Manufacturer shall supply a QCP for the
NTTC detailing the handling and application procedures per PP71-11, and test results from an
independent, accredited laboratory for shear and tensile strength.

(a) Sample the NTTC as directed and submit to OMT’s Asphalt Technology Division. All
samples will be tested against the manufacturer’s specifications.  Material out of
compliance will not be accepted for use.

(b) Use equipment to heat and apply the NTTC at an application temperature range that
conforms to the manufacturer’s recommendations.  Apply the NTTC in accordance with
504.03.02 and as directed.

(c) Apply the NTTC uniformly with a pressure distributor.  Use hand spraying equipment only
in areas inaccessible to the pressure distributor. Apply the NTTC using an application rate
of 0.05 to 0.10 gal/yd2 and do not dilute with water.  The quantity, rate of application,
temperature, and areas to be tacked shall be approved prior to application.

(d) Do not clean or discharge the tack coat distributor into ditches, onto shoulders or along the
right of way.  Park the distributor so the spray bar will not drip NTTC onto the surface of
the traveled pavement.

(e) Exclude all traffic from sections treated with NTTC until the tack has cured and will no
longer track onto adjacent non-treated areas.  Adjacent pavement surfaces shall show
minimal visible evidence and pavement markings shall show no visible evidence of
tracking.

504.03.06 Asphalt Placement. Delivery and placement of the asphalt should be continuous.
Place the asphalt while the temperature is at least 225 F, or as specified in the Field QCP.  Place
the asphalt with a paver used that conforms to 504.03.01.  Do not broadcast loose mix over the
new surface.

504.03.07 Compaction.  Roll the asphalt immediately after placement and compact to the proper
in-place density and ride smoothness.  Incentive or disincentive price adjustment for density will
be as specified in 504.04.02.  Use steel wheel rollers for the first rolling of all joints and edges,
the initial breakdown rolling, and the finish rolling.  Use a power driven trench roller when base
widening is too narrow to permit the use of conventional rollers.
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 Construct an earth berm or shoulder against the loose asphalt as soon as it is placed.  The
trench must be excavated wider than the proposed width. Roll and compact the two materials
simultaneously.

 No traffic is permitted on the pavement after rolling until it has cooled to less than 140 F.
Roller marks shall not be visible after rolling operations.

504.03.08 Joints. Construct joints as directed and as follows:

(a) Stagger longitudinal and transverse joints in successive courses so that one is not directly
above the other.

(b) Stagger transverse joints by the length of the paver.

(c) Stagger longitudinal joints at least 6 in. and arrange so that the longitudinal joint in the top
course is within 6 in. of the line dividing the traffic lanes.

(d) Construct joints in a manner that provides a continuous bond between the old and new
surfaces.

(e) Overlap the existing pavement 1 to 1.5 in. when constructing longitudinal joints adjacent to
existing asphalt pavements.

(f) The initial longitudinal roller pass shall be on the uncompacted hot mat and 6 in. to 1 ft
from the joint.  The successive roller pass shall compact the overlapped material and the
6 in. to 1 ft material simultaneously.

(g) Apply tack coat to joints as directed.  Cut back the edge of the existing pavement for its full
depth at transverse joints when placing a surface course, and apply tack coat material as
directed.

(h) Apply tack coat to all contact surfaces before placing the mix against curbs, gutters,
headers, manholes, etc.

504.03.09 Edge Drop-off. When paving highways carrying traffic:

(a) Match all compacted pavement courses exceeding 2-1/2 in. in depth with the abutting lane
or shoulder on the same working day.

(b) For compacted pavement courses of 2-1/2 in. or less are placed, use the option of paving
the abutting lane or shoulder on alternate days.
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(c) Pave all abutting lanes or shoulders prior to weekends and temporary shutdowns.

(d) Place advance warning traffic control devices per Section 104 where uneven pavement
joints.

504.03.10 Tie-In. When paving highways carrying traffic:

(a) Construct a temporary tie-in at least 4 ft in length for each 1 in. of pavement depth when
the posted speed  40 mph.

(b) Construct a temporary tie-in at least 10 ft in length for each 1 in. of pavement depth when
the posted speed >40 mph.

(c) Construct temporary tie-ins before traffic is allowed to cross the transverse joint.

(d) Construct temporary tie-ins 10 ft or greater using a paver meeting 504.03.01.

(e) Remove a transverse portion of the existing pavement at the final tie-in point to maintain
the design thickness of the final surface course.

(f) Construct the final tie-in to a length equal to the posted speed per 1 in. depth of the design
thickness of the final course, with a length of at least 25 ft per 1 in. depth and a maximum
length of 50 ft per 1 in. depth.

504.03.11 Mix Sampling & Testing. Mix sampling and testing for Quality Control (QC) is the
responsibility of the Producer or Contractor.  Identify the QC sampling locations in the Field QC
Plan (plant or project site).  Perform Quality Assurance (QA) sampling as directed and witnessed
by the Administration.  Obtain QA samples from behind the paver prior to compaction.  The
Administration will perform all QA testing.

(a) QC Sampling at the Plant. Refer to MSMT 457.  The Engineer will retain all random
sampling documentation.  The producer shall sample the mix at the plant.  The sample shall
be obtained or witnessed by the certified technician.  QC plant mix sample results shall not
be used in the pay factor calculation.  Submit the results to the Administration and identify
as Plant samples.

(b) QC Sampling at the Project Site. Refer to MSMT 457.  QC and QA samples shall not be
split samples.  The certified technician shall sample the mix at the project site.  Sampling
will be witnessed by the Administration.

(1) A mix lot constitutes all sublots of a mix created during the production of required
tonnage for a lot.
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(2) A mix sublot size should not exceed 1 000 tons.

(3) A sublot size up to 200 tons can be combined with the previous 1 000 ton sublot placed
on the same day.

(4) A new lot number for a mix will be given when there is a change in the approved job
mix formula.

(5) QC project site mix sample results may be used in the pay factor calculation.

(c) QA Sampling at the Project Site. Refer to MSMT 457.  Sample mixes at the project site
as specified.

(1) Obtain the samples from behind the paver prior to compaction.  Documentation of
random sampling shall be retained by the Engineer.

(2) The Contractor’s Certified Technician shall sample the mix at the project site as
witnessed by the Administration.

(3) The Administration will take possession of the QA samples and deliver to the
Laboratory for testing.

(4) A mix sublot size should not exceed 1 000 tons.  A sublot size up to 200 tons can be
combined with the previous 1 000 ton sublot placed on the same day.  A mix lot
constitutes all sublots of a mix created during the production of required tonnage for a
lot.  A new lot number for a mix will be given when there is a change in the approved
job mix formula.

(d) Mix Acceptance Determination. Obtain at least three behind the paver mix samples per
acceptance lot for mix acceptance determination.  An acceptance lot size is approximately
equal to 6 000 tons of mix per project.  A mix acceptance lot ends on the day when
6 000 tons is reached.

(1) QC and QA results from behind the paver will be compared based on the F test and t
test methods per MSMT 733 for each pay factor property.

(2) When F test and t test method results indicate a QC and QA pay factor property is not
from different populations, QC and QA results will be combined to calculate the mix
pay factor property per MSMT 735 and 504.04.02.

(3) When F test and t test method indicate a QC and QA pay factor property is from
different populations, the pay factor property will be determined using QA results only.
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(4) The Administration will determine the acceptance evaluation procedure when less than
three QA samples are obtained for an acceptance lot.  The results will be made
available within five working days.

504.03.12 Sampling & Testing for Density Determination. Refer to MSMT 457.  Random
core sampling locations will be selected for each sublot as specified. Sample the QC and QA
cores in the presence of the Engineer. Cut four or six inch cores for mixes smaller than 25 mm
and 6 in. cores for mixes 25 mm and larger.

 A density lot is defined as a day’s paving per mix.  A sublot shall not exceed 500 tons.  A
paving day shall begin with a new lot and sublots.  The Engineer shall witness the random
location coring.  At the end of the day’s paving, the Engineer will designate one randomly
selected core sublot set for QC and one for QA.  The Engineer will note specific reasons for any
density waivers and submit the proper forms to the Administration.

(a) Quality Control for Density. The density of the core samples will be expressed as a
percentage of the maximum specific gravity of the mixture for each lot’s placement.  The
maximum specific gravity will be determined in accordance with T 209 and the core’s
percent density will be expressed to the nearest 0.1 percent.

 If more than one mix sample is obtained per day’s placement, an average of all maximum
specific gravity tests for the day will be used for the determination of percent density of
each core sample.  The QC Laboratory will make results of individual days paving
available to the Engineer and the Contractor no later than the next working day.  Retain
core samples until notified of the results of the F& t test.

(b) Quality Assurance for Density. The Engineer will take possession of the core samples
and deliver the cores to the Administration’s Laboratory for testing.  The density of the
core samples will be expressed as a percentage of the maximum specific gravity of the
mixture for each lot’s placement.  The maximum specific gravity will be determined in
accordance with T 209 and the core’s percent density will be expressed to the nearest
0.1 percent.

(c) If more than one mix sample is obtained per day’s placement, an average of all maximum
specific gravity tests for the day will be used for the determination of percent density of
each core sample.  The Laboratory will make results of individual days paving available to
the Engineer and the asphalt Producer within five working days.

(d) Acceptance. Each asphalt density lot will be evaluated for compliance using the
Engineer’s quality assurance test data and the Contractor’s QC data. The QC and QA core
specific gravity data will be analyzed in conformance with MSMT 733 (F test and t test
method).
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(1) If test results are determined to be from the same population, QC and QA sublot results
will be averaged to calculate the density pay factor in accordance with 504.04.02.

(2) If results are determined not to be from the same population, the pay factor will be
calculated using QA sublot results only.  The average QC maximum specific gravity
test results and the average project site behind the paver QA maximum specific gravity
test results shall be compared.

(3) If QC results and QA results compare within 0.026, the average of the combined QC
and QA results shall be used to calculate each core density.  If they do not compare
within 0.026, QA maximum specific gravity results shall be used to determine each
core density.

(4) Pay reduction or incentive for the pavement compaction lot will be calculated in
conformance with 504.04.02.  Statistical outliers will be determined per MSMT 734.

(5) An asphalt density lot size shall equal one paving day’s production per mix.  A lot shall
be divided into a minimum of five equal sublots.  A sublot shall not be greater than
500 tons.  When a paving day’s production per mix is greater than 2 500 tons, then each
sublot size shall be 500 tons or fraction thereof.

 Acceptance on projects requiring less than 500 tons of asphalt or when asphalt is used in non-
traffic areas or on bridge decks will be determined with a thin layer density gauge used per the
manufacturer’s recommendations.

504.03.13 Thin Lifts and Wedge/Level Courses. If an asphalt course is determined to be a
thin lift in accordance with the “Thin Lift Mix Design Identification Table” in 904.04.03,
construct a 400 to 500 ft control strip on the first day of paving to determine optimum pavement
density.

(a) Use a thin-lift nuclear or non-nuclear asphalt density gauge in accordance with the
manufacturer’s recommendations to take readings from the control strip in five random
locations to determine roller patterns and the number of passes needed to obtain optimum
density.  Optimum density is defined as when the average density does not change by more
than 1.0 percent between successive roller passes and the percent density is between
90.0 and 97.0.

(b) Core the five random gauge reading locations to verify the gauge calibration and to
determine the percent pavement density.  The cores will be tested by the contractor’s QC
laboratory and results will be verified by the Office of Materials Technology.  The QC/QA
cores will be saved by the contractor and made available to the Administration for retesting
ten days past after the paving date or as directed.
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(c) On the first day of paving, the target optimum density will be determined using the density
gauge readings from the control strip; verified by the core results.  The lot average density
from the five control strip cores will be used as the target optimum density.

(d) Take a minimum of ten QC/QA gauge readings daily from random locations per day’s
paving per mix or two per 500 tons of paving per mix; whichever yields the higher
frequency of locations.  A density lot is defined as a day’s paving per mix.  A sublot shall
not exceed 500 tons.  A paving day shall begin with a new lot and sublots.

(e) Any lot average 2.0 percent or more below optimum and below 92 percent shall require a
new control strip to be constructed, tested and approved before paving continues.

(f) Take 2 QA cores daily when production is in excess of 500 tons per location, or when
successive days of less than 500 tons production totals 1 000 tons or greater.  If the average
of the two density gauge readings and the average of the two respective QA core densities
are within 3.0 lb/ft3, the Administration will accept all the daily density gauge readings.  If
they do not compare within 3.0 lb/ft3, construct a new control strip and recalibrate the
density gauge.

(g) Wedge/Level courses placed at variable thicknesses and any area greater than 3/4 in. shall
be tested and accepted in accordance with this Thin Lift specification.  Incentives are not
applicable for Thin Lift or Wedge/Level courses.

 504.03.14 Control Strip. When mixes are not determined to be Thin Lifts per 504.03.12, use
the option of constructing a control strip for guidance in determining roller patterns.  Construct
the control strip on the first workday in which asphalt is placed between 400 and 500 ft in length.
Remove any control strip, if necessary and as determined at no additional cost.
The construction a control strip may be required at any time during placement of asphalt based
on the evaluation of compaction results, as determined.

504.03.15 Pavement Surface Checks. Ensure an approved 10 ft straightedge is available at all
times.  The surface of each pavement course shall be true to the established line and grade after
final compaction of each course.  The surface shall also be sufficiently smooth so that the surface
does not deviate more than 1/8 in. when the straightedge is placed parallel to the centerline.  The
transverse slope of the finished surface of each course shall not deviate more than 3/16 in. when
the straightedge is placed perpendicular to the centerline.

 Check transverse joints using the straightedge immediately after the initial rolling.  When the
surface of each course varies more than 1/8 in. from true, make immediate corrections so the
finished joint surface is within tolerance.

 Areas that are tested and reported in accordance with the Pavement Surface Profile
Specification are not applicable to 504.03.14.
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504.03.16 Curbs, Gutters, Etc. Construct permanent curbs, gutters, edges, and other supports
as shown and as specified, then backfill prior to placing the asphalt.

504.03.17 Shoulders. Construct shoulders as specified. Shoulders abutting the asphalt surface
course of any two-lane pavement being used by traffic shall be completed as soon as possible
after placement of the surface course on that lane.

504.03.18 Pavement Profile. Refer to Section 535.

504.04 MEASUREMENT AND PAYMENT. Asphalt pavement will be measured and paid for
at the Contract unit price per ton.  The payment will be full compensation for furnishing, hauling,
placing all materials including anti-stripping additive, tack coat, control strip, pot hole and spall
repairs, setting of lines and grades where specified, and for all material, labor, equipment, tools,
and incidentals necessary to complete the work.

Temporary Tie-Ins. Placement and removal of the temporary tie-in where asphalt is being
applied to the traveled way carrying traffic will not be measured but the cost will be incidental to
the pertinent asphalt item.

 Removal of the existing pavement or structure for the final tie-in will be measured and paid for
at the Contract unit price for the pertinent items used.  The asphalt for the final tie-in will be
measured and paid for at the Contract unit price for the pertinent Asphalt item.

Adjustments. Adjustment of existing visible manholes, valve boxes, inlets, or other structures
will not be measured but the cost will be incidental to the asphalt item.  Adjustment of existing
manholes, valve boxes, inlets, or other structures that are encountered below the existing grade
will be considered for payment in conformance with GP-4.07.

Removal of Existing Raised/Recessed Pavement Markers. Removal of existing
raised/recessed pavement markers will not be measured but the cost will be incidental to the
asphalt item.  Removal of existing raised/recessed pavement markers that are encountered below
the existing pavement will be considered for payment in conformance with GP-4.07.

504.04.01 Price Adjustment for Asphalt Binder.  A Price Adjustment (PA) will be made to
provide additional compensation to the Contractor or a credit to the Administration for the
fluctuation in the cost of asphalt binder.

 For adjustment purposes, the prevailing base index price will be the price specified for PG 64-
22 (PG64S-22) at time of bid opening.  Cost differentials between PG 64-22 (PG64S-22) and a
binder specified shall be included in the price bid per ton for Asphalt.  A historical database will
be maintained by the Administration.
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 The PA will be made when the index price for the month of placement increases or decreases
more than 5 percent of the prevailing base index price.  Computations will be as follows:

Percent Change = ((Pp – Pb)/ Pb) X 100
PA = T x Q x ((Pp – (D x Pb))

 Where:
PA= Price Adjustment for the current month
T  = Design target asphalt content expressed as a decimal
Q  = Quantity of asphalt placed for the current month
Pp = Index price for PG 64-22(PG64S-22) asphalt binder per ton for the month of
placement
D  = 1.05 for increases over 5 percent; 0.95 for decreases over 5 percent
Pb = Prevailing base index price for PG 64-22 (PG64S-22) asphalt binder per ton

 PA resulting in increased payment to the contractor will be paid under the item Price
Adjustment for Asphalt Binder.  The item amount will be established by the Administration and
shall not be revised by the Contractor.  PA resulting in a decreased payment will be deducted
from monies owed the Contractor.

504.04.02 Payment Adjustments for Asphalt Mix and Pavement Density.  Payment
adjustments for pavement density will be based on individual sublot core test data for a given lot
and the lot average density as specified in this section and Table 504A.  Payment reductions for
density and for mix will be made by adjusting the payment for Asphalt.  Incentive payments will
be made using the Contract items for Asphalt Mix and Pavement Density. The item amounts
established by the Administration shall not be revised.  Payment reductions for density will be
waived for portions of the pavement where a poor foundation is determined as the cause for
inadequate density.

TABLE 504A
Dense Graded Asphalt Mixes – Percent of Maximum Density

Lot Average %
Minimum

No Individual Sublot
Below %* Pay Factor (DF)

94.0 94.0 1.050
93.8 93.7 1.045
93.6 93.4 1.040
93.4 93.1 1.035
93.2 92.8 1.030
93.0 92.5 1.025
92.8 92.2 1.020
92.6 91.9 1.015
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92.4 91.6 1.010
92.2 91.3 1.005
92.0 91.0 1.000
91.8 90.8 0.990
91.6 90.6 0.980
91.4 90.4 0.970
91.2 90.2 0.960
91.0 90.0 0.950
90.8 89.8 0.940
90.6 89.6 0.930
90.4 89.4 0.920
90.2 89.2 0.910
90.0 89.0 0.900
89.8 88.8 0.890
89.6 88.6 0.880
89.4 88.4 0.870
89.2 88.2 0.860
89.0 88.0 0.850
88.8 87.8 0.840
88.6 87.6 0.830
88.4 87.4 0.820
88.2 87.2 0.810
88.0 87.0 0.800

Less than 88.0 87.0 0.750 or rejected by
Engineer

Note 1: Lots with test data above 97.0 may be rejected. Lots that are accepted will receive a pay adjustment
in accordance with the following:

(a) When the density lot average is above 97.5, the pay factor = 75%
(b) When 3 sublot densities are above 97.0, the pay factor = 95%
(c) When 4 or more sublot densities are above 97.5, the pay factor = 75%

Note 2: Pay incentive or pay disincentive will not be paid for placements identified as wedge/level courses
or thin lift courses.
Note 3: When the Contractor's core specific gravity data does not compare with the Administration's core
specific gravity data, only the Administration's single sublot values and lot average value will be used in
acceptance decision.
Note 4: The average sublot values and the lot average will be used in acceptance decision.

 Lots in conformance will be accepted per Sections 904, 915, and MSMT 735.  A composite
pay factor (CPF) for Asphalt content and gradation will be based on the total estimated percent
of the lot that is within specification limits using the quality level analysis.

 Payment adjustments will be computed as follows:

 Density Lot Payment Adjustment         = (DF – 1) x (AP) x (TL)
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 Mix Design Lot Payment Adjustment = (MF – 1) x (AP) x (TL)

Where:

MF = Mixture pay factor [0.55 + (0.5 x CMPWSL)]
Refer to MSMT 735 for CMPWSL.

DF = Density pay factor from Table 504A.
AP = Adjusted/applicable unit price per 504.04.01.
TL = Applicable tonnage per lot.

(a) A lot containing material with a pay factor of less than 1.000 may be accepted at the
reduced pay factor if the pay factor is at least 0.800 and there are no isolated defects.

(b) A lot containing material with a pay factor of less than 1.000 may be accepted at the
reduced pay factor provided the composite pay factor for asphalt content and grading is at
least 0.750, and there are no isolated defects.

(c) A in-place density lot containing nonconforming material that fails to obtain at least a
0.800 pay factor and a mixture lot containing nonconforming material that fails to obtain at
least a 0.750 pay factor for asphalt content and gradation will be evaluated to determine
acceptance.  Lots that are rejected shall be replaced.

(d) Lots with less than five Quality Control or Quality Assurance samples per in-place density
lot will not be evaluated for incentive payment.

(e) When less than three mix samples have been obtained at the time of the acceptance
sampling or at the time a lot is terminated, the Engineer will determine if the material in a
shortened lot will be considered a part of the previous lot or whether it will be accepted
based on the individual test data.

504.04.03 Dispute Resolution. Refer to 915.02.03.
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CATEGORY 500
PAVING

SECTION 505 — HOT MIX ASPHALT PATCHES

483 DELETE:  SECTION 505 — HOT MIX ASPHALT PATCHES in its entirety.

INSERT:  The following.

SECTION 505 — ASPHALT PATCHES

505.01 DESCRIPTION. Repair rigid, flexible, or composite pavements by removing part or all
of the section of the existing pavement and replace with asphalt paving material.  The locations
and extent of the repairs will be as specified or as directed.

Partial Depth Patching (PDP). PDP consists of removing areas of unsound pavement up to
50 percent of the pavement thickness and replacing with an asphalt mix.  The pavement
thickness is defined as the thickness of all bound materials in the pavement structure including
asphalt mix, portland cement concrete (PCC), and any other asphalt or cement modified material.

Full Depth Patching (FDP). FDP consists removing the full thickness of the pavement sections
to the top of the aggregate base and replacing with an asphalt mix.  Perform FDP whenever more
than 50 percent of the pavement thickness requires repair.

505.02 MATERIALS.

Graded Aggregate Base 901.01
Aggregates for Asphalt Mixes 901.01
Performance Graded Asphalt Binders
and Asphalt Mixes 904
Crack Filler 911.01
Production Plants 915
Cold Patch Material 924

505.03 CONSTRUCTION. Keep disturbance of the base material to a minimum.  The faces of
the remaining pavement shall be square and vertical without ragged edges.  Do not use
equipment that could damage the existing pavement.

505.03.01 Weather Restrictions. Refer to 504.03.02.

505.03.02 Existing Pavement. Complete all repairs on the same day in which excavation is
completed.  Do not leave open excavated areas at the end of the workday.
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505.03.03 Removal of Pavement for PDP. Remove existing pavement by milling, grinding, or
saw cutting to the specified depth. Maintain square vertical faces after removal.

(a) If concrete is encountered during removal, limit the depth of the patch to the top elevation
of the PCC.

(b) For PDP of composite pavements, protect the PCC from damage during removal of the
HMA.

(c) When the material at the bottom of the PDP is determined to be unsuitable, remove the
unsuitable material until sound material is encountered.

(d) When PCC present in a composite pavement is determined to be unsuitable, follow the
removal and replacement procedures for a FDP.

(e) Remove all loose and foreign materials before placing the patch, then treat all spalled
cracks and joints by tack coating, filling and tamping with asphalt.

505.03.04 Removal of Pavement for FDP. Make a perpendicular saw cut full depth around the
perimeter and remove the existing pavement to the top of the aggregate base.  Refer to 522.03.03
for the concrete portion of a composite pavement.  Maintain square vertical faces after saw
cutting.

505.03.05 Base and Subgrade Preparation. The aggregate base of the FDP area will be
evaluated to determine its suitability.

(a) When the aggregate base is determined to be unstable, compact it as specified in 501.03.10.

(b) When no aggregate base is present, construct the subgrade foundation per Section 208 or as
directed.

(c) Removal of Unsuitable Material:

(1) When the aggregate base or subgrade material is unsuitable, remove and dispose of the
unsuitable material.

(2) Replace the unsuitable material with graded aggregate base conforming to Section 501.

(3) Compact the replacement material in layers no greater than 4 in. depth.

(4) Protect the aggregate base or subgrade after placement.
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(5) Remove and replace any aggregate base or subgrade damaged due to lack of protection
at no additional cost.

505.03.06 Subgrade Drains. Refer to Section 306.  The construction of subgrade drains may be
required in areas of wet underlying subgrade or in areas where future drainage problems may be
a concern, as determined.

505.03.07 Emergency Filler. Have sufficient approved cold patch material readily available to
fill the void of the repair area.  Place and compact the material as directed.  Completely remove
the material at the beginning of the next workday.

505.03.08 Steel Plates. Ensure an ample supply of 12 x 14 ft by 1 in. thick steel plates are
available on site to cover the emergency filler.

505.03.09 Patch Construction.  Refer to Section 504.  Furnish equipment and perform
placement, compaction, and quality control procedures as specified.  Manual placement of the
asphalt patches is permissible, as directed.

505.03.10 Patch Placement.  Thoroughly clean and tack the exposed vertical surface of adjacent
pavement prior to placing the asphalt patch per 504.03.04.  Spread the asphalt with a shovel,
rake, or by other approved methods.  Do not place asphalt patches on a frozen base.

 Maintain lift thickness in conformance with the following:

ASPHALT LIFT THICKNESS

MIX
DESIGNATION

(mm)

MINIMUM
(in.)

MAXIMUM
(in.)

9.5 1.0 2.0

12.5 1.5 3.0

19.0 2.0 4.0

25.0 3.0 5.0

37.5 4.0 6.0

505.03.11 Mix Sampling Requirements. One random sample per mix will be required daily for
projects using more than 200 tons.  Quantities of 200 tons or less of asphalt may not require daily
field sampling; however, one random sample per mix for every 1 000 tons of asphalt or one
sample per mix will be required for every five days of patching, whichever yields the greater
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frequency.  Random mix samples for patching will only be required for patches placed with a
paver and will not be required for patches less than 1 000 ft2.

505.03.12 Testing and Acceptance. Acceptance of Base and/or Surface of each patch will be
determined by using an asphalt density gauge with test data witnessed by the Engineer.  Calibrate
the density gauge to the mix in order to obtain acceptable readings.

505.03.13 Density Determination Requirements. On the first day of patching, the Engineer
will select three test locations and witness the testing.  Sample the cores and label with the date
sampled.  Cores will be tested and retained in the QC Laboratory until OMT verifies the results.
Submit the completed core sheets to OMT.

(a) The average pcf of the three cores and the average pcf of the three corresponding gauge
readings shall be within 3.0 lb/ft3 of each other, recalibrate the density gauge according to
the manufacturer’s recommendation.  When the difference between the gauge readings and
the core tests are greater than 3.0 lb/ft3, verify the gauge’s accuracy by reading three new
random locations.

(b) Report density gauge test data as a percentage of the maximum specific gravity determined
for each day’s production.  An in-place density of 92.0 to 97.0 percent is required for each
patch.  Compliance will be determined for each patch separately by averaging all density
tests performed within each specific patch. Submit compaction sheets to OMT daily for all
production.

505.04 MEASUREMENT AND PAYMENT. Refer to 504.03.10 and MSMT 735.  Payment
will be full compensation for saw cutting, milling, grinding, removal, disposal, trimming of the
existing pavement, subgrade preparation, placing all materials including tack coat, steel plates,
emergency filler, and for all material, labor, equipment, tools, and incidentals necessary to
complete the work.  After removal, steel plates and emergency filler will remain the property of
the Contractor.

505.04.01 Partial Depth Patching and Full Depth Patching.  Payment will be measured and
paid for at the Contract unit price per square yard or per ton as specified.  The payment will be
full compensation for furnishing, hauling, placing all material, additional removal of pavement
above the aggregate base, and for all material, labor, equipment, tools, and incidentals necessary
to complete the work.

505.04.02 Removal of Unsuitable Material.  Payment will be measured and paid for at the
Contract unit price per cubic yard.  The payment will also include excavation and disposal of
unsuitable material, backfilling with aggregate, and compaction.

505.04.03 Price Adjustment for Asphalt Binder.  Refer to 504.04.01.  An adjustment will be
made to the final Contract unit price for asphalt mixture if the price of asphalt binder fluctuates
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significantly from the prevailing price on the date of placement.  This includes asphalt patching
material converted to tons.

505.04.04 Price Adjustment for Asphalt Mix.  Payment reduction or incentive will be made
using the Contract items for Asphalt Mixes.  The Administration will not allow revisions to the
established item amounts.
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CATEGORY 500 PAVING

SECTION 556 — PREFORMED
THERMOPLASTIC PAVEMENT MARKINGS

556.01 DESCRIPTION.  Furnish and install heat applied preformed thermoplastic pavement
marking symbols, legends, and lines as specified in the Contract Documents or as directed by the
Engineer.

556.02 MATERIALS.

 Preformed Thermoplastic is a durable pavement marking material.  All Preformed
Thermoplastic Pavement Marking material shall be selected from the Qualified Products List.

  Heat Applied Permanent Preformed
   Thermoplastic Pavement Marking Material 951.06

556.03 CONSTRUCTION.

556.03.01 Quality Assurance/Quality Control.  Section 549.

556.03.02 Application.  The location, width, and type of marking, shall be as specified in the
Contract Documents or as directed by the Engineer.

 Applying pavement markings over longitudinal joints is prohibited; they shall preferably be
offset 2 in. from them.

Thermoplastic Pavement Marking shall conform to the following:

(a) Temperature.  The markings shall be applied when the thermoplastic, ambient, and
surface temperature, and relative humidity conform to the manufacturer’s
recommendations.

 (b) Color.  The color of the dry markings shall match Federal Standard 595 (13538 - yellow or
17886 - white).  The Contractor shall supply the specified color chips for the Engineer’s
use to visually determine that the thermoplastic material matches the specified color.

(c) Primer.  When specified by the manufacturer, a primer shall be used if thermoplastic is
applied to Portland cement concrete.

(d) Retroreflectance. The minimum retroreflectance shall be 150 millicandelas/lux/square
meter for yellow and 250 millicandelas/lux/square meter for white as determined in
conformance with 549.03.
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556.03.05 Packaging.  The material shall be handled for shipping, unloading and storage as
recommended by the manufacturer.  Each shipping package shall be marked with the following
information:

 (a) Manufacturer's name.

 (b) Description of item.

 (c) Date of manufacture.

 (d) Contractor's name.

 (e) Purchase order number.

 (f) Lot number.

 (g) Color.

556.04 MEASUREMENT AND PAYMENT.  The payment will be full compensation for all
pavement preparation, furnishing and placing of markings, testing, and for all material, labor,
equipment, tools, and incidentals necessary to complete the work.

Preformed Thermoplastic Pavement Marking Legends (letters and numbers) and Symbols will be
measured and paid for at the Contract unit price per square foot. The square foot pay quantity for
Legends (letters and numbers) and Symbols will be as specified in the Administrations Standard
Details

Preformed Thermoplastic Pavement Marking lines will be measured and paid for at the Contract
unit price per linear foot for the color and width specified.
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CATEGORY 700
LANDSCAPING

SECTION 701 — TOPSOIL AND SUBSOIL

544 DELETE: Section 701 — Topsoil and Subsoil, in its entirety.

INSERT: The following.

SECTION 701 — SUBSOIL AND TOPSOIL

701.01 DESCRIPTION.  Prepare existing topsoil, or salvage and place subsoil and topsoil for
vegetation establishment.  Perform Temporary Mulch or Temporary Seed in conformance with
Section 704 to provide temporary soil stabilization.

 Performance of Subsoil and Topsoil as specified herein complies with all requirements of the
Maryland Department of the Environment for handling and placing soils in preparation for
permanent seeding or other permanent vegetation establishment.

701.02 MATERIALS.

Existing Topsoil 920.01.01
Salvaged Topsoil 920.01.01
Furnished Topsoil 920.01.02
Salvaged Subsoil 920.01.03
Furnished Subsoil 920.01.04
Water 920.09.01
Pesticides 920.09.03

701.03 CONSTRUCTION.

701.03.01 General.

(a) Schedule.  Perform subsoil and topsoil operations when soil moisture and weather
conditions are suitable.  Cease operations when soil is muddy, frozen, or otherwise
unsuitable.

(b) Pesticide Application.  Apply pesticides in conformance with the Maryland Pesticide
Applicator’s Law and the manufacturer’s label.  The Contractor shall possess a Maryland
Department of Agriculture Commercial Pesticide Business License and a Pesticide
Applicator Certificate for the pertinent pesticide application Category: (2) Forest;
(3-A) Ornamental Plant  Exterior; (3-C) Turf; (5) Aquatic; (6) Right-of-Way and Weed.
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Pesticides shall be applied by a Maryland Certified Pesticide Applicator, or by a Registered
Pesticide Applicator under the supervision of a Certified Pesticide Applicator.

(c) Pesticide Application Reporting.  Record the location, acreage treated, pesticide name
and quantity applied on the Pesticide Application Reporting Form.  Submit the Form within
24 hours after applying pesticide.

(d) Nutrient Management Plan (NMP).  The specified application rates of the pertinent
vegetation establishment will be the NMP unless the Administration develops a substitute
NMP.  Replace application rates of the pertinent specification as required by the NMP.

(e) Nutrient Management Reporting.  Record the fertilizer analysis, the square yards
covered, and the pounds of fertilizer applied on the Nutrient Management Reporting Form.
Submit the Form within 48 hours after applying fertilizer.

701.03.02 Site Preparation and Salvaging.

(a) Prohibited Weeds.  Refer to 920.01.01.  Existing topsoil, and topsoil and subsoil to be
salvaged, will be inspected and shall be free of prohibited weeds.  Control prohibited weeds
when preparing existing topsoil for vegetation establishment, or before salvaging
operations.  Prevent the spread of prohibited weeds as needed or as directed.

When herbicide application is necessary for control of prohibited weeds, apply glyphosate
3 percent solution in water, or other herbicide as directed.  Refer to 701.03.01(b) and
complete the Pesticide Application Reporting Form in conformance with 701.03.01(c).

(b) Removal.  Remove vegetation, brush, and other debris from the areas of existing topsoil,
and from areas where topsoil and subsoil will be salvaged.  Remove topsoil and subsoil to
the depth as specified or directed.  Transport salvaged topsoil and subsoil separately, and
keep them apart from other materials.  Do not remove existing topsoil.

(c) Storage.  Constructing stockpiles on well drained land, away from streams, drainage areas,
and floodplains as specified in Section 308.  Maintain stockpiles of salvaged topsoil and
salvaged subsoil away from other materials, and separate from each other.

Apply temporary mulch or temporary seed in conformance with Section 704 immediately
after constructing stockpiles.  Install and maintain silt fence around stockpiles in
conformance with 308.03.29.  Control prohibited weeds as needed or as directed.

(d) Excess.  Existing topsoil, salvaged topsoil, and salvaged subsoil, are the property of the
Administration.  Do not remove soils without written approval.

701.03.03 Placing Subsoil and Topsoil.
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(a) Removal from Stockpile.  Stockpiles of salvaged subsoil and salvaged topsoil will be
inspected and shall be free of prohibited weeds.

Do not remove surface debris or transport soil from stockpiles before the inspection is
completed, or before prohibited weeds are controlled.  Control prohibited weeds as needed
or as directed.

Remove grass, weeds, brush and other debris from the surface of stockpiles before
transporting soil.

(b) Spreading Subsoil.  Ensure the site where subsoil will be spread is uniformly graded true
to line and cross section.  Spread and compact subsoil in layers up to 8 in. thickness to
provide a firm and uniform subsoil base, and to ensure spreading of the specified depth.

Track slopes 4:1 and steeper with cleated track equipment operated perpendicular to the
slope.  Check subsoil thickness, lines, grades, and elevations to ensure the completed work
is as specified.

Remove stones and other debris with a length or width greater than 4 in. from the surface
of the subsoil before spreading topsoil.

(c) Spreading Topsoil.  Ensure the site where topsoil will be spread is uniformly graded true
to line and cross section, and that the surface of the subsoil base is loose and able to
provide a suitable bond for the topsoil layer to be spread.

If the subsoil is crusted or excessively compacted, then roughen and loosen the surface of
the subsoil base with approved machinery before spreading topsoil.

Spread topsoil over the designated areas and lightly firm the topsoil to ensure uniform
thickness of the specified depth, and to meet the required grades.

Track slopes 4:1 and steeper with cleated track equipment operated perpendicular to the
slope.

When placing topsoil for grading adjustment, the minimum thickness shall be 1/2 in. and
the maximum thickness shall be 8 in.

Ensure that topsoil is uniformly spread and firmed near sidewalk and pavement edges, and
that the topsoil surface is without gaps, mounds, depressions, soft spots, or areas that may
impair surface drainage or future maintenance.  Check topsoil thickness, lines, grades, and
elevations to ensure the completed work is as specified.

133



SPECIAL PROVISIONS INSERT SHA No. AL486ZM1
701 — SUBSOIL AND TOPSOIL ARC Project No. MD-17754

F.A.P No. APL-3(406)N
4 of 4

02-03-15

In areas within 10 ft of the pavement edge and near commercial and residential property,
remove stones, wood, metal, and other debris with a length or width greater than 2.0 in.
from the soil surface when spreading is completed.  In all other areas, remove debris with a
length or width greater than 4.0 in., or as directed.

(d) Soil Amendments and Fertilizer.  Apply limestone, sulfur, gypsum, compost, and
fertilizer to existing topsoil, salvaged topsoil, and furnished topsoil as specified in the
NMP, or as specified in the pertinent section for vegetation establishment.

701.03.04 Inspection and Acceptance.  Submit a request for Acceptance when operations are
completed.  Inspection will be conducted to verify that operations were completed as specified.
Acceptance will be granted at that time.

701.04 MEASUREMENT AND PAYMENT.  Subsoil and topsoil will be measured and paid
for at the Contract unit price for one or more of the specified items.  The payment will be full
compensation for all material, labor, equipment, tools, disposal fees and incidentals necessary to
complete the work.

701.04.01 Existing topsoil will not be measured but the cost of preparing existing topsoil will be
incidental to the Contract unit price for clearing and grubbing, or will be incidental to the
pertinent Contract unit price for the vegetation establishment.

701.04.02 Salvaging Subsoil and Salvaging Topsoil will not be measured but the cost will be
incidental to the Contract unit price for Class 1 Excavation.

701.04.03 Placing Salvaged Subsoil and Placing Salvaged Topsoil will be measured and paid for
at the pertinent Contract unit price per square yard for the specified depth, or per cubic yard.

701.04.04 Placing Furnished Subsoil and Placing Furnished Topsoil will be measured and paid
for at the pertinent Contract unit price per square yard for the specified depth, or per cubic yard.

701.04.05 Placing Salvaged Topsoil for Grading Adjustment and Placing Furnished Topsoil for
Grading Adjustment will be measured and paid for at the pertinent Contract unit price per square
yard, or per cubic yard.  No payment will be made for topsoil placed less than 1/2 in. depth.

701.04.06 Temporary Mulch, Temporary Seed, Turfgrass Establishment and other permanent
vegetation establishment will be measured and paid for at the pertinent Contract unit price.
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CATEGORY 700
LANDSCAPING

SECTION 704 — TEMPORARY MULCH
AND TEMPORARY SEED

547 DELETE: Section 704 — Temporary Seed and Temporary Mulch, in its entirety.

INSERT: The following.

SECTION 704 — TEMPORARY MULCH
AND TEMPORARY SEED

704.01 DESCRIPTION.  Perform Temporary Mulch and Temporary Seed to provide
temporary soil erosion protection as follows.

 For areas that are not at final grade or which are not ready for permanent stabilization, apply
Temporary Mulch to stabilize topsoil, subsoil, common borrow, or other specified soil substrate
for up to 2 months after installation.

 For areas that are not at final grade or when redisturbance is expected in 2 to 6 months, apply
Temporary Seed to stabilize topsoil, subsoil, common borrow, or other specified soil substrate up
to 6 months after installation.

 When redisturbance is expected in more than 6 months, refer to Section 705 and perform
Turfgrass Establishment.

 Performance of Temporary Mulch and Temporary Seed as specified herein complies with all
requirements of the Maryland Department of the Environment for temporary stabilization of
soils.

704.02 MATERIALS.

Fertilizer 920.03.01
Straw Mulch 920.04.01
Wood Cellulose Fiber Mulch 920.04.02
Soil Stabilization Matting 920.05.01
Fasteners 920.05.02
SHA Temporary Seed Mix 920.06.07
Water 920.09.01
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704.03 CONSTRUCTION.

704.03.01 General.

(a) Schedule.  Apply Temporary Mulch and Temporary Seed any time of the year.

(b) Nutrient Management Plan (NMP).  The fertilizer application rate specified in 704.03.03
shall be the NMP rate for Temporary Seed unless the Administration develops a substitute
NMP.

(c) Nutrient Management Reporting.  Record the fertilizer analysis, the square yards
covered, and the pounds of fertilizer applied on the Nutrient Management Reporting Form.
Submit the Form within 24 hours after applying fertilizer.

704.03.02 Temporary Mulch.  Temporary Mulch may be either temporary straw mulch or
temporary matting mulch.

 Apply temporary straw mulch or temporary matting mulch to provide temporary erosion
protection in flat or mildly sloping areas.

 Apply temporary matting mulch to provide temporary erosion protection in slopes or channels
where flowing water may dislodge temporary straw mulch.

(a) Temporary Straw Mulch.  Lightly smooth excessively rough areas, but do not till the soil.
Immediately apply straw and cover with wood cellulose fiber.  Apply materials as follows.

TEMPORARY MULCH AND TEMPORARY SEED
TABLE 1 - APPLICATION RATES - TEMPORARY STRAW MULCH

MATERIAL LB PER SY LB PER ACRE
Straw Mulch 0.826 4000
Wood Cellulose Fiber Mulch 0.155 750

Cover at least 90 percent of the soil surface with straw mulch.  When applied with mulch
blower, apply straw mulch to a loose depth of 3/4 to 2 in.  When applied by hand, apply
straw mulch to a loose depth of 1-1/2 to 3 in.

Secure straw mulch immediately after the completion of mulching operations by applying
wood cellulose fiber uniformly over the straw without displacing the mulch.

Do not operate machinery during windy weather that may interfere with uniform
application.  Do not allow materials to blow onto sensitive areas or structures.

(b) Temporary Matting Mulch.  Select Type A, Type B, Type D, or Type E soil stabilization
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matting for installation in areas that will be redisturbed within 2 months.  Install any of
these matting types using methods and fasteners as per Section 709 for Type E Soil
Stabilization Matting.

Smooth the soil surface to allow uniform installation of matting.  Install matting over the
soil surface without tenting.  Overlap edges of the matting at least 2 in.  Install fasteners no
more than 24 in. apart along edges, overlaps, and throughout the matting to firmly secure
the matting to the soil surface.  Do not water the matting.

Remove matting and fasteners before performing permanent vegetation establishment.
When approved, matting and fasteners may be removed and reused as Temporary Mulch in
the same or different locations when their integrity is not degraded by damage or
decomposition.

704.03.03 Temporary Seed.  Prepare the soil and apply seed, fertilizer, straw mulch, and wood
cellulose fiber mulch to areas that will remain undisturbed for 2 to 6 months.

 Complete grading and shaping operations as directed.  Loosen soil surfaces before applying
seed and fertilizer.

 Refer to 705.03.06(b) regarding application equipment and apply fertilizer materials according
to Table 2.  Immediately apply straw and wood cellulose fiber over seeded and fertilized areas as
specified in 704.03.02(a).

704.03.04 Repair.  Repair Temporary Mulch or Temporary Seed that is defective before
Acceptance.

704.03.05 Acceptance.  Submit a request for Acceptance when operations are completed.
Inspection will be conducted to verify completion.

704.03.06 Replacement.  Replace Temporary Mulch and Temporary Seed as additional work
when directed.

(a) Replace Temporary Mulch with approved materials when it has degraded, or when more

TEMPORARY MULCH AND TEMPORARY SEED
TABLE 2 - APPLICATION RATES - TEMPORARY SEED

MATERIAL LB PER SY LB PER ACRE
SHA Temporary Seed Mix 0.026 125
Fertilizer (15-30-15) 0.031 150
Straw Mulch 0.826 4000
Wood Cellulose Fiber Mulch 0.155 750
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than 2 months have elapsed since Acceptance.
(b) Replace Temporary Seed with approved materials when it has degraded, or when more

than 6 months have elapsed since Acceptance.

704.04 MEASUREMENT AND PAYMENT.  Temporary Mulch and Temporary Seed will be
measured and paid for at the Contract unit price for one or more of the specified items.  The
payment will be full compensation for all material, labor, equipment, tools, disposal fees and
incidentals necessary to complete the work.

704.04.01 Temporary Mulch, applied as either temporary straw mulch or temporary matting
mulch, will be measured and paid for at the Contract unit price per square yard.

704.04.02 Temporary Seed will be measured and paid for at the Contract unit price per square
yard.

704.04.03 Turfgrass Establishment will be measured and paid for at the Contract unit price per
square yard.
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CATEGORY 700
LANDSCAPING

SECTION 705 — TURFGRASS ESTABLISHMENT

550 DELETE: Section 705 — Turfgrass Establishment, in its entirety.

INSERT: The following.

SECTION 705 — TURFGRASS ESTABLISHMENT

705.01 DESCRIPTION.  Perform Turfgrass Establishment as follows.

 For areas that are at final grade, establish turfgrass in topsoil or other specified soil substrate to
provide permanent vegetation groundcover.

 For areas that are not at final grade, or areas that will not be redisturbed for at least 6  months
after seeding operations are completed, establish turfgrass in topsoil, subsoil, common borrow, or
other specified soil substrate to provide temporary vegetation groundcover.

 When it is not possible to perform Turfgrass Establishment, refer to Section 704 and perform
Temporary Mulch or Temporary Seed, or as directed.

 Performance of Turfgrass Establishment as specified herein complies with all requirements of
the Maryland Department of the Environment for permanent seeding.

705.02 MATERIALS.

Limestone 920.02.01
Sulfur 920.02.02
Gypsum 920.02.04
Compost 920.02.05
Fertilizer 920.03.01
Straw Mulch 920.04.01
Wood Cellulose Fiber 920.04.02
Seed 920.06
SHA Turfgrass Seed Mix 920.06.07(a)
SHA Special Purpose Seed Mix 920.06.07(b)
SHA Temporary Seed Mix 920.06.07(c)
Water 920.09.01
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705.03 CONSTRUCTION.

705.03.01 General.

(a) Regions.  Maryland is divided into Regions by counties as follows:

Region 1.  Garrett, Allegany, and Washington, west of Clear Spring MD.

Region 2.  Washington, east of Clear Spring, MD, Frederick, Carroll, Baltimore, Harford,
Cecil, Howard, Montgomery, and Baltimore City.

Region 3. Anne Arundel, Prince George’s, Calvert, Charles, St. Mary’s, Kent, Queen
Anne's, Talbot, Caroline, Dorchester, Wicomico, Worcester, and Somerset.

(b) Seeding Seasons and Seed Mixes.  Perform operations according to Table 1 when soil
moisture and weather conditions are suitable, when the temperature is above 32 F, and the
soil is not frozen.  Cease operations when conditions are unsuitable.

TURFGRASS ESTABLISHMENT
TABLE 1 - SEEDING SEASONS AND SEED MIXES

REGION
SEEDING SEASON - MONTH/DAY

Spring Summer Fall Late Fall
SHA Turfgrass Seed Mix 1

1 3/1 to 6/14 6/15 to 7/31 8/1 to 9/30 10/1 to 11/15
2 2/1 to 5/14 5/15 to 7/31 8/1 to 10/14 10/15 to 11/15
3 2/1 to 4/30 5/1 to 7/31 8/1 to 10/31 11/1 to 11/15

Plus Additive 2 Plus Additive 2

Notes:
1  When seeding within 4 miles of a State airport:  Use no additives and use SHA Special Purpose Seed Mix in

lieu of SHA Turfgrass Seed Mix on slopes 4:1 and steeper, or in designated areas.
2 Additive = SHA Temporary Seed Mix

(c) Nutrient Management Plan (NMP).  Soil testing will be performed and a NMP will be
developed by the Administration.  Replace application rates of 705.03.02 as required by the
NMP.  When a NMP has not been developed, apply 200 lb. per acre of 20-16-12
(83 percent UF with MAP & SOP) fertilizer as the NMP rate for Turfgrass Establishment.

(d) Nutrient Management Reporting.  Record the fertilizer analysis, the square yards
covered, and the pounds of fertilizer applied on the Nutrient Management Reporting Form.
Submit the Form within 24 hours after applying fertilizer.
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705.03.02 Application Rates.  Apply materials according to Table 2.

TURFGRASS ESTABLISHMENT
TABLE 2 - APPLICATION RATES a, b, c, d

MATERIAL LB
PER SY

LB PER
ACRE

SOIL AMENDMENTS per Nutrient Management Plan for topsoil or other specified soil substrate.
Compost 0 to 1.033 0 to 5,000
Gypsum 0 to 0.455 0 to 2,200
Limestone 0 to 0.930 0 to 4,500
Sulfur 0 to 0.052 0 to 250

MATERIAL LB
PER SY

LB PER
ACRE

INITIAL FERTILIZER

20-16-12    (83% UF with MAP & SOP) 0 to 0.041 0 to 200

38-0-0        (UF) 0 to 0.021 0 to 100

11-52-0     (MAP) 0 to 0.036 0 to 175

0-0-50        (SOP) 0 to 0.041 0 to 200

SEED MIXES; select one

SHA Turfgrass Seed Mix, applied to roadsides, facilities, and other
designated areas 0.041 200

or

SHA Special Purpose Seed Mix, applied to slopes 4:1 and steeper
within four miles of a State airport, and other designated areas. 0.041 200

ADDITIVE SEED; when required per Table 1

SHA Temporary Seed Mix 0.006 25

STRAW MULCH 0.826 4000
WOOD CELLULOSE FIBER to secure straw mulch 0.155 750

REFERTILIZING

20-16-12 0.041 200

Notes:
a   Apply compost, gypsum, limestone, sulfur, and initial fertilizer at rates specified in the NMP.
b   For salvaged topsoil, the application rates will be included in the Contract documents.  For furnished topsoil, the

application rates will be developed for the approved source of supply.
c   When no NMP has been developed, apply 200 lb per acre of 20-16-12 initial fertilizer, and do not apply any soil

amendments.  Apply refertilizing when specified in the Contract documents.
d   UF = Ureaform; MAP = Monoammonium Phosphate; SOP = Sulfate of Potash.  When application rate of

20-16-12 fertilizer is below 200 lb. per acre, apply UF, MAP, and SOP per NMP.

705.03.03 Modification Request.  Submit a written Modification Request to perform seeding
between Late Fall and Spring Seeding Seasons; to install an approved tackifier at manufacturer’s
recommended application rates in lieu of wood cellulose fiber to secure straw mulch; or to use
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Type A, Type D, or Type E Soil Stabilization Matting per Section 709 in lieu of straw mulch and
wood cellulose fiber in areas where those mattings have not been specified.

 The Engineer in consultation with the Landscape Operations Division will evaluate the
Request.  If granted, a notice of approved modification will be returned within 14 days after the
request is received.

705.03.04 Grade Repair.  Ensure that soil meets specified grades.  Repair any gullies, washes,
or disturbed areas that develop before preparing soil.

705.03.05 Preparing Topsoil.  Provide a uniform and porous surface that is free of debris and
weeds as follows:

(a) Areas Flatter than 4:1.  Apply soil amendments and till to a depth of 2 in. to uniformly
incorporate amendments into the soil.  After tilling, remove clods, stones, wood, metal and
other debris with a length or width greater than 1-1/2 in. from the soil surface.

(b) Slopes 4:1 and Steeper.  Track slopes 4:1 and steeper with cleated track equipment
operated perpendicular to the slope.  After tracking, remove stones, wood, metal, and other
debris with a length or width greater than 3.0 in. from the soil surface.  Apply soil
amendments to tracked soil.

705.03.06 Seeding and Initial Fertilizer.  Apply seed and initial fertilizer after preparing soil.
Do not apply fertilizer from November 15 thru March 1.

(a) Application Equipment.  Use hydroseeders, spreaders, drills, or other approved
machinery.  Calibrate equipment before application.  Apply materials accurately and
uniformly to avoid misses and overlaps.  Do not operate machinery during windy weather
that may interfere with uniform application.

(b) Hydroseeders. Hydroseeders shall be equipped with an agitation system able to keep
solids in suspension, and have a gauge to show fill levels and tank capacity.  Apply
fertilizer and seed mixtures within two hours after mixing.  Direct hydroseeding mixtures
so the droplets produce a uniform spray.  Do not allow materials to runoff or cause erosion,
or to blow onto sensitive areas or structures.

(c) Mechanical Seeders. Mechanical seeders shall be capable of uniformly placing seed and
fertilizer at the specified rate.

705.03.07 Mulching.  Apply mulch immediately after seeding.

(a) Soil Stabilization Matting. Refer to Section 709 and install soil stabilization matting in
lieu of straw mulch in designated areas.
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(b) Straw Mulch.  Cover at least 90 percent of the soil surface with straw mulch.  When
applied with mulch blower, apply straw mulch to a loose depth of 3/4 to 2 in.  When
applied by hand, apply straw mulch to a loose depth of 1-1/2 to 3 in.  Secure straw mulch
immediately after the completion of mulching operations by applying wood cellulose fiber
uniformly over the straw without displacing the mulch.

Do not operate machinery during windy weather that may interfere with uniform
application.  Do not allow materials to blow onto sensitive areas or structures.

705.03.08 Seeding Phase Acceptance.  Submit a request for Seeding Phase Acceptance when
operations are completed.  Inspection will be conducted to verify completion, and Seeding Phase
Acceptance will be granted at that time.

705.03.09 Establishment Phase. The Establishment Phase will begin upon Seeding Phase
Acceptance.

(a) Period of Maintenance.  Maintain seeded areas until Final Acceptance.

(b) Required Maintenance.  Perform the following during the Establishment Phase.

(1) Watering.  Apply water as needed to ensure survival of the turfgrass.  Apply water to
seeded and mulched areas with approved machinery.  Do not allow water to cause
erosion or to displace the mulch.

(2) Overseeding. Overseeding consists of seeding and mulching in areas where living
turfgrass coverage is 40 to 90 percent.  When living turfgrass groundcover is not
acceptable, perform overseeding as directed.  In areas to be overseeded, cut the
turfgrass to a height of 3 to 5 in. and remove debris that may interfere with seeding.
Apply seed mixtures, seed additives, fertilizer, mulch, and secure mulch as specified in
705.03.01 thru .07, but do not repair grade or prepare soil.

(3) Reseeding.  Reseeding consists of tilling, seeding and mulching in areas where
turfgrass coverage is less than 40 percent.  When living turfgrass groundcover is not
acceptable, perform reseeding as directed.  In areas to be reseeded, cut the turfgrass to a
height of 3 to 5 in. and remove debris that may interfere with seeding.  Repair grades,
prepare soil, apply seed, fertilizer, and mulch, and secure mulch as specified in
705.03.01 thru .07.

(4) Mowing.  Mow turfgrass in areas flatter than 4:1 before the grass grows to a height of
12 in. when directed.  Use approved machinery to cut to a height of 3 to 5 in.

(c) Refertilizing.  Apply 20-16-12 fertilizer as specified in 705.03.02 at least 1 month after
initial fertilizer was applied.  Do not refertilize from November 15 thru March 1.
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705.03.10 Final Acceptance.  The Engineer and the Landscape Operations Division will
complete an Inspection Report of turfgrass height, color, and percent groundcover.  When it is
not possible to perform the Inspection, Final Acceptance will be delayed until Inspection is
possible.  The Inspection Report will be included in the Punch List requirements for the project.
Complete the Punch List requirements as directed.

 Final Acceptance will be granted after all operations have been completed, and when the
seedlings of turfgrass species have grown at least 4 in. tall, exhibit dark green color, and are least
95 percent groundcover.

705.04 MEASUREMENT AND PAYMENT.  Turfgrass Establishment will be measured and
paid for at the Contract unit price for one or more of the specified items.  The payment will be
full compensation for all material, labor, equipment, tools, disposal fees and incidentals
necessary to complete the work.

705.04.01 Turfgrass Establishment, including grade repair, preparing soil, applying fertilizer,
soil amendments, seed mixes, seed additives, mulching, securing mulch, watering, overseeding,
reseeding, and mowing, will be measured and paid for at the Contract unit price per square yard.
The use of other materials in conformance with an approved Modification Request shall be
incidental to the Contract unit price, and will not be measured or paid for.

(a) Payment Schedule.  Payments will be made according to Table 3 when construction
requirements are met.

TURFGRASS ESTABLISHMENT
TABLE 3 - PAYMENT SCHEDULE

CONSTRUCTION
REQUIREMENTS

PERCENT OF TOTAL
CONTRACT PRICE

PAYMENT FOR
COMPLETED WORK

705.03.01 thru .08 80 At Seeding Phase Acceptance
705.03.09 (a) and (b)
and 705.03.10 20 At Final Acceptance

Total Payment 100%

(b) Forfeiture.  Failure to complete operations as required in conformance with the Payment
Schedule will result in forfeiture of that percentage of payment.

705.04.02 Refertilizing will be measured and paid for at the Contract unit price per square yard.

705.04.03 Temporary Mulch and Temporary Seed will be measured and paid for at the
pertinent Contract unit price.
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CATEGORY 700
LANDSCAPING

SECTION 709 — SOIL STABILIZATION MATTING

583 DELETE: Section 709 — Soil Stabilization Matting, in its entirety.

INSERT: The following.

SECTION 709 — SOIL STABILIZATION MATTING

709.01 DESCRIPTION.  For areas that are at final grade, install soil stabilization matting in
conjunction with permanent vegetation groundcover per Section 705, 706 and 707, or as
specified.

 For areas that are not at final grade or that will be redisturbed at least 6 months after seeding
operations are completed, install soil stabilization matting in conjunction with
Section 704 or 705.

 Performance of Soil Stabilization Matting as specified herein complies with all requirements of
the Maryland Department of the Environment for permanent seeding.

709.02 MATERIALS.

Topsoil 920.01
Turfgrass Sod 920.04.06
Soil Stabilization Matting  920.05.01
Fasteners  920.05.02
Water  920.09.01

709.03 CONSTRUCTION.

709.03.01 Modification Request.  Certain types of matting may be substituted for other matting
when the substitution will provide improved erosion protection.

 Submit a written Modification Request to substitute one type of soil stabilization matting for
another type in areas where specific types of matting have been specified.

 The Engineer in consultation with the Landscape Operations Division will evaluate the
Request.  If granted, a notice of approved modification will be returned within 14 days after the
request is received.

 The following modifications and others may be approved:
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(a) Turfgrass Establishment:  Type D SSM in lieu of Type A SSM.

(b) Turfgrass Establishment:  Type A SSM in lieu of Type E SSM.

(c) Meadow Establishment:  Type D SSM in lieu of Type E SSM.

(d) Shrub Seeding Establishment:  Type D SSM in lieu of Type E SSM.

709.03.02 Soil Preparation.  Perform operations when soil moisture and weather conditions are
suitable.  Cease operations when conditions are unsuitable.

 Perform operations for the SSM type as follows:

(a) Type A.  Prepare soil and seedbed for Turfgrass Establishment per Section 705, or for
other specified vegetation, but do not apply mulch.

  Install SSM as specified in 709.03.03 thru .06.immediately after seeding and fertilizing.

(b) Type B.  Prepare soil and seedbed for Turfgrass Establishment per Section 705, or for other
specified vegetation, but do not apply mulch.

Firm soil with an approved roller to ensure uniform soil surface and firmness.  The roller
shall weigh approximately 40 lb per ft of width.

Install SSM as specified in 709.03.03 thru .06 immediately after seeding, fertilizing and
rolling are completed.

(c) Type C.  Prepare soil and firm with an approved roller to ensure uniform soil surface and
firmness.

Install Type C SSM as specified in 709.03.03 thru .06 and infill with soil per 709.03.07.

(1) Immediately perform Turfgrass Sod Establishment per Section 708, but do not till; or

(2) Immediately perform Turfgrass Establishment per Section 705, but do not till or apply
mulch, and then cover with Type B SSM; or

(3) Immediately install other specified material and vegetation.

(d) Type D.  Prepare soil and seedbed for Meadow Establishment per Section 707, or for other
specified vegetation, but do not apply mulch.
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Install SSM as specified in 709.03.02 thru .05 immediately after seeding and fertilizing.

(e) Type E.  Prepare soil and seedbed for Turfgrass Establishment per Section 705, or for other
specified vegetation, but do not apply mulch.

Install SSM as specified in 709.03.03 thru .06 immediately after seeding and fertilizing.

709.03.03 Unrolling. Unroll SSM in the direction of the flow of water.  Lay matting smoothly
in firm, uniform contact with the soil surface, without stretching or tenting.

709.03.04 Overlapping. Overlap SSM with the upslope portion on top.  Overlap edges at least
2 in., and ends at least 6 in.  Do not install longitudinal overlaps in channel bottoms.

709.03.05 Keying-in.  Key-in matting by digging a trench, fastening and backfilling one or more
edges of the matting into the bottom of the trench.

(a) Type of Matting. Key-in the areas described in Table 1 for each type of matting:

SOIL STABILIZATION MATTING
TABLE 1 - AREAS OF MATTING TO KEY-IN

MATTING
TYPE AREA OF MATTING

A, B Uppermost or leading-edge.
A, B, D Edges adjacent to pavement, catch basins, and structures.

B Lowermost or toe-edge.
B Check trenches; folds of matting perpendicular to water flow every 40-45 ft.
C All edges.
C Check trenches; folds of matting perpendicular to water flow every 20-25 ft.
D Edges exposed to flow in BSM, ponds, swales, channels, slopes.  All edges when installed in streams.
E As directed.

(b) Trenching.  Trench into the soil perpendicular to the flow of water to at least 6 in. depth.

(c) Fastening.  Install fasteners per 709.05.05 through SSM into the bottom of the trench.

(d) Backfilling.  Backfill the trench with firmly tamped soil, and secure the matting over the
backfilled area.

709.03.06 Fastening.  Secure SSM with fasteners driven perpendicular to the soil grade, and
flush with the surface of the matting.
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(a) Fastener Selection.  Refer to 920.05.02 and use fasteners of the shape and length approved
for the matting type according to Table 2.

 When more than one fastener is acceptable, install the fastener type and length best suited
to the installation conditions, or as directed.

SOIL STABILIZATION MATTING
TABLE 2 - FASTENER SELECTION

MATTING
TYPE

FASTENER
SHAPE

FASTENER LENGTH 1

6 in.
Length

8 in.
Length

12 in.
Length

18 in.
Length

A & E

U-Shaped Staple X X
Circle-Top Pin X X
Round Head Pin X X
T-Head Pin X X

B
U-Shaped Staple X X
Fabric Pin X X

C
U-Shaped Staple X X
Fabric Pin X X

D

U-Shaped Staple
in BSM, Ponds, Swales, Slopes X X X

U-Shaped Staple or Fabric Pin
in Channels, Streams X X X

Note: 1 X = Denotes fasteners acceptable for the matting type.

(b) Placement of Fasteners.  Install fasteners at the specified distance apart as required for the
matting type and the area of matting according to Table 3.

SOIL STABILIZATION MATTING

TABLE 3 - FASTENER PLACEMENT

AREA OF MATTING MATTING
TYPE

MAXIMUM DISTANCE
BETWEEN FASTENERS

In.

Uppermost or Leading-Edge of Matting A, B, C, D, E 6

Overlapping Edges of Matting A, B, C, D, E 18

Center of Ditch A, B, C, D, E 18

Lowermost or Toe-Edge of  Matting A, B, C, D, E 18

Throughout Matting A, B, C, D, E 24

Check Trenches in Folds Every 40-45 ft B 1 12

Check Trenches in Folds Every 20-25 ft C 12
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Note: 1 Do not install check trenches in Type B SSM installed over Type C SSM.

709.03.07 Infilling Type C SSM. Infill the matting with approved topsoil to fill matting voids
and to slightly cover the matting.  Immediately install sod, or seed and cover with Type B SSM,
or as specified.

709.03.08 Watering.  Gently apply water with a sprinkler or water-breaker nozzle immediately
after installation is completed as follows:

(a) For Type E SSM, apply water over the surface of the matting as needed to settle the
matting and soil.

(b) For Types A, B, and D SSM, apply water over the surface of the matting to wet the soil at
least 2 in. depth.

(c) For Type C SSM, apply water over the sod, over the Type B SSM, or over other specified
material, to wet the soil at least 2 in. depth.

709.03.09 Installation Phase Acceptance.  Inspection will be conducted to verify that matting
and vegetation installation operations were completed as specified.  Installation Phase
Acceptance will be granted at that time.

709.03.10 Establishment Phase. The Establishment Phase will begin upon Installation Phase
Acceptance.  Perform the following during the Establishment Phase.

(a) Period of Maintenance.  Maintain areas of soil stabilization matting until Final
Acceptance.

(b) Required Maintenance.  Perform the following during the Establishment Phase.

(1) Watering.  Apply water to ensure survival of the seeded species or sod as needed.
Apply water with approved machinery.  Do not allow water to cause erosion or to
displace the matting, seed, or sod.

(2) Reset Matting.  When matting is not firmly fastened to the soil, or if keyed-in areas or
check trenches are not secure, repair the unsecured areas using fasteners as needed or as
directed.

(3) Reseeding.  When live seedling groundcover is not acceptable, perform overseeding in
conformance with specifications for the pertinent vegetation as directed.
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When Turfgrass Establishment or other seeded vegetation has not met acceptance
standards, remove Type A, B, D, or E SSM to perform reseeding operations.  Remove
Type C matting when directed.

Prepare soil, reseed the specified vegetation, and apply water.  Install new matting
unless the original matting is approved for reuse.

(4) Sod Replacement.  When Turfgrass Sod Establishment does not meet acceptance
standards, remove the unacceptable sod and install new sod.

709.03.11 Final Acceptance.  The Engineer and the Landscape Operations Division will
complete an Inspection Report of the installed soil stabilization matting and vegetation
establishment in conformance with the pertinent specifications.  When it is not possible to
perform the Inspection, Final Acceptance will be delayed until Inspection is possible.

 The Inspection Report will be included in the Punch List requirements for the project.
Complete the Punch List requirements as directed.  Final Acceptance will be granted when the
SSM is secure, and when the specified vegetation has met acceptance standards.

709.04 MEASUREMENT AND PAYMENT.  Soil stabilization matting will be measured and
paid for at the Contract unit price per square yard for one or more of the specified items.  The
payment will be full compensation for all material, fasteners, water, labor, equipment, tools,
disposal fees and incidentals necessary to complete the work.

(a) Payment Schedule.  Payments will be made according to Table 4 when construction
requirements are met.

SOIL STABILIZATION MATTING
TABLE 4- PAYMENT SCHEDULE

CONSTRUCTION
REQUIREMENTS

PERCENT OF TOTAL
CONTRACT PRICE

PAYMENT FOR
COMPLETED WORK

709.03.01 thru .09 80 At Installation Phase Acceptance

709.03.10 and .11 20 At Final Acceptance

Total Payment 100

(b) Forfeiture.  Failure to complete operations as required in conformance with the Payment
Schedule will result in forfeiture of that percentage of payment.

709.04.01 Type A Soil Stabilization Matting.  The measurement will be the area actually
covered by matting, per square yard.  Payment for Turfgrass Establishment or other specified
vegetation will be measured and paid for separately.
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709.04.02 Type B Soil Stabilization Matting.  The measurement will be the area actually
covered by matting, per square yard.  Payment for Turfgrass Establishment or other specified
vegetation will be measured and paid for separately.

709.04.03 Type C Soil Stabilization Matting. The measurement will be the area actually
covered by matting, per square yard.  Topsoil used for infilling will be incidental to the Contract
price.  Payment for Type B Soil Stabilization Matting, Turfgrass Sod Establishment, Turfgrass
Establishment, or other specified vegetation will be measured and paid for separately.

709.04.04 Type D Soil Stabilization Matting.  The measurement will be the area actually
covered by matting, per square yard.  Payment for Meadow Establishment or other specified
vegetation will be measured and paid for separately.

709.04.05 Type E Soil Stabilization Matting. The measurement will be the area actually
covered by matting, per square yard.  Payment for Turfgrass Establishment or other specified
vegetation will be measured and paid for separately.
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CATEGORY 800
TRAFFIC

SECTION 813 — SIGNS

813.02 MATERIALS.

640 ADD:  The following.

 Furnish and install or install vandalism installation date (VID) stickers to the back lower
right hand corner of all installed signs.  The Administration will supply VID stickers with all
Administration supplied signs.  Supply VID stickers with all non-Administration supplied
signs.

813.03 CONSTRUCTION.

ADD:  The following after the third paragraph.

Use the following minimum thickness for fabricated sheet aluminum signs.

Longest Dimension of Sheet
Sign
in.

Minimum Thickness

in.
 12 0.040

12+ to 24 0.063
24+ to 36 0.080
36+ to 48 0.100

> 48 0.125

Install sheeting in accordance with manufacturer’s recommendations.  Repair/replace
defects in workmanship per manufacturer’s recommendation.

813.04 MEASUREMENT AND PAYMENT.

641 ADD:  The following after 813.04.03.

813.04.04.  Furnish and Install or Install Vandalism Installation Date stickers will not be
measured, but the cost will be incidental to the Contract unit price for furnishing and
installing the signs.
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CATETGORY 800
UTILITIES

SANITARY SEWER

DESCRIPTION. Install various sizes of sanitary sewer pipe, structures and
appurtenances as specified in the Contract Documents, or as directed by the Engineer.

MATERIALS.

PVC Pipe 905
Mortar Sand 901.01
Curing Materials 902.07
Concrete Mix No. 2, No 3, No. 6 902.10
Precast Concrete Manholes M 199, ASTM C 478
Reinforcement Steel 908
Castings for Frames, Covers and Steps 909.04
Stone M43 Size No. 57
Rubber Gasket Joints ASTM C 443
Pipe Connectors ASTM C 923, resilient

Manhole Frames and Covers:  ASTM A 536, Grade 60-40-18, heavy-duty, ductile iron,
24-inch inside diameter by 7 to 9 in. riser with 4 in. minimum width flange, and
26-inch-diameter cover, indented top design, with lettering "SANITARY SEWER" cast
into cover

Metallic-Lined Plastic Underground Warning Tapes:  Polyethylene plastic tape with
metallic core, 6 inches wide by 4 mils thick, solid green in color with continuously
printed caption in black letters "CAUTION - SEWER LINE BURIED BELOW".

Contractor may use PVC SCH 40 or SDR 35, at the contractor’s option for lateral
connections.  All connections must meet MD Plumbing Code.

Polypropylene pipe (PP) shall be triple wall and have a smooth interior and exterior
surfaces with annular inner corrugations: ASTM F2764, minimum pipe stiffness of 46 psi
when tested in accordance with ASTM D2412., Manning’s “n” value for use in design
shall be 0.012. Pipe shall be joined with a gasketed integral bell & spigot joint meeting
the requirements of ASTM F2764. 30 through 60 in. (750 to 1500 mm) shall be
watertight according to the requirements of ASTM D3212. Spigot shall have two gaskets
meeting the requirements of ASTM F477. Gaskets shall be installed by the pipe
manufacturer and covered with a removable, protective wrap to ensure the gaskets are
free from debris.  Fittings shall conform to ASTM F2764.  Bell & spigot connections
shall utilize a spun-on, welded or integral bell and spigot with gaskets meeting ASTM
F477. Fitting joints shall meet the watertight joint performance requirements of ASTM
D3212.
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CONSTRUCTION.

Preparation Of Foundation For Buried Sanitary Sewerage Systems. Grade trench
bottom to provide a smooth, firm, stable, and rock-free foundation, throughout the length
of the pipe. Remove unstable, soft, and unsuitable materials at the surface upon which
pipes are to be laid, and backfill with clean sand or pea gravel to indicated level. Shape
bottom of trench to fit bottom of pipe.  Fill unevenness with tamped sand backfill.  Dig
bell holes at each pipe joint to relieve the bells of all loads and to ensure continuous
bearing of the pipe barrel on the foundation.

Maintenance of Flow

Contractor is responsible for maintaining flow in sanitary sewer systems. Bypass
pumping, unless specifically listed as a separate bid item, shall be incidental to the item.
All Dry Weather discharges (SSO) and Combined Sewer Overflows (CSO) as a result of
the construction shall be the responsibility of the Contractor.

Pipe Applications For Underground Sanitary Sewers.
General Locations and Arrangements:  Drawings (plans and details) indicate the general
location and arrangement of the underground sanitary sewerage system piping.  Location
and arrangement of piping layout take into account many design considerations.  Install
the piping as indicated, to the extent practical. Install piping beginning at low point of
systems, true to grades and alignment indicated with unbroken continuity of invert.  Place
bell ends of piping facing upstream.  Install gaskets, seals, sleeves, and couplings in
accordance with manufacturer's recommendations for use of lubricants, cements, and
other installation requirements. Maintain swab or drag in line and pull past each joint as it
is completed.

Use manholes for changes in either horizontal or vertical direction, except where a fitting
is indicated.  Use fittings for branch connections, except where direct tap into existing
sewer is indicated.

Use proper size increasers, reducers, and couplings, where different size or material of
pipes and fittings are connected.  Reduction of the size of piping in the direction of flow
is prohibited.

Install piping pitched down in direction of flow, at minimum slope of 0.5 percent, except
where indicated otherwise.

Pipe Joint Connections.
Join and install PVC pipe as follows:

(a) Pipe and gasketed fittings, joining with elastomeric seals in accordance with
ASTM D 3212.
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(b) Installation in accordance with ASTM D 2321.

Sanitary Manholes. Install manholes complete with accessories as indicated. Form
continuous concrete or split pipe section channels and benches between inlets and outlet.
Set tops of frames and covers 0.1 ft. below finish surface where manholes occur in
flexible pavements.  Elsewhere, set tops 3 in. above finish surface, unless otherwise
indicated. Place precast concrete manhole sections as indicated, and install in accordance
with ASTM C 891. Provide rubber joint gasket complying with ASTM C 443 at joints of
sections.  The placement and consolidation of the required bedding under the unit shall be
a minimum of 6 in. of No. 57 aggregate unless otherwise directed by the Engineer.

Cleanouts. Install cleanouts and extension from sewer pipe to cleanout at grade as
indicated.  Set top of cleanout flush with surrounding grade when installed in paving.
Cleanouts set in concrete or pavement shall have a load bearing cast iron cap with the
word “SANITARY” cast into it.  Cleanouts in grass or landscaped areas shall have a
plastic cap with the word “SANITARY” permanently stamped into it.

Sanitary Sewer Service Connections. Use commercially manufactured wye fittings for
piping branch connections or commercially available saddles.  Connection consists of
connection to a new or existing main line.  Also includes connection to existing sewer
lateral.  Connection to existing sewer laterals shall be made with banded flexible rubber
connectors meeting ASTM F 477 and ASTM C 1173 - standard specification for flexible
transition couplings for underground piping systems and CSA B602 - mechanical
couplings for drain, waste, vent pipe and sewer pipe. Flexible coupling shall have
stainless steel shear ring attached to coupler.  Contractor shall be responsible for field
locating existing laterals and verifying any existing laterals prior to the installation of the
main sewer line or any sanitary structures.

Field Quality Control. Perform testing of completed piping in accordance with local
authorities having jurisdiction. Clean interior of piping and structures of dirt and other
superfluous material as work progresses.  Maintain swab or drag in piping and pull past
each joint as it is completed. Place plugs in ends of uncompleted pipe at end of day or
whenever work stops. Flush piping between manholes, if required by local authority, to
remove collected debris. Interior Inspection:  Inspect piping to determine whether line
displacement or other damage has occurred. Make inspection after pipe between
manholes and manhole locations has been installed and approximately 2 ft. of backfill is
in place, and again at completion of project. If inspection indicates poor alignment,
debris, displaced pipe, infiltration or other defects correct such defects, and re-inspect.

MEASUREMENT AND PAYMENT. The payment will be full compensation for all
applicable excavation, sheeting, shoring, dewatering, hauling, invert paving, storing,
rehandling of material, removal and disposal of excess and unsuitable material, tamped
fill, forming bed or foundation, backfill, compaction and all excavation, labor, material,
equipment, tools, excavation, backfill, fittings, necessary to complete the work.

155



SPECIALPROVISION SHA No. AL486ZM1
SANITARY SEWER ARC Project No. MD-17754

F.A.P No. APL-3(406)N
                                                                                         Page 4 of 4

12-11-15

Sanitary Sewer Service Connections will be measured and paid for at the contract unit
price per each and shall include locating existing services laterals and the fittings required
for connection to the existing lateral and to the new main line.

Sanitary Sewer Manholes will be measured and paid for at the Contract unit price per
each. When a structure exceeds the standard minimum depth specified in the Contract
Documents, an additional payment will be made for the excess depth at the Contract unit
price per linear foot for the pertinent Vertical Depth item.

Sanitary Sewer Pipe will be measured complete in place and paid for at the Contract unit
price per linear foot. When a new pipe is to be installed at the same location as an
existing pipe, the cost of removal and disposal of the existing pipe, will not be measured
but the cost will be incidental to the Contract price of new pipe.

Sanitary Cleanouts will be measured complete in place and paid for at the Contract unit
price per each.  Cost shall include wye fitting, vertical piping and plastic cap.

Field Quality Control will not be measured but will be considered incidental to the
installation of pipe and structures.

Cast-iron Cleanout Cap will be measured complete in place and paid for at the Contract
unit price per each.
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SECTION 875 - UTILITY STATEMENT

DESCRIPTION.  The Contractor's attention is called to the requirements of Sections GP-5.05, GP-
7.13 and GP-7.17.

MATERIALS.  Not Applicable.

CONSTRUCTION.

(a)  Attention of the Contractor is directed to the presence of water, sewer, gas mains,
electrical wires, conduit, communications cables (both overhead and underground), poles
and house service connections in the street or highway in which the construction project
is to be performed.  The Contractor shall exercise special care and extreme caution to
protect and avoid damage to utility company facilities as described in the preceding
sentence. The Contractor shall take into consideration the adjustments and installations
by public utilities in areas within the limits of this Contract.  Existing utilities have been
generally located and shown on the Plans, as they are believed to exist; however, the
Administration assumes no responsibility for the accuracy of these locations. Prior to
ordering any storm drain materials, the Contractor shall locate and test pit any
underground facilities that appear to be in conflict in order to determine if conflicts
exist.  In the event that conflicts may be possible, this information shall immediately
be forwarded to the City’s representative for review and resolution.

(b)  The Contractor shall locate all existing utilities and use a line locator to locate all SHA
lighting wires and loop wires, and be responsible for their safety.  Should any existing
utilities be damaged or destroyed due to the operations of the Contractor, the damaged or
destroyed components shall be immediately replaced or repaired as necessary to restore
the utility to a satisfactory operating condition.  These repairs or replacements shall be at
no additional expense to the Administration or the owner of the utility.
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(c)  The existing utilities shall be relocated or removed by the agency responsible for their
maintenance or by the owner of the utility unless otherwise indicated in the Contract
Documents.   The Contractor shall inform the respective utility companies at least five
days prior to working in any area.  In addition, the Contractor shall give sufficient notice
to the specific utilities of the Contractor's overall plan for construction.  The utility
companies will establish the lead-time necessary to meet the applicable utility work
schedule and coordinate with the Contractor's work operations based upon the
Contractor's overall plan.

Any submittal by the Contractor to vary the sequence of work and/or perform
concurrent work in multiple phased differing from the recommended maintenance
of traffic phasing, must be accompanied by an updated schedule or CPM reflecting
all utility relocation’s and adjustments with the affected utility owners and the
project engineer.  All requirements and lead times as stated in the Utility Statement
and Special Provisions will remain in effect unless written approval for the utility
company and the Project Engineer is received by the Contractor prior to the
commencing any requested work.

(d)  The following known utility companies have existing facilities or will have adjustment or
installation within the limits of this Contract:

 (1)  Bell Atlantic - West Virginia, Inc.
  Route 1, Box 41E
  Bridgeport, West Virginia  26330
  Telephone: (304) 623-6962

Bell Atlantic - West Virginia, Inc. maintains aerial and underground facilities in the
area and vicinity of this contract and does not anticipate any adjustments or
relocations.

  (2) Allegheny Power System
  700 Fourth Street
  Cumberland, Maryland  2l502
  Mr. Marty Dunnington
  Telephone:  (301) 759-5711

The Allegheny Power System maintains aerial and underground facilities in the area
or the vicinity of this contract and does not anticipate any adjustments or relocations.

(3) City of Frostburg
Mr. Chris Hovatter, PE
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59 East Main Street
Frostburg, MD 21532
Phone: 301.689.6000

The City maintains underground facilities in the area or vicinity of this contract.

(4) Columbia Gas of  Maryland
Mr. Dave Yates
1000 Industrial Blvd.
Cumberland, Maryland  21502
Phone:  301-784-3364

Columbia Gas Company maintains underground facilities in the area or vicinity of
this contract and does not anticipate any adjustments or relocations.

(5) Tele-Media Cable
16 Maple Street
Frostburg, MD 21532
Telephone: 301-689-5822

Tele-Media Cable, Inc. maintains aerial and underground facilities in the area and
vicinity of this contract and does not anticipate any adjustments or relocations.

NOTE:  THE CONTRACTOR SHALL MAKE ALL ADJUSTMENTS TO
SURFACE UTILITY FRAME AND COVERS, WATER VALVES, AND
WATER METERS.  THE COST OF THESE ADJUSTMENTS SHALL BE
INCIDENTAL TO THE PRICE BID FOR OTHER ITEMS ALL
ADJUSTMENTS SHALL BE DONE ACCORDING TO THE PERTINENT
UTILITY OWNERS SPECIFICATIONS.  THE CONTRACTOR SHALL
CONTACT THE PERTINENT UTILITY OWNERS PRIOR TO
ADJUSTMENT OF ANY FACILITY.  CONTRACTOR WILL REQUEST
UTILITY TO ACCEPT IN WRITING ALL ADJUSTMENTS UPON
COMPLETION OF WORK AND ARRANGE A FIELD MEETING
BETWEEN THE UTILITY, THE CONTRACTOR AND THE PROJECT
STAFF.

(e) When it is necessary to use steel plates at any point during construction, the following
Minimum requirements shall be met:

1.)  Steel plates are to be no less than one inch thick.
  2.)  Steel plates are to cover access pit (s) with a one-foot overlap onto existing

pavement on all four sides of access pit (s).
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  3.)  When only three sides overlap existing roadway, the fourth side shall be supported
by a 12” X 12” I beam or timber.

  4.)  In cases where plates are used to cover extremely large excavations, it will be
necessary to install an immediate support system to prevent deflection.

   Steel plates must be pinned to prevent movement.
  5.)  Steel plates must be ramped with cold patch or hot mix asphalt at end of each work

shift.
  6.)  It will be necessary to recess any steel plates that are plated in the roadway during

the winter months.

  (f)  All notifications to the above utility companies and "MISS UTILITY", 1-800-257-7777,
shall be given 48 hours (two full working days) in advance of working in the area of the
specific affected utility.  The notification to "MISS UTILITY" is required whenever any
excavating or similar work is to be performed.

(g)  If an adjustment is required to facilities, it is necessary that the existing facilities remain
in service until the new construction is complete and placed in service.  Also, when
adjustments are required, establishment of lead times are necessary to meet the applicable
utility schedule and coordination with the Contractor's work operation.

MEASUREMENT AND PAYMENT.  Working around or protecting existing aerial and
underground utilities, regardless of ownership (State or Public); removal of temporary materials
from the adjusted utilities prior to placement of the proposed hot mix asphalt; cooperation with the
owners of the utilities and with other Contractors will not be measured for payment and the cost will
be incidental to the items specified in the Contract Documents.

CONTRACT PROVISION BUY AMERICA UTILITIES

This section applies to projects partially or totally funded with Federal Funds.  The prime
contractor or its subcontractors shall comply with Section 165 of the Surface
Transportation Assistance Act of 1982 as amended by Section 1041(a) and 1048(a) of the
Intermodal Surface Transportation Efficiency Act of 1991 with regard to the furnishing
and coating of iron and steel products.

The prime contractor or its subcontractors shall supply certifications to the Project
Engineer from the manufacturer of all coating, iron or steel products which document that
the steel and iron have been manufactured and the coatings of iron or steel have been
applied by the manufacturer in the United States.   The Project Engineer shall forward
copies of the certifications to the Office of Materials Technology for review and approval
prior to such items being incorporated into the permanent work.

Certifications shall extend to materials utilized in manufactured and fabricated products
purchased by the Contractor.

160



SPECIAL PROVISIONS SHA No. AL486ZM1
UTILITY STATEMENT ARC Project No. MD-17754

F.A.P No. APL-3(406)N
    Page 5 of 5

07-22-15

Products manufactured of foreign steel or iron materials may be used, provided the cost
of such products as they delivered to the project does not exceed 0.1% of the total
contract amount, or $2500, whichever is greater.  If a supplier or fabricator wishes to use
a partial fabrication process where domestic and foreign source components are
assembled at a domestic location, the “as delivered cost” of the foreign component should
include any transportation, assembly and testing costs required to install them in the final
product.

This applies to all iron, steel and coating materials used for utility work incorporated into
the project including materials/items supplied by the Utility Company.
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CATEGORY 900
MATERIALS

655 ADD:  The following after the last paragraph of 900.02 TECHNICIAN
QUALIFICATION REQUIREMENTS.

900.03 RECYCLED MATERIALS.

900.03.01 CERTIFICATION.  All recycled or rehandled material furnished or supplied
for use may require testing and certification to ensure compliance with all State and local
applicable environmental and EPA regulations.  The required testing may include, but not
be limited to, the EPA Toxicity Characteristic Leaching Procedure (TCLP) or its
successor.  Provide testing and certification for all recycled materials at no additional cost
to the Administration.  Evaluation and interpretation of the test data will be made by an
OMT Quality Assurance Manager.  The above requirements do not preclude the normal
materials acceptance process, and the recycled material shall meet all applicable
specifications.  EPA regulations governing the use of the material, certified test results,
and material safety data sheets shall accompany the source of supply letter and sample
submitted for approval.

Only highway demolition materials are to be used in constructing RC stockpiles for
Administration projects.   The use of building materials is prohibited.

Refer to the Contract Documents for recycled materials not covered by this
specification.

900.03.02 RECLAIMED/RECYCLED CONCRETE (RC).

Usage.  Use RC for the following with written approval.

(a) Graded Aggregate Base (GAB).

(b) Common, Select, or Modified Borrow.

(1) At least 2 ft above saturated soil or groundwater conditions, as determined.

(2) At least 100 ft from surface waters (streams, creeks, or rivers, ponds and lakes),

(3) At least 3 ft from exposed metal surfaces, and,

(4) At least 3 ft from geotextile.
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(5) At least 3 ft from any water discharge locations.

Do not use RC as Capping Borrow nor as aggregate for the following.

(a) Portland cement concrete.

(b) Hot mix asphalt.

(c) Drainage systems.

(d) Mechanically stabilized earth (MSE) systems.

(1) MSE walls.

(2) Reinforced soil slopes (RSS).

(3) Reinforced earth slopes (RES).

(e) In embankment construction as follows.

Within 1.5 ft of the top surface of any area to be vegetated.

(1) Within 2 ft of saturated soil or groundwater conditions, as determined.

(2) Within 100 ft of any surface water course (streams, creeks, or rivers, ponds and
lakes).

(3) Within 3 ft of any metal pipe or shoring.

(4) Within 3 ft of any water discharge locations.

(5) Under permeable or porous surfaces.

Grading Requirements.  The grading requirements for the use of RC.

(a) Table 901 A when used as GAB or for any other application within the pavement
structure.

(b) 204.02 when used in embankment construction.

(c) 916.01 when used as Borrow material.
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 RC shall not contain more than 5 percent brick and hot mixed asphalt material by mass
except when used as Common Borrow.

pH Requirements.  RC pH shall be less than 12.4 for all applications.  RC usage shall
not cause any outfall and infiltration water leaving the site to exceed a pH of 8.5.  Acid
sulfate, sulfur or any other environmentally safe organic material may also be used to
control the pH.

pH Testing.

(a) Plant: The producer is required to test pH at the plant per T 289 every 1,000 tons
shipped or once a day, whichever yields the greater frequency.  Plant pH testing
shall be recorded as specified and a history shall be kept at the producer’s
laboratory. The producer may be required to present TCLP and any other tests
conducted by an independent laboratory as directed.

 The Administration reserves the right to test the producer’s RC at the plant for pH.
Material delivery may be terminated if the test results repeatedly meet or exceed a
pH of 12.4. In case of high pH the producer is require to use shorter stock pile by
spreading the material at around the plant or mixing the RC-GAB with the natural
GAB to reduce the pH issue.

(b) Construction Site: The OMT representatives will perform QA testing to monitor,
test, for the pH levels for any discharge associated with RC placement as directed.
This includes monitoring and testing during periods of precipitation or dampness. In
cases of high pH, the producer shall provide a reduction control plan for the pH.

Quality Control.  The producer shall submit a Quality Control Plan and obtain approval
prior to production.  The plan shall include, but not be limited to, the operational
techniques and procedures proposed to produce the RC product.  Quality control includes
the sampling, testing and data recording performed to validate the quality of the product
during production operations.

Quality Assurance. OMT Quality Assurance personnel will perform quality assurance
inspection, sampling, and testing at the RC plant and construction site.  Additional
inspection, testing and compaction control will be performed by the Project Engineer.

900.03.03 RECYCLED ASPHALT PAVEMENT (RAP).

Usage.  Use RAP for Common, Select, Capping, or Modified Borrow.

 Do not use RAP as aggregate for the following.
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(a) Graded Aggregate Base (GAB).

(b) Portland cement concrete.

(c) Drainage systems.

(d) Embankment construction.

(1)Within 1 ft of the top surface of any area to be vegetated.

 Refer to MSMT 412 and M 323 for the use of RAP in hot mix asphalt mixes.

Grading Requirements.  The grading requirements for the use of RAP.

(a) 204.02 when used in embankment construction,

(b) 916.01 when used as Borrow material,

(c) 901.02.01 when used as riprap.

Quality Control.  Create a captive stockpile for storing the RAP prior to use.  Create a
new captive stockpile and take new acceptance samples for gradation approval whenever
the source of the RAP changes.

Quality Assurance.  OMT Quality Assurance personnel will sample and test the RAP
stockpiles to ensure that they meet the above gradation requirements.  The completed test
results will be reviewed by the OMT Soils and Aggregate Division for approval.

Construction of Control Test Strip. The location, equipment, and methods used to
construct the control test strip shall be as directed; prior to approval.  The equipment and
methods used to construct the control test strip shall be the same as those used in
subsequent construction.  Place and test the control test strip when the RAP is 32 F or
higher to establish the maximum density.  RAP is temperature sensitive, which may
affect the density.

Construct the control test strip that shall be at least 100 ft long, 12 ft wide and a
maximum compacted lift thickness of 6 in.  Prepare the subgrade for the control test strip
in accordance with 204.03.07.  Do not construct the control strip, or perform any
subsequent construction, on frozen subgrade.
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 Compact the RAP for the control test strip with one pass of the roller.  Measure the
density after one pass with a nuclear density gauge (backscatter method) at the frequency
for capping material at five random locations distributed across the length and width of
the control test strip, as directed.  Record the measurements and mark the locations for
future reference.

 Compact the RAP for the control test strip with a second pass of the roller.  Measure
and record the density again at the exact locations previously tested and as described
above.  Prepare a plot of density versus the number of roller passes.  Continue this
process until the maximum dry density of the control strip is established.

 There should be no drop in average density during construction of the control test strip
for each lift.  A drop in the average density of greater than 2 pcf during construction of
the control test strip is an indication that the material is not properly compacting, and a
new test strip shall be constructed.

 The Project Engineer may require the Contractor to cut into the control test strip for
visual inspection.  All material, labor, equipment, tools, and incidentals necessary to
provide an approved control test strip shall be at no additional cost to the Administration.

Compaction Control.  Use the roller pattern and number of passes determined from the
construction of the test strip to compact the RAP for production placement.  The density
of the RAP compacted for production work shall be at least 97 percent of the maximum
density obtained from the control test strip.  Recheck the density of the production work
if it is less than 97 percent of the maximum density obtained from the control test strip.
Construct a new control test strip if the second density does not meet the 97 percent
requirement.  Construct a new control test strip if the measured density of the compacted
RAP for production work exceeds 105 percent.

 Establish one rolling pattern to achieve maximum density for each use based on the
control test strips.  Samples or results produced prior to the construction of any new
stockpiles will not be considered.
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SECTION 901 — AGGREGATES

655 DELETE:  901.01 - Tables 901 A, 901 B, 901 C, and 901 D in their entirety.

INSERT: The following.
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TABLE 901 B

AGGREGATE PHYSICAL PROPERTY REQUIREMENTS

(a)  Other approved inert materials of similar characteristics may be used provided they meet these provisions.   For crushed reclaimed concrete, the
soundness loss shall not exceed 18 percent after magnesium sulfate testing as specified in T 104.

(b)  Test coarse and fine aggregate for PCC for alkali silica reactivity (ASR) per MSMT 212.
(c)  1.5 if material passing No. 200 sieve is dust of fracture, free of clay or shale.
(d)  In areas exposed to traffic, manufactured sand shall have a minimum ultimate Dynamic Friction Value (DFV) of 40, based on the parent rock.
(e)  5.0 for concrete not subject to surface abrasion.
(f)  Fine aggregate meeting M 6 may be used if the lightweight concrete does not exceed the maximum unit weight specified in the Contract

Documents.
(g)  Fly ash shall not exceed 12 percent loss on ignition.
(h)  For use as a granular road base material.  Not intended for use in locations where surfacing will not be placed over the base.

MATERIAL

TEST METHOD

S
P
E
C
I
F
I
C
A
T
I
O
N

T 90 T 11 T 96 T 104
PI

max

MATERIAL
FINER

THAN No. 200
SIEVE

% max

LOS
ANGELES
ABRASION

% max

SODIUM
SULFATE

SOUNDNESS

% max

CRUSHER RUN AGGREGATE
CR-6 D 1241(a) 6 — 50 —

BANK RUN GRAVEL —
SUBBASE

D 1241 6 — 50 —

GRADED AGGREGATE — BASE D 1241 6 — 50 —

BANK RUN GRAVEL — BASE D 1241 6 — 50 —

COARSE AGGREGATE — PCC (b) M 80
CLASS A — 1.0(c) 50 12

FINE AGGREGATE — PCC (b)(d) M 6
CLASS B — 4.0(e) — 10

COARSE AGGREGATE —
LIGHTWEIGHT PCC M 195 — — — —

FINE AGGREGATE —
LIGHTWEIGHT PCC (f) M 195 — — — —

FINE AGGREGATE/SAND
MORTAR and EPOXIES M 45 — — — 10

MINERAL FILLER (g) M 17 4 — — —

GLASS CULLET (h) M 318 — — — —
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CATEGORY 900
MATERIALS

665 DELETE: SECTION 902 — PORTLAND CEMENT CONCRETE AND RELATED
PRODUCTS in its entirety.

  INSERT: The following.

SECTION 902 — PORTLAND CEMENT CONCRETE AND RELATED PRODUCTS

902.01 STORAGE. Storage of materials shall conform to the Contract Documents and as
directed by the Engineer.

902.02 CERTIFICATION OF PORTLAND CEMENT AND BLENDED HYDRAULIC
CEMENT.  The manufacturer shall furnish certification as specified in TC-1.03.  The
certification shall also include:

(a) The mill shall report its quality control procedures, and submit a new report whenever there
is a procedural change.

(b) The mill's control laboratory shall be inspected by the Cement and Concrete Reference
Laboratory of the National Institute of Standards and Technology on their regularly
scheduled visits.  The Engineer shall be provided with copies of the reports of these
inspections along with an account of the action taken to correct cited deficiencies.

(c) Records of data accumulated by the quality control procedures shall be produced upon
request.

(d) A certified document shall accompany each shipment stating that the contents conform to
all applicable requirements.  Additionally, the document shall show the producer's name,
mill location, carrier number, date loaded, weight contained in carrier, silo number,
consignee, destination, Contract number, and type of cement.  The signature and title of the
signer shall be shown on the document.

(e) The mill shall, upon request, supply certified chemical and physical test values that can be
associated with any sample representing cement drawn from a particular silo on a given
date.

 (f) Acceptance of cement by certification will be terminated if test results differ from mill
results by more than the precision limits given in the test method.  The acceptance
procedure will then revert to storage testing and approval prior to shipment.
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902.03 HYDRAULIC CEMENT.

902.03.01 Portland Cement.  M 85, with the fineness and the time of setting determined using
T 153 and T 131, respectively.

902.03.02 Ground Iron Blast Furnace Slag.  M 302, Grade 100 or 120.  The Contractor may
request to substitute a maximum of 50 percent of the weight of cement with ground iron blast
furnace slag.  When ground iron blast furnace slag is used, the minimum cement factor and
water/cement ratio will be determined on the basis of the combined weight of the portland
cement and ground iron blast furnace slag.  When ground iron blast furnace slag is used to
control alkali silica reactivity, see Table 902 B for percentage.

902.04 BLENDED HYDRAULIC CEMENT. M 240, Type I (PM) or a Type IP containing 15
to 25 percent pozzolan by weight of cement.  Maximum loss on ignition is 3.0 percent. Do not
use ground iron blast furnace slag for blending.  The requirement for a manufacturer’s written
statement of the chemical composition is waived.

902.05 MASONRY CEMENT. C 91, except the water retention and staining tests are waived.

902.06 CONCRETE ADMIXTURES. Do not use concrete admixtures that contribute more
than 200 ppm of chlorides based on the cement content when tested per MSMT 610.  Use only
prequalified admixtures.

Do not use pozzolan and Type I (PM) or Type IP cement in the same mix.  Since the strength
gains are delayed with these materials, a longer period of time may be required for curing and
form removal.

902.06.01 Air Entraining Admixtures.  M 154.

902.06.02 Chemical Admixtures.  M 194, Type A, D, or nonchloride C.

902.06.03 High Range Water Reducing Admixtures.  M 194, except that it shall be a liquid,
the water content shall be a maximum of 85 percent of that of the control, and the durability
factor shall be a minimum of 90.  Use Type F for early strength, which shall produce a minimum
compressive strength in 12 hours of 180 percent of that of the control.  Use Type G when early
strength is not specified.  The manufacturer shall furnish certification as specified in TC-1.03.
The certification shall include curves indicating the fluid ounces of admixture per 100 lb of
cement as related to water reduction and strength gain for 12 hours when used with a minimum
cement factor of 700 lb.

902.06.04 Pozzolans. The use of pozzolans may be requested to control alkali silica reactivity or
for other reasons.  When a pozzolan is used, determine the minimum cement factor and
water/cement ratio on the basis of the combined weight cement and pozzolan.  See Table 902 B
for percentage of fly ash, and microsilica.
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(a) Fly Ash. M 295, pozzolan Class C or F, except that the maximum permissible moisture
content shall be 1.0 percent, and when used in concrete Mix Nos. 3 and 6 the maximum
loss on ignition 3.0 percent.

(b) Microsilica. C 1240, except that the oversize requirement is waived.

902.06.05 Corrosion Inhibitors.  Corrosion inhibitors shall be calcium nitrite based and contain
a minimum of 30 percent active ingredients by mass.  The gallonage of corrosion inhibitor used
in the concrete mixture shall be included as water when determining the water/cementitious
materials ratio.

902.07 PORTLAND CEMENT CONCRETE CURING MATERIALS.  Use burlap cloth,
sheet materials, liquid membrane forming compounds, or cotton mats.

902.07.01 Burlap.  M 182, Class 1, 2, or 3.

902.07.02 Sheet Materials.  M 171 with the following exceptions:

(a) White Opaque Burlap Polyethylene Sheeting.  Tensile strength and elongation
requirements are waived. Use sheeting having a finished product weight of not less than
10 oz/yd2.

(b) White Opaque Polyethylene Backed Nonwoven Fabric.  902.07.02(a), with the
thickness requirement waived.  Use material having a finished product weight of not less
than 5 oz/yd2.

(c) White Opaque Polyethylene Film.  Tensile strength and elongation requirements are
waived.

902.07.03 Liquid Membrane.  C309. Field control testing of the white pigmented curing
compounds is on the basis of weight per gallon.  The samples shall not deviate more than

 0.3 lb/gal from the original source sample.

902.07.04 Cotton Mats.  Cotton mats consist of a filling material of cotton bats or bats covered
with unsized cloth and tufted or stitched to maintain the shape and stability of the unit under job
conditions of handling.

Use coverings of either cotton cloth, burlap or jute having the following properties:

(a) Cotton cloth covering shall weigh not less than 6.0 oz/yd2 and have an average of not less
than 32 threads/in. of warp and not less than 28 threads/in. of filling.  Use raw cotton,
cotton comber waste, cotton card strip waste, or combinations thereof as the raw material
used in the manufacture of the cotton cloth.

 (b) Burlap or jute covering for cotton mats shall weigh not less than 6.4 oz/yd2 and shall have
not less than of 8 threads/in. of warp and not less than 8 threads/in. of filling.  Use the
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grade known commercially as "firsts" and they shall be free from avoidable imperfections
in manufacture and from defects or blemishes affecting the serviceability.

 Use a cotton bat, or bats made of raw cotton, cotton waste, cotton linters, or combinations
thereof, as the filling material for the mats. Mats shall weigh not less than 12 oz/yd2.

902.08 FORM RELEASE COMPOUNDS. Use form release compounds that effectively
prevent the bond of the concrete to the forms.  Form release compounds shall not cause
discoloration of the concrete or adversely affect the quality or rate of hardening at the interface
of the forms.

 The flash point of the form release compound shall not be less than 100 F when tested per
T 73.

902.09 PARAFFIN WAX. Use clear paraffin wax for use as a bond breaker for concrete.  The
flash point shall not be less than 380 F when tested under D 92.

902.10 PORTLAND CEMENT CONCRETE. Section 915 and as specified herein.

902.10.01 Proportioning.  Prior to the start of construction, submit to the AME the source and
proportions of materials to be used for each concrete mix.  The mixture shall meet 902.10.03.

 The concrete, with the exception of water and chemical admixtures, shall be proportioned by
weight.  Water and chemical admixtures may be proportioned by volume or weight.  The mix
shall be uniform and workable.

902.10.02 Materials.

Coarse Aggregate 901.01
Fine Aggregate 901.01
Cement 902.03 and 902.04
Concrete Admixtures 902.06
Synthetic Fibers 902.15
Water 921.01

902.10.03 Portland Cement Concrete Mixtures.
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The concrete mixes shall conform to the following:

TABLE 902 A

PORTLAND CEMENT CONCRETE MIXTURES

MIX NO.
28 DAY

SPECIFIED
COMPRESSIVE

STRENGTH

psi

STANDARD
DEVIATION

psi

CRITICAL
VALUE

psi

MIN
CEMENT
FACTOR

lb/yd3

COARSE
AGGREGATE

SIZE

M 43 / M 195

MAX
WATER/
CEMENT

RATIO

by wt

SLUMP
RANGE

in.

TOTAL
AIR

CONTENT

%

CONCRETE
TEMPERATURE

F

1 2500 375 2430 455 57, 67 0.55 2 — 5 5 — 8 70 ± 20

2 3000 450 3010 530 57, 67 0.50 2 — 5 5 — 8 70 ± 20

3 3500 525 3600 580 57, 67 0.50 2 — 5 5 — 8 70 ± 20

4 3500 525 3600 615 57, 67 0.55 4 — 8 N/A 70 ± 20

5 3500 525 3600 580 7 0.50 2 — 5 5 — 8 70 ± 20

6 4500 675 4770 615 57, 67 0.45 2 — 5 5 — 8   65 ± 15

7 4200 630 4420 580 57 0.50 1½ — 3 5 — 8 70 ± 20

8 4000 600 4180 750 7 0.42 2 — 5 5 — 8 65 ± 15

9      3000 (a) N/A N/A 800 57, 67 0.45 4 — 8 5 — 8 70 ± 20

10 4500 675 4770 700 ¾” – No. 4 0.45 2 — 5 6 — 9 65 ± 15

11 4200 630 4420 — 57, 67 0.45 2 — 5 5 — 8 65 ± 15

12 4200 630 4420 — ¾” – No. 4 0.45 2 — 5 6 — 9 65 ± 15

Note 1: When concrete is exposed to water exceeding 15,000 ppm sodium chloride content, Type II cement shall be used.  In
lieu ofType II cement, a Type I cement may be used in combined form with an amount of up to 50 percent replacement
with ground iron blast furnace slag, or an amount of up to 25 percent replacement with Class F fly ash.  The Contractor
shall submit to the Engineer the proposed mix proportions and satisfactory test results per C 1012 showing a sulfate
resistance expansion not exceeding 0.10 percent at 180 days

 Note 2: The temperature of Mix No. 6 when used for other than superstructure work as defined in TC-1.03 shall be 70 ± 20 F.
 Note 3: Type A or D admixture shall be added to bridge, box culvert, and retaining wall concrete.
 Note 4: Nonchloride Type C admixtures may be used when approved by the Engineer.
 Note 5: Other Slump Requirements:

  When a high range water reducing admixture Type F or Type G is specified, the slump shall be 4 to 8 in.
  When synthetic fibers are specified, the slump shall be 5 in. maximum.
  When concrete is to be placed by the slip form method, the slump shall be 2-1/2 in. maximum.
  When the absorption of the coarse aggregate is greater than 10 percent, the slump shall be 3 in. maximum.

Note 6: Mix 9 shall contain a Type F high range water reducing admixture.
 Note 7: Mix 10 and 12 shall be proportioned as specified in 211.2 of the ACI’s Recommended Practices for Selection

Proportions for. Structural Lightweight Concrete.  The maximum average Density of Cured Concrete shall be 118 lb/ft3.
Control testing for Density of Cured Concrete shall be two companion cylinders for each 100 yd3, or fraction thereof, as
specified in M 195.

Note 8: Mix 11 and 12 shall also conform to all requirements as specified in Table 902 C.
(a)  Acceptance will be based on a minimum compressive strength of 3000 psi in 24 hours. Design approval will be given   based on

trial batch obtaining a minimum compressive strength of 2500 psi in 12 hours. Testing shall conform to 902.10.08 except that
cylinders shall remain in the molds until tests are conducted.

Coarse and fine aggregate having an expansion up to 0.10 percent when tested for alkali silica
reactivity (ASR) MSMT 212 may be used without restriction.  Aggregates having an expansion
greater than 0.10 but less than 0.35 percent are considered reactive and may only be used when
one of the options in table 902 B are employed. Those having an expansion of 0.35 percent and
greater are prohibited.
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TABLE 902 B

OPTION

ALKALI
CONTENT

OF
CEMENT

% max

REPLACE CEMENT
WITH

SPECIFICATION
MATERIAL % BY

WEIGHT

1 1.50 Class F Fly Ash 15 – 25 M 295

2 1.50 Ground Iron Blast
Furnace Slag

25 – 50 M 302
Grade 100 or 120

3 1.50 Microsilica 5 – 7 C 1240

4 — Blended Cement (a) 100 M 240

5 0.60 (b) Low Alkali Cement 100 M 85

(a) Pozzolan content of 15 – 25 percent by weight of cement
(b) For mix 9 used for Portland cement concrete pavement repairs; the maximum allowable percentage of

alkalies in Portland cement shall be 0.70.

When reactive aggregate is used, designate which option will be used to control the formation
of the ASR gel.  If an option other than option 5 in Table 902 B above is chosen, conduct tests
per MSMT 212 using the reactive aggregate and the proposed cementitious material.  The
expansion test results shall not be greater than 0.10 percent.  When more than one reactive
aggregate is used in a concrete mix, each shall be tested individually and the maximum amount
of pozzolan required to reduce the expansion of all the aggregates to 0.10 percent or less shall be
used.  Submit the aggregate source, test results, and the percent and type of replacement cement
to the Engineer.  The Engineer may withhold source approval pending verification testing.
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TABLE 902 C

MIX PHYSICAL PROPERTIES

TEST PROPERTY TEST
METHOD

SPECIFICATION
LIMITS

Minimum Cementitious Materials Factor, lb/yd3 — 580

Maximum Content of Portland Cement, lb/yd3 — 550

Water/Cementitious Materials Ratio by Wt. — 0.45

Corrosion Inhibitor,  gal/yd3 902.06.05 2.0

Synthetic Fibers, lb/yd3 902.15 1.5

Permeability of Field Concrete, moving average
of three tests, coulombs max

T 277
Modified

2500

Permeability of Field Concrete, individual test,
coulombs max

T 277
Modified

3000

Shrinkage at 28 days, microstrains C 157 400

Note 1:  Only Type I or II Portland cement shall be used.
 Note 2:  Mixes shall contain ground iron blast furnace slag, fly ash or microsilica.

 Note  3:  The  water  to  cement  ratio  shall  be  based  upon  the  total  water  to  cementitious  materials  ratio.   The  gallonage  of  the
 corrosion inhibitor shall be included in the water/cementitious materials ratio.

 Note 4: The permeability test value of field concrete shall be the average of two test specimens representing production concrete.
Test specimens shall be molded on the project site in 4 x 8 in. molds conforming to M 205.  Test specimens shall be
handled under same conditions as compressive strength test specimens in conformance with C 31 for the first seven days.
When seven days old, they shall be cured in a 100 F water bath for the remainder of the 28 day curing.  The 28 day rapid
chloride  permeability  of  the  specimens  will  be  determined  in  conformance  with  T  277.  Test  for  the  geometry  of  test
specimens will be waived.

 Note 5:  Shrinkage tests will be performed on trial mixes only.
 Note 6:  High range water reducing admixture may be used except the water reducing requirements will be waived.
 Note 7:  A sealer conforming to 902.12 shall be used on the finished surface.

902.10.04 Trial Batch.  A trial batch shall be prepared to certify that each mix meets 902.10.05
and 902.10.06.  Approval will be given when the test results meets the minimum required
average strength.

 Make arrangements with the AME at least two weeks in advance, to have an authorized
representative present during the batching and testing.  Each trial batch shall consist of at least
3 yd3 of concrete.  Supply all equipment, and labor required to produce the trial batches and
conduct the required tests at no additional cost to the Administration.

 The AME may waive the requirement for a trial batch when past performance records show
that the required average strength requirement has been met.
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902.10.05 Design Required Average Strength.

Specified compressive strength,
fc´, psi

Required average compressive
strength, fcr´, psi

fc´  5000

Use the larger value computed
from Eq. (A-1) and (A-2)

fcr´  = fc´  + 1.34s (A-1)
fcr´  = fc´  + 2.33s – 500        (A-2)

Over  5000

Use the larger value computed
from Eq. (A-1) and (A-3)

fcr´  = fc´  + 1.34s (A-1)
fcr´  = 0.90 fc´  + 2.33s          (A-3)

 where:

fc´ = the 28 day specified compressive strength.
s   = the standard deviation as specified in 902.10.06.

A test is defined as the average strength of two companion cylinders.

902.10.06 Standard Deviation.

(a) When past performance records are available, a standard deviation will be established from
documented performance records of the producer consisting of a minimum of 15
consecutive 28 day compressive strength tests obtained within the last 12 months.

The standard deviation will be established as the product of the calculated standard
deviation and multiplier.

NUMBER
OF

TESTS

MULTIPLIER
FOR

STANDARD
DEVIATION

15 1.16

20 1.08

25 1.03

30 or more 1.00

Interpolate for intermediate number of tests.
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 (b) When past performance records are not available, the required average strength shall meet
to the following:

Specified compressive strength,
fc´, psi

Required average compressive
strength, fcr´, psi

fc´ < 3000 fcr´  = fc´  + 1000

3000   fc´  5000 fcr´  = fc´  + 1200

fc´ > 5000 fcr´  = 1.10 fc´  + 700

902.10.07 Standard of Control.  The average of all sets of three consecutive strength tests shall
equal or exceed the critical value as specified in 902.10.03 which shall be computed using the
following formula:

 Critical Value = fc' + (1.14 X S) – 500

 Failure to conform to this criteria shall be cause for immediate investigation and remedial
action up to and including suspension of production.  A design standard deviation equal to 15
percent of the specified strength shall be used for calculation until a minimum of 15 test results
are obtained.

 The actual average strength and standard deviation shall be computed upon the availability of
28 day strength data comprising a minimum of 15 tests.  Should this determination indicate an
excessive margin of safety, the concrete mix may be modified to produce lower average strength
as approved by the Engineer.  If these calculations indicate a coefficient of variation greater than
15, the quality of the concrete and testing will be evaluated.
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902.10.08 Testing.  Sampling per T 141.  Testing as follows:

TEST METHOD MINIMUM TEST
FREQUENCY RESPONSIBILITY

Temperature (e) T 309 1 per 50 yd3

(or fraction thereof) Project Engineer

Slump (a)(e) T 119 1 per 50 yd3

(or fraction thereof) Project Engineer

Air Content (a)(e) T 152
T 196

1 per 50 yd3

(or fraction thereof) Project Engineer

Compression (b)(c)(d) T 23 1 per 50 yd3

(or fraction thereof) Project Engineer

Compression (b)(c)(d)
Mix No. 7 Only T 23 3 per Day Project Engineer

(a)  A second test will be made when the first slump or air content test fails.  Acceptance or rejection will be
based on the results of the second test.

(b) Compressive strength tests are defined as the average of two companion cylinders.
(c)  The Contractor shall be responsible for the making of all early break cylinders and furnishing the molds,

stripping, curing/delivery of all cylinders, including 28 day cylinders, to the testing laboratory.
(d)  The Project Engineer will be responsible for making, numbering and signing the 28 day cylinders.
(e)  When constructing plain and reinforced concrete pavements, the testing frequency for slump, air content,

and temperature shall be 1 per 100 yd3 or fraction thereof.

902.10.09 Acceptance.  Concrete will be acceptable if both of the following requirements are
met:

(a) The average of all sets of three consecutive strength tests equal or exceed the specified
design strength.

(b) No individual strength test (average of two companion cylinders) falls below the specified
design strength by more than 500 psi.

902.10.10 Price Adjustment.  A price adjustment will be based on the Contract unit price per
cubic yard of concrete.  If the unit is a lump sum item, the price per cubic yard for the concrete
will be determined by dividing the cubic yards into the Contract lump sum price.

 (a) Test Results More Than 500 psi Below the Specified Design Strength.  Failing strength
tests will be considered individually with a price adjustment being applied on the
percentage basis as shown below.

(Price per yd3) X (quantity of yd3 represented by the failing concrete strength) X (percent
of failure).

Example:

$400.00 per yd3 X 50 yd3 X [1-(3600/ 4500 psi)] = $4,000.00
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 No payment will be allowed when the test results fall below 50 percent of the specified design
strength for structural concrete or 40 percent for incidental concrete.

 The Engineer will determine when the strength of the concrete represented by the failing tests
is sufficient to remain in place or whether it must be removed and replaced with Specification
concrete.

(b) Test Results 500 psi or Less than the Specified Design Strength.  Strength failures
500 psi or less than the specified design strength will be averaged with the next two
consecutive tests.  If those two tests include a failure greater than 500 psi, those tests will
be evaluated as in 902.10.10(a) and replaced with the next consecutive test.  If the resulting
average falls below the specified design strength, a price adjustment will be applied as
specified in the table below.  Any failure will only be included in one grouping.

STRENGTH BELOW THE
SPECIFIED (avg of 3 tests)

DESIGN LEVEL, psi
ADJUSTMENT

FACTOR

MIX NO. 1 THRU MIX NO. 7

1 – 100 0.005

101 – 200 0.01

201 – 300 0.02

301 – 400 0.04

401 – 500 0.08

Adjustment price equals (price per yd3) X (quantity of yd3 represented by the failing
cylinders) X (the adjustment factor).

 Example:

$400.00 per yd3 X 50 yd3 X 0.01 = $200.00

902.11 MORTAR FOR GROUT. Mortar used for grouting anchor bolts, pipe, handrail posts,
and miscellaneous items shall be composed in accordance with one of the following:

 (a) One part Portland cement or blended hydraulic cement and one part mortar sand by dry
loose volume.

(b) Prepared bag mixes consisting of Portland cement or blended hydraulic cement and mortar
sand.  The prepared mixes shall produce a mortar meeting the strength requirements
specified in the Contract Documents.

(c) Use nonshrink grout when specified.  The grout shall have a minimum compressive
strength of 5000 psi in seven days when tested as specified per T 106, except that the cube
molds shall remain intact with a top firmly attached throughout the curing period.  The
nonshrink grout shall have a minimum expansion of 0.0 percent after seven days when
tested as specified per T 160.
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(d) Epoxy grout shall consist of sand and epoxy mixed by volume in per the manufacturer's
recommendations.  The grout shall be capable of developing a minimum compressive
strength of 6500 psi in 72 hours when tested per MSMT 501.  Sand for epoxy grout as
specified in 901.01.

(e) An epoxy or polyester anchoring system may be used when approved by the Engineer in
accordance with the manufacturer's recommendations.  Strength values shall be as specified
in the Contract Documents.

902.12 LINSEED OIL. Shall consist of a 50-50 mixture (by volume) of boiled linseed oil
meeting Federal Specification TT-L-190 and kerosene per D 3699.

902.13 LATEX MODIFIED CONCRETE. Portland cement concrete containing prequalified
Laboratory approved styrene butadiene latex emulsion is defined as Latex Modified Concrete
(LMC).

 Latex emulsion shall have a minimum of 90 percent of the nonvolatiles as styrene butadiene
polymers.  The latex emulsion as specified in Table 902.13 A.  The material shall be stored in
suitable containers and be protected from freezing and exposure to temperatures in excess of
85 F.

 LMC shall be proportioned using volumetric mixing and designed as follows:

LATEX MODIFIED CONCRETE

MATERIAL SPECIFICATION
LIMITS

Portland Cement, CWT/yd3,
min

6.6

Latex Emulsion/Cement Ratio 0.31 – 0.34

Water/Cement Ratio, max 0.22

Entrained Air, % 6.0  3

Slump, in. 5  1

The physical properties of LMC shall conform to Table 902.13 B.  The Contractor shall furnish
the necessary 3 X 6 in. molds per M 205 to be used for the fabrication of compressive strength
cylinders.

Control and Acceptance Sampling.

(a) Submit a two qt minimum sample, of the styrene butadiene latex emulsion to the AME
daily for each lot of material used in a day's production.

(b) A batch for LMC is defined as the capacity of the equipment being used on the project.
Slump and air samples will be taken and tested before the placement of a batch is permitted.  The
slump shall be measured four to five minutes after discharge from the mixer.  The test material
shall be deposited off the deck and not be disturbed during this waiting period.  One additional
sample for slump and air will be taken randomly during the placement of each batch.  For seven
day compressive strength, two tests each per batch are required.  A test is defined as consisting
of two companion cylinders.  The samples for these tests will be taken at random while the
placement is in progress.

 TABLE 902.13 A
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REQUIREMENTS FOR CHEMICAL PROPERTIES OF
LATEX EMULSION MATERIALS

PROPERTY

SPECIFICATIONS QUALITY ASSURANCE
TESTS

LIMITS TOLERANCE PREQUALIFICATION
TESTS

CONTROL
AND

ACCEPTANCE
Color White — X X

pH 9.0 – 11.0 — X X

Weight, lb/gal 8.40 – 8.47 — X X

Solids Content, % 46 – 53 — X X

*Butadiene Content,
% of polymer 30 – 40 — — —

Viscosity
@ 10 rpm-cps

Match
Original  20 X X

*Surface Tension,
dynes/cm max 50 — — —

*Mean Particle Size,
polymer – Å 1400 – 2500 — — —

Coagulum, % max 0.10 — X X

*Freeze-Thaw
Stability, coagulum,
% max 0.10 — X X

Infrared Spectra of
Latex Film

Match
Original — X X

Infrared of Alcohol,
Soluble Portion of
Latex

Match
Original

— X X

Shelf Life, min 1 yr — X —

Note 1: Quality assurance tests shall be conducted as specified in MSMT 612 except those denoted by an * shall be conducted as
specified in FHWA RD – 78-35.

Note 2: The original or prequalification sample shall be accompanied by the producer's certification on all of the tests and properties
noted above and as specified in TC-1.03.  The certification shall contain actual test values of the product and the infrared
spectrograph.

Note 3: A separate certification is required for each lot of material.  The certification shall note the date of manufacture, lot size, and
whether or not the material is identical to the formulation of the original sample.

TABLE 902.13 B

LATEX MODIFIED CONCRETE
PHYSICAL PROPERTIES

TEST PROPERTY TEST
VALUES

QUALITY
ASSURANCE TESTS

PREQUALIFIED
TESTS

CONTROL AND
ACCEPTANCE

7 Day Compressive Strength,
psi  min 3000 X X

28 Day Compressive Strength,
psi min 3500 X —

42 Day Compressive Strength,
psi min 3500 X —

7 Day Flexural Strength,
psi min 550 X —
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28 Day Flexural Strength,
psi min 650 X —

42 Day Shear Bond Strength,
psi min 2000 X —

Durability Factor,
300 cycles, % min 85 X —

Chloride Permeability,
Ppm max 510 X —

Scaling Resistance,
50 cycles, max 3 X —

Note 1:  Quality assurance tests shall be conducted as specified in MSMT 721.
Note  2:  Seven  Day  Compressive  Strength  Test  will  be  used  for  Control  &  Acceptance  of  the  material.   The  minimum

specified design strength is 3000 psi at seven days.  The mix design approval and acceptance will be based on a
coefficient of variation of 10 percent with a probability of 1 in 10 tests falling below the specified strength.  Only  test
values 80% or greater than the specified strength will be accepted

902.14 RAPID HARDENING CEMENTITIOUS MATERIALS FOR CONCRETE
PAVEMENT REPAIRS.  Materials shall be a dry, packaged cementitious mortar having less
than 5 percent by weight of aggregate retained on the 3/8 in. sieve and meet the following
requirements:

Classification.

Class I — For use at ambient temperatures below 50 F.
Class II — For use at ambient temperatures of 50 to 90 F.
Class III — For use at ambient temperatures above 90 F.

Chemical Requirements.  C 928 except that no organic compounds such as epoxy resins or
polyesters as the principal binder.
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Physical Requirements.  Meet the following when tested per MSMT 725:

COMPRESSIVE STRENGTH, psi min
CLASSIFICATION < 2 hr 2-6 hr 6 hr 28 days

Type I — Slow — — 2000 4500

Type II — Rapid — 2000 — 4500

Type III — Very Rapid 2500 — — 4500

TEST RESULTS
TEST PROPERTY LIMITS

Bond Strength, 7 days, psi min 2000

Length Change, increase after 28 days in water,
based on length at 3 hr, % max + 0.15

Length Change, decrease after 28 days, % max - 0.15

Freeze Thaw, loss after 25 cycles in
10% CaCl2 solution, % max 8

Initial Setting Time, minutes min 10

Marking.  All packages delivered to the project shall be marked with the following information:

(a) Date material was packaged.

(b) Approximate setting time.

(c) Recommended dosage of water or liquid component.

(d) Mixing instructions.

(e) Class or temperature range.

Certification.  The manufacturer shall furnish certification as specified in TC-1.03 showing the
actual test results for each class and type of material submitted to the Laboratory.

902.15 SYNTHETIC FIBERS. When synthetic fibers are specified in the Contract
Documents, the fibers shall be 1/2 to 1-1/2 in. long and conform to C 1116, Type III. The
manufacturer shall furnish certification as specified in TC-1.03.  The quantity of fibers used and
their point of introduction into the mix shall conform to the fiber manufacturer's
recommendations.

902.16 CONTROLLED LOW STRENGTH MATERIAL.
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902.16.01 Usage.  Controlled Low Strength Material (CLSM) shall consist of the types described
below:

TYPE A – Used where future excavation of the CLSM may be necessary (e.g. utility
trenches, pipe trenches, bridge abutments, and around box culverts).

TYPE B – Used where future excavation of the CLSM is not anticipated (e.g. filling
abandoned conduits, pipes, tunnels, mines, etc. and replacing unsuitable soils below roadway
and structure foundations where extra strength is required).

902.16.02 Materials.

Coarse Aggregate 901.01*
Fine Aggregate 901.01
Cement 902.03 and 902.04
Concrete Admixtures 902.06
Fly Ash 902.06.04
Water 921.01

 *maximum size of 3/4 in.

 Produce CLSM in conformance with the applicable portions of Section 915 and the following:

902.16.03 Proportioning.  Submit the sources and proportions of materials, and test data for
each CLSM mixture prior to construction. CLSM shall be proportioned, on the basis of field
experience and/or laboratory trial mixtures, to produce a flowable and self-compacting mixture
meeting the requirements of 902.16.04.

 CLSM shall be proportioned by weight; with the exception of water and chemical admixtures.
Water and chemical admixtures may be proportioned by volume or weight.

902.16.04 CLSM Mixtures. Proportion CLSM with sufficient amounts of Portland cement, fly
ash, or ground granulated blast furnace slag; individually or in combination, to produce a
cohesive, non-segregating mixture that conforms to the physical properties in the following
table:

CLSM
Mix

28 Day Compressive Strength, (psi)
ASTM D4832

Flow Consistency, (in.)
ASTM D6103

Type A 50 - 200 8 min.

Type B 500 min. 8 min.
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CATEGORY 900
MATERIALS

SECTION 904 — PERFORMANCE GRADED
ASPHALT BINDERS AND ASPHALT MIXES

683  DELETE:  SECTION 904 — PERFORMANCE GRADED ASPHALT BINDERS AND
HOT MIX ASPHALT.

INSERT:  The following.

SECTION 904 — PERFORMANCE GRADED
ASPHALT BINDERS AND ASPHALT MIXES

904.01 CERTIFICATION. The manufacturer and hauler shall furnish certifications as
specified in TC-1.03 and the following:

 The manufacturer shall certify:

(a) Date and time of loading.

(b) Tank or blending system.

(c) Identification of hauling unit.

(d) Binder grade, temperature, and quantity of materials.

(e) Complete certified analysis.

(f) Lot number, if applicable.

 The hauler shall certify:

(a) Identification of hauling unit.

(b) Binder grade and source of last delivery.

(c) The date of the last delivery using this hauling tank and volume of material remaining in
the tank at the time of current loading.

904.02 PERFORMANCE GRADED ASPHALT BINDERS. M332 Table 1, for mixes
containing all virgin materials, recycled asphalt pavement materials, or roofing shingles from
manufacturing waste.  The Office of Materials Technology’s (OMT) Asphalt Technology
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Division (ATD) will approve all PG binders.  Submit certification from an approved supplier per
M332 showing the final product meets specifications.

 Chemical or organic additive suppliers shall supply the dosage rate and provide certification of
the resultant PG binder.

 The PG binder for asphalt mixes shall be achieved by the use of Neat Asphalt with elastomer
polymer modifications when needed. Modifications to PG binder shall be as approved.

902.02.01 Warm Mix Asphalt (WMA) PG Binders.  Include the PG binder performance grade
test data over the range of WMA additive percentages proposed for WMA use.  An AASHTO
accredited laboratory shall be employed to perform all required WMA binder laboratory testing.

904.03 EMULSIFIED ASPHALTS. M140 or M208, and M316 with the following exceptions:

(a) Cement mixing tests are waived.

(b) Maximum of 3.0 percent by volume of oil distillate.

(c) The sieve test requirement for field samples shall be a maximum of 0.4 percent.

904.04 ASPHALT MIXES. Section 915.  Asphalt mixes shall be produced as specified.

904.04.01 Aggregates. M323 and Section 901.  Test the aggregate retained on the 4.75 mm
sieve for flat and elongated particles per D4791. Recycled asphalt pavement used in an asphalt
mix shall be considered an aggregate source per 900.03.

904.04.02 Mix Design. Develop asphalt mix designs in conformance with R35, M323 and
MSMT 416, except replace “Table 6, Superpave HMA Design Requirements” in M323 with the
following:
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DESIGN
LEVEL 20-Year Design Traffic,

ESALs

Ndesign

1 <300,000 50

2 300,00 to <3,000,000 65

3 3,000,000 to <10,000,000 80

4 10,000,000 to <30,000,000 80

5 >30,000,000 100

Design asphalt mixes for the Equivalent Single Axle Loading (ESAL) range specified.

 Asphalt mixes designed with Reclaimed Asphalt Pavement (RAP) and/or Reclaimed Asphalt
Shingles (RAS) shall also conform to MSMT 412.

904.04.03 Mix Design Approval.  Submit data from the laboratory study to OMT for tentative
approval at least 30 days prior to paving operations.  Submit mix designs in an approved format.
Include the following:

(a) Mix designation.

(b) Source, percentage, and grade of performance graded asphalt binder.

(c) Source, gradation, and proportion of each component aggregate.

(d) Target aggregate gradation.

(e) Plant where the asphalt mix will be produced.

(f) Plant target mixing temperature based on viscosity of 0.22 Pa·s.

(g) Ratio of dust to binder material on effective asphalt.

(h) Maximum specific gravity at the target binder content.

(i) Mix design grading plotted on 0.45 power gradation chart.

(j) Tensile strength ratio and worksheets.
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(k) The bulk specific gravity and gyratory weight at Ndesign gyrations.

(l) The air void content (percent Va) at N Design gyrations.

(m)The voids in the mineral aggregate (percent VMA) and the voids filled with asphalt
 (percent VFA) at N Design gyrations (T 312).

(n) All consensus and source properties.

(1) Coarse aggregate angularity.

(2) Flat and elongated.

(3) Sand equivalent.

(4) Uncompacted void content of fine aggregate.

(5) Bulk and apparent specific gravity of coarse and fine aggregate.

(6) Absorption of coarse and fine aggregate.

 Include the quantity of job mix formula aggregate and appropriate amount of required PG
binder for ignition oven calibration with each mix design submitted for approval.

 When previous construction or performance experience has shown the proposed mix design to
be unsatisfactory, OMT may require submission of a more suitable design.

(a) When a change to the source of aggregate used in the mix is proposed, submit a revised
mix design as specified.

(b) Notify OMT two working days in advance if a change in the PG binder source becomes
necessary.

(c) Conduct a stripping test per MSMT 410 and submit an initial PG binder sample for testing
and approval. OMT may require an anti-stripping additive test per D4867 before approval.

904.04.04 WMA Mix Design Approval.  904.04.03 and the following:

(a) Warm Mix technology and/or additive information.

(b) WMA manufacturer’s established target rate for water and additives and the acceptable
variation for production.
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(c) Producer’s compaction temperature of gyratory specimens.

(d) The producer shall follow the manufacturer’s recommendation for incorporating additives
and WMA technologies into the mix per the manufacturer’s recommendations.

 When a foaming, chemical or organic additive is used, submit the appropriate job mix formula
(JMF) per R35 for approval.

(a) All WMA technology methods shall require a mix design/field placement demonstration on
a non-Administration project once the JMF is approved and before verification, or as
approved. Notify OMT two working days prior to shipment.

(b) A technical representative from the product supplier must be present during the initial
shipment and placement of the WMA when a chemical or organic additive is used.

(c) If all specification requirements are met, this is a one-time demonstration per product, per
plant, or with a combination of products.

(d) The demonstration may be waived if the asphalt producer has successfully placed WMA on
other projects with the same aggregates and can provide testing data and contact
information.

904.04.05 Verification of Mix Design. Conduct a verification of the mix at the beginning of
production in each plant after receiving tentative approval for the design.

(a) Notify the Engineer and OMT at least two working days in advance of the scheduled
verification. Verification shall be performed by certified personnel per 504.03.

(b) Prepare the verification samples per R35.  All verification samples will be split with the
OMT laboratory.

(c) Compare and evaluate the verification test results per MSMT 735.

904.04.06 Verification Evaluation.  MSMT 735.

(a) Initial verification consists of four split samples tested as specified.  Begin random
sampling with the first day's production, with at least one split sample witnessed by an
OMT representative.

(b) If the first day of production is less than 2 000 tons, verification testing may be spread over
no more than five working days with production of 200 tons or more. Complete
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verification testing no later than the fifth working day with production in excess of
200 tons or on the day when production has reached 2 000 tons, whichever occurs first.

(c) Production may proceed without any changes when the Contractor’s and Administration’s
test results conform to a Percent within Specification Limit (PWSL) of at least 85.  If the
mixes submitted have identical aggregate combinations and differing asphalt contents
associated with changes in ESAL loads, verification may be limited to volumetric analysis,
as determined.

(d) If all test results do not conform to  the  parameters  with  a  PWSL  of  at  least  85,  then  an
adjustment to the asphalt content or gradation may be made to bring the mix design
requirements within acceptable levels.  Permissible adjustment limitations between the
approved Mix Design and Adjusted Mix Design are as follows:

TEST PROPERTY
PERMISSIBLE
ADJUSTMENT

% (*)
Larger than 1/2 in. (12.5 mm) sieve ± 5
1/2 in. (12.5 mm) thru No. 4 (4.75 mm)
sieves ± 4

No. 8 (2.36 mm) thru No. 100 (1.50 m)
sieves ± 3

No. 200 (75 m) sieve ± 1.0
Binder Content ± 0.20

*The permissible adjustment for all mixes shall be within control points

(e) Perform a second verification to ensure that the modified mix conforms to all design
requirements when an adjustment outside the permissible adjustment percentage is made to
the mix design.  Conform to the time and tonnage limitations as specified. Production may
proceed when the adjusted mix is within control points and meets the PWSL.  Suspend mix
production and submit a new mix design for approval if the mix does not meet
specifications.  Design the new mix as specified.

(f) Suspend mix production if subsequent designs submitted due to nonconformance do not
meet specifications during the initial verification until corrective action is taken, as
approved.

 If an adjustment to a verified mix is necessary due to aggregate changes, the mix design must
meet all specification requirements before a new mix design number is issued.  Verification will
be based on the last 4 QA and QC production samples.
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904.04.07 Thin Lifts. As specified in 504.03.12.  Lift thicknesses shall be designated as thin
lifts when the lift thickness specified does not meet 3-times nominal maximum aggregate size for
fine graded mix designs or 4-times nominal maximum aggregate size for coarse graded mix
designs.

 Determine fine and coarse graded thin lift mix designs per M 323 and in accordance with the
table below.

Thin Lift Mix Design Identification Table
Gradation Classification

 Control Sieve Mix Design Target  (%Passing)
Mix Designation Fine Graded Coarse Graded

4.75mm A thin lift is a specified pavement
thickness < 1 inch.

A thin lift is a specified pavement
thickness < 1 inch.

9.5mm
When the

2.36mm (#8) is  47%,
a thin lift is a specified pavement

thickness < 1 1/8 inches

When the
2.36mm (#8) is < 47%,

a thin lift is a specified pavement
thickness < 1 1/2 inches

12.5mm
When the

2.36mm (#8) is  39%,
a thin lift is a specified pavement

thickness < 1 1/2 inches

When the
2.36mm (#8) is < 39%,

a thin lift is a specified pavement
thickness < 2 inches

19.0mm
When the

4.75mm (#4) is  47%,
a thin lift is a specified pavement

thickness < 2 1/4 inches

When the
4.75mm (#4) is  < 47%,

a thin lift is a specified pavement
thickness < 3 inches

25.0mm
When the

4.75mm (#4)  40%,
a thin lift is a specified pavement

thickness < 3 inches

When the
4.75mm (#4) < 40%,

a thin lift is a specified pavement
thickness < 4 inches

37.5mm
When the

9.50mm (3/8)  47%,
a thin lift is a specified pavement

thickness < 4 1/2 inches

When the
9.50mm (3/8) < 47%,

a thin lift is a specified pavement
thickness < 6 inches

904.04.08 Anti-stripping Additives. D4867.  Asphalt mixes shall have a Tensile Strength Ratio
(TSR) of at least 0.85.

(a) The freeze-thaw conditioning cycle is required.  OMT testing of TSR’s will be performed
randomly.

(b) Asphalt mixes not meeting the minimum TSR require the use of an approved anti-stripping
additive.

(c) The producer shall determine the exact quantity of anti-stripping additive required per
D4867 based on a minimum TSR of 0.85.
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(d) The dosage rate when a heat stable anti-stripping additive is used shall be at least
0.20 percent of the total weight of asphalt. The additive shall be introduced by the PG
binder supplier or at the plant by line blending, metering, or otherwise measuring to ensure
accurate proportioning and thorough mixing.

(e) Hydrated lime (when used) shall conform to C 1097.  Add hydrated lime in slurry form at
the rate of 1.0 to 1.5 percent by weight of total aggregate.  The lime slurry shall be sprayed
uniformly on the aggregate on the feed belt prior to entry into the asphalt plant dryer.

(f) Plant control and acceptance of the mix will be based on MSMT 410 per its stripping
potential.

904.04.09 Plant Control. The following tolerances shall apply:

TABLE 904 A – DENSE-GRADED MIX TOLERANCES

PHYSICAL
PROPERTIES

PLANT  PROJECT SITE
Site or Hauling
Unit Samples

Behind the
Paver Samples

Passing No. 4 (4.75 mm) sieve and larger, % ± 7 ± 7
 Passing No. 8 (2.36 mm) thru No. 100 (150 m) sieve, % ± 4 ± 5
Passing No. 200 (75 m) sieve, % ± 2 ± 2
Asphalt content, % ± 0.4 ± 0.5
Ratio of dust to binder material 0.6 to 1.6 (a) 0.6 to 1.6 (a)
Mix temperature leaving plant vs.mix design temperature,
F ± 25 NA

Deviation of maximum specific gravity per lot versus
design maximum specific gravity ± 0.030 ± 0.040

Voids, total mix, (VTM), % 4.0 ± 1.2 4.0 ± 1.2
Voids, total mix, 4.75 mm mix (VTM), % 3 ± 2 3 ± 2

Voids in mineral aggregate, (VMA), % ± 1.2 from design
target

± 1.2 from design
target

Voids filled asphalt (VFA), % Within spec Within spec
Bulk specific gravity, Gmb, % ± 0.022 ± 0.022

(a) Not applicable to 4.75 mm.
904.04.10 PWSL Computations. As specified in 504.04.02.  Perform PWSL computations for
maximum specific gravity, voids in the total mix, voids in the mineral aggregate, and voids filled
with asphalt.  Use the moving average of the last three consecutive test values for each
parameter.
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(a) If the PWSL for the three test values falls below 85, take corrective action to bring the
PWSL to at least 85.

(b) If the PWSL drops below 68, production shall be suspended until corrective action is taken
as approved.
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CATEGORY 900
MATERIALS

SECTION 908 — REINFORCEMENT STEEL

703 DELETE:  SECTION 908 — REINFORCEMENT STEEL in its entirety.

INSERT:  The following.

SECTION 908 — REINFORCING STEEL

908.01 DEFORMED REINFORCEMENT. A615, Grade 60 or A 706, Grade 60.  Use A706
Grade 60 when welding of the reinforcement is required.  Deformed bars shall be epoxy powder
coated per 917.02 when specified.

908.02 PLAIN REINFORCEMENT. A36 or A615, Grade 60.  Bars used as ties in portland
cement concrete pavement expansion and contraction joints shall be plain round steel bars unless
otherwise specified.  Bars shall be epoxy powder coated per 917.02.  Bars used for traverse joints
shall not exceed the maximum pullout strength per M 254.

908.03 STAINLESS STEEL BARS. A276, Type SM-29.  Stainless steel bars may be used in
lieu of epoxy powder coated plain bars.  Deformed stainless steel bars shall meet A615 for cross
sectional area and deformations.

908.04 SLEEVES FOR DOWEL BARS IN PAVEMENT EXPANSION JOINTS. Sleeves
for dowel bars shall be sheet metal and capable of fitting over 2 ± 1/4 in. of the bar.  Sleeves
shall have a closed end with a stop to hold the end of the sleeve a minimum distance of 1 in.
from the end of the dowel bar.

908.05 WELDED STEEL WIRE REINFORCEMENT, PLAIN. A185.  Reinforcement shall
be furnished in flat sheets.

908.06 WELDED STEEL WIRE REINFORCEMENT, DEFORMED. A497.

908.07 WELDED DEFORMED STEEL BAR MATS.  A184.

908.08 STEEL WELDED WIRE REINFORCEMENT FOR PNEUMATICALLY
APPLIED MORTAR AND CONCRETE ENCASEMENT. A185, galvanized per A123.  The
reinforcement shall be fabricated from size W1.4 wire on 3 in. centers in each direction or from
W0.9 wire on 2 in. centers in each direction.

908.09 COLD DRAWN STEEL WIRE. M32 for concrete reinforcement.
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908.10 TIE DEVICES FOR CONCRETE PAVEMENT.  Tie device sizes shall be as
specified and made from deformed bar meeting 908.01 with a threaded connection.  Tie devices
shall have a minimum tensile strength of 48000 psi.

908.11 STEEL STRAND.  M203, Grade 70, Low Relaxation Strand.

908.12 CERTIFICATION. TC1.03.  The steel manufacturer shall furnish certification for each
heat of steel supplied.
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CATEGORY 900
MATERIALS

SECTION 909 — METALS

703 DELETE:  SECTION 909 — METALS in its entirety.

INSERT:  The following.

SECTION 909 — METALS

909.01 STRUCTURAL STEEL. Structural steel shall meet all specified requirements.

(a) All primary load carrying members shall meet the supplementary toughness requirements
per. M270, Zone 2.

(b) Primary load carrying members are as follows or as specified.

(1) Finger joint steel from which saw tooth configurations have been cut, all stringers,
cover plates, bearing stiffeners, splice plates, pins and pin links for straight rolled steel
beam bridges; all flanges, webs, bearing stiffeners, splice plates, pins and pin links for
straight steel girder bridges.

(2) Additionally, on curved rolled steel beam and steel girder bridges; all diaphragms, cross
frames, lateral bracing, including connection plates to main stringers.

909.02 STEEL FOR MISCELLANEOUS USE. A36, A72 or A709, Grade 36 or 50.  Steel for
bearings on structures shall conform to A709, Grade 50.

909.03 WELDING MATERIALS. AWS D1.5 or D1.1 per design criteria.

909.04 GRAY IRON CASTINGS. A48, Class 30B.

909.05 STEEL STUD SHEAR DEVELOPERS. AWS D1.5 or D1.1 per design criteria

909.06 BOLTS, NUTS, AND WASHERS FOR GENERAL USE.

(a) Bolts, A307.

(b) Bridge anchor bolts A709, Grade 36.

(c) Washers, F436.
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(d) Nuts, A563, Grade A.  Galvanize per F2329 when required.  High temperature galvanizing
is not allowed.

909.07 HIGH STRENGTH FASTENERS, BOLTS, NUTS, AND WASHERS.

(a) Bolts, A325.

(b) Washers, F436.

(c) Nuts, heavy hex A194, Grade 2H or A563, Grade DH.  Galvanize per F2329.  High
temperature galvanizing is not allowed.

(d) Use A490, Type 3 fasteners on unpainted weathering steel.

 Rotational capacity testing shall be performed on all high strength fasteners.  Provide test
results per 909.01.

909.08 ANCHOR BOLTS, NUTS, WASHERS FOR TRAFFIC SIGNALS, HIGHWAY
LIGHTING, AND SIGNS. F1554, Grade 55 S1.
.

(a) Anchor bolts, galvanized for the full length of the threads and 3 in. below the threads.

(b) Nuts, heavy hex, A194, Grade 2H or A563, Grade DH.

(c) Flat washers, heavy washers, F436.

(d) Galvanize all hardware per F2329.  High temperature galvanizing is not allowed.

909.09 CAST WASHERS.  Cast washers, ogee washers, and special cast washers per A47.  Hot
dip galvanize per A153.

909.10 HARDWARE. F1667.  Spikes, wood screws, staples, brads, lag screws, carriage bolts,
and other parts under general hardware shall be composed of carbon steel.

909.11 STEEL FORMS. A653, Designation SS, Grades 33 through 80S.  Steel bridge deck
forms and deck form supports that remain in place shall be fabricated as specified.  Steel forms
shall be coated per Coating Designation G 165.  The minimum thickness of uncoated steel shall
be 0.0359 in.
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909.12 CERTIFICATION. TC-1.03.  The metal producer shall furnish certification as
specified.  Certification shall include actual mill test results and the chemical and physical
properties of the finished metal products.
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CATEGORY 900
MATERIALS

SECTION 920 — LANDSCAPING MATERIALS

748 DELETE:  Section 920 — Landscaping Materials, in its entirety.

INSERT:  The following:

SECTION 920 — LANDSCAPING MATERIALS

920.01 SOILS. Topsoil, Subsoil, and Bioretention Soil Mix shall conform to requirements of
this section. Soils shall be sampled, tested and approved per specifications of MSMT 356 by the
Soils and Aggregates Technology Division of the Office of Materials Technology, or by other
approved tests or laboratories.  Soils shall be amended as specified by the Nutrient Management
Plan (NMP).

920.01.01 Existing Topsoil and Salvaged Topsoil.

(a) Existing Topsoil. Existing topsoil is the surface material of existing landscaped areas on
SHA property that will be used for seeding or other landscape construction without
excavation or significant grading.

(b) Salvaged Topsoil. Salvaged topsoil is the surface material of existing landscaped areas on
SHA property that will be used for seeding or other landscape construction after being
excavated, stockpiled, and placed in designated areas.

(c) Composition. Existing topsoil and salvaged topsoil shall conform to the following:
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COMPOSITION - EXISTING TOPSOIL & SALVAGED TOPSOIL
TEST

PROPERTY
TEST 1

METHOD TEST VALUE AND AMENDMENT

Prohibited
Weeds —

Free of live stems or roots of Shattercane, Johnsongrass, Canada Thistle, Bull
Thistle, Plumeless Thistle, Musk Thistle, and Common Reed when inspected
before transportation.

Debris — 1.0 % or less by weight of cement, concrete, asphalt, crushed gravel or
construction debris when inspected.

Grading
Analysis

MSMT
356

Sieve Size Passing by Weight
Minimum %

2 in. 100
No. 4 90
No. 10 80

Textural
Analysis

MSMT
356

Particle % Passing by Weight
Size mm Minimum Maximum
Sand 2.0 – 0.050 15 77
Silt 0.050 – 0.002 Combined

Silt and Clay
23

80

Clay less than 0.002 30

Soil pH MSMT
356

pH of 4.8 to 7.6.  Apply limestone to topsoil with pH 4.8 to 6.1 per NMP.  Apply
sulfur to topsoil with pH 7.1 to 7.6 per NMP.

Organic
Matter

MSMT
356

1.0 to 8.0 % OM by weight.  Apply compost to topsoil with 1.0 to 1.7% OM per
NMP.

Nutrient
Content

MSMT
356

Administration will assess.  Apply fertilizer per NMP for nitrogen requirement
and optimum fertility index values (FIV) for phosphorus and potassium.

Soluble
Salts

MSMT
356

800 ppm (1.25 mmhos/cm) or less.  Apply gypsum to topsoil with 500 to 800 ppm
(0.78 to 1.25 mhos/cm) per NMP.

Harmful
Materials —

Topsoil shall not contain substances in concentrations that are harmful to human
health, water quality, or plant growth.  Industrial waste such as ash, slag, raw
sludge, dredge spoil, or similar materials shall not be soil components.

Note:
1 Materials Standards and Materials Testing 356 (MSMT 356) published by the Administration defines the approved test methods;

other materials shall be approved by visual inspection or methods defined by the Landscape Operations Division.

920.01.02 Furnished Topsoil. A natural, friable, surface soil that is uniform in color and
texture, and not derived from the project.  Producers shall be included in the Qualified Products
List maintained by the Administration for Furnished Topsoil.
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(a) Composition. Furnished topsoil shall conform to the following.

COMPOSITION - FURNISHED TOPSOIL

TEST
PROPERTY

TEST 1

METHOD TEST VALUE AND AMENDMENT

Prohibited
Weeds — Free of live stems and roots of species in 920.01.01 as well as live stems and

roots of Bermudagrass, Quackgrass, and Yellow Nutsedge.

Debris — 920.01.01

Grading
Analysis

MSMT
356 920.01.01

Textural
Analysis

MSMT
356

Particle % Passing by Weight
Size mm Minimum Maximum
Sand 2.0 – 0.050 20 75
Silt 0.050 – 0.002 Combined

Silt and Clay
25

75

Clay less than 0.002 20

Soil pH MSMT
356

pH of 5.2 to 7.6  Apply limestone to topsoil with pH 5.2 to 6.1 per NMP.  Apply
sulfur to topsoil with pH 7.1 to 7.6 per NMP.

Organic
Matter

MSMT
356 920.01.01

Nutrient
Content

MSMT
356 920.01.01

Soluble
Salts

MSMT
356 500 ppm (1.25 mmhos/cm) or less.

Harmful
Materials — 920.01.01

Note:
1 Materials Standards and Materials Testing 356 (MSMT) published by the Administration defines the approved test methods;

other materials shall be approved by visual inspection or methods defined by the Landscape Operations Division.

(b) Storage. Furnished topsoil shall be a homogenous mixture stored at a specific, identifiable
site in a stockpile constructed as specified in 308.03.28 and 701.03.02(c).

(c) Approval. Tests shall be completed and approval will be granted before furnished topsoil
is delivered.  Ensure that Form 27B has been completed and that a source of supply letter
for the furnished topsoil soil has been submitted and approved.

(d) Delivery. Certification shall be submitted that the furnished topsoil is delivered from an
approved stockpile.  A bill of lading or other acceptable documentation that identifies the
approved source of supply shall be submitted when furnished topsoil is delivered.

920.01.03 Salvaged Subsoil. Salvaged subsoil is the subsurface material of existing areas that
will be used for landscape construction after being excavated, stockpiled, and placed in
designated areas.
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(a) Composition. Salvaged topsoil shall conform to the following:

COMPOSITION - SALVAGED SUBSOIL
TEST

PROPERTY
TEST 1

METHOD TEST VALUE AND AMENDMENT

Prohibited
Weeds — 920.01.01

Debris — 5.0 % or less by weight of any combination of cement, concrete, asphalt, or other
construction debris when inspected.

Grading
Analysis

MSMT
356

Sieve Size Passing by Weight
Minimum %

2 in. 90
No. 4 85
No. 10 60

Textural
Analysis

MSMT
356

Particle % Passing by Weight
Size mm Minimum Maximum
Sand 2.0 – 0.050 10 85
Silt 0.050 – 0.002 10 85

Clay less than 0.002 5 40

Soil pH MSMT
356 pH of 4.5 to 7.8.

Organic
Matter

MSMT
356 0.1 to 5.0 % by weight.

Soluble
Salts

MSMT
356 1000 ppm (1.56 mmhos/cm) or less.

Harmful
Materials — 920.01.01

Note: 1 Materials Standards and Materials Testing 356 (MSMT) published by the Administration defines the approved test methods;
other materials shall be approved by visual inspection or methods defined by the Landscape Operations Division.

920.01.04 Furnished Subsoil. A natural subsurface soil that is uniform in texture and not
derived from the project.  Furnished subsoil shall conform to the following:
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(a) Composition. Furnished subsoil shall conform to the following:

COMPOSITION - FURNISHED SUBSOIL
TEST

PROPERTY
TEST 1

METHOD TEST VALUE AND AMENDMENT

Prohibited
Weeds — 920.01.01

Debris — 920.01.03

Grading
Analysis

MSMT
356 920.01.03

Textural
Analysis

MSMT
356 920.01.03

Soil pH MSMT
356 920.01.03

Organic
Matter

MSMT
356 920.01.03

Soluble
Salts

MSMT
356 700 ppm (1.09 mmhos/cm) or less

Harmful
Materials — 920.01.01

Note:
1 Materials Standards and Materials Testing 356 (MSMT) published by the Administration defines the approved test methods;

other materials shall be approved by visual inspection or methods defined by the Landscape Operations Division.

(b) Storage. Refer to 920.01.02(b).

(c) Approval. 9Refer to 20.01.02(c).

(d) Certification and Delivery. Refer to 920.01.02(d).

920.01.05 Bioretention Soil Mix (BSM). BSM shall be a homogenous mixture as follows:

(a) Components. BSM shall be composed of Sand, Furnished Topsoil, and Hardwood Mulch.
BSM may include approved soil amendments.  No other components shall be used.

(1) Sand. Sand shall be washed silica sand that conforms to ASTM C-33 or ASTM M-6
with less than 1 percent by weight of any combination of diabase, greystone,
calcareous, or dolomitic sand.

(2) Furnished Topsoil. Refer to 920.01.02.

(3) Hardwood Mulch. Hardwood Mulch shall be the bark and wood of hardwood trees
that is milled and screened to a uniform particle size of 2 in. or less.  Hardwood Mulch
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shall be composted and aged for 6 months or longer, with negligible quantity of
sawdust and no foreign materials.

(4) Amendments. Refer to 920.02.  Limestone, Sulfur, and Iron Sulfate may be used to
adjust pH of BSM.  No other amendments shall be used.

(b) Composition. BSM shall conform to the following:

COMPOSITION- BIORETENTION SOIL MIX (BSM)
TEST

PROPERTY TEST VALUE

Weeds Free of seed and viable plant parts of species in
920.06.02(a)(b)(c) when inspected.

Debris No observable content of cement, concrete, asphalt, crushed
gravel or construction debris.

Hardwood Mulch 20% of the loose volume of BSM when inspected.

Textural Analysis

Particle % Passing by Weight

Size mm Minimum Maximum

Sand  2.0 – 0.050 55 85

Silt 0.050 – 0.002 1 20

Clay  less than 0.002 1 8

Soil pH pH of 5.7 to 7.4.

Organic Matter Minimum 1.5 % by weight.

Soluble Salts 500 ppm (1.25 mmhos/cm) or less.

Harmful Materials 920.01.01(a).

(c) Storage. Refer to 920.01.02(b).

(d) Approval. Refer to 920.01.02(c).

(e) Certification and Delivery. Refer to 920.01.02(d).

920.02 SOIL AMENDMENTS.

920.02.01 Limestone. Limestone shall be an agricultural product manufactured and labeled for
sale in Maryland for increasing soil pH.  Limestone shall contain at least 85 percent calcium and
magnesium carbonates.  Dolomitic limestone shall contain at least 10 percent magnesium as
magnesium oxide and 85 percent calcium and magnesium carbonates.
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 Limestone shall be supplied as a fine powder, or as pellets produced from fine powder, that
conforms to the following:

LIMESTONE GRADING ANALYSIS

SIEVE
Size Number

PASSING BY WEIGHT
Minimum %

10 100

20 98

100 50

920.02.02 Sulfur. Sulfur shall be an agricultural product manufactured and labeled for sale in
Maryland for reducing soil pH.  Sulfur labeled as a fertilizer may also be used to supply sulfur as
a plant nutrient.  Sulfur shall be supplied as a fine powder or pelletized powder with a minimum
purity of 90 percent elemental sulfur.

920.02.03 Iron Sulfate. Iron sulfate shall be an agricultural product manufactured and labeled
for sale in Maryland for reducing soil pH.  Iron sulfate labeled as a fertilizer may also be used to
supply sulfur or iron as a plant nutrient.  Iron sulfate shall be supplied as a fine powder or
pelletized powder with a minimum purity of 15 percent water soluble iron derived from ferrous
sulfate.

920.02.04 Gypsum. Gypsum shall be an agricultural product manufactured and labeled for sale
in Maryland as an aid for improving soil structure and removing soil soluble salts, or as a
fertilizer to supply calcium and sulfate.  Gypsum shall be supplied as a fine powder or pelletized
powder with a minimum purity of 68 percent calcium sulfate dihydrate.

920.02.05 Compost.

(a) Compost Types. Compost shall be an agricultural product of biosolids or source-
separated materials manufactured and labeled for sale in Maryland.

(b) Stability. Compost shall be biologically mature and no longer able to reheat to
thermophilic temperatures.

(c) pH. Compost shall have a pH of 6.0 to 7.5.

(d) Soluble Salts. Compost shall have a soluble salt concentration less than 10.0 mmhos/cm.

(e) Moisture. Compost shall have a moisture content of 30 to 55 percent.  When delivered,
compost shall have a weight of 1,400 lb per cubic yard or less.
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(f) Particle Size and Grading. Compost shall be screened so that it has a uniform particle
size of 0.5 in. or less, with grading analysis as follows.

COMPOST GRADING ANALYSIS

SIEVE SIZE
mm

PASSING BY VOLUME
Maximum %

4.75 90

0.425 25

0.75 2.2

920.02.06 Peat Moss. A milled sphagnum peat moss with negligible woody substances.

920.02.07 Aged Pine Bark Fines. Derived from the bark of pine trees that have been
composted and milled to a fineness approved for use by the Landscape Operations Division.

920.02.08 Water Absorbent Gel. A cross linked polyacrylamide agricultural product used to
maintain moisture around bare root plants and as a soil conditioner.  Formulas used shall
conform to the manufacturer's recommendations.

920.03 FERTILIZERS.

920.03.01 Composition. Standard Fertilizers and Special Fertilizers shall be commercial grade
products labeled for sale and use as agricultural fertilizer, and shall conform to Federal and
Maryland State regulations and the Standards of the Association of Official Analytical Chemists.
All analyses are subject to approval by the Landscape Operations Division prior to application.

(a) Standard Fertilizer.  Standard fertilizers shall be produced of ingredients, analysis, and
composition as follows:

(1) Ingredients. Standard fertilizers shall include one or more of the following:

FERTILIZER INGREDIENTS
ammonium nitrate polymer coated urea
ammonium sulfate potassium chloride
biosolids potassium nitrate
calcium nitrate potassium sulfate (SOP)
diammonium phosphate (DAP) sulfur coated urea
isobutylidene diurea triple super phosphate
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methylene urea urea
monoammonium phosphate (MAP) ureaform (UF)

(2) Analysis and Composition. Standard fertilizers shall contain nitrogen (N), phosphorus
(P), potassium (K), and sulfate (SO4) derived from ingredients above.

STANDARD FERTILIZER ANALYSIS ANDCOMPOSITION
FERTILIZER USE

0-0-50 SOP a Source of phosphorus (P) and sulfate (SO4) fertilizer
11-52-0 MAP a Source of nitrogen (N) and phosphorus (P) fertilizer
38-0-0 UF a Source of slow-release nitrogen (N) fertilizer
20-16-12 (83% UF with MAP & SOP) Turfgrass Establishment and other seeding and refertilizing
15-30-15 b Temporary Seed

Notes:
a  Purity shall be at least 98% UF, MAP, or SOP as indicated.

b  Mixture of ingredients in 920.03.01(a)(1) with  no more than 2% of any combination of other materials.
c  Mixture of UF, MAP, and SOP with no more than 2% of  any combination of other materials.

(b) Special Fertilizers. Special fertilizers shall be of ingredients, analysis, and composition as
follows:

(1) Ingredients. Special fertilizers shall provide label analysis guaranteeing nitrogen,
phosphorus, and potassium from ingredients in 920.03.01(a) and also include plant
micronutrients, coatings, or materials to augment their performance.

(2) Analysis and Composition.  As follows:

SPECIAL FERTILIZER ANALYSIS AND COMPOSITION
FERTILIZER a USE

14-14-14
Polymer-coated fertilizer with minor nutrients

Slow-release fertilizer used to install trees, shrubs,
perennials and other plant materials.

14-14-14
Granular fertilizer with minor nutrients

Slow-release fertilizer used to install trees, shrubs,
perennials and other plant materials.

20-10-5
21 to 23 grams per fertilizer tablet.  13% water insoluble
and 7% water soluble N, with minor nutrients

Slow release fertilizer tablet used to install trees,
shrubs, perennials and other plant materials.

20-20-20
Water soluble powder fertilizer with minor nutrients

Fertilizer solution used to refertilize trees, shrubs,
perennials and other plant materials

Note:
a Shall be a mixture of any ingredients listed in 920.03.01(a)(1) and (b)(1)
with no more than 5% by weight of any combination of other materials.
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920.04 MULCHES. Materials used as mulch shall have a uniform texture and be free from
foreign materials or concentrations of metals, chemicals, or other substances that are harmful to
human health, water quality, or plant growth.

920.04.01 Straw Mulch. Shall consist of thoroughly threshed stems and leaves of barley, oats,
rye, and wheat.  Straw mulch shall be in an air-dry condition suitable for application with a
mulch blower or other equipment.  Straw mulch shall be visually inspected to ensure it is free of
objectionable quantities of mold, foreign substances, and weed seeds.

920.04.02 Wood Cellulose Fiber Mulch. A uniformly processed wood product that is able to
form a homogenous slurry with seed, fertilizer, and other materials under agitation with water.

 The fiber shall perform satisfactorily in hydraulic seeding equipment without clogging or
damaging the system.  The slurry shall contain a green dye to provide easy visual inspection for
uniformity of application.

 The manufacturer shall furnish certification as specified in TC-1.03 of the Technical
Association of Pulp and Paper Industry (TAPPI) in conformance with the following:

WOOD CELLULOSE FIBER

TEST PROPERTY TEST VALUE

Particle Length Approx. 0.5 in.

Particle Thickness Approx. 0.063 in.

Net Dry Weight Content Minimum as stated on bag

pH, TAPPI Standard T 509 4.0 – 8.5

Ash Content, TAPPI Standard T 413 7.0% maximum

Water Holding Capacity 90% minimum

 The material shall be delivered in packages of uniform weight, which shall not exceed 75 lb
net weight and shall bear the name of the manufacturer, the net weight, and a supplemental
statement of the net weight content.

920.04.03 Shredded Hardwood Bark (SHB) Mulch. Shall consist of natural bark derived
from hardwood trees that has been milled and screened to a maximum 4 in. particle size.  SHB
mulch shall contain negligible quantities of sawdust or other non-bark woody materials.

920.04.04 Composted Wood Chip (CWC) Mulch. Shall consist of natural wood mechanically
reduced to a maximum size of 2 x 2 x 0.5 in. by a chipping machine before being composted.
Grading analysis of CWC mulch shall be as follows:
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COMPOSTED WOOD CHIP MULCH

SIEVE SIZE
in.

PASSING BY VOLUME
Maximum %

2 100

1 30

0.5 10

920.05 SOIL STABILIZATION MATTING.

920.05.01 Soil Stabilization Matting (SSM). SSM products shall be selected from the Office of
Materials Technology’s Qualified Products List (QPL) for Soil Stabilization Matting
Manufacturers.

 SSM shall consist of machine-produced matting of uniform thickness, weave, or distribution of
fibers, supplied in rolls at least 40 in. wide.  SSM shall be smolder resistant.

 The chemical components shall be nonleaching, nontoxic to vegetation and germinating seed,
and noinjurious to the skin.

(a) Type A. Degradable; excelsior or nonwoven coconut fibers with degradable, synthetic
netting on top and bottom; netting shall not be permanent or quick break down.  Type A
soil stabilization matting products shall be listed in the current AASHTO National
Transportation Product Evaluation Program (NTPEP) Report for Erosion Control Products.
Large scale results shall be obtained by a Geosynthetic Institute Accredited or other
approved laboratory for Criteria marked *.

COMPOSITION - TYPE A SSM
CRITERIA METHOD MEASUREMENT

Thickness D 6525 At least 0.25 in.
Weight D 6475 At least 7.9 oz per yd2

Tensile Strength – MD D 6818 At least 6.25 lb per in.
Tensile Strength – TD D 6818 At least 4.7 lb per in.
Light Penetration D 6567 At least 5%
Slope Erosion – C Factor* D 6459 No more than 0.2
Shear for 0.5 in Soil Loss* D 6460 At least 1.75 lb per ft2

Netting Opening No more than 2.0 x 1.0 in.
Thread Degradable
Stitching and Spacing No more than 4.0 in apart
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(b) Type B. Permanent; non-woven, nondegradable, UV stabilized, synthetic fibers; with non-
degradable, UV stabilized, synthetic netting on top and bottom. Type B soil stabilization
matting products shall be listed in the current AASHTO National Transportation Product
Evaluation Program (NTPEP) Report for Erosion Control Products.  Large scale results
shall be obtained by a Geosynthetic Institute Accredited or other approved laboratory for
Criteria marked *.

COMPOSITION - TYPE B SSM
CRITERIA METHOD MEASUREMENT

Thickness D 6525 At least 0.3 in.
Weight D 6655 At least 10.0 oz per yd2

Tensile Strength – MD D 6818 At least 12.5 lb per in.
Tensile Strength – TD D 6818 At least 12.5 lb per in.
Tensile Strength > 500 hr. exp. D 4355 At least 80 % of original
Light Penetration D 6567 At least 10 %
Slope Erosion – C Factor* D 6459 No more than 0.2
Shear for 0.5 in Soil Loss* D 6460 At least 2.25 lb per ft2

Netting Opening No more than 1.0 x 0.75 in.
Thread Nondegradable, UV stabilized, synthetic
Stitching and Spacing No more than 4.0 in. apart

(c) Type C. Permanent; nondegradable, synthetic lattice; and easily filled with soil.

COMPOSITION - TYPE C SSM
CRITERIA METHOD MEASUREMENT

Thickness D 6525 At least 0.4 in.

Weight D 6655 At least 7.0 oz per yd2

Tensile Strength – MD D 6818 At least 12.5 lb per in.

Tensile Strength – TD D 6818 At least 9.5 lb per in.

Tensile Strength > 500 hr. exp. D 4355 At least 80 % of original

Porosity or Open Area At least 80 %

(d) Type D.  Degradable; woven coir.

COMPOSITION - TYPE D SSM
CRITERIA METHOD MEASUREMENT

Thickness D 6525 At least 0.30 in.
Weight D 6475 At least 19.0 oz per yd2

Porosity or Open Area At least 35 %
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(e) Type E. Degradable; excelsior, straw, or straw/coconut blend fibers; with degradable,
synthetic netting on top and bottom; netting shall not be permanent or quick break down.
Type E soil stabilization matting products shall be listed in the current AASHTO National
Transportation Product Evaluation Program (NTPEP) Report for Erosion Control Products.
Large scale results shall be obtained by a Geosynthetic Institute Accredited or other
approved laboratory for Criteria marked *.

COMPOSITION - TYPE E SSM
CRITERIA METHOD MEASUREMENT

Thickness D 6525 At least 0.25 in.

Weight D 6475
Excelsior:  6.0 to 7.9 oz per yd2

Straw; Straw & Coconut:  At least 6.0 oz per yd2

Tensile Strength – MD D 6818 At least 6.25 lb per in.
Tensile Strength – TD D 6818 At least 2.5 lb per in.
Light Penetration D 6567 At least 5 %
Slope Erosion – C Factor* D 6459 No more than 0.2
Shear for 0.5 in Soil Loss* D 6460 At least 1.5 lb per ft2

Netting Opening
Excelsior:  2.0 x 1.0 in. or less
Straw; Straw & Coconut:  0.75 x 0.75 in. or less

Thread Degradable

Stitching and Spacing
Excelsior:  4.0 in. apart or less
Straw, or Straw & Coconut:  2.0 in apart or less

920.05.02 Fasteners for Soil Stabilization Matting and Turfgrass Sod. Fasteners shall
selected as specified in Section 709.03.06 and conform to the following:

(a) Wood Peg.  Wood, biodegradable, Untreated; single leg is driven into the soil so that wider
top is flush with turfgrass sod and SSM.

6 Inch.  Approx. 6 in. long, 3/8 in. thick; top 1 in. wide, tapered to base.

(b) T-Head Pin.  Molded plastic; biodegradable.  Single leg with barbs is driven into the soil
so that molded T-Head top is flush with turfgrass sod and SSM.

6 Inch.  Approx. 6 in. long, 3/8 in. thick; head 1 in. wide.

8 Inch.  Approx. 8 in. long, 3/8 in. thick; head 1 in. wide.

(c) Circle-Top Pin. Steel wire; single leg is driven into the soil so that coil or loop top is flush
with turfgrass sod and SSM.
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6 Inch.  11 gauge; leg 6 in long.

8 Inch.  11 gauge; leg 8 in. long.

(d) Round-Head Pin. Molded plastic; biodegradable.  Single leg with barbs is driven into the
soil so that molded disk top is flush with turfgrass sod and SSM.

6 Inch.  Approx. 6 in long; head 1 in. diameter.

8 Inch.  Approx. 8 in long; head 1 in. diameter.

(e) U-Shape Staple. Steel wire; two main legs are driven into the soil so that top of staple is
flush with turfgrass sod and SSM.

6 Inch.  11 gauge bent into U shape; legs 6 in. long; top 1 to 1-1/2 in. wide.

8 Inch.  8 gauge bent into U shape; legs 8 in. long; top 1 to 1-1/2 in. wide.

12 Inch.  8 gauge bent into U shape.; legs 12 in. long; top 1 to 1-1/2 in. wide.

(f) Fabric Pin. Steel nail; single leg is driven into the soil so that steel washer top is flush with
SSM.

12 Inch. 11 gauge approx. 12 in. long.

18 Inch.  3/16 in. approx 18 in. long.

920.06 SEED AND TURFGRASS SOD STANDARDS.

920.06.01 Names and Naming. The authority for common and scientific names shall be the
USDA NRCS The Plants Database website at http://plants.usda.gov.  Cultivar names shall be
those of the registered cultivar.

 Plant and seed identification, tags, and labels shall correspond to the common name and
scientific name of the species in The Plants Database.  Any conflict in names or naming shall be
resolved by the Engineer in consultation with the Landscape Operations Division.

920.06.02 Prohibited Weeds.

(a) Weeds Prohibited in Turfgrass Sod and SHA Seed Mixtures. Turfgrass Sod, SHA
Turfgrass Seed Mix, SHA Temporary Seed Mix, and Additive Seed shall be free from seed
or viable parts of the following species:
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WEEDS PROHIBITED
IN TURFGRASS SOD & SHA SEED MIXTURES

COMMON NAME SCIENTIFIC NAME

Annual Bluegrass Poa annua L.

Balloonvine Cardiospermum halicacabum L.

Bermudagrass Cynodon dactylon (L.) Pers. (approved for
Bermudagrass sod)

Canada Thistle Cirsium arvense (L.) Scop.

Carolina Horsenettle Solanum carolinense L.

Common Corncockle Agrostemma githago L.

Common Reed = Phragmites Phragmites australis (Cav.) Trin. ex Steud.

Crested Anoda = Spurred Anoda Anoda cristata (L.) Schltdl.

Dodder Cuscuta spp. L.

Field Bindweed Convolvulus arvensis L.

Japanese Bristlegrass = Giant Foxtail Setaria faberi Herrm.

Java-Bean = Sicklepod Senna obtusifolia (L.) Irwin and Barneby

Johnsongrass Sorghum halepense (L.) Pers. and hybrids

Meadow Garlic = Wild Onion Allium canadense L.

Plumeless Thistle, Musk Thistle Carduus L.

Quackgrass Elytrigia repens (L.) Gould

Rough Cocklebur Xanthium strumarium L.

Serrated Tussock Nassella trichotoma (Nees) Hack.

Wild Garlic Allium vineale L.

Yellow Nutsedge Cyperus esculentus L.

(b) Weeds Prohibited in Meadow and Wildflower Seed. Meadow and Wildflower Seed
shall be free of species listed in (a) and the following species:
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WEEDS PROHIBITED
IN MEADOW & WILDFLOWER SEED

COMMON NAME SCIENTIFIC NAME

Asiatic Tearthumb = Mile-a-Minute Polygonum perfoliatum L.

Burdock and related species Arctium L.

Canarygrass = Reed Canarygrass and related spp. Phalaris L.

Common Wormwood = Mugwort Artemisia vulgaris L. var. vulgaris

Dogbane and related spp. Apocynum L.

Eastern Poison Ivy Toxicodendron radicans (L.) Kuntze

Fig Buttercup = Lesser Celandine Ranunculus ficaria L. var. bulbifera Marsden-Jones

Garlic Mustard Alliaria petiolata (M. Bieb.) Cavara and Grande

Giant Hogweed Heracleum mantegazzianum Sommier and Levier

Japanese Honeysuckle, Tatarian Honeysuckle, related spp. Lonicera L.

Japanese Knotweed Polygonum cuspidatum Siebold and Zucc.

Lesser Knapweed = Spotted Knapweed Centaurea nigra L.

Multiflora Rose Rosa multiflora Thunb.

Nepalese Browntop = Japanese Stiltgrass Microstegium vimineum (Trin.) A. Camus

Poison Hemlock Conium maculatum L.

Purple Loosestrife and related spp. Lythrum L.

Silvergrass and related spp. Miscanthus Andersson

Thistle and related spp. Cirsium Mill., Onopordum L.

(c) Weeds Prohibited in Shrub Seed. Shrub Seed shall be free of species listed in (a) and (b)
and the following species:

WEEDS PROHIBITED
IN SHRUB SEED

COMMON NAME SCIENTIFIC NAME
Burningbush Euonymus alatus (Thunb.) Siebold
Common Buckthorn Rhamnus cathartica L.
Japanese Barberry Berberis thunbergii DC.
Oriental Bittersweet Celastrus orbiculatus Thunb.
Oleaster; Russian Olive, Autumn Olive, and related spp. Elaeagnus L.
Privet, and related species Ligustrum L.
Tree of Heaven Ailanthus altissima (Mill.) Swingle
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920.06.03 Turfgrass Sod. Turfgrass sod shall be Maryland Certified Tall Fescue Sod unless
Bermudagrass Sod or Zoysiagrass Sod is specified.

 Sod shall be field grown in the State of Maryland in compliance with the Maryland Turfgrass
Law and Regulations of the State of Maryland.  Each load of tall fescue sod shall bear a
Maryland State Certified Label.

 Sod shall be sufficiently knitted when harvested to resist breakage under normal handling and
be in good health at the time of delivery.  Sod shall be machine cut in strips at least 14 in. wide.
Tall Fescue Sod shall be uniform thickness of 0.75 to 1.25 in., excluding top growth, with thatch
thickness less than 3/8 in.

 Prior to harvest, Tall Fescue Sod shall be mowed to a height of 2.0 to 3.5 in.  Bermudagrass
Sod and Zosiagrass Sod shall be mowed to a height of 0.75 to 3.0 in.

920.06.04 Approved Cultivars. Refer to ‘University of Maryland Turfgrass Technical Update
TT-77 Recommended Turfgrass Cultivars for Certified Sod Production and Seed Mixtures in
Maryland’.  Only cultivars included in TT-77 may be used.  When no cultivar is specified, any
common type cultivar of the species may be used.

920.06.05 Seed Testing and Sampling. Seed shall comply with the Maryland Seed Law and
Regulations of the State of Maryland.  Seed suppliers shall assume charges for seed inspections
and testing.

(a) Certified Seed.  Component cultivars of SHA Turfgrass Seed Mix, SHA Special Purpose
Seed Mix, SHA Temporary Seed Mix, and any seed used as additives for these mixes, shall
be certified and carry the tags of their state of origin that show the percent purity, percent
germination, percent weed seed, and types and content of noxious weed seed.

(b) SHA Seed Mixtures. Turfgrass Seed Mix, SHA Special Purpose Seed Mix, and SHA
Temporary Seed Mix shall be sampled and tested by an inspector of the Maryland
Department of Agriculture, Turf and Seed Section (MDA) for percent purity, percent
germination, percent weed seed, and types and content of noxious weed seed.  These seed
mixtures shall conform to MDA Standards for Maryland Certified Seed and carry the
certified tag of the State of Maryland.

(c) Unmixed Seed. Seed supplied for use as Meadow Seed, Wildflower Seed, and Shrub Seed
shall be supplied in containers of a single species, unmixed.  Each species shall be tested by
the producer or supplier and carry a tag that shows the percent purity, percent germination,
percent weed seed; and types and content of noxious weed seed.
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920.06.06 Standards for Seed Species. Seed supplied in lots of individual species or used to
produce mixes shall conform to the requirements of this section for minimum percent
germination, minimum purity, and maximum percent of weed seed.
 Meadow seed, wildflower seed, and shrub seed that does not conform to these standards may
be used after review and approval by the Engineer in consultation with the Landscape Operations
Division.  The seed will be subject to use at increased seeding rates or measures to compensate
for substandard seed purity, germination. weed content.

(a) SHA Turfgrass Seed Mix and SHA Special Purpose Seed Mix.  Species included in
SHA Turfgrass Seed Mix and SHA Special Purpose Seed Mix shall be MDA Certified
Seed of approved cultivars and conform to the following requirements for minimum
percent purity, maximum percent weed seed, and minimum percent germination:

TURFGRASS SEED SPECIES
COMMON NAME,

and SCIENTIFIC NAME
PURITY
Min %

WEED
Max %

GERM
Min %

Chewings Fescue
Festuca rubra L. ssp. fallax (Thuill.) Nyman 98 0.5 85

Red Fescue
Festuca rubra L. ssp. rubra 98 0.5 85

Hard Fescue
Festuca brevipila Tracey 98 0.5 85

Kentucky Bluegrass
Poa pratensis L. ssp. pratensis 95 0.4 80

Sheep Fescue
Festuca ovina L. 98 0.5 85

Tall Fescue
Schedonorus phoenix (Scop.) Holub

  = Festuca elatior L.
98 0.5 85

(b) Temporary and Grass Additive Seed. Species included in SHA Temporary Seed Mix, or
used as Additive Seed with SHA Turfgrass Seed Mix or SHA Special Purpose Seed Mix
shall conform to the following requirements for minimum percent purity, maximum
percent weed seed, and minimum percent germination:
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TEMPORARY AND GRASS ADDITIVE SEED SPECIES
COMMON NAME,

and SCIENTIFIC NAME
PURITY
Min %

WEED
Max %

GERM
Min %

Cereal Rye
Secale cereale L. 98 0.1 85

Common Barley, winter type
Hordeum vulgare L. 98 0.3 85

Common Oat, winter type
Avena sativa L. 98 0.5 85

Common Wheat, winter type
Triticum aestivum L. 98 0.1 85

Foxtail Bristlegrass = Foxtail Millet
Setaria italica (L.) P. Beauv. 99 0.1 80

Perennial Ryegrass
Lolium perenne L. ssp. perenne 97 0.5 85

(c) Meadow Forb Seed. Seed shall be supplied in lots of individual species, unmixed, labeled
with common name and scientific name in conformance with the following:

(1) Purity. Weed and/or other crop seed content shall be 2.5 percent or less by weight.
Seed that does not conform to this specification may be used after approval by the
Engineer in consultation with the Landscape Operations Division at increased seeding
rates, or with measures to compensate for increased weed or crop seed content.

(2) Origin. Seed shall either be collected from native sources in USDA Hardiness Zone
5b, 6a, 6b and 7a in the States of Maryland, Pennsylvania, New York, New Jersey,
Delaware, Virginia, West Virginia, or North Carolina, or shall be grown and produced
from seed certified to have been collected from sites in the USDA Hardiness Zones of
those States.

Seed that does not conform to origin requirements may be used after review and
approval by the Engineer in consultation with the Landscape Operations Division.

(3) Species. Seed shall conform to the following species, subspecies and varieties:
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MEADOW FORB SEED SPECIES
COMMON NAME SCIENTIFIC NAME

Allegheny Monkeyflower = Square Stem Monkeyflower Mimulus ringens L. var. ringens

Bearded Beggarticks  = Showy Tickseed Bidens aristosa (Michx.) Britton

Blackeyed Susan Rudbeckia hirta L. var. hirta
Rudbeckia hirta L. var. pulcherrima Farw.

Browneyed Susan
Rudbeckia triloba L. var. triloba
Rudbeckia triloba L. var. pinnatiloba Torr. and A.
Gray

Common Boneset Eupatorium perfoliatum L. var. perfoliatum

Common Evening Primrose Oenothera biennis L.

Crimsoneyed Rose Mallow Hibiscus moscheutos L.

Eastern Purple Coneflower Echinacea purpurea (L.) Moench

Flat-top Goldenrod = Grass-Leaved Goldenrod

Euthamia graminifolia (L.) Nutt.
Euthamia graminifolia (L.) Nutt. var. graminifolia
Euthamia graminifolia (L.) Nutt. var. hirtipes
(Fernald) C.E.S. Taylor and R.J. Taylor

Gray Goldenrod Solidago nemoralis Aiton var. nemoralis

King of the Meadow = Tall Meadow Rue Thalictrum pubescens Pursh

Lanceleaf Tickseed = Lanceleaf Coreopsis Coreopsis lanceolata L.

Maryland Senna Senna marilandica (L.) Link

Maximilian Sunflower Helianthus maximiliani Schrad.

New England Aster Symphyotrichum novae-angliae (L.) G.L. Nesom

New York Aster

Symphyotrichum novi-belgii (L.) G.L. Nesom var.
elodes (Torr. and A. Gray) G.L. Nesom
Symphyotrichum novi-belgii (L.) G.L. Nesom var.
novi-belgii
Symphyotrichum novi-belgii (L.) G.L. Nesom var.
villicaule (A. Gray) J. Labrecque and L. Brouillet

New York Ironweed Vernonia noveboracensis (L.) Michx.

Partridge Pea

Chamaecrista fasciculata (Michx.) Greene
Chamaecrista fasciculata (Michx.) Greene var.
fasciculata
Chamaecrista fasciculata (Michx.) Greene var.
macrosperma (Fernald) C.F. Reed

Seedbox Ludwigia alternifolia L.

Smooth Blue Aster

Symphyotrichum laeve (L.) A. Löve and D. Löve var.
laeve
Symphyotrichum laeve (L.) A. Löve and D. Löve var.
concinnum (Willd.) G.L. Nesom

Smooth Oxeye  = Ox-eye Sunflower
Heliopsis helianthoides (L.) Sweet var. helianthoides
Heliopsis helianthoides (L.) Sweet var. scabra
(Dunal) Fernald
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Spotted Trumpetweed = Spotted Joe Pye Weed Eupatoriadelphus maculatus (L.) King and H. Rob.
var. maculatus

Stiff Goldenrod Oligoneuron rigidum (L.) Small var. rigidum

Sundial Lupine = Wild Blue Lupine

Lupinus perennis L. ssp. perennis
Lupinus perennis L. ssp. perennis var. perennis
Lupinus perennis L. ssp. perennis var. occidentalis
S. Watson

Swamp Milkweed

Asclepias incarnata L.
Asclepias incarnata L. ssp. incarnata
Asclepias incarnata L. ssp. pulchra (Ehrh. ex Willd.)
Woodson

Swamp Sunflower = Narrow-Leaved Sunflower Helianthus angustifolius L.

Swamp Verbena = Blue Vervain Verbena hastata L. var. hastata

Talus Slope Penstemon = Tall White Beardtongue Penstemon digitalis Nutt. ex Sims

Trumpetweed = Joe Pye Weed Eupatoriadelphus fistulosus (Barratt) King and H.
Rob.

Wild Bergamot

Monarda fistulosa L. ssp. fistulosa
Monarda fistulosa L. ssp. fistulosa var. mollis (L.)
Benth.
Monarda fistulosa L. ssp. fistulosa var. rubra A.
Gray Monarda fistulosa L. ssp. brevis (Fosberg and
Artz) Scora, ined.

(d) Meadow Grass, Sedge, and Rush Seed. Seed shall be supplied in lots of individual
species, unmixed, labeled with common name, scientific name, and cultivar in
conformance with the following:

(1) Purity. Refer to 920.06.06(c)(1).  Grasses with awns shall be debearded or deawned.

(2) Origin. Refer to 920.06.06(c)(2).  Cultivars may be produced in any state east of the
Mississippi River.

(3) Species. Seed shall conform to the following species, subspecies, varieties, and
cultivars:
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MEADOW GRASS, SEDGE AND RUSH SEED SPECIES
COMMON NAME and CULTIVARS SCIENTIFIC NAME

Big Bluestem cv. Niagara Andropogon gerardii Vitman

Broomsedge Bluestem = Broomsedge

Andropogon virginicus L.
Andropogon virginicus L. var. virginicus
Andropogon virginicus L. var. decipiens C.S.
Campbell

Common Rush = Soft Rush = Lamp Rush

Juncus effusus L. var. conglomeratus (L.) Engelm.
Juncus effusus L. var. decipiens Buchenau
Juncus effusus L. var. pylaei (Laharpe) Fernald and
Wiegand
Juncus effusus L. var. solutus Fernald and Wiegand

Deertongue cv. ‘Tioga’ Dichanthelium clandestinum (L.) Gould
Fowl Bluegrass Poa palustris L.
Fox Sedge Carex vulpinoidea Michx. var. vulpinoidea
Gamagrass cv. ‘Meadowcrest’, ‘Pete’ Tripsacum dactyloides (L.) L.
Indiangrass cv. ‘Rumsey’ Sorghastrum nutans (L.) Nash

Little Bluestem cv. ‘Aldous’

Schizachyrium scoparium (Michx.) Nash var.
scoparium
Schizachyrium scoparium (Michx.) Nash var.
divergens (Hack.) Gould

Longhair Sedge = Bristly Sedge Carex comosa Boott
Rattlesnake Mannagrass Glyceria canadensis (Michx.) Trin.
Shallow Sedge = Lurid Sedge Carex lurida Wahlenb.

Switchgrass cv. ‘Blackwell’, ‘Shelter’ Panicum virgatum L. var. virgatum
Panicum virgatum L. var. spissum Linder

Virginia Wildrye Elymus virginicus L., Elymus virginicus L. var.
halophilus (E.P. Bicknell) Wiegand

Woolgrass Scirpus cyperinus (L.) Kunth

(e) Wildflower Seed. Seed shall be supplied in lots of individual species, unmixed, labeled
with common name, scientific name, and cultivar in conformance with the following:

(1) Purity. Species shall be 98 percent purity or greater, with 75 percent germination or
greater, and with weed and/or other crop seed content of 2.5 percent or less by weight.
Seed that does not conform to purity requirements may be used after approval by the
Engineer in consultation with the Landscape Operation Division at increased seeding
rates, or with measures to compensate for increased weed or crop seed content.

(2) Origin. Any State of the United States.

(3) Species. Seed shall conform to the following species, subspecies, varieties, and
cultivars:
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WILDFLOWER SEED SPECIES
COMMON NAME and CULTIVARS SCIENTIFIC NAME

Blackeyed Susan Rudbeckia hirta L. var. hirta
Rudbeckia hirta L. var. pulcherrima Farw.

Calendula Calendula officinalis L.

Common Sunflower cv. ‘Autumn Beauty’ Helianthus annuus L.

Doubtful Knight’s-spur = Rocket Larkspur Consolida ajacis (L.) Schur

Firewheel = Annual Gaillardia Gaillardia pulchella Foug.
Gaillardia pulchella Foug. var. pulchella

Garden Cornflower = Bachelors Button Centaurea cyanus L.

Garden Cosmos = Pink Cosmos, cv. ‘Sensation’ Cosmos bipinnatus Cav.

Lemon Beebalm Monarda citriodora Cerv. ex Lag.

Moroccan Toadflax = Spurred Snapdragon Linaria maroccana Hook. f.

Siberian Wallflower Erysimum ×marshallii (Henfr.) Bois

Sulphur Cosmos = Yellow Cosmos, cv. ‘Bright Lights’ Cosmos sulphureus Cav.

(f) Shrub Seed. Seed shall be supplied in lots of individual species, unmixed, labeled with
common name and scientific name in conformance with the following:

(1) Purity. Weed and/or other crop seed content shall be 0.5 percent or less by weight.
Minimum purity and minimum germination shall conform to the requirements of (3),
below.

(2) Origin. Refer to 920.06.06(c)(2).

(3) Species. Seed shall conform to the following species, subspecies, and varieties:

SHRUB SEED SPECIES
SPECIES

Including Subspecies and Variety
PURITY
Min %

GERM
Min %

American Black Elderberry
  Sambucus nigra L. ssp. canadensis (L.) R. Bolli 98 60

American Cranberrybush
  Viburnum opulus L. var. americanum Aiton 99 70

Black Chokeberry
  Photinia melanocarpa (Michx.) K.R. Robertson and Phipps 99 70

Bristly Locust
  Robinia hispida L. var. fertilis (Ashe) R.T. Clausen

Robinia hispida L. var. hispida
99 90

Chokecherry
  Prunus virginiana L. var. viginiana 99 70

Common Buttonbush
  Cephalanthus occidentalis 98 60
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Common Ninebark
  Physocarpus opulifolius (L.) Maxim., orth. cons. 99 75

Common Winterberry
  Ilex verticillata (L.) A. Gray 99 60

Desert False Indigo
  Amorpha fruticosa L. 98 70

Fragrant Sumac
  Rhus aromatica var. aromatica 99 85

Gray Dogwood
  Cornus racemosa Lam. 99 70

Inkberry
  Ilex glabra (L.) A. Gray 98 60

Mapleleaf Viburnum
  Viburnum acerifolium L. 99 70

Maryland Senna
  Senna marilandica (L.) Link 99 70

Nannyberry
  Viburnum lentago L. 99 75

Red Chokeberry
  Photinia pyrifolia (Lam.) K.R. Robertson and Phipps 85 60

Red Elderberry
  Sambucus racemosa L. var. racemosa 95 70

Redosier Dogwood
  Cornus sericea L. ssp. sericea 99 70

Silky Dogwood
  Cornus amomum Mill. 98 70

Smooth Sumac
  Rhus glabra L. 99 80

Southern Arrowwood
  Viburnum dentatum L. var. dentatum

Viburnum dentatum L. var. venosum (Britton) Gleason
Viburnum recognitum Fernald

99 70

Spicebush
  Lindera benzoin (L.) Blume var. benzoin 95 60

Staghorn Sumac
  Rhus typhina L. 99 85

Steeplebush
  Spiraea tomentosa L. 85 70

Swamp Rose
  Rosa palustris Marsh. 99 65

Witch Hazel
  Hamamelis virginiana L. 99 70

920.06.07 Seed Mixes. Refer to 920.06.01 thru .06 and the document ‘Specifications for Seed
and Seed Mixes’ maintained by the Landscape Operations Division, which includes lists of
approved cultivars.

(a) SHA Turfgrass Seed Mix.

SHA TURFGRASS SEED MIX
MIX SPECIES
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%
Common Name Scientific Name

95 Tall Fescue Schedonorus phoenix (Scop.) Holub

5 Kentucky Bluegrass Poa pratensis L. ssp. pratensis

(b) SHA Special Purpose Seed Mix.

SHA SPECIAL PURPOSE SEED MIX

MIX
%

SPECIES
Common Name Scientific Name

75 Hard Fescue Festuca brevipila Tracey

25 Chewings Fescue Festuca rubra L. ssp. fallax (Thuill.) Nyman
Note:  When pre-mixed seed is not available, a small quantity exception will allow the mix to be
performed at the seeding location using Certified seed of the required species.

(c) SHA Temporary Seed Mix.

SHA TEMPORARY SEED MIX
MIX

%
SPECIES

Common Name Scientific Name

95

One or more of the following:
  Common Wheat, winter type Triticum aestivum L.
  Common Barley, winter type Hordeum vulgare L.
  Common Oat, winter type Avena sativa L.
  Cereal Rye, winter type Secale cereale L.

5 Foxtail Bristlegrass
  = Foxtail Millet Setaria italica (L.) P. Beauv.

920.07 PLANT MATERIALS.

920.07.01 Certificate and Licenses. Sellers, distributors, installers or producers of nursery
stock shall possess the Plant Dealer License, Plant Broker License, or Nursery Inspection
Certificate of the Maryland Department of Agriculture, or substitute a similar certificate or
licenses from another State where they do business.

920.07.02 Plant Material Inspection. Plant material will be inspected for conformance with
920.07.03 thru .05, and tagged with Administration Plant Material Inspection Seals (Seals) as
follows:

(a) Inspection.  The Plant Material Inspection will be conducted in Maryland at the nursery
where the plant material is grown, or at the brokerage where the plant material is sold.
When plant material is produced by a nursery outside Maryland, the Inspection will be
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conducted at the Contractor’s holding area, or at the project site before planting, unless
otherwise specified in the Contract Documents.

The Contractor shall ensure that the plant material is present for inspection on the
scheduled date, and that it meets the requirements of 920.07.  The condition and identity of
plant material will be subject to re-inspection for the duration of the Contract.

(b) Scheduling. The Inspection will be scheduled by the Engineer in consultation with the
Landscape Operations Division. At least 14 days notice to schedule an Inspection within
Maryland, and at least 45 days notice to schedule an Inspection outside Maryland.

(c) Seals.  The Administration will determine which plants, if any, will be tagged with Seals.
When Seals are placed upon representative plants within a block of plant material, the plant
material delivered for installation shall be similar in size, shape and character to the plant
material that received Seals.  Plant material that is delivered with broken or missing Seals,
or that is not similar to the plant material within the block that was tagged with Seals will
be rejected.

(d) Rejected Plants.  Plant materials which do not meet these requirements will be rejected.
Plant material rejected at the nursery or holding area shall not be delivered to the project; if
delivered, it shall immediately be removed.  Plants shall not be installed until the Plant
Material Inspection has been completed and satisfactory identification has been provided.

920.07.03 Plant Material Standards. Plant material shall be grown, identified, graded, and
delivered in good condition as specified in this section.

(a) Hardiness Zones and Origin. Trees, shrubs, perennials and ornamental grasses shall be
nursery grown within plant hardiness zones 5, 6, or 7 according to the ‘USDA Plant
Hardiness Zone Map’ in the following states, unless specified otherwise:  Maryland, Ohio,
Pennsylvania, New York, New Jersey, Delaware, Virginia, West Virginia, North Carolina,
Tennessee, Kentucky, Georgia.  Annuals and bulbs shall be nursery grown.

(b) Names and Identification. Refer to 920.06.01.  Plant material shall be clearly and
correctly identified by the grower or distributor.  Plant materials that are misidentified, or
not satisfactorily tagged or labeled, or do not conform to the accepted characteristics of the
species or cultivar, will be rejected.

(c) ANSI Standards. Plant material shall conform to ‘American Standard for Nursery Stock
(ANSI Z60.1) of the American Nursery and Landscape Association.  Plant grades shall be
those established in ANSI Z60.1, and shall include plants from that size up to but not
including the next larger grade size.  When specimen plants are specified by the Contract
documents, the specimen requirement shall also be met.  Plant material which does not
meet the standards of this section shall be rejected.
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(d) Health and Sanitation. Plant material shall be dug and transported in conformance ANSI
Z60.1.  Bare root deciduous plants shall be delivered in a dormant condition.  Roots shall
be adequately protected and kept moist.

Plant material shall be in good health and be declared and certified free from disease and
insects as required by law for transportation, and shall be free from pest-related stress and
pest damage.

Plants shall be healthy, free from physical defects and stresses, and have well-developed
branches and a vigorous root system.  Plants that exhibit wilt, shriveling, insufficient root
mass, broken or loose root balls, or inadequate protection will be rejected.

Container grown plants shall be well rooted, vigorous and established in the size pot
specified, shall have well balanced tops for their pot size, and shall not be root bound.
Plants grown in fields or containers which include Ailanthus, Canada Thistle,
Johnsongrass, or Yellow Nutsedge will be rejected.

(e) Shade and Flowering Trees. Shade and flowering trees shall be symmetrically balanced.
Major branch unions shall not have ‘V’ shaped crotches, bark inclusion or unions derived
from water sprouts (epicormic growth) capable of causing structural weakness.

Trees shall be free of unhealed branch removal wounds greater than 1 in. diameter, or
wounds or scars caused by staking, wire or ties, or any other defect which could cause
structural failure or disfigurement.

Shade trees and central leader flowering trees shall have a single main trunk.  Trunk height
to the lowest branch shall conform to the following:

HEIGHT TO LOWEST BRANCH
CALIPER

in.
HEIGHT

ft
1-1/2 and 1-3/4 4

2 to 2-1/2 5

3 6

(f) Unacceptable Plants. Plant material that becomes unacceptable after installation shall be
rejected as specified in 710.03.18.

920.07.04 American Holly (Ilex opaca Aiton). Unless other cultivars or ratios are specified in
the Contract document, each lot of plants shall include 90 percent female plants and 10 percent
male plants of cultivars selected from the following list, unless specified otherwise.
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AMERICAN HOLLY CULTIVARS
FEMALE MALE

Angelica Miss Helen David

Arlene Leach Old Heavy Berry Jersey Knight

B and O Patterson Leather Leaf

Dan Fenton Satyr Hill Nelson West

Jersey Princess Wyetta North Wind

920.07.05 Plant Storage and Handling. Adequate facilities shall be provided for plant storage.
Plants shall be handled with care to avoid damage.

(a) Bulbs. Bulbs shall be stored under appropriate climate control.

(b) Perennials, Ornamental Grasses, Plug Plans and Annuals. Perennials, ornamental
grasses, plug plants and annuals shall be kept moist.

(c) Bare Root Plants and Live Stakes. Bare root plants and live stakes shall be kept moist
and heeled into moist soil or other suitable material until installed.  During transport, the
roots shall be covered with canvas, burlap or straw.

(d) Balled and Burlapped and Container Grown Plants. Balled and burlapped plants and
container grown plants shall be kept moist and installed within seven days of delivery, or
the root balls or containers shall be covered with mulch or straw until removed for
installation.

920.08 MARKING AND STAKING MATERIALS.

920.08.01 Outline Stakes. Outline stakes shall be full cut 1.75 x 1.75 in. sound hardwood,
48 in. long, as approved.

920.08.02 Stakes. Stakes for supporting trees shall be rough sawn, straight grain hardwood
reasonably free from bark, knot holes, excessive warping, or other imperfections.  Stakes shall be
full cut 2.0 x 2.0 in. thickness.

920.08.03 Wire. Wire shall be No. 12 and 14 gauge new annealed galvanized wire.

920.08.04 Wire Rope.  Wire rope shall be 0.25 in. zinc coated steel wire seven strand as
commonly used for guying large trees.

920.08.05 Cable Clamps. Cable clamps shall be zinc galvanized steel.
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920.08.06 Hose. Hose shall be 5/8 in. inside diameter corded synthetic rubber hose.

920.08.07 Turnbuckles. Turnbuckles shall be zinc galvanized with 4.5 in. openings and
5/16 in. threaded ends with screw eyes.

920.08.08 Anchors. Tree anchors shall be earth anchors of a type commonly used for
anchoring large trees.

920.09 WATER, PESTICIDES, AND ADJUVANTS.

920.09.01 Water. Water used for the installation and establishment of vegetation shall not
contain concentrations of substances that are harmful to plant growth.  Water derived from
public and municipal water systems in Maryland shall be acceptable for irrigation, fertilization,
or mixing with pesticides.  Water derived from wells or other sources may be used when it has
soluble salts concentration less than 500 ppm, sodium less than 50 percent of total salts, and pH
between 5.0 to 7.8.

920.09.02 Seed Carrier. Seed carrier shall be one or more inert, horticultural-grade materials
used to improve seed mixing and distribution through a spreader or drill.  Seed carriers shall be
free flowing, easily mixable with seed, and nontoxic to seed, plants, humans, and wildlife.  Seed
carrier shall include one or more of the following:

(a) Calcined Clay.  Calcined clay shall be a furnace-baked clay product.

(b) Cocoa Shell.  Cocoa shell shall be processed cocoa seeds.

(c) Oyster Shell.  Oyster shell shall be crushed shells of oyster or other mollusk.

(d) Vermiculite.  Vermiculite shall be heat-expanded mineral mica.

(e) Perlite.  Perlite shall be heat-expanded mineral perlite.

920.09.03 Pesticides. Pesticides shall be EPA-approved and registered for use in Maryland to
control plants, fungi, insects or other pests.  Pesticides shall be approved for use, and acceptable
application rates established by the Landscape Operations Division as follows:

(a) Herbicide.  Herbicide shall control or prevent regrowth of plants or vegetation.

(b) Insecticide.  Insecticide shall control or protect against insect or other arthropod pests.

(c) Fungicide.  Fungicide shall control or protect against fungal or bacterial pests.
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(d) Other Pesticides.  Other pesticides shall control or protect against other pests such as deer,
beaver, etc.

920.09.04 Marking Dye. Marking dyes shall be used to color spray solutions, be
nonphytotoxic, oil or water soluble, and compatible with the pesticide products they are applied
with.  Marking dye products and application rates shall be approved by the Landscape
Operations Division.

920.09.05 Spray Adjuvant and Wetting Agent. Spray adjuvant and wetting agents shall be
compatible with the pesticides or other products they are applied with.

920.09.06 Antidesiccant. Antidesiccant and antitranspirant products shall be materials that
provide a film over plant surfaces to limit water loss.  These products and application rates shall
be approved by the Landscape Operations Division.
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CATEGORY 900
MATERIALS

SECTION 921 — MISCELLANEOUS

784 DELETE:  SECTION 921.09.01 — GEOTEXTILES in its entirety.

INSERT:  The following.

921.09.01 Geotextile Requirements.  Geotextiles used on Administration projects shall
participate in the National Transportation Product Evaluation Program (NTPEP) and
conform to the Contract Documents and MSMT 732.  Geotextiles shall be manufactured
from fibers consisting of long chain synthetic polymers, composed of a minimum
95 percent by weight of polyolefins or polyesters, and formed into a stable network so the
filaments or yarns retain their dimensional stability relative to each other, including
selvages.  Geotextiles used on Administration projects shall conform to the following:

MARYLAND
APPLICATION

CLASS

TYPE OF
GEOTEXTILE

GRAB
STRENGTH

lb

PUNCTURE
STRENGTH

lb

PERMITTIVITY
sec-1

APPARENT
OPENING

SIZE, MAX
mm

TRAPEZOID
TEAR

STRENGTH
(MD***)

lb
D 4632 D 6241 D4491 D 4751 D 4533

SD

TYPE
I

NONWOVEN 160 310 0.50 0.43 55

WOVEN,
MONOFILAMENT 250 495 0.50 0.43 90

TYPE
II

NONWOVEN 160 310 0.20 0.25 55

WOVEN,
MONOFILAMENT 250 495 0.20 0.25 90

PE

TYPE
I

NONWOVEN 200 430 0.70 0.43 80

WOVEN,
MONOFILAMENT 250 620 0.70 0.43 90

TYPE
II

NONWOVEN 200 310 0.20 0.25 55

WOVEN,
MONOFILAMENT 250 495 0.20 0.25 90

TYPE
III

NONWOVEN 200 220 0.10 0.22 40

WOVEN,
MONOFILAMENT 250 370 0.10 0.22 70

SE
NONWOVEN 160 310 0.20 0.30 80

WOVEN 250 495 0.20 0.30 90

ST WOVEN 300* 600 0.05 0.15** 110

F WOVEN 200 450 0.05 0.60 75

E NONWOVEN 200 450 1.1 0.21 80
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Note 1: All property values in the above table are based on minimum average roll values in the weakest principal direction
except for apparent opening size.

Note 2: The ultraviolet stability shall be 50 percent after 500 hrs of exposure for all classes, except Class F, which shall be
70 percent (D 4355).

* 15% elongation for silt fence and monofilament woven geotextile in Machine Direction
** This is a MINIMUM apparent opening size, not a maximum.
***Machine Direction

Contact the Office of Materials Technology’s Soils and Aggregate Technology Division
for approval of geotextiles used for reinforcement applications.

921.09.02 Seam and Overlap. D 4884.  Geotextiles joined by sewing shall conform to
the following:

(a) Either “J” or “Butterfly” type seams joined with a lock stitch.

(b) Tensile strength requirements when tested across the seam.

(c) Thread used for seaming shall be of equal or greater durability than the geotextile
itself.

921.09.03 Securing Pins or Staples. Minimum 10 in. length and designed to securely
hold the geotextile in place during construction.

WOVEN,
MONOFILAMENT 370 900 0.28 0.21  100
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786 ADD:  The following after 921.11.

921.12 CONCRETE STAIN.

The material shall conform to the following requirements:

TEST
PROPERTY

TEST
METHOD

SPECIFICATION
LIMITS

Accelerated Weathering G7 Passing results

Mildew Resistance/fungus growth Fed. Test Method
STD.141, Method 6271 Resistance

Weatherometer, 1000 hours minimum ASTM G26

No crazing, cracking,
chipping, or flaking. Light
chalk and color change. No

other deterioration.

Total Non Volatile Vehicle, % D2369 Mfr. Stated Value +/- 2%

Viscosity, Krebs Units, 77 deg. F D562 Mfr. Stated value +/- 10 KU

Drying time ( to touch) D1640 1 hour minimum

Recoat dry time D1640
Able to recoat within 24

hours

Infrared Spectrogram D2621 n/a

Color Fed. Std. 595 As specified in contract
documents

Weight/gallon, lb.gal D1475 Mfr. State value +/- 0.3
lb/gal

Shelf life 6 months minimum

Material more than six months old shall be retested.  Material must be VOC compliant
for Maryland.
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CATEGORY 900
MATERIALS

SECTION 950 — TRAFFIC MATERIALS

792 DELETE: 950.03 REFLECTORIZATION OF SIGNS AND CHANNELIZING
DEVICES in its entirety.

INSERT:  The following.

950.03 REFLECTORIZATION OF SIGNS AND CHANNELIZING DEVICES.

 Provide retroreflective sheeting that meets the requirements of the latest version of ASTM
D 4956 and is selected from the Administration’s QPL.  The type of sheeting to be used for
different classifications of signs shall be as specified in the QPL and as described below.

 Provide fluorescent colors, when yellow, orange or pink sheeting is specified.  Color
coordinates and values shall be as described in the MDMUTCD and 23 CFR Part 655, Subpart F,
Appendix.

 Provide non-reflective sheeting, when black sheeting is specified.

 All sheeting for legend and backgrounds shall be from the same manufacturer and be a
matched component system intended to be used together.

 Use ASTM Type IV or VIII construction sheeting with a Class 1 backing for drums for
maintenance of traffic.  The sheeting must be reboundable as defined in the supplementary
requirements of ASTM D 4956, latest version.

 Use ASTM Type IV, V or VIII for delineators, and lane separator systems.  Use ASTM Type
IV, VI or VIII sheeting for cones for maintenance of traffic.  The sheeting must be reboundable
as defined in the supplementary requirements of ASTM D 4956, latest version.

 Use ASTM Type VI sheeting with a Class 5 backing for Roll up signs for Maintenance of
Traffic.

 Use ASTM Type VIII, IX or XI sheeting for rigid temporary traffic signs.

 Use ASTM Type IX or XI sheeting for Guide Signs, Exit Gore Signs, General Information
Signs, School Signs, Warning Signs and Red Regulatory Signs.

 Use ASTM Type IV, VIII, IX or XI sheeting for all other Regulatory Signs and for Route
Markers.
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 Use ASTM Type I or higher sheeting for No Trespassing Signs, signs directed at Pedestrian
Traffic, signs directed at Bicycle Traffic, R7 series Parking signs, R8 series Parking signs and
supplemental panels for R7 and R8 series signs.
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CATEGORY 900
MATERIALS

SECTION 951 — PAVEMENT MARKING MATERIALS

951.06 HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKING MATERIAL. The material shall be highly durable retroreflective
polymeric materials designed for use as transverse lines, numbers, legends, symbols and arrow
markings subjected to high traffic volumes and severe wear conditions such as shear action from
crossover or encroachment.

 The applied material shall adhere to hot mix asphalt (HMA), open-grade friction courses
(OGFC), stone matrix asphalt (SMA), portland cement concrete (PCC), and any existing
pavement markings when applied using normal heat from a propane fueled heat gun in
conformance with manufacturer’s recommendations.

 The applied material shall be capable of conforming to pavement contours, breaks and faults,
shall not be affected by weather conditions, and shall remain in place on pavement surfaces
without being displaced by traffic.

 The material shall have a minimum shelf life of one year.

 The material shall conform to the requirements of the MdMUTCD and the following:

 (a) Composition.  The material shall consist of polymeric materials, pigments, binders and
glass beads distributed throughout the entire cross-sectional area.  The thermoplastic
material shall conform to M 249 with the exception of the relevant differences for the
material being supplied in the preformed state.

Restrictions.  The combined total of lead, cadmium, mercury and hexavalent chromium
shall not exceed 100 ppm when tested by X-ray diffraction, ICP, or comparable method
capable of this level of detection.  Nonleachable lead based pigments will not be permitted.
Diarylide type pigments shall only be used when the manufacture or pavement marking
material application temperature does not exceed 392 F.

 (b) Color.  Preformed markings shall consist of film with pigments selected and blended to
match Federal Standard 595 color chip Nos. 17886 and 13538 for white and yellow
respectively.

 (c) Frictional Resistance.  The surface of the applied material shall provide a minimum
average skid resistance value of 50 BPN when tested in conformance with E 303.
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 (d) Patchability.  The  material  shall  be  capable  of  use  for  patching  worn  areas  of  the  same
type in conformance with manufacturer’s recommendations.

 (e) Thickness.  The minimum thickness, without adhesive, shall be 120 mils.

 (f) Adhesion.  The material shall retain a minimum of 65 percent adhesive bond after
100 cycles of freeze-thaw when tested in conformance with C 666, Method B.

(g) Beads.

  (1) Index of Refraction.  All beads shall meet the general requirements of M 247, Type I,
and shall have a minimum index of refraction of 1.50 when tested using the liquid oil
immersion method specified in MSMT 211.

  (2) Acid Resistance.  A maximum of 15 percent of the beads shall show a formation of a
distinct opaque white layer on the entire surface after exposure to a 1 percent solution
(by weight) of sulfuric acid in conformance with MSMT 211.

Field Testing.  Materials conforming to this Specification shall be field tested at AASHTO
regional test facilities, such as National Transportation Product Evaluation Program (NTPEP),
for performance.

 Materials performing satisfactorily throughout the test period, including exhibiting a minimum
retained reflectance of 100 mcd/m2/lux at the completion of the testing, will be placed on the
Prequalified Materials List maintained by the Office of Materials and Technology.

Certification.  Any marking material supplied during the Contract shall be identical in
composition to the material submitted for initial testing.  Samples submitted for testing shall be
accompanied by the manufacturer’s certified analysis in conformance with TC-1.03.
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Bidders are advised that the following:

ADDENDUM RECEIPT
VERIFICATION FORM

and the
PROPOSAL FORM PACKET

shall be completed,
and submitted in a sealed envelope

clearly marked
“SEALED BID”

and the
CONTRACT NUMBER

on the outside of the envelope
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ADDENDUM RECEIPT VERIFICATION FORM

 COMAR 21.05.02.08 requires that all addenda issued be acknowledged, therefore before bids
may be considered responsive, the Maryland State Highway Administration must receive
verification that all bids considered the contents of all Contract Documents and all Addenda
issued, as applicable, for this project.

 I do solemnly declare and affirm under the penalties of perjury that this bid was prepared by
this firm, including all subcontractors and suppliers, with consideration of all the information
contained in the as advertised Contract Documents and all Addenda issued, as applicable.

 NO ADDENDA WERE ISSUED

 ADDENDUM NO.   1  to
(Must be filled in by the bidder – if only one Addendum enter 1 in the blank space provided)

Date:

By:
(print name of Authorized Representative)

(signature of Authorized Representative)
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ALLEGANY COUNTY COMMISSIONERS
PROPOSAL FORM

Proposal by
Name

Address (Street and/or P.O. Box)

City State Zip
 (  ) (  )
 A.C. Phone No. A.C. Fax No.

to  furnish  and  deliver  all  materials  and  to  do  and  perform  all  work,  in  conformance  with  the
Standard Specifications, revisions thereto, General Provisions and the Special Provisions in this
contract to Allegany County Commissioners located in, Allegany County, Maryland, for which
Invitation for Bids will be received until 2:00 p.m. on March 8, 2016, this work being situated as
follows:

Frostburg Business Park Access Road, Allegany County, Maryland

Allegany County Commissioners
701 Kelly Road
Cumberland, Maryland 21502

In response to the advertisement by the Allegany County Commissioners, inviting bids for the
work  in  conformance  with  the  Contract  Documents,  now  on  file  in  the  office  of  the
Administration. I/We hereby certify that I/we am/are the only person, or persons, interested in
this  bid  proposal  as  principals,  and  that  an  examination  has  been  made  of  the  work  site,  the
Specifications, the Plans, and Invitation for Bids, including the Special Provisions contained
herein.  I/We propose to furnish all necessary machinery, equipment, tools, labor and other
means of construction, and to furnish all materials required to complete the project at the
following unit price or lump sum price.
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CONTRACT PROVISIONS SHA No. AL486ZM1
PROPOSAL FORM PACKET — FEDERAL ARC Project No. MD-17754

F.A.P No. APL-3(406)N

02-09-16

GENERAL MATERIAL REQUIREMENTS

CONVICT PRODUCED MATERIALS

 Section 1019 of the Intermodal Surface Transportation Efficiency Act of 1991 (ISTEA)
clarifies that materials produced by convict labor after July 1, 1991 may not be used for Federal-
aid highway construction projects unless produced at a prison facility producing convict made
materials for Federal-aid construction projects prior to July 1, 1987.

CONTRACT PROVISION BUY AMERICA

 This  section  only  applies  to  projects  partially  or  totally  financed  with  Federal  funds.   The
Contractor shall comply with Section 165 of the Surface Transportation Assistance Act of 1982
as amended by Section 1041(a) and 1048(a) of the Intermodal Surface Transportation Efficiency
Act of 1991 (codified by SAFETEA-LU, §1903 as 23 U.S.C 313) with regard to the furnishing
and coating of iron and steel products.

 The Contract, if awarded, will be awarded to the responsive and responsible bidder who submits
the lowest total bid for the Contract based on furnishing Domestic Products unless such bid
exceeds the lowest total bid based on furnishing Foreign Products by more than twenty five
percent (25%).  Foreign Products will not be permitted to be used as a substitution for Domestic
ones after the bid has been awarded.

 Furnish steel or iron construction materials, including coating, for permanently incorporated
work according to 23 CFR 635.410 and as follows:

(a) All manufacturing processes of steel or iron materials in a product, including coating; and
any subsequent process that alters the steel or iron material’s physical form or shape,
changes its chemical composition, or the final finish; are to occur within the United States
(One  of  the  50  States,  the  District  of  Columbia,  Puerto  Rico,  or  in  territories  and
possessions of the U.S.).  Manufacturing begins with the initial melting and mixing, and
continues through the coating stage.  The processes include rolling, extruding, machining,
bending, grinding, drilling, welding, and coating.  The action of applying a coating to steel
or iron is deemed a manufacturing process.  Coating includes epoxy coating, galvanizing,
aluminizing, painting, and any other coating that protects or enhances the value of steel or
iron.  Any process from the original reduction from ore to the finished product constitutes a
manufacturing process for iron.

(b) The following are considered to be steel manufacturing processes:
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PROPOSAL FORM PACKET — FEDERAL ARC Project No. MD-17754

F.A.P No. APL-3(406)N

02-09-16
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(1) Production of steel by any of the following processes:

(a) Open hearth furnace.
(b) Basic oxygen.
(c) Electric furnace.
(d) Direct reduction.

(2) Rolling, heat treating, and any other similar processing.

(3) Fabrication of the products:

(a) Spinning wire into cable or strand.
(b) Corrugating and rolling into culverts.
(c) Shop fabrication.

(c) The manufacturing process for a steel/iron product is considered complete when the
product is ready for use as an item (e.g., fencing, posts, girders, pipe, manhole cover, etc.)
or could be incorporated as a component of a more complex product  through a further
manufacturing process (e.g., prestressed concrete girders, reinforced concrete pipe, traffic
control devices, bearing pads, etc.).  A product containing both steel and/or iron
components, may be assembled outside the United States and meet Buy America
requirements if the constituent steel and iron components (in excess of the minimal
amounts permitted) were manufactured domestically and are not modified at the assembly
location prior to final assembly.

(d) If domestically produced steel billets or iron ingots are exported outside of the U.S., as
defined above, for any manufacturing process then the resulting product does not conform
to the Buy America requirements.  Additionally, products manufactured domestically from
foreign source steel billets or iron ingots do not conform to the Buy America requirements
because the initial melting and mixing of alloys to create the material occurred in a foreign
country.

(e) Due to a nationwide waiver, Buy America does not apply to raw materials (iron ore and
alloys), scrap (recycled steel or iron), and pig iron or processed, pelletized, and reduced
iron ore.

(f) For the Buy America provisions to apply, the steel or iron product must be permanently
incorporated into the project. If an item is rendered as a “donated material” in accordance
with  23  U.S.C.  323  –  Donations  and  Credits,  it  will  have  to  comply  with  Buy  America
requirements.  While States and local governments may receive a credit for donated
material, this material must generally comply with Buy America requirements.  Buy
America does not apply to temporary steel items, e.g., temporary sheet piling, temporary
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bridges, steel scaffolding and falsework. Further, Buy America does not apply to materials
which remain in place at the contractor convenience.

(g) Certifications which document that steel and iron have been manufactured and that
coatings for iron or steel have been applied in the United States shall be provided to the
Contractor by the manufacturer.  The Contractor shall provide the required certifications to
the Engineer prior to such items being incorporated into the permanent work.
Certifications shall extend to materials utilized in manufactured and fabricated products
purchased by the Contractor.

(h) Products manufactured of foreign steel or iron materials may be used, provided the cost of
such products as they are delivered to the project does not exceed 0.1% of the total contract
amount, or $2,500, whichever is greater.  If a supplier or fabricator wishes to use a partial
fabrication process where domestic and foreign source components are assembled at a
domestic location, the “as delivered cost” of the foreign components should include any
transportation, assembly and testing costs required to install them in the final product.
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ALTERNATE BID
USING FOREIGN PRODUCTS

 When a bidder elects to utilize Foreign Products on one or more items, the following
summation indicating the Total Bid using Foreign Products must be completed in addition to the
individual item bid tabulations.

 The following instructions are given to the bidder in completing the Total Bid summation
using Foreign Products:

  1 - The "Bid Total" for the initial bid using Domestic Products shall be shown on line (1).

  2 - The subtotal for Item Amounts using Domestic Products shall be shown on line (2), for
those items which the Contractor elects to use Foreign Products.

  3 - The subtotal for Item Amounts using Foreign Products shall be shown on line (3).

  4 - The total Bid, utilizing Foreign Products shall be shown on line (4).  The value is
obtained by subtracting subtotal (2) from the Total Bid (1) and then adding subtotal (3).

Bid Total for Bid 1 using Line (1)
  Domestic items

Total of Domestic Items Line (2) -

Total of Foreign Items Line (3) +

Bid Total using Foreign Items Line (4)
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ALTERNATE BID - USING FOREIGN PRODUCTS
BIDDER'S INSTRUCTIONS

 When the bidder elects to submit a bid for one or more items using Foreign Products, the following form must be used.  For each item
that Foreign Products are contemplated, the appropriate "Item Numbers", "Approximate Quantities", "Description of Items", "Unit Price or
Lump Sum Price", "Item Amount Domestic" and "Item Amount Foreign" shall be tabulated below as specified in the initial bid.  The
bidder shall indicate the unit price in dollars and cents and show the total cost of the item for each item that utilizes Foreign Products.
When all items utilizing Foreign Products have been listed, the bidder shall indicate on Page 6 of 45 the subtotals of the Item Amounts for
Domestic Products in Line (2) and for Foreign Products in Line (3).

Item
Nos.

Approximate
Quantities

Description of Items Unit Price
or

Lump Sum
Dollars.Cts.

Items Amount
Domestic

Dollars.Cts.

Items Amount
Foreign

Dollars.Cts.
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BID/PROPOSAL AFFIDAVIT

A. AUTHORIZED REPRESENTATIVE AND AFFIANT

I HEREBY AFFIRM THAT:

I am the (title) _______________________________________ and the duly authorized
representative of (business) ____________________________________ and that I possess the
legal authority to make this Affidavit on behalf of myself and the business for which I am acting.

B. CERTIFICATION REGARDING COMMERCIAL NONDISCRIMINATION

The undersigned bidder or offeror hereby certifies and agrees that the following
information is correct:

In preparing its bid on this project, the bidder or offeror has considered all proposals submitted
from qualified, potential subcontractors and suppliers, and has not engaged in “discrimination”
as defined in §19-103 of the State Finance and Procurement Article of the Annotated Code of
Maryland.  “Discrimination” means any disadvantage, difference, distinction, or preference in
the solicitation, selection, hiring, or commercial treatment of a vendor, subcontractor, or
commercial customer on the basis of race, color, religion, ancestry, or national origin, sex, age,
marital  status,  sexual orientation,  or on the basis of disability or any otherwise unlawful use of
characteristics regarding the vendors, supplier’s or commercial customer’s employees or owners.
“Discrimination” also includes retaliating against any person or other entity for reporting any
incident  of  “discrimination”.   Without  limiting  any  other  provision  of  the  solicitation  on  this
project, it is understood that, if the certification is false, such false certification constitutes
grounds for the State to reject the bid submitted by the bidder or offeror on this project, and
terminate any contract awarded based on the bid.  As part of its bid or proposal, the bidder or
offeror herewith submits a list of all instances within the past 4 years where there has been a final
adjudicated determination in a legal or administrative proceeding in the state of Maryland that
the bidder or offeror discriminated against subcontractors, vendors, suppliers, or commercial
customers, and a description of the status or resolution of that determination, including any
remedial action taken.  Bidder or Offeror agrees to comply in all respects with the State’s
Commercial Nondiscrimination Policy as described under Title 19 of the State Finance and
Procurement Article of the Annotated Code of Maryland.
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C.  AFFIRMATION REGARDING BRIBERY CONVICTIONS

I FURTHER AFFIRM THAT:

Neither I, nor to the best of my knowledge, information, and belief, the above business
(as is defined in Section 16-101(b) of the State Finance and Procurement Article of the
Annotated Code of Maryland), or any of its officers, directors, partners, controlling stockholders,
or any of its employees directly involved in the business’s contracting activities, including
obtaining or performing contracts with public bodies, has been convicted of, or has had probation
before judgment imposed pursuant to Criminal Procedure Article, §6-220, Annotated Code of
Maryland, or has pleaded nolo contendere to a charge of, bribery, attempted bribery, or
conspiracy to bribe in violation of Maryland law, or of the law of any other state or federal law,
except as follows (indicate the reasons why the affirmation cannot be given and list any
conviction, plea, or imposition of probation before judgment with the date, court, official or
administrative body, the sentence or disposition, the name(s) of person(s) involved, and their
current positions and responsibilities with the business):
________________________________________________________________________
________________________________________________________________________
________________________________________________________________________.

D. AFFIRMATION REGARDING OTHER CONVICTIONS

I FURTHER AFFIRM THAT:

Neither I, nor to the best of my knowledge, information, and belief, the above business,
or  any  of  its  officers,  directors,  partners,  controlling  stockholders,  or  any  of  its  employees
directly involved in the business's contracting activities including obtaining or performing
contracts with public bodies, has:

1. Been convicted under state or federal statute of:
(a) a criminal offense incident to obtaining, attempting to obtain, or performing a public
or private contract; or

(b) fraud, embezzlement, theft, forgery, falsification or destruction of records, or
receiving stolen property;

2. Been convicted of any criminal violation of a state or federal antitrust statute;

3. Been convicted under the provisions of Title 18 of the United States Code for violation of
the Racketeer Influenced and Corrupt Organization Act, 18 U.S.C. §1961, et seq., or the Mail
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Fraud  Act,  18  U.S.C.  §1341,  et  seq.,  for  acts  in  connection  with  the  submission  of  bids  or
proposals for a public or private contract;

4. Been convicted of a violation of the State Minority Business Enterprise Law, Section 14-
308 of the State Finance and Procurement Article of the Annotated Code of Maryland;

5. Been  convicted  of  a  violation  of  the  Section  11-205.1  of  the  State  Finance  and
Procurement Article of the Annotated Code of Maryland;

6. Been  convicted  of  conspiracy  to  commit  any  act  or  omission  that  would  constitute
grounds for conviction or liability under any law or statute described in subsection (1) through
(5) above;

7. Been found civilly liable under a state or federal antitrust statute for acts or omissions in
connection with the submission of bids or proposals for a public or private contract;

8. Been found in a final adjudicated decision to have violated the Commercial
Nondiscrimination  Policy  under  Title  19  of  the  State  Finance  and  Procurement  Article  of  the
Annotated Code of Maryland with regard to a public or private contract; or

9. Admitted in writing or under oath, during the course of an official investigation or other
proceedings, acts or omissions that would constitute grounds for conviction or liability under any
law or statute described in Section B – C and subsections (1) through (8) above, except as
follows (indicate reasons why the affirmations cannot be given, and list any conviction, plea, or
imposition of probation before judgment with the date, court, official or administrative body, the
sentence or disposition, the name(s) of the person(s) involved and their current positions and
responsibilities with the business, and the status of any debarment):
________________________________________________________________________
________________________________________________________________________
________________________________________________________________________.

E. AFFIRMATION REGARDING DEBARMENT

I FURTHER AFFIRM THAT:

Neither I, nor to the best of my knowledge, information, and belief, the above business,
or  any  of  its  officers,  directors,  partners,  controlling  stockholders,  or  any  of  its  employees
directly involved in the business’s contracting activities, including obtaining or performing
contracts with public bodies, has ever been suspended or debarred (including being issued a
limited  denial  of  participation)  by  any  public  entity,  except  as  follows  (list  each  debarment  or
suspension providing the dates of the suspension or debarment, the name of the public entity and
the status
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of  the  proceedings,  the  name(s)  of  the  person(s)  involved  and  their  current  positions  and
responsibilities with the business, the grounds of the debarment or suspension, and the details of
each person's involvement in any activity that formed the grounds of the debarment or
suspension): ___________________________________________________

F. AFFIRMATION REGARDING DEBARMENT OF RELATED ENTITIES

I FURTHER AFFIRM THAT:

1. The business was not established and it does not operate in a manner designed to
evade the application of or defeat the purpose of debarment pursuant to Sections 16-101,
et seq., of the State Finance and Procurement Article of the Annotated Code of Maryland;
and

2. The business is not a successor, assignee, subsidiary, or affiliate of a suspended or
debarred business, except as follows (you must indicate the reasons why the affirmations
cannot be given without qualification):
_______________________________________________________________________
_______________________________________________________________________
_______________________________________________________________________.

G. SUB-CONTRACT AFFIRMATION

I FURTHER AFFIRM THAT:

Neither I, nor to the best of my knowledge, information, and belief, the above business,
has  knowingly  entered  into  a  contract  with  a  public  body  under  which  a  person  debarred  or
suspended under Title 16 of the State Finance and Procurement Article of the Annotated Code of
Maryland will provide, directly or indirectly, supplies, services, architectural services,
construction related services, leases of real property, or construction.

H. AFFIRMATION REGARDING COLLUSION

I FURTHER AFFIRM THAT:

Neither I, nor to the best of my knowledge, information, and belief, the above business
has:
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1. Agreed, conspired, connived, or colluded to produce a deceptive show of competition in
the compilation of the accompanying bid or offer that is being submitted;

2. In any manner,  directly or indirectly,  entered into any agreement of any kind to fix the
bid price or price proposal of the bidder or Offeror or of any competitor, or otherwise taken any
action in restraint of free competitive bidding in connection with the contract for which the
accompanying bid or offer is submitted.

I. FINANCIAL DISCLOSURE AFFIRMATION

I FURTHER AFFIRM THAT:

I am aware of, and the above business will comply with, the provisions of Section 13-221
of the State Finance and Procurement Article of the Annotated Code of Maryland, which require
that every business that enters into contracts, leases, or other agreements with the State of
Maryland or its agencies during a calendar year under which the business is to receive in the
aggregate $100,000 or more shall, within 30 days of the time when the aggregate value of the
contracts, leases, or other agreements reaches $100,000, file with the Secretary of State of
Maryland certain specified information to include disclosure of beneficial ownership of the
business.

J. POLITICAL CONTRIBUTION DISCLOSURE AFFIRMATION

I FURTHER AFFIRM THAT:

I am aware of, and the above business will comply with, Election Law Article, §§14-
101—14-108, Annotated Code of Maryland, which requires that every person that enters into
contracts, leases, or other agreements with the State of Maryland, including its agencies or a
political subdivision of the State, during a calendar year in which the person receives in the
aggregate $100,000 or more shall file with the State Board of Elections a statement disclosing
contributions in excess of $500 made during the reporting period to a candidate for elective
office in any primary or general election.

K. DRUG AND ALCOHOL FREE WORKPLACE

(Applicable to all contracts unless the contract is for a law enforcement agency and the
agency head or the agency head's designee has determined that application of COMAR 21.11.08
and this certification would be inappropriate in connection with the law enforcement agency's
undercover operations.)
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I CERTIFY THAT:

1. Terms defined in COMAR 21.11.08 shall have the same meanings when used in this
certification.

2. By submission of its  bid or offer,  the business,  if  other than an individual,  certifies and
agrees that, with respect to its employees to be employed under a contract resulting from this
solicitation, the business shall:

(a) Maintain a workplace free of drug and alcohol abuse during the term of the contract;

(b)Publish a statement notifying its employees that the unlawful manufacture,
distribution, dispensing, possession, or use of drugs, and the abuse of drugs or alcohol is
prohibited in the business' workplace and specifying the actions that will be taken against
employees for violation of these prohibitions;

(c) Prohibit its employees from working under the influence of drugs or alcohol;

(d) Not hire or assign to work on the contract anyone whom the business knows, or in the
exercise of due diligence should know, currently abuses drugs or alcohol and is not
actively engaged in a bona fide drug or alcohol abuse assistance or rehabilitation
program;

(e) Promptly inform the appropriate law enforcement agency of every drug-related crime
that occurs in its workplace if the business has observed the violation or otherwise has
reliable information that a violation has occurred;

(f) Establish drug and alcohol abuse awareness programs to inform its employees about:

(i) The dangers of drug and alcohol abuse in the workplace;
(ii) The business' policy of maintaining a drug and alcohol free workplace;
(iii) Any available drug and alcohol counseling, rehabilitation, and employee
assistance programs; and
(iv) The penalties that may be imposed upon employees who abuse drugs and
alcohol in the workplace;

(g) Provide all employees engaged in the performance of the contract with a copy of the
statement required by §K(2)(b), above;

(h) Notify its employees in the statement required by §K(2)(b), above, that as a condition
of continued employment on the contract, the employee shall:
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(i) Abide by the terms of the statement; and
(ii)  Notify the employer of any criminal drug or alcohol abuse conviction for an
offense occurring in the workplace not later than 5 days after a conviction;

(i) Notify the procurement officer within 10 days after receiving notice under
§K(2)(h)(ii), above, or otherwise receiving actual notice of a conviction;

(j) Within 30 days after receiving notice under §K(2)(h)(ii), above, or otherwise receiving
actual notice of a conviction, impose either of the following sanctions or remedial
measures on any employee who is convicted of a drug or alcohol abuse offense occurring
in the workplace:

(i) Take appropriate personnel action against an employee, up to and including
termination; or
(ii) Require an employee to satisfactorily participate in a bona fide drug or alcohol
abuse assistance or rehabilitation program; and

(k) Make a good faith effort to maintain a drug and alcohol free workplace through
implementation of §K(2)(a)—(j), above.

3. If the business is an individual, the individual shall certify and agree as set forth in §K(4),
below, that the individual shall not engage in the unlawful manufacture, distribution,
dispensing, possession, or use of drugs or the abuse of drugs or alcohol in the
performance of the contract.

4. I acknowledge and agree that:

(a) The award of the contract is conditional upon compliance with COMAR 21.11.08 and
this certification;

(b) The violation of the provisions of COMAR 21.11.08 or this certification shall be
cause to suspend payments under, or terminate the contract for default under COMAR
21.07.01.11 or 21.07.03.15, as applicable; and

(c) The violation of the provisions of COMAR 21.11.08 or this certification in connection
with  the  contract  may,  in  the  exercise  of  the  discretion  of  the  Board  of  Public  Works,
result in suspension and debarment of the business under COMAR 21.08.03.
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L. CERTIFICATION OF CORPORATION REGISTRATION AND TAX PAYMENT

I FURTHER AFFIRM THAT:

1 The business named above is a (domestic ___ ) (foreign __ ) corporation registered in
accordance with the Corporations and Associations Article, Annotated Code of
Maryland, and that it is in good standing and has filed all of its annual reports,
together with filing fees, with the Maryland State Department of Assessments and
Taxation, and that the name and address of its resident agent filed with the State
Department of Assessments and Taxation is (IF NOT APPLICABLE, SO STATE):

Name: __________________________
Address: __________________________

__________________________
__________________________

2. Except as validly contested, the business has paid, or has arranged for payment of,
all  taxes due the State of Maryland and has filed all  required returns and reports
with  the  Comptroller  of  the  Treasury,  the  State  Department  of  Assessments  and
Taxation, and the Department of Labor, Licensing, and Regulation, as applicable,
and will have paid all withholding taxes due the State of Maryland prior to final
settlement.

M. CONTINGENT FEES

I FURTHER AFFIRM THAT:

The business has not employed or retained any person, partnership, corporation, or other
entity, other than a bona fide employee, bona fide agent, bona fide salesperson, or commercial
selling agency working for the business,  to solicit  or secure the Contract,  and that  the business
has not paid or agreed to pay any person, partnership, corporation, or other entity, other than a
bona fide employee, bona fide agent, bona fide salesperson, or commercial selling agency, any
fee or any other consideration contingent on the making of the Contract.

N. REPEALED
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O. ACKNOWLEDGEMENT

I ACKNOWLEDGE THAT this Affidavit is to be furnished to the Procurement Officer
and may be distributed to units of: (1) the State of Maryland; (2) counties or other subdivisions
of the State of Maryland; (3) other states; and (4) the federal government. I further acknowledge
that this Affidavit is subject to applicable laws of the United States and the State of Maryland,
both criminal and civil, and that nothing in this Affidavit or any contract resulting from the
submission of this bid or proposal shall be construed to supersede, amend, modify or waive, on
behalf  of  the  State  of  Maryland,  or  any  unit  of  the  State  of  Maryland  having  jurisdiction,  the
exercise of any statutory right or remedy conferred by the Constitution and the laws of Maryland
with respect to any misrepresentation made or any violation of the obligations, terms and
convenants undertaken by the above business with respect to (1) this Affidavit, (2) the contract,
and (3) other Affidavits comprising part of the contract.

I DO SOLEMNLY DECLARE AND AFFIRM UNDER THE PENALTIES OF PERJURY
THAT THE CONTENTS OF THIS AFFIDAVIT ARE TRUE AND CORRECT TO THE BEST
OF MY KNOWLEDGE, INFORMATION, AND BELIEF.

Date: ____________ By: ______________________________
(Authorized Representative and Affiant)
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COMPREHENSIVE SIGNATURE PAGE 1 OF 2

THE BIDDER IS HEREBY NOTIFIED THAT THIS DOCUMENT SHALL BE
SIGNED IN INK IN ORDER FOR THE BID TO BE ACCEPTED.  BY SIGNING, THE
BIDDER CERTIFIES THAT HE/SHE WILL COMPLY IN EVERY ASPECT WITH THESE
SPECIFICATIONS.

FURTHER, I DO SOLEMNLY DECLARE AND AFFIRM UNDER THE PENALTIES
OF PERJURY THAT THE CONTENTS OF THIS AFFIDAVIT (PARAGRAPHS A-N) ARE
TRUE AND CORRECT TO THE BEST OF MY KNOWLEDGE, INFORMATION, AND
BELIEF.

This bid form shall be filled out legibly in ink or typed.  The bid, if submitted by an
individual, shall be signed by an individual; if submitted by a partnership, shall be signed by
such member or members of the partnership as have authority to bind the partnership; if
submitted by a corporation the same shall be signed by the President and attested by the
Secretary  or  an  Assistant  Secretary.   If  not  signed  by  the  President  as  aforesaid,  there  must  be
attached a copy of that portion of the By-Laws, or a copy of a Board resolution, duly certified by
the  Secretary,  showing  the  authority  of  the  person  so  signing  on  behalf  of  the  corporation.   In
lieu thereof, the corporation may file such evidence with the Administration, duly certified by the
Secretary, together with a list of the names of those officers having authority to execute
documents on behalf of the corporation, duly certified by the Secretary, which listing shall
remain in full force and effect until such time as the Administration is advised in writing to the
contrary.   In  any  case  where  a  bid  is  signed  by  an  Attorney  in  Fact  the  same  must  be
accompanied by a copy of the appointing document, duly certified.

IF AN INDIVIDUAL:

 NAME:

Street and/or P.O. Box

City State Zip Code Fed ID or SSN

(SEAL)
Signature Date

Print Signature

 WITNESS:
Signature

Print Signature
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COMPREHENSIVE SIGNATURE PAGE 2 OF 2

IF A PARTNERSHIP:

 NAME OF PARTNERSHIP:

Street and/or P.O. Box

City State Zip Code Fed ID or SSN

 BY: (SEAL)
Member Signature Date

Print Signature

 TITLE:  WITNESS:
Signature

Print Signature

IF A CORPORATION:

 NAME OF CORPORATION:

Street and/or P.O. Box

City State Zip Code Fed ID or SSN

 STATE OF INCORPORATION:

 BY: (SEAL)
Signature Date

Print Signature

 TITLE:  WITNESS:
Secretary’s Signature

Print Signature
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MDOT DBE FORM A
FEDERALLY-FUNDED CONTRACTS

CERTIFIED DBE UTILIZATION AND FAIR SOLICITATION AFFIDAVIT
PAGE 1 OF 2

This affidavit must be included with the bid/ proposal.  If the bidder/offeror fails to
accurately complete and submit this affidavit as required, the bid shall be deemed not
responsive or the proposal shall be deemed not susceptible of being selected for award.

In connection with the bid/proposal submitted in response to Solicitation No.     , I affirm the
following:

1. DBE Participation (PLEASE CHECK ONLY ONE)

 I have met the overall certified Disadvantaged Business Enterprise (DBE) participation goal
of IFB_DBEPercentageWrit percent (IFB_DBEPercentage%).  I agree that this percentage of the
total dollar amount of the Contract for the DBE goal will be performed by certified DBE firms as
set  forth  in  the  DBE  Participation  Schedule  -  Part  2  of  the  MDOT  DBE  Form  B  (Federally-
Funded Contracts).

OR

 I conclude that I am unable to achieve the DBE participation goal.  I hereby request a waiver,
in whole or in part, of the goal.  Within 10 business days of receiving notice that our firm is the
apparent awardee or as requested by the Procurement Officer, I will submit a written waiver
request and all required documentation in accordance with COMAR 21.11.03.11.   For a partial
waiver request, I agree that certified DBE firms will be used to accomplish the percentages of the
total dollar amount of the Contract as set forth in the DBE Participation Schedule - Part 2 of the
MDOT DBE Form B (Federally-Funded Contracts).

2. Additional DBE Documentation

I understand that if I am notified that I am the apparent awardee or as requested by the
Procurement Officer, I must submit the following documentation within 10 business days of
receiving such notice: (a) Outreach Efforts Compliance Statement (MDOT DBE Form C -
Federally-Funded Contracts ); (b) Subcontractor Project Participation Statement (MDOT DBE
Form D - Federally-Funded Contracts); (c) DBE Waiver Request documentation per COMAR
21.11.03.11 (if waiver was requested); and (d) Any other documentation required by the
Procurement Officer to ascertain bidder’s responsibility/ offeror’s susceptibility of being selected
for award in connection with the certified DBE participation goal.

264



CONTRACT PROVISIONS SHA No. AL486ZM1
PROPOSAL FORM PACKET — FEDERAL ARC Project No. MD-17754

F.A.P No. APL-3(406)N

02-09-16

20 of 45

MDOT DBE FORM A
FEDERALLY-FUNDED CONTRACTS

CERTIFIED DBE UTILIZATION AND FAIR SOLICITATION AFFIDAVIT
PAGE 2 OF 2

I acknowledge that if I fail to return each completed document (in 2 (a) through (d)) within the
required time, the Procurement Officer may determine that I am not responsible and therefore
not eligible for contract award or not susceptible of being selected for award.

3. Information Provided to DBE firms

In the solicitation of subcontract quotations or offers, DBE firms were provided not less than the
same information and amount of time to respond as were non-DBE firms.

4. Products and Services Provided by DBE firms

I hereby affirm that the DBEs are only providing those products and services for which they are
MDOT certified.

I solemnly affirm under the penalties of perjury that the information in this affidavit is true to the
best of my knowledge, information and belief.

_________________________ ________________________
Company Name Signature of Representative

_________________________ ________________________
Address Printed Name and Title

_________________________ ________________________
City, State and Zip Code Date
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE

PART 1 – INSTRUCTIONS FOR DBE PARTICIPATION SCHEDULE

PARTS 2 AND 3 MUST BE INCLUDED WITH THE BID/PROPOSAL. IF THE BIDDER/OFFEROR FAILS
TO ACCURATELY COMPLETE AND SUBMIT PART 2 WITH THE BID/PROPOSAL AS REQUIRED, THE
BID SHALL BE DEEMED NOT RESPONSIVE OR THE PROPOSAL SHALL BE DEEMED NOT
SUSCEPTIBLE OF BEING SELECTED FOR AWARD.

PAGE 1 OF 4

*** STOP ***
FORM INSTRUCTIONS

PLEASE READ BEFORE COMPLETING THIS FORM

1. Please  refer  to  the  Maryland  Department  of  Transportation  (MDOT)  DBE  Directory  at
www.mdot.state.md.us to determine if a firm is certified for the appropriate North American
Industry Classification System (“NAICS”) Code and the product/services description (specific
product   that  a  firm  is  certified  to  provide  or  specific  areas  of  work  that  a  firm  is  certified  to
perform).   For more general information about NAICS, please visit www.naics.com.   Only those
specific products and/or services for which a firm is certified in the MDOT Directory can be used
for purposes of achieving the DBE participation goal.

2. In order to be counted for purposes of achieving the DBE participation goal, the firm `must be
certified for that specific NAICS (“DBE” for Federally-funded projects designation after NAICS
Code). WARNING:  If  the  firm’s  NAICS Code  is  in graduated status, such services/products
will not be counted for purposes of achieving the DBE participation goals.  Graduated status is
clearly identified in the MDOT Directory (such graduated codes are designated with the word
graduated after the appropriate NAICS Code).

3. Examining the NAICS Code is the first step in determining whether a DBE firm is certified and
eligible to receive DBE participation credit for the specific products/services to be supplied or
performed under the contract.  The second step is to determine whether a firm’s Products/Services
Description  in  the  DBE  Directory  includes  the  products  to  be  supplied  and/or  services  to  be
performed that are being used to achieve the DBE participation goal.

4. If  you  have  any  questions  as  to  whether  a  firm  is  MDOT  DBE  certified,  or  if  it  is  certified  to
perform specific services or provide specific products, please call MDOT’s Office of Minority
Business Enterprise at 1-800-544-6056 or send an email to mbe@mdot.state.md.us.
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE
PART 1 – INSTRUCTIONS FOR DBE PARTICIPATION SCHEDULE

PAGE 2 OF 4

5. The Contractor’s subcontractors are considered second-tier subcontractors.  Third-tier contracting
used  to  meet  a  DBE goal  is  to  be  considered  the  exception  and  not  the  rule.   The  following  two
conditions must be met before MDOT, its Modal Administrations and the Maryland Transportation
Authority may approve a third-tier contracting agreement:  (a) the bidder/offeror must request in
writing approval of each third-tier contract arrangement, and (b) the request must contain specifics
as to why a third-tier contracting arrangement should be approved.  These documents must be
submitted with the bid/proposal in Part 2 of this DBE Participation Schedule.

6. For each DBE firm that is being used as supplier/wholesaler/regular dealer/broker/manufacturer,
please follow these instructions for calculating the amount of the subcontract for purposes of
achieving the DBE participation goal:

A. Is  the  firm  certified  as  a  broker  of  the  products/supplies?   If  the  answer  is  YES,  please
continue to Item C.  If the answer is NO, please continue to Item B.

B.  Is  the  firm  certified  as  a  supplier,  wholesaler,  regular  dealer,  or  manufacturer  of  such
products/supplies?  If the answer is YES, continue to Item D.  If the answer is NO, continue
to Item C only if the DBE firm is certified to perform trucking/hauling services under NAICS
Codes 484110, 484121, 484122, 484210, 484220 and 484230.  If the answer is NO and the
firm is not certified under these NAICS Codes, then no DBE participation credit will be given
for the supply of these products.

C.  For purposes of achieving the DBE participation goal, you may count only the amount of any
reasonable fee that the DBE firm will receive for the provision of such products/supplies - not
the total subcontract amount or the value (or a percentage thereof) of such products and/or
supplies.  For Column 3 of the DBE Participation Schedule, please divide the amount of any
reasonable fee that the DBE firm will receive for the provision of such products/services by
the total Contract value and insert the percentage in Line 3.1.

D. Is the firm certified as a manufacturer (refer to the firm’s NAICS Code and specific descrition
of products/services) of the products/supplies to be provided?  If the answer is NO please
continue to Item E  If the answer is YES, for purposes of achieving the DBE participation
goal,  you  may  count  the  total  amount  of  the  subcontract.   For  Column  3  of  the  DBE
Participation Schedule, please divide the total amount of the subcontract by the total Contract
value and insert the percentage in Line 3.1.
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE
PART 1 – INSTRUCTIONS FOR DBE PARTICIPATION SCHEDULE

PAGE 3 OF 4

E. Is the firm certified as a supplier, wholesaler and/or regular dealer?  If the answer is YES and
the DBE firm is furnishing and installing the materials and is certified to perform these
services, please divide the total subcontract amount (including full value of supplies) by the
total Contract value and insert the percentage in Line 3.1.  If the answer is YES and the DBE
firm is  only being used as  a  supplier,  wholesaler  and/or  regular  dealer  or  is  not  certified to
install the supplies/materials, for purposes of achieving the DBE participation goal, you may
only count sixty percent (60%) of the value of the subcontract for these supplies/products
(60% Rule).  To apply the 60% Rule, first divide the amount of the subcontract for these
supplies/products only (not installation) by the total Contract value.  Then, multiply the result
by sixty percent (60%) and insert the percentage in Line 3.2.

7. For  each  DBE  firm  that is not being used as a supplier/wholesaler/regular
dealer/broker/manufacturer, to calculate the amount of the subcontract for purposes of
achieving the DBE participation goal, divide the total amount of the subcontract by the total
Contract value and insert the percentage in Line 3.1.

Example:    $ 2,500 (Total Subcontract Amount) ¸  $10,000 (Total Contract Value)  x  100 =
25%.

8. Please  note  that  for  USDOT-funded  projects,  a  DBE  prime  may  count  towards  its  DBE
participation goal work performed by its own forces.  Include information about the DBE prime
in Part 2.

9. WARNING:  The percentage of  DBE participation, computed using the dollar amounts in
Column 3 for  all  of  the DBE firms listed in  Part  2,  MUST at  least  equal  the DBE participation
goal as set forth in MDOT DBE Form A – Federally-Funded Contracts for this solicitation.  If the
bidder/offeror is unable to achieve the DBE participation goals, then the bidder/offeror must
request a waiver in Form A or the bid will be deemed not responsive, or the proposal not
susceptible of being selected for award.  You may wish to use the Goal Worksheet shown below
to assist you in calculating the percentage and confirming that you have met the applicable DBE
participation goal.
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE
PART 1 – INSTRUCTIONS FOR DBE PARTICIPATION SCHEDULE

PAGE 4 OF 4

GOAL WORKSHEET

Total DBE Firm Participation
(Add percentages in Column 3 for all DBE firms listed
in DBE Participation Schedule) (A)     ____________________%

The percentage amount in Box A above should be equal to the percentage amount in Box E below.

Add Countable Subcontract Amounts (see 6 through 8
of Instructions) for all DBE firms listed in DBE
Participation Schedule, and insert in Box B (B)     $____________________

Insert the Total Contract Amount in Box C (C)     $____________________

Divide Box B by Box C and Insert in Box D (D)     =____________________

Multiply Box D by 100 and insert in Box E (E)     =___________________%

269



CONTRACT PROVISIONS SHA No. AL486ZM1
PROPOSAL FORM PACKET — FEDERAL ARC Project No. MD-17754

F.A.P No. APL-3(406)N

02-09-16

25 of 45

MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE
PART 2 – DBE PARTICIPATION SCHEDULE

PARTS 2 AND 3 MUST BE INCLUDED WITH THE BID/PROPOSAL. IF THE BIDDER/OFFEROR FAILS TO
ACCURATELY COMPLETE AND SUBMIT PART 2 WITH THE BID/PROPOSAL AS REQUIRED, THE BID
SHALL BE DEEMED NOT RESPONSIVE OR THE PROPOSAL SHALL BE DEEMED NOT SUSCEPTIBLE OF
BEING SELECTED FOR AWARD.

PAGE __ OF ___

LIST INFORMATION FOR EACH CERTIFIED DBE SUBCONTRACTOR YOU AGREE TO USE TO
ACHIEVE THE DBE PARTICIPATION GOAL.

COLUMN 1 COLUMN 2 COLUMN 3
Unless the bidder/offeror requested a waiver in MDOT DBE Form A – Federally
Funded Contracts for this solicitation, the cumulative DBE participation for all
DBE firms listed herein must equal at least the DBE participation goal set forth in
Form A.

NAME OF DBE
SUBCONTRACTOR
AND TIER

CERTIFICATION NO.  AND
DBE CLASSIFICATION

FOR PURPOSES OF ACHIEVING THE DBE PARTICIPATION GOAL, refer
to sections 6, 7 and 8 in Part 1 - Instructions.  State the percentage amount of the
products/services in Line 3.1, except for those products or services where the DBE
firm is being used as a wholesaler, supplier, or regular dealer.  For items of work
where the DBE firm is being used as a supplier, wholesaler and/or regular dealer,
complete Line 3.2 using the 60% Rule.

 Please check if DBE firm is
a third-tier contractor (if
applicable).
Please submit written
documents in accordance with
Section 5 of Part 1 -
Instructions

Certification Number:

(If dually certified, check only
one box.)

 African American-Owned

 Hispanic American- Owned

 Asian American-Owned

 Women-Owned

 Other DBE Classification

______________________

3.1. TOTAL PERCENTAGE TO BE PAID TO THE
SUBCONTRACTOR (STATE THIS PERCENTAGE AS A PERCENTAGE
OF THE TOTAL CONTRACT VALUE- EXCLUDING
PRODUCTS/SERVICES FROM SUPPLIERS, WHOLESALERS OR
REGULAR DEALERS).

__________%   (Percentage for purposes of calculating
achievement of DBE Participation goal)

3.2 TOTAL PERCENTAGE TO BE PAID TO THE SUBCONTRACTOR
FOR ITEMS OF WORK WHERE THE DBE FIRM IS BEING USED AS
A SUPPLIER, WHOLESALER AND/OR REGULAR DEALER) (STATE
THE PERCENTAGE AS A PERCENTAGE OF THE TOTAL CONTRACT
VALUE AND THEN APPLY THE 60% RULE PER SECTION 6(E) IN
PART 1 - INSTRUCTIONS).

_____________%   Total percentage of Supplies/Products

 x  _________60%   (60% Rule)

 __________%   (Percentage for purposes of
calculating achievement of DBE Participation goal)

Please check if Continuation Sheets are attached.

Prime Contractor Project Description Solicitation Number
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE
CONTINUATION SHEET

PAGE __ OF ___

LIST INFORMATION FOR EACH CERTIFIED DBE SUBCONTRACTOR YOU AGREE TO USE TO
ACHIEVE THE DBE PARTICIPATION GOAL.

COLUMN 1 COLUMN 2 COLUMN 3
Unless  the  bidder/offeror  requested  a  waiver  in  MDOT  DBE  Form  A  –
Federally Funded Contracts for this solicitation, the cumulative DBE
participation for all DBE firms listed herein must equal at least the DBE
participation goal set forth in Form A.

NAME OF DBE
SUBCONTRACTOR
AND TIER

CERTIFICATION NO.  AND
DBE CLASSIFICATION

FOR PURPOSES OF ACHIEVING THE DBE PARTICIPATION GOAL,
refer to sections 6, 7 and 8 in Part 1 - Instructions.  State the percentage amount
of the products/services in Line 3.1, except for those products or services where
the DBE firm is being used as a wholesaler, supplier, or regular dealer.  For
items of work where the DBE firm is being used as a supplier, wholesaler and/or
regular dealer, complete Line 3.2 using the 60% Rule.

 Please check if DBE
firm is a third-tier
contractor (if applicable).
Please submit written
documents in accordance
with Section 5 of Part 1 -
Instructions

Certification Number:

(If dually certified, check
only one box.)

 African American-

Owned

 Hispanic American-

Owned

 Asian American-Owned

 Women-Owned

 Other DBE

Classification

______________________

3.1. TOTAL PERCENTAGE TO BE PAID TO THE
SUBCONTRACTOR (STATE THIS PERCENTAGE AS A
PERCENTAGE OF THE TOTAL CONTRACT VALUE- EXCLUDING
PRODUCTS/SERVICES FROM SUPPLIERS, WHOLESALERS OR
REGULAR DEALERS).

__________%   (Percentage for purposes of
calculating achievement of DBE Participation goal)

3.2 TOTAL PERCENTAGE TO BE PAID TO THE
SUBCONTRACTOR FOR ITEMS OF WORK WHERE THE DBE
FIRM IS BEING USED AS A SUPPLIER, WHOLESALER AND/OR
REGULAR DEALER) (STATE THE PERCENTAGE AS A
PERCENTAGE OF THE TOTAL CONTRACT VALUE AND THEN
APPLY THE 60% RULE PER SECTION 6(E) IN PART 1 -
INSTRUCTIONS).

_____________%   Total percentage of Supplies/Products

 x  _________60%   (60% Rule)

 __________%   (Percentage for purposes of
calculating achievement of DBE Participation goal)

Please check if Continuation Sheets are attached.

Prime Contractor Project Description Solicitation Number
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MDOT DBE FORM B
FEDERALLY-FUNDED CONTRACTS

DBE PARTICIPATION SCHEDULE

PART 3 – CERTIFICATION FOR DBE PARTICIPATION SCHEDULE

PARTS 2 AND 3 MUST BE INCLUDED WITH THE BID/PROPOSAL AS DIRECTED IN THE SOLICITATION.

I hereby affirm that I have reviewed the Products and Services Description (specific product that a firm is
certified  to  provide  or  areas  of  work  that  a  firm  is  certified  to  perform)  set  forth  in  the  MDOT  DBE
Directory for each of the DBE firms listed in Part 2 of this DBE Form B for purposes of achieving the
DBE participation goal that was identified in the DBE Form A that I submitted with this solicitation, and
that the DBE firms listed are only performing those products/services/areas of work for which they are
certified.  I also hereby affirm that I have read and understand the form instructions set forth in Part 1 of
this DBE Form B.

The undersigned Prime Contractor hereby certifies and agrees that it has fully complied with the State
Minority Business Enterprise law, State Finance and Procurement Article §14-308(a)(2), Annotated Code
of Maryland which provides that, except as otherwise provided by law, a contractor may not identify a
certified minority business enterprise in a bid or proposal and:

(1) fail to request, receive, or otherwise obtain authorization from the certified minority
business enterprise to identify the certified minority business enterprise in its bid or proposal;

(2) fail to notify the certified minority business enterprise before execution of the contract of
its inclusion of the bid or proposal;

(3) fail to use the certified minority business enterprise in the performance of the contract; or

(4) pay the certified minority business enterprise solely for the use of its name in the bid or
proposal.

I solemnly affirm under the penalties of perjury that the contents of Parts 2 and 3 of MDOT DBE Form B
are true to the best of my knowledge, information and belief.

_________________________________________________________________________________
Company Name Signature of Representative

____________________________________________________________________________________
Address Printed Name and Title

____________________________________________________________________________________
City, State and Zip Code Date
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MDOT MBE/DBE FORM E
GOOD FAITH EFFORTS GUIDANCE AND DOCUMENTATION

PART 1 – GUIDANCE FOR DEMONSTRATING GOOD FAITH EFFORTS
TO MEET MBE/DBE PARTICIPATION GOALS

In  order  to  show  that  it  has  made  good  faith  efforts  to  meet  the  Minority  Business  Enterprise
(MBE)/Disadvantaged Business Enterprise (DBE) participation goal (including any MBE
subgoals) on a contract, the bidder/offeror must either (1) meet the MBE/DBE Goal(s) and
document its  commitments for participation of MBE/DBE Firms, or (2) when it  does not meet
the MBE/DBE Goal(s), document its Good Faith Efforts to meet the goal(s).

I. Definitions

MBE/DBE  Goal(s)  – “MBE/DBE  Goal(s)”  refers  to  the  MBE  participation  goal  and  MBE
participation  subgoal(s)  on  a  State-funded  procurement  and  the  DBE  participation  goal  on  a
federally-funded procurement.

Good Faith Efforts – The “Good Faith Efforts” requirement means that when requesting a
waiver, the bidder/offeror must demonstrate that it took all necessary and reasonable steps to
achieve the MBE/DBE Goal(s), which, by their scope, intensity, and appropriateness to the
objective, could reasonably be expected to obtain sufficient MBE/DBE participation, even if
those steps were not fully successful.  Whether a bidder/offeror that requests a waiver made
adequate good faith efforts will be determined by considering the quality, quantity, and intensity
of the different kinds of efforts that the bidder/offeror has made. The efforts employed by the
bidder/offeror should be those that one could reasonably expect a bidder/offeror to take if the
bidder/offeror were actively and aggressively trying to obtain DBE participation sufficient to
meet the DBE contract goal. Mere pro forma efforts are not good faith efforts to meet the DBE
contract requirements. The determination concerning the sufficiency of the bidder's/offeror’s
good faith efforts is a judgment call; meeting quantitative formulas is not required.

Identified Firms – “Identified Firms” means a list of the DBEs identified by the procuring
agency during the goal setting process and listed in the federally-funded procurement as
available  to  perform  the  Identified  Items  of  Work.   It  also  may  include  additional  DBEs
identified  by  the  bidder/offeror  as  available  to  perform  the  Identified  Items  of  Work,  such  as
DBEs certified or granted an expansion of services after the procurement was issued.  If the
procurement  does  not  include  a  list  of  Identified  Firms  or  is  a  State-funded  procurement,  this
term  refers  to  all  of  the  MBE  Firms  (if  State-funded)  or  DBE  Firms  (if  federally-funded)  the
bidder/offeror identified as available to perform the Identified Items of Work and should include
all appropriately certified firms that are reasonably identifiable.
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Identified Items of Work – “Identified  Items  of  Work”  means  the  bid  items  identified  by  the
procuring agency during the goal setting process and listed in the procurement as possible items
of work for performance by MBE/DBE Firms.  It also may include additional portions of items
of work the bidder/offeror identified for performance by MBE/DBE Firms to increase the
likelihood that the MBE/DBE Goal(s) will be achieved.  If the procurement does not include a
list  of  Identified  Items  of  Work,  this  term refers  to  all  of  the  items  of  work  the  bidder/offeror
identified as possible items of work for performance by MBE/DBE Firms and should include all
reasonably identifiable work opportunities.

MBE/DBE  Firms  – For State-funded contracts, “MBE/DBE Firms” refers to certified MBE
Firms.  Certified MBE Firms can participate in the State’s MBE Program.  For federally-funded
contracts, “MBE/DBE Firms” refers to certified DBE Firms.   Certified  DBE  Firms  can
participate in the federal DBE Program.
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II. Types of Actions MDOT will Consider

The bidder/offeror is responsible for making relevant portions of the work available to
MBE/DBE  subcontractors  and  suppliers  and  to  select  those  portions  of  the  work  or  material
needs consistent with the available MBE/DBE subcontractors and suppliers, so as to facilitate
MBE/DBE participation.  The following is a list of types of actions MDOT will consider as part
of the bidder's/offeror’s Good Faith Efforts when the bidder/offeror fails to meet the MBE/DBE
Goal(s).  This list is not intended to be a mandatory checklist, nor is it intended to be exclusive or
exhaustive.  Other factors or types of efforts may be relevant in appropriate cases.

A. Identify Bid Items as Work for MBE/DBE Firms

1. Identified Items of Work in Procurements

(a) Certain procurements will include a list of bid items identified during the goal setting
process as possible work for performance by MBE/DBE Firms.  If the procurement provides a
list  of  Identified  Items  of  Work,  the  bidder/offeror  shall  make  all  reasonable  efforts  to  solicit
quotes from MBE Firms or DBE Firms, whichever is appropriate, to perform that work.

(b)  Bidders/Offerors  may,  and  are  encouraged  to,  select  additional  items  of  work  to  be
performed by MBE/DBE Firms to increase the likelihood that the MBEDBE Goal(s) will be
achieved.

2. Identified Items of Work by Bidders/Offerors

(a)  When  the  procurement  does  not  include  a  list  of  Identified  Items  of  Work,
bidders/offerors should reasonably identify sufficient items of work to be performed by
MBE/DBE Firms.

(b) Where appropriate, bidders/offerors should break out contract work items into
economically feasible units to facilitate MBE/DBE participation, rather than perform these work
items with their own forces.  The ability or desire of a prime contractor to perform the work of a
contract with its own organization does not relieve the bidder/offeror of the responsibility to
make Good Faith Efforts.

B. Identify MBE Firms or DBE Firms to Solicit

1. DBE Firms Identified in Procurements

(a) Certain procurements will include a list of the DBE Firms identified during the goal
setting process as available to perform the items of work.  If the procurement provides
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a list of Identified DBE Firms, the bidder/offeror shall make all reasonable efforts to solicit those
DBE firms.

(b) Bidders/offerors may, and are encouraged to, search the MBE/DBE Directory to identify
additional DBEs who may be available to perform the items of work, such as DBEs certified or
granted an expansion of services after the solicitation was issued.

2. MBE/DBE Firms Identified by Bidders/Offerors

(a) When the procurement does not include a list of Identified MBE/DBE Firms,
bidders/offerors should reasonably identify the MBE Firms or DBE Firms, whichever is
appropriate, that are available to perform the Identified Items of Work.

(b) Any MBE/DBE Firms identified as available by the bidder/offeror should be certified in
the appropriate program (MBE for State-funded procurements or DBE for federally-funded
procurements)

(c) Any MBE/DBE Firms identified as available by the bidder/offeror should be certified to
perform the Identified Items of Work.

C. Solicit MBE/DBEs

1. Solicit all Identified Firms for all Identified Items of Work by providing written notice.
The bidder/offeror should:

(a)  provide  the  written  solicitation  at  least  10  days  prior  to  bid  opening  to  allow sufficient
time for the MBE/DBE Firms to respond;

(b) send the written solicitation by first-class mail, facsimile, or email using contact
information in the MBE/DBE Directory, unless the bidder/offeror has a valid basis for using
different contact information; and

(c) provide adequate information about the plans, specifications, anticipated time schedule
for  portions  of  the  work  to  be  performed  by  the  MBE/DBE,  and  other  requirements  of  the
contract to assist MBE/DBE Firms in responding.  (This information may be provided by
including hard copies in the written solicitation or by electronic means as described in C.3
below.)

 2. “All” Identified Firms includes the DBEs listed in the procurement and any MBE/DBE
Firms you identify as potentially available to perform the Identified Items of Work, but it  does
not include MBE/DBE Firms who are no longer certified to perform the work as of the date the
bidder/offeror provides written solicitations.
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 3. “Electronic Means” includes, for example, information provided via a  website  or  file
transfer  protocol  (FTP)  site  containing  the  plans,  specifications,  and  other  requirements  of  the
contract.  If an interested MBE/DBE cannot access the information provided by electronic
means, the bidder/offeror must make the information available in a manner that is accessible by
the interested MBE/DBE.

 4. Follow up on initial written solicitations by contacting DBEs to determine if they are
interested.  The follow up contact may be made:

 (a) by telephone using the contact information in the MBE/DBE Directory, unless the
bidder/offeror has a valid basis for using different contact information; or

 (b) in writing via a method that differs from the method used for the initial written
solicitation.

5. In addition to the written solicitation set forth in C.1 and the follow up required in C.4,
use all other reasonable and available means to solicit the interest of MBE/DBE Firms certified
to perform the work of the contract.  Examples of other means include:

(a) attending any pre-bid meetings at which MBE/DBE Firms could be informed of
contracting and subcontracting opportunities;

 (b) if recommended by the procurement, advertising with or effectively using the services of
at least two minority focused entities or media, including trade associations, minority/women
community organizations, minority/women contractors' groups, and local, state, and federal
minority/women business assistance offices listed on the MDOT Office of Minority Business
Enterprise website; and

(c) effectively using the services of other organizations, as allowed on a case-by-case basis
and authorized in the procurement, to provide assistance in the recruitment and placement of
MBE/DBE Firms.

D. Negotiate With Interested MBE/DBE Firms

Bidders/Offerors must negotiate in good faith with interested MBE/DBE Firms.

1. Evidence of negotiation includes, without limitation, the following:

(a) the names, addresses, and telephone numbers of MBE/DBE Firms that were considered;

(b) a description of the information provided regarding the plans and specifications for the
work selected for subcontracting and the means used to provide that information; and
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(c) evidence as to why additional agreements could not be reached for MBE/DBE Firms to
perform the work.

2. A bidder/offeror using good business judgment would consider a number of factors in
negotiating with subcontractors, including DBE subcontractors, and would take a firm's price
and capabilities as well as contract goals into consideration.

3. The fact that there may be some additional costs involved in finding and using
MBE/DBE  Firms  is  not  in  itself  sufficient  reason  for  a  bidder's/offeror’s  failure  to  meet  the
contract DBE goal, as long as such costs are reasonable.  Factors to take into consideration when
determining whether a MBE/DBE Firm’s quote is excessive or unreasonable include, without
limitation, the following:

(a) the dollar difference between the MBE/DBE subcontractor’s quote and the average of
the other subcontractors’ quotes received by the bidder/offeror;

(b) the percentage difference between the MBE/DBE subcontractor’s quote and the
average of the other subcontractors’ quotes received by the bidder/offeror;

(c) the percentage that the DBE subcontractor’s quote represents of the overall contract
amount;

(d) the number of MBE/DBE firms that the bidder/offeror solicited for that portion of the
work;

(e) whether the work described in the MBE/DBE and Non-MBE/DBE subcontractor
quotes (or portions thereof) submitted for review is the same or comparable; and

(f) the number of quotes received by the bidder/offeror for that portion of the work.

4. The above factors are not intended to be mandatory, exclusive, or exhaustive, and other
evidence of an excessive or unreasonable price may be relevant.

5. The bidder/offeror may not use its price for self-performing work as a basis for rejecting
a MBE/DBE Firm’s quote as excessive or unreasonable.

6. The “average of the other subcontractors’ quotes received by the” bidder/offeror refers to
the average of the quotes received from all subcontractors, except that there should be quotes
from at least three subcontractors, and there must be at least one quote from a MBE/DBE and
one quote from a Non-MBE/DBE.
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 7. A bidder/offeror shall not reject a MBE/DBE Firm as unqualified without sound reasons
based on a thorough investigation of the firm’s capabilities.  For each certified MBE/DBE that is
rejected as unqualified or that placed a subcontract quotation or offer that the bidder/offeror
concludes is not acceptable, the bidder/offeror must provide a written detailed statement listing
the reasons for this conclusion.  The bidder/offeror also must document the steps taken to verify
the capabilities of the MBE/DBE and Non-MBE/DBE Firms quoting similar work.

(a) The factors to take into consideration when assessing the capabilities of a MBE/DBE
Firm, include, but are not limited to the following: financial capability, physical capacity to
perform, available personnel and equipment, existing workload, experience performing the type
of work, conduct and performance in previous contracts, and ability to meet reasonable contract
requirements.

(b) The MBE/DBE Firm’s standing within its industry, membership in specific groups,
organizations, or associations and political or social affiliations (for example union vs. non-union
employee status) are not legitimate causes for the rejection or non-solicitation of bids in the
efforts to meet the project goal.

E. Assisting Interested MBE/DBE Firms

When appropriate under the circumstances, the decision-maker will consider whether the
bidder/offeror:

1. made reasonable efforts to assist interested MBE/DBE Firms in obtaining the bonding,
lines of credit, or insurance required by MDOT or the bidder/offeror; and

2. made reasonable efforts to assist interested MBE/DBE Firms in obtaining necessary
equipment, supplies, materials, or related assistance or services.

III. Other Considerations

In making a determination of Good Faith Efforts the decision-maker may consider engineering
estimates, catalogue prices, general market availability and availability of certified MBE/DBE
Firms in the area in which the work is to be performed, other bids or offers and subcontract bids
or offers substantiating significant variances between certified MBE/DBE and Non-MBE/DBE
costs of participation, and their impact on the overall cost of the contract to the State and any
other relevant factors.

The decision-maker may take into account whether a bidder/offeror decided to self-perform
subcontract work with its own forces, especially where the self-performed work is Identified
Items of Work in the procurement.  The decision-maker also may take into account the
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performance of other bidders/offerors in meeting the contract. For example, when the apparent
successful bidder/offeror fails to meet the contract goal, but others meet it, this reasonably raises
the question of whether, with additional reasonable efforts, the apparent successful bidder/offeror
could have met the goal. If the apparent successful bidder/offeror fails to meet the goal, but
meets or exceeds the average MBE/DBE participation obtained by other bidders/offerors, this,
when viewed in conjunction with other factors, could be evidence of the apparent successful
bidder/offeror having made Good Faith Efforts.

IV. Documenting Good Faith Efforts

At a minimum, a bidder/offeror seeking a waiver of the MBE/DBE Goal(s) or a portion thereof
must provide written documentation of its Good Faith Efforts, in accordance with COMAR
21.11.03.11, within 10 business days after receiving notice that it is the apparent awardee.  The
written documentation shall include the following:

A. Items of Work (Complete Good Faith Efforts Documentation Form E, Part 2)

A detailed statement of the efforts made to select portions of the work proposed to be performed
by certified MBE/DBE Firms in order to increase the likelihood of achieving the stated
MBE/DBE Goal(s).

B. Outreach/Solicitation/Negotiation

1. The record of the bidder’s/offeror’s compliance with the outreach efforts prescribed by
COMAR 21.11.03.09C(2)(a) through (e) and 49 C.F.R. Part 26, Appendix A. (Complete
Outreach Efforts Compliance Statement)

2. A detailed statement of the efforts made to contact and negotiate with MBE/DBE Firms
including:

(a)  the  names,  addresses,  and  telephone  numbers  of  the  MBE/DBE  Firms  who  were
contacted, with the dates and manner of contacts (letter, fax, email, telephone, etc.) (Complete
Good  Faith  Efforts  Form  E,  Part  3,  and  submit  letters,  fax  cover  sheets,  emails,  etc.
documenting solicitations); and

(b)  a  description  of  the  information  provided  to  MBE/DBE  Firms  regarding  the  plans,
specifications, and anticipated time schedule for portions of the work to be performed and the
means used to provide that information.

C. Rejected MBE/DBE Firms (Complete Good Faith Efforts Form E, Part 4)
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1. For each MBE/DBE Firm that the bidder/offeror concludes is not acceptable or qualified,
a detailed statement of the reasons for the bidder's/offeror’s conclusion, including the steps taken
to verify the capabilities of the MBE/DBE and Non-MBE/DBE Firms quoting similar work.

2. For each certified MBE/DBE Firm that the bidder/offeror concludes has provided an
excessive or unreasonable price, a detailed statement of the reasons for the bidder's/offeror’s
conclusion, including the quotes received from all MBE/DBE and Non-MBE/DBE firms bidding
on the same or comparable work. (Include copies of all quotes received.)

3.  A  list  of  MBE/DBE  Firms  contacted  but  found  to  be  unavailable.   This  list  should  be
accompanied by a Minority Contractor Unavailability Certificate signed by the MBE/DBE
contractor or a statement from the bidder/offeror that the MBE/DBE contractor refused to sign
the Minority Contractor Unavailability Certificate.

D. Other Documentation

1. Submit any other documentation requested by the Procurement Officer to ascertain the
bidder’s/offeror’s Good Faith Efforts.

2. Submit any other documentation the bidder/offeror believes will help the Procurement
Officer ascertain its Good Faith Efforts.

281



CONTRACT PROVISIONS SHA No. AL486ZM1
PROPOSAL FORM PACKET — FEDERAL ARC Project No. MD-17754

F.A.P No. APL-3(406)N

02-09-16

37 of 45

MDOT MBE/DBE FORM E
GOOD FAITH EFFORTS GUIDANCE AND DOCUMENTATION

PART 2 – CERTIFICATION REGARDING GOOD FAITH EFFORTS DOCUMENTATION

PAGE __ OF ___

Prime Contractor Project Description Solicitation Number

PARTS 3, 4, AND 5  MUST BE INCLUDED WITH THIS CERTIFICATE ALONG WITH ALL DOCUMENTS
SUPPORTING YOUR WAIVER REQUEST.

I  hereby  request  a  waiver  of  (1)  the  Minority  Business  Enterprise  (MBE)  participation  goal
and/or subgoal(s), (2) the Disadvantaged Business Enterprise (DBE) participation goal, or (3) a
portion  of  the  pertinent  MBE/DBE  participation  goal  and/or  MBE  subgoal(s)  for  this
procurement.1  I affirm that I have reviewed the Good Faith Efforts Guidance MBE/DBE Form
E.   I  further  affirm under  penalties  of  perjury  that  the  contents  of  Parts  3,  4,  and  5  of  MDOT
MBE/DBE Form E are true to the best of my knowledge, information and belief.

_________________________________ ________________________________________
Company Name Signature of Representative

_________________________________ ________________________________________
Address Printed Name and Title

_________________________________ _______________________________________
City, State and Zip Code Date

1 MBE participation goals and subgoals apply to State-funded procurements.  DBE participation goals apply to
federally-funded procurements.  Federally-funded contracts do not have subgoals.
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MDOT MBE/DBE FORM E
GOOD FAITH EFFORTS GUIDANCE AND DOCUMENTATION

PART 3 – IDENTIFIED ITEMS OF WORK BIDDER/OFFEROR MADE AVAILABLE TO
MBE/DBE FIRMS

PAGE __ OF ___

Prime Contractor Project Description Solicitation Number

Identify those items of work that the bidder/offeror made available to MBE/DBE Firms.  This includes,
where appropriate, those items the bidder/offeror identified and determined to subdivide into
economically feasible units to facilitate the MBE/DBE participation.  For each item listed, show the
anticipated percentage of the total contract amount.  It is the bidder’s/offeror’s responsibility to
demonstrate that sufficient work to meet the goal was made available to MBE/DBE Firms, and the total
percentage of the items of work identified for MBE/DBE participation equals or exceeds the percentage
MBE/DBE goal set for the procurement.  Note:  If the procurement includes a list of bid items identified
during  the  goal  setting  process  as  possible  items  of  work  for  performance  by  MBE/DBE  Firms,  the
bidder/offeror should make all of those items of work available to MBE/DBE Firms or explain why that
item was not made available.  If the bidder/offeror selects additional items of work to make available to
MBE/DBE Firms, those additional items should also be included below.

Identified Items
of Work

Was this work listed in the
procurement?

Does bidder/offeror
normally
self-perform this
work?

Was this work  made available
to MBE/DBE Firms?
 If no, explain why?

□ Yes      □ No □ Yes      □ No □ Yes      □ No

□ Yes      □ No □ Yes      □ No □ Yes      □ No

□ Yes      □ No □ Yes      □ No □ Yes      □ No

□ Yes      □ No □ Yes      □ No □ Yes      □ No

□ Yes      □ No □ Yes      □ No □ Yes      □ No

□ Yes      □ No □ Yes      □ No □ Yes      □ No

Please check if Additional Sheets are attached.
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GOOD FAITH EFFORTS GUIDANCE AND DOCUMENTATION

PART 4 – IDENTIFIED MBE/DBE FIRMS AND RECORD OF SOLICITATIONS

PAGE __ OF ___

Prime Contractor Project Description Solicitation Number

Identify the MBE/DBE Firms solicited to provide quotes for the Identified Items of Work made available
for MBE/DBE participation.  Include the name of the MBE/DBE Firm solicited, items of work for which
bids/quotes were solicited, date and manner of initial and follow-up solicitations, whether the MBE/DBE
provided a quote, and whether the MBE/DBE is being used to meet the MBE/DBE participation goal.
MBE/DBE Firms used to meet the participation goal must be included on the MBE/DBE Participation
Schedule, Form B.  Note: If the procurement includes a list of the MBE/DBE Firms identified during the
goal setting process as potentially available to perform the items of work, the bidder/offeror should solicit
all of those MBE/DBE Firms or explain why a specific MBE/DBE was not solicited.  If the bidder/offeror
identifies additional MBE/DBE Firms who may be available to perform Identified Items of Work, those
additional MBE/DBE Firms should also be included below.  Copies of all written solicitations and
documentation of follow-up calls to MBE/DBE Firms must be attached to this form.  If the bidder/offeror
used a Non-MBE/DBE or is self-performing the identified items of work, Part 4 must be completed.
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Name of
Identified
MBE/DBE Firm  &
MBE Classification

Describe Item
of  Work
Solicited

Initial
Solicitation
Date &
Method

Follow-up
Solicitation
Date &
Method

Details for
Follow-up
Calls

Quote
Rec’d

Quote
Used

Reason
Quote
Rejected

Firm Name:

MBE Classification
(Check only if
requesting waiver of
MBE subgoal.)

 African American-
Owned
 Hispanic American-
Owned
 Asian American-
Owned
 Women-Owned
 Other MBE
Classification

___________________
_

Date:

□ Mail
□ Facsimile
□ Email

Date:

□ Phone
□ Mail
□ Facsimile
□ Email

Time of
Call:

Spoke With:

□ Left
Message

□ Yes
□ No

□ Yes
□ No

□ Used Other
MBE/DBE
□ Used Non-
MBE/DBE

□ Self-
performing

Firm Name:

MBE Classification
(Check only if
requesting waiver of
MBE subgoal.)

 African American-
Owned
 Hispanic American-
Owned
 Asian American-
Owned
 Women-Owned
 Other MBE
Classification

___________________
_

Date:

□ Mail
□ Facsimile
□ Email

Date:

□ Phone
□ Mail
□ Facsimile
□ Email

Time of
Call:

Spoke With:

□ Left
Message

□ Yes
□ No

□ Yes
□ No

□ Used Other
MBE/DBE
□ Used Non-
MBE/DBE

□ Self-
performing

Please check if Additional Sheets are attached.
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MDOT MBE/DBE FORM E
GOOD FAITH EFFORTS GUIDANCE AND DOCUMENTATION

PART 5 – ADDITIONAL INFORMATION REGARDING REJECTED MBE/DBE QUOTES

PAGE __ OF ___

Prime Contractor Project Description Solicitation Number

This form must be completed if Part 3 indicates that a MBE/DBE quote was rejected because the
bidder/offeror is using a Non-MBE/DBE or is self-performing the Identified Items of Work.
Provide the Identified Items Work, indicate whether the work will be self-performed or
performed by a Non-MBE/DBE, and if applicable, state the name of the Non-MBE/DBE.  Also
include the names of all MBE/DBE and Non-MBE/DBE Firms that provided a quote and the
amount of each quote.

Describe
Identified Items of
Work Not Being
Performed by
MBE/DBE
(Include
spec/section
number from bid)

Self-performing or
Using  Non-
MBE/DBE
(Provide name)

Amount
of
 Non-
MBE/DB
E Quote

Name of Other
Firms who
Provided Quotes &
Whether
MBE/DBE or Non-
MBE/DBE

Amount
Quoted

Indicate Reason Why
MBE/DBE Quote Rejected
& Briefly Explain

□ Self-performing

□ Using Non-
MBE/DBE

________________

$_______
___ ________________

__
□ MBE/DBE
□ Non-MBE/DBE

$_______
___

□ Price
□ Capabilities
□ Other

□ Self-performing

□ Using Non-
MBE/DBE

________________

$_______
___ ________________

__
□ MBE/DBE
□ Non- MBE/DBE

$_______
___

□ Price
□ Capabilities
□ Other

□ Self-performing

□ Using Non-
MBE/DBE

________________

$_______
___ ________________

__
□ MBE/DBE
□ Non- MBE/DBE

$_______
___

□ Price
□ Capabilities
□ Other

Please check if Additional Sheets are attached.
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INFORMATION REQUIRED TO BE SUBMITTED FOR FEDERALLY ASSISTED
CONTRACTS:

(a) Each bidder shall provide the following information:

NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
>$10,000,000

(b) Each bidder shall provide the following information for each firm quoting or
considered as subcontractors and/or suppliers:

NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
> $10,000,000

NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
> $10,000,000
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NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
> $10,000,000

NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
> $10,000,000

NAME OF FIRM:

Street and/or P.O. Box

City State Zip Code

 DBE  Non-DBE Age of the firm  years
Annual gross receipts per last calendar year <$500,000 $500,000-1,000,000

$1,000,000-3,000,000 $3,000,000-5,000,000 $5,000,000-10,000,000
> $10,000,000

Submit additional copies of this page as page 43A of 45, 43B of 45, etc. as necessary, and
place them as the last pages in the Invitation for Bids.  Place an “X” for “NO” on the last
copy.  Any additional Copies:  NO  YES
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EXTRA WORK, CONTRACT TIME, BONDING, LIQUIDATED DAMAGES, AND
PROPOSAL GUARANTY

EXTRA WORK.  It  is  further  proposed  to  do  all  "Extra  Work"  which  may  be  required  to
complete the work contemplated at unit prices or lump sum prices to be agreed upon in writing
prior to starting such extra work, or if such prices or sums cannot be agreed upon, to perform
such work on a Force Account basis as specified in TC-7.03.

CONTRACT TIME. To commence work as specified in the "Notice to Proceed" and to
prosecute the work to complete the contract within/or before

210 Calendar Days

 Any delay in awarding or the execution of this contract will not be considered as a basis for
any monetary claim, however, an extension of time may be considered by the Administration, if
warranted.

BONDING. When the Contractor's bid is $100,000 or more, the Contractor shall furnish a
Payment Bond and a Performance Bond in the full amount of the Contract Award as security for
the construction and completion of the contract in conformance with the Plans, Standard
Specifications, revisions thereto, General Provisions and Special Provisions.

 To guarantee all of the work performed under this contract to be done in conformance with the
Standard Specifications, revisions thereto, General Provisions and Special Provisions in a good
workmanlike manner and to renew or repair any work which may be rejected due to defective
materials or workmanship, prior to final completion and acceptance of the work, also we have
the equipment, labor, supervision and financial capacity to perform this contract either with our
organization or with Subcontractors.

LIQUIDATED DAMAGES.  The Contractor is hereby advised that liquidated damages in the
amount of $500.00 dollars per calendar day will be assessed for unauthorized extensions beyond
the contracted time of completion.
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PROPOSAL GUARANTY. A bid security is not required on Contract Proposals under
$100,000.

 A  bid  security  totaling  at  least  five  percent  (5%)  of  the  bid  amount  will  be  required  on
contracts of $100,000 or over.

 Acceptable forms of security for bid guaranty shall be:

 (1) A bond in a form satisfactory to the State underwritten by a company licensed to issue
bonds in this State;

 (2) A bank certified check, bank cashier's check, bank treasurer's check, or cash;

 (3) Pledge of security backed by the full faith and full credit of the United States government
or bonds issued by the State of Maryland.

 Enclosed herewith, find bid security based on at least five percent (5%) of the aggregate
amount of the bid submitted, and made payable to the "Allegany County Commissioners".  This
bid security is a Proposal Guarantee (which is understood will be forfeited in the event the
contract is not executed, if awarded to the signer of this affidavit).
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